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Abstract. In response to the 2013 Update of the European Strategy for
Particle Physics (EPPSU), the Future Circular Collider (FCC) study
was launched as a world-wide international collaboration hosted by
CERN. The FCC study covered an energy-frontier hadron collider
(FCC-hh), a highest-luminosity high-energy lepton collider (FCC-ee),
the corresponding 100 km tunnel infrastructure, as well as the physics
opportunities of these two colliders, and a high-energy LHC, based
on FCC-hh technology. This document constitutes the third volume
of the FCC Conceptual Design Report, devoted to the hadron col-
lider FCC-hh. It summarizes the FCC-hh physics discovery oppor-
tunities, presents the FCC-hh accelerator design, performance reach,
and staged operation plan, discusses the underlying technologies, the
civil engineering and technical infrastructure, and also sketches a pos-
sible implementation. Combining ingredients from the Large Hadron
Collider (LHC), the high-luminosity LHC upgrade and adding novel
technologies and approaches, the FCC-hh design aims at significantly
extending the energy frontier to 100 TeV. Its unprecedented centre-
of-mass collision energy will make the FCC-hh a unique instrument
to explore physics beyond the Standard Model, offering great direct
sensitivity to new physics and discoveries.
a e-mail: Michael.Benedikt@cern.ch
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Preface
The 2013 Update of the European Strategy for Particle Physics (ESPPU) [1] stated,
inter alia, that “. . . Europe needs to be in a position to propose an ambitious post-
LHC accelerator project at CERN by the time of the next Strategy update” and that
“CERN should undertake design studies for accelerator projects in a global context,
with emphasis on proton–proton and electron-positron high-energy frontier machines.
These design studies should be coupled to a vigorous accelerator R&D programme,
including high-field magnets and high-gradient accelerating structures, in collabora-
tion with national institutes, laboratories and universities world-wide”.
In response to this recommendation, the Future Circular Collider (FCC) study
was launched [2] as a world-wide international collaboration under the auspices of the
European Committee for Future Accelerators (ECFA). The FCC study was mandated
to deliver a Conceptual Design Report (CDR) in time for the following update of the
European Strategy for Particle Physics.
European studies of post-LHC circular energy-frontier accelerators at CERN had
actually started a few years earlier, in 2010–2013, for both hadron [3–5] and lep-
ton colliders [6–8], at the time called HE-LHC/VHE-LHC and LEP3/DLEP/TLEP,
respectively. In response to the 2013 ESPPU, in early 2014 these efforts were com-
bined and expanded into the FCC effort.
Since its inception, the international FCC collaboration has been working on the
design of a hadron collider (FCC-hh) for proton–proton collisions at the centre-of-
mass energy of 100 TeV that would offer the broadest discovery potential at the energy
frontier. The FCC-hh physics programme also has the potential to be expanded to
include heavy-ion, electron–proton and electron–ion collisions.
Five years of intense work and a steadily growing international collaboration have
resulted in the present Conceptual Design Report, consisting of four volumes covering
the physics opportunities, technical challenges, cost and schedule of several different
circular colliders, some of which could be part of an integrated programme extending
until the end of the 21st century.
Geneva, December 2018
Rolf Heuer Fabiola Gianotti
CERN Director-General 2009–2015 CERN Director-General since 2016
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Executive summary
Overview
Particle physics has arrived at an important moment in its history. The discovery of
the Higgs boson, with a mass of 125 GeV, completes the matrix of particles and inter-
actions that has constituted the “Standard Model” for several decades. This model
is a consistent and predictive theory, which has so far proven successful at describing
all phenomena accessible to collider experiments. However, several experimental facts
require the extension of the Standard Model and explanations are needed for observa-
tions such as the abundance of matter over antimatter, the striking evidence for dark
matter and the non-zero neutrino masses. Theoretical issues such as the hierarchy
problem, and, more in general, the dynamic origin of the Higgs mechanism, likewise
point to the existence of physics beyond the Standard Model.
This report contains the description of a novel research infrastructure based on a
highest-energy hadron collider with a centre-of-mass collision energy of 100 TeV and an
integrated luminosity of at least a factor of 5 larger than the HL-LHC. It will extend the
current energy frontier by almost an order of magnitude. The mass reach for direct dis-
covery will reach several tens of TeV, and allow, for example, the production of new par-
ticles whose existence could be indirectly exposed by precision measurements during the
earlier preceding e+e− collider phase. This collider will also precisely measure the Higgs
self-coupling and thoroughly explore the dynamics of electroweak symmetry breaking
at the TeV scale, to elucidate the nature of the electroweak phase transition. WIMPs as
thermal dark matter candidates will be discovered, or ruled out.
As a single project, this particle collider infrastructure will serve the world-wide
physics community for about 25 years and, in combination with a lepton collider (see
FCC Conceptual Design Report volume 2), will provide a research tool until the end
of the 21st century. The European Strategy for Particle Physics (ESPP) update 2013
stated “To stay at the forefront of particle physics, Europe needs to be in a position
to propose an ambitious post-LHC accelerator project at CERN by the time of the
next Strategy update”. The FCC study has implemented the ESPP recommendation
by developing a long-term vision for an “accelerator project in a global context”. This
document describes the detailed design and preparation of a construction project for
a post-LHC circular energy frontier collider “in collaboration with national institutes,
laboratories and universities world-wide”, and enhanced by a strong participation of
industrial partners. A coordinated preparatory effort can now be based on a core of
an ever-growing consortium of already more than 135 institutes world-wide.
Accelerator
The FCC-hh is designed to provide proton–proton collisions with a centre-of-mass
energy of 100 TeV and an integrated luminosity of ≈20 ab−1 in each of the two main
experiments for 25 years of operation. The combined data sets will thus significantly
exceed the total of 30 ab−1 required by the foreseen physics studies. In addition,
the FCC-hh offers the potential of colliding ions with protons and ions with ions.
The design also allows one interaction point to be upgraded to electron–proton and
electron–ion collisions. In this case, an additional recirculating, energy-recovery linac
will provide the electron beam that collides with one circulating proton or ion beams.
The other experiments can operate concurrently with hadron collisions.
















Fig. 1. Conceptual layout of the collider ring, indicating the main insertions. The exper-
iment interaction points are at PA, PB, PG and PL. Injection takes place at PL and PB.
PD hosts the beam extraction. Collimation takes place at PF and PJ. The radiofrequency
and feedback systems are installed at PH.
Layout and design
The layout of the collider is shown in Figure 1 and key parameters are given in Table 1.
The circumference of the collider is 97.75 km and the insertions are 1.4 km long,
with the exception of the 2.8 km-long transverse collimation and beam extraction
areas. This additional length facilitates the mitigation of the technological challenges
generated by the high beam energies. An integrated lattice, which includes all the
required functions has been developed.
Two high luminosity experiments are located in opposite insertions (PA and PG).
This ensures the highest luminosity, reduces unwanted beam-beam effects and is inde-
pendent of the beam-filling pattern. The main experiments are located in 66 m long
halls, sufficient for the detector that has been studied and ensuring that the final
focus system can be integrated into the available length of the insertion. Two addi-
tional, lower luminosity experiments are located together with the injection systems
in insertions PB and PL. In contrast to the LHC, these experiments are not located
in the centre of their insertion but are further away from PA, placing the injection
points close to PA. This allows better protection from the injected beam for the
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Table 1. Key FCC-hh baseline parameters compared to LHC and HL-LHC parameters.
LHC HL-LHC FCC-hh
Initial Nominal
Physics performance and beam parameters
Peak luminosity1 (1034 cm−2s−1) 1.0 5.0 5.0 <30.0
Optimum average integrated luminos-
ity/day (fb−1)
0.47 2.8 2.2 8
Assumed turnaround time (h) 5 4
Target turnaround time (h) 2 2
Peak number of inelastic events/crossing 27 135 levelled 171 1026
Total/inelastic cross section σ proton
(mbarn)
111/85 153/108
Luminous region RMS length (cm) 5.7 5.7
Distance IP to first quadrupole, L∗ (m) 23 40 40
Beam parameters
Number of bunches n 2808 10 400
Bunch spacing (ns) 25 25 25
Bunch population N (1011) 1.15 2.2 1.0
Nominal transverse normalised emit-
tance (µm)
3.75 2.5 2.2 2.2
Number of IPs contributing to ∆Q 3 2 2+2 2
Maximum total b-b tune shift ∆Q 0.01 0.015 0.011 0.03
Beam current (A) 0.584 1.12 0.5
RMS bunch length2 (cm) 7.55 8
IP beta function (m) 0.55 0.15 (min) 1.1 0.3
RMS IP spot size (µm) 16.7 7.1 (min) 6.8 3.5
Full crossing angle (µrad) 285 590 104 2003
1 For the nominal parameters, the peak luminosity is reached during the run.
2 The HL-LHC assumes a different longitudinal distribution; the equivalent Gaussian is 9 cm.
3 The crossing angle will be compensated using the crab crossing scheme.
experiments. The collider will use the existing CERN accelerator complex as injector
facility and the baseline is to inject beam at 3.3 TeV from the LHC. Injection from a
new, superconducting SPS can be considered as an alternative. The transverse beam
cleaning is located in insertion PJ and the beam extraction in insertion PD. The
longitudinal beam cleaning is placed in insertion PF and finally, the RF systems and
the fast feedback are placed in insertion PH. The long arcs also contain technical
points (PC, PE, PI and PK, not shown in Figure 1).
This layout increases the collider robustness because the high radiation experi-
ment and collimation sections are separated from the radiation sensitive equipment,
i.e. the RF, instrumentation and the extraction kickers. Also the short arcs between
the main experiment in PA and the additional experiments in PB and PL are long
enough to avoid background from the collision debris in the main experiment, which
would perturb the other experiments. Similarly, the RF insertion is protected from
the main experiment in PG.
Energy reach
The total length of the arcs is 83.75 km. The lattice in the arc consists of 90◦ FODO
cells with a length of about 213 m and six 14 m-long dipoles between quadrupoles.
The the dipole filling factor is about 0.8, hence a dipole field just below 16 T is
required to keep the nominal beams on the circular orbit.
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The dipoles use Nb3Sn conductors at a temperature of 2 K to reach this field and
are a key cost item. A focused R&D programme to increase the maximum current
density in the conductors to at least 1500 A/mm2 at 4.2 K temperature started in
2014 (currently 1200 A/mm2 has been achieved). Based on this performance, several
optimised dipole designs have been developed in the EuroCirCol H2020 EC funded
project – each implementing a different design concept. This allowed the amount of
conductor material to be minimised and led to the choice of the cosine-theta design
as the baseline. Collaboration agreements are in place with the French CEA, the
Italian INFN, the Spanish CIEMAT, the Swiss PSI and the Russian BINP organi-
sations, to build short model magnets based on the designs. In addition, a US DOE
Magnet Development Programme is working to demonstrate a 15 T superconducting
accelerator magnet.
If the FCC-hh is implemented following a lepton collider (FCC-ee) in the same
underground infrastructure, the time scale for design and R&D for FCC-hh is length-
ened by 15–20 years. This additional time will be used to develop alternative tech-
nologies, e.g. magnets based on high temperature superconductors with potentially, a
significant impact on the collider parameters (e.g. increase of beam energy), relaxed
infrastructure requirements (cryogenics system) and increased energy efficiency (tem-
perature of magnets and beamscreen).
Luminosity performance
It is planned to reach the initial parameters with a maximum luminosity of 5 ×
1034 cm−2 s−1 in the first years. In the following years the luminosity will be increased
to reach the nominal parameters with a luminosity of up to 3× 1035 cm−2 s−1. The
estimated integrated luminosity is 2 fb−1 per day of operation for the initial and
8 fb−1 for the nominal parameters. A generic design for the additional experiments
shows that a luminosity of 2× 1034 cm−2 s−1 can be reached, but further studies are
required.
The high luminosity is achieved with high brightness beams, a high beam current
comparable to LHC parameters, and a small β∗ at the collision points. Crossing
the beams at an angle limits the impact of parasitic beam-beam interactions and
the associated luminosity reduction is compensated by using crab cavities. Electron
lenses and current carrying wire compensators may further improve the performance
of the machine.
In the nominal phase, the beams can only be used for about 3.5 h for collision due
to the fast beam burn-off. Consequently, the turn-around time from one luminosity
run to the next is critical to achieve the target integrated luminosity. Theoretically a
time of about 2 h can be achieved. However, to include sufficient margin, turn-around
times of 5 h and 4 h are assumed for initial and nominal parameters, respectively. An
availability of 70% at flat top for physics operation is assumed for the estimate of
the overall integrated luminosity.
The various beam dynamics effects that can compromise the beam stability and
quality have been investigated and modelled for the conceptual design and mitigation
methods were devised where required. A combination of fast transverse feedback and
octupoles is used to stabilise the beam against parasitic electromagnetic interaction
with the beamline components. Electron cloud build-up, which could render the beam
unstable, is suppressed by appropriate hardware design. The impact of main magnet
field imperfections on the beam is mitigated by high quality magnet design and use
of corrector magnets.
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Technical systems
Many technical systems and operational concepts for FCC-hh can be scaled up from
HL-LHC or can be based on technology demonstrations carried out in the frame
of ongoing R&D projects. Particular technological challenges arise from the higher
total energy in the beam (20 times that of LHC), the much increased collision debris
in the experiments (40 times that of HL-LHC) and far higher levels of synchrotron
radiation in the arcs (200 times that of LHC).
The high luminosity and beam energy will produce collision debris with a power
of up to 0.5 MW in the main experiments and a significant fraction of this will be
lost in the machine near the experiment. A sophisticated shielding system, similar to
HL-LHC but thicker, protects the final focusing triplet, avoids quenches and reduces
the radiation dose. The current radiation limit of 30 MGy for the magnets, due to
the resin used, will be reached for an integrated luminosity of 13 ab−1. However,
improvement of both the shielding and the radiation hardness of the magnets appears
possible. It is therefore likely that the magnets will not have to be replaced during
the entire lifetime of the project.
The robust collimation and beam extraction system protects the machine from
the energy stored in the beam. The collimation system design is based on the LHC
system, with a number of improvements to make it viable. Additional protection has
been added to mitigate losses in the arcs that would otherwise quench magnets. Also
improved conceptual designs of collimators and dogleg dipoles have been developed
to reduce the beam induced stress to acceptable levels. Further R&D should allow
the margin in the design to be increased to comfortable levels.
The extraction system uses a segmented, dual-plane dilution kicker system to
distribute all bunches of the beam onto a multi-branch spiral on the absorber block.
Novel superconducting septa capable of deflecting the rigid beams are currently being
developed. The system design is fault tolerant, in particular, the most critical fail-
ure mode – erratic firing of a single extraction kicker element – has limited impact
since the system has a high granularity. Investigations of suitable absorber materi-
als including 3D carbon composites and carbon foams are ongoing in the HL-LHC
project.
The cryogenics system must compensate the continuous heat loads in the arcs of
1.4 W/m at a temperature below 2 K and the 30 W/m/aperture due to synchrotron
radiation at a temperature of 50 K, as well as absorbing the transient loads from
ramping of the magnets. The system must also be able to fill and cool down the cold
mass of the machine (230× 106 kg) in less than 20 days, while avoiding thermal gra-
dients higher than 50 K in the cryomagnet structure. It must also cope with resistive
transitions of the superconducting magnets and recover sufficiently fast from such
situations that the operational availability of the collider remains at an adequate
level.
The number of active cryogenic components distributed around the ring is min-
imised for reasons of simplicity, reliability and maintenance. The cooling power
required at each temperature will be produced by 10 refrigeration plants at 6 tech-
nical sites, and distributed to the adjacent sectors over distances of up to 10 km. At
each site, an interconnection box couples the various pieces of refrigeration equipment
to the cryogenic distribution line and where possible, they also facilitate redundancy.
To limit the pressure build-up during helium discharge in case of a sector quench
and to mitigate the risks of equipment failures, helium storage is provided at all 12
surface sites. The cooling of the two high-luminosity insertions requires additional
cryoplants.
Today, helium cryogenic refrigeration only reaches efficiencies of about 30% with
respect to an ideal Carnot cycle which leads to high electrical power consumption.
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Part of the FCC study is to perform R&D on novel refrigeration down to 40 K based
on a neon-helium (nelium) gas mixture, which has the potential to reach efficiencies
higher than 40%. This technology could reduce the electrical energy consumption of
the cryogenics system by 20%.
The cryogenic beam vacuum system ensures excellent vacuum to limit beam-gas
scattering. It also protects the magnets from the synchrotron radiation of the high
energy beam and efficiently removes the heat. In addition, it avoids beam instabili-
ties due to parasitic beam-surface interactions and electron cloud effects. The LHC
vacuum system design is not suitable for FCC-hh, hence a novel design has been
developed in the scope of the EuroCirCol H2020 funded project. It is as compact
as possible to minimise the magnet aperture and consequently magnet cost. The
beamscreen features an ante-chamber and is copper coated to limit the parasitic
interaction with the beam. The shape also reduces seeding of the electron cloud by
backscattered photons and additional carbon coating or laser treatment prevents the
build-up. This novel system is operated at 50 K and a prototype has been validated
experimentally in the KARA synchrotron radiation facility at KIT (Germany).
The RF system is similar to the one of LHC with an RF frequency of 400 MHz,
but it provides a higher maximum total voltage of 48 MV. To adjust the bunch
length in the presence of longitudinal damping by synchrotron radiation, controlled
longitudinal emittance blow-up by band-limited RF phase noise is implemented. The
current design uses 24 single-cell cavities.
Injection
The baseline injection concept reuses CERN’s Linac4, PS, PSB, SPS and the LHC at
3.3 TeV as pre-accelerators and connects the LHC to FCC-hh with transfer lines using
7 T superconducting magnets. This choice also permits the continuation of CERN’s
rich and diverse fixed-target physics programme in parallel with FCC-hh operation.
The necessary modifications for the LHC are considered limited and feasible and in
particular, the ramp speed can be increased as needed.
Reliability and availability studies have confirmed that operation can be opti-
mised such that the FCC-hh collider will have an adequate availability for luminosity
production. However, the power consumption of the ageing LHC cryogenic system
is a concern. The required 80%–90% availability of the injector chain could best be
achieved with a new high energy booster. As an alternative, direct injection from a
new superconducting synchrotron at 1.3 TeV that would replace the current 6.7 km
long SPS could be considered. In this case, simpler normal conducting transfer lines
with magnets operating at 1.8 T are sufficient. For this scenario more studies on beam
stability in the collider at injection are required.
Ion operation
A first parameter set for ion operation has been developed based on current injector
performance. If two experiments operate simultaneously for 30 days, one can expect
an integrated luminosity in each of them of 6 pb−1 and 18 pb−1 for proton-lead ion
operation with initial and nominal parameters, respectively. For lead-ion lead-ion
operation 23 nb−1 and 65 nb−1 could be expected. More detailed studies are being
carried out to address the key issues in ion production and collimation and to review
the luminosity predictions.
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Fig. 2. Left: 3D, not-to-scale schematic of the underground structures. Right: study bound-
ary (red polygon), showing the main topographical and geological structures, LHC (blue
line) and FCC tunnel trace (olive green line).
Civil engineering
The principal structure of the FCC-hh collider is a quasi-circular tunnel composed
of arc segments interleaved with straight sections with a diameter of 5.5 m and a
circumference of 97.75 km. Approximately 8 km of bypass tunnels, 22 shafts, 14 large
caverns and 12 new surface sites are also planned. On the left Figure 2 shows a 3D,
not-to-scale schematic of the underground structures. The chosen layout satisfies the
requirements of the FCC-hh and the FCC-ee machines.
Many different considerations played a role in choosing a suitable position for
the machine. The underground structures should be located as much as possible in
the sedimentary rock of the Geneva basin, known as Molasse (which provides good
conditions for tunnelling) and avoid the limestone of the nearby Jura. Another aim
was to limit the depth of the tunnel and shafts to control the overburden pressure on
the underground structures and to limit the lengths of service infrastructure (cables,
ducts, pipes). These requirements, along with the need to connect to the existing
accelerator chain through new beam transfer lines, led to the definition of the study
boundary, within the Jura range to the north-west, the Vuache mountain to the
south-west and the Pre-Alps to the south-east and east. An additional boundary is
placed to the north due to the increasing depth of Lake Geneva (see Fig. 2 right).
In order to evaluate different layouts and positions within the boundary area,
a software tool incorporating a 3D geological model was developed and used. The
tunnel will be constructed with a slope of 0.2% in a single plane, partly to optimise
the geology intersected by the tunnel and the shaft depths, and partly to implement a
gravity drainage system. It is anticipated that the majority of the machine tunnel will
be constructed using tunnel boring machines. One sector passing through limestone
will be mined. Different lining designs have been developed corresponding to the
excavations’ rock conditions.
The study was based on geological data from previous projects and data available
from national services. Based on this information, the civil engineering project is
considered feasible, both in terms of technology and project risk control. Dedicated
ground and site investigations are required during the early stage of the preparatory
phase to confirm the findings, to provide a comprehensive technical basis for an
optimised placement and as preparation for project planning and implementation
processes.
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Fig. 3. Cross section of an FCC-hh arc. The grey equipment on the left side of the tunnel
represents the cryogenic distribution line. A 16 T superconducting magnet can be seen in the
middle, mounted on a red support element. Another superconducting magnet on a transport
vehicle is shown next to it, in the transport passage.
For the access points and their associated surface structures, the focus has been
on identifying possible locations which are feasible from socio-urbanistic and environ-
mental perspectives. The construction methods, and hence the technical feasibility
of construction have been studied and are deemed achievable.
A 5.5 m internal diameter tunnel is required to house all necessary equipment for
the machine, while providing sufficient space for transport (this diameter is also com-
patible with the FCC-ee requirements). Figure 3 shows the cross section of the tunnel
in a typical arc segment, including the integrated air supply and smoke extraction
ducts, the cryogenic distribution line as well as the other services required.
Detector considerations
A 100 TeV proton collider is a discovery machine as well as a precision measurement
machine. The factor 7 higher energy over the present LHC increases the mass reach
by a similar factor. The much larger cross sections for SM processes together with
the higher luminosity lead to a significant increase in measurement precision. The
detector must therefore be able to measure multi-TeV jets, leptons and photons
from heavy resonances with masses up to 50 TeV, while at the same time be able to
measure the known SM processes with high precision and be sensitive to a broad range
of BSM signatures at moderate pT . Since the SM particles are at low mass compared
to the 100 TeV collision energy, many SM processes show significant forward boost
while still having transverse momentum distributions that are comparable to LHC
energies. A detector for 100 TeV must therefore increase the acceptance for precision
tracking and calorimetry to |η| ≈ 4, and keep at the same time the pT thresholds
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Fig. 4. The FCC-hh reference detector with an overall length of 50 m and a diameter
of 20 m. A central solenoid with 10 m diameter bore and two forward solenoids with 5 m
diameter bore provide a 4 T field for momentum spectroscopy in the entire tracking volume.
for triggering and reconstruction at levels close to the present LHC detectors. The
large number of p–p collisions per bunch-crossing, leading to the so called “pile-up”,
imposes stringent criteria on the detector design. While the present LHC detectors
have to cope with pile-up numbers up to 60, the HL-LHC will produce values of up to
200. The projected value of 1000 for the FCC-hh creates a technological challenge that
needs to be addressed with novel approaches. Continuing technology advancements,
specifically in the context of high precision timing detectors, will likely allow such
numbers to be handled.
Figure 4 shows the conceptual FCC-hh reference detector. It does not represent
a specific technical design for an implementation, but it serves as a concrete exam-
ple used for subsystem and physics studies to identify those topics where dedicated
R&D efforts are needed. The detector has a diameter of 20 m and a length of 50 m,
comparable to the dimensions of the ATLAS detector at the LHC. The central detec-
tor with coverage of |η| < 2.5 houses the tracking, electromagnetic calorimetry and
hadron calorimetry inside a 4 T solenoid with a free bore diameter of 10 m. In order
to reach the required performance for |η| > 2.5, the forward parts of the detector are
displaced from the interaction point along the beam axis and two forward magnet
coils with an inner bore of 5 m provide the required bending power. These forward
magnets are also solenoids with a 4 T field, providing a total solenoid volume of 32 m
length for high precision momentum spectroscopy up to rapidity values of |η| ≈ 4
and tracking up to |η| ≈ 6. An alternative consisting of 2 dipole magnets placed in
the forward regions with a field integral along the z-axis of about 4 Tm, similar to
the value for the ALICE and LHCb dipoles, is also studied. Although such a magnet
system shows better tracking performance in the very forward region, the fact of
losing the rotational symmetry and the requirement of a compensation system for
the hadron beam are seen as drawbacks. The tracker is specified to provide better
than 20% momentum resolution for pT = 10 TeV/c for heavy Z ′ type particles and
better than 0.5% momentum resolution at the multiple scattering limit at least up
to |η| = 3.
The tracker cavity has a radius of 1.7 m with the outermost layer at around 1.6 m
from the beam in the central and the forward regions, providing the full spectrometer
arm up to |η| = 3. The electromagnetic calorimeter (EMCAL) uses a thickness of
around 30 radiation lengths (X0) and together with the hadron calorimeter (HCAL)
provides an overall calorimeter thickness of more than 10.5 nuclear interaction lengths
(λ) to ensure 98% containment of high energy showers and to limit punch-through
to the muon system.
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The EMCAL is based on liquid argon (LAr) due to its intrinsic radiation hardness.
The barrel HCAL is a scintillating tile calorimeter with steel and Pb absorbers,
divided into a central barrel and two extended barrels. The HCALs for the endcap
and forward regions are also based on LAr. The requirement of calorimetry acceptance
up to |η| ≈ 6 translates into an inner active radius of only 8 cm at a z-distance of
16.6 m from the IP. The EMCAL is specified to have an energy resolution around
10%/
√
E and the hadron calorimetry around 50%/
√
E for single particles.
The considerations for the muon system have a significant impact on the overall
detector design. When the LHC detectors were designed, it was still unclear whether
precision tracking close to the interaction point would be possible. Therefore signifi-
cant emphasis was put on the standalone performance of muon systems. Today there
is little doubt that large scale silicon trackers will be core parts of future detectors.
Hence, the emphasis on standalone muon performance is less pronounced and the
focus should be on the aspects of muon trigger and muon identification.
The reference detector does not assume any shielding of the magnetic field. A
massive iron yoke, in this case much heavier than the one used for CMS at the
LHC, has significant cost and weight for such a large magnet system and alternative
solutions with active shielding coils increase the system size to dimensions that require
access shafts in excess of 25 m diameter for lowering these coils to the detector cavern.
The unshielded coil can be lowered through a shaft of 15 m diameter and the detector
can be installed in a cavern of 37 m height and 35 m width, similar to the present
ATLAS cavern. The magnetic stray field reaches 5 mT at a radial distance of 50 m
from the beamline. Therefore there is no relevant stray field in the service cavern,
which is placed at a distance of 50 m from the experiment cavern and separated by
rock. The shower and absorption processes inside the forward calorimeter produce
a large quantity of low energy neutrons of which a significant fraction enters the
tracker volume. In order to keep these neutrons from entering the muon system and
the detector cavern, a heavy radiation shield is placed around the forward solenoid
magnets to close the gap between the endcap and forward calorimeters.
The significant radiation levels create strong constraints on the technologies for
the various subsystems. On the first silicon layer at r = 2.5 cm the charged particle
rate is around 10 GHz/cm2. The number drops to about 3 MHz/cm2 at the outer radii
of the tracker. Inside the forward EMCAL the number rises to levels of 100 GHz/cm2.
The 1 MeV neutron equivalent fluence (1 MeV-neq) which is a key number for
long term damage of silicon sensors and electronics in general evaluates to a value
of 6 × 1017/cm2 for the first silicon layer. Beyond a radius of 40 cm the number
drops below 1016 /cm2 and in the outer parts of the tracker this number is around
5× 1015 /cm2. Technologies used for the HL-LHC detectors are therefore applicable
to radii >40 cm. Novel sensors and readout electronics have to be developed for the
innermost parts of the tracker.
The charged particle rate in the muon system is dominated by electrons, created
from high energy photons in the MeV range. These photons are created by processes
related to thermalisation and capture of neutrons that are produced in hadron show-
ers mainly in the forward region. These processes immerse the muon system and
the cavern in a “gas” of high energy photons that convert to electrons in the muon
system material. In the barrel muon system and the outer endcap muon system the
charged particle rate does not exceed 500 Hz/cm2, the rate in the inner endcap muon
system goes up to 10 kHz/cm2 and in the forward muon system the rate increases
to 500 kHz/cm2 at a distance of 1 m from the beam. These rates are comparable to
those in the ATLAS, CMS and LHCb muon systems [9–11] and gaseous detectors
used in these experiments can therefore be adopted in these regions.
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Cost and schedule
The construction cost for FCC-hh as a single project (i.e. without prior construction
of an FCC-ee lepton collider) amounts to 24 000 million CHF for the entire project.
All particle collider and injector related investments amount to 13 600 million CHF
or 57% of the total cost. The major part of the accelerator cost corresponds to the
4700 Nb3Sn 16 T main dipole magnets, totalling 9400 MCHF, at a cost target of 2
MCHF/magnet. Civil engineering accounts for 25% (6000 million CHF). The capital
cost for the technical infrastructure is 4400 million CHF.
If the FCC-hh project is preceded by an intensity-frontier lepton collider (FCC-
ee), both, civil engineering and general technical infrastructures can be fully reused for
this project, thus substantially lowering the necessary investments to 17 000 MCHF.
The operation costs are expected to remain within limits, since the evolution from
LEP to LHC operation today shows a steady decrease in the effort needed to operate,
maintain and repair the equipment. The cost-benefit analysis of the LHC/HL-LHC
programme reveals that a research infrastructure project of such a scale and hi-
tech level has the potential to generate significant socio-economic value throughout
its lifetime, in particular if the tunnel, surface and technical infrastructures from a
preceding project have been amortised. For such a scenario, a detailed assessment
remains to be performed.
The FCC-hh programme will commence with a preparatory phase of 8 years,
followed by the construction phase (all civil and technical infrastructure, machines
and detectors including commissioning) lasting 15 years. A duration of 25 years
is projected for the subsequent operation of the FCC-hh facility, to complete the
currently envisaged physics programme. This makes a total of nearly 50 years for
construction and operation of FCC-hh as a standalone project.
As a combined project (FCC-ee followed by FCC-hh), the FCC covers a total of
70 years, i.e. until the end of the 21st century.
Outlook
The technology for constructing a high-energy circular hadron collider can be brought
to the technology readiness level required for constructing within the next ten years
through a focused R&D programme. The FCC-hh baseline concept comprises a
power-saving, low-temperature superconducting magnet system based on an evo-
lution of the Nb3Sn technology pioneered at the HL-LHC, an energy-efficient cryo-
genic refrigeration infrastructure based on a neon-helium (nelium) light gas mixture,
a high-reliability and low loss cryogen distribution infrastructure based on Invar,
highly segmented kicker, superconducting septa and transfer lines and local magnet
energy recovery, and use of technologies that are already being gradually introduced
at other CERN accelerators. On a longer time scale, high-temperature superconduc-
tor R&D together with industrial partners has the potential to achieve an even more
energy efficient particle collider or to reach even higher collision energies. The reuse of
the entire CERN accelerator chain, which also serve a concurrent physics programme,
is an essential lever to come to an overall sustainable research infrastructure at the
energy frontier.
Strategic R&D for FCC-hh aims at minimising construction cost and energy con-
sumption, while maximising the socio-economic impact. It will mitigate technology-
related risks and ensure that industry can benefit from an acceptable utility. For
the implementation, a preparatory phase of about eight years is both necessary and
adequate to establish the project governing bodies and organisational structures, to
build the international machine and experiment consortia, to develop a territorial
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implantation plan in agreement with the host states’ requirements, to optimise the
disposal of land and underground volumes, and to prepare the civil engineering
project.
Such a large-scale, international fundamental research infrastructure, tightly
involving industrial partners and providing training at all education levels, will be a
strong motor of economic and societal development in all participating nations. The
FCC study has implemented a set of actions towards a coherent vision for the world-
wide high-energy and particle physics community, providing a collaborative frame-
work for topically complementary and geographically well-balanced contributions.
This conceptual design report lays the foundation for a subsequent infrastructure
preparatory and technical design phase.
1 Physics opportunities and reach
1.1 Introduction
After answering the question “where is the Higgs?” with the LHC, particle physics
is now faced with an even more challenging question: “what is next and where is
it?”. Additional particles and interactions must extend the Standard Model (SM),
to explain for example, the existence of dark matter (DM), neutrino masses and the
observed matter/antimatter asymmetry. The SM itself calls for a broader theoretical
framework, to provide a rationale for the dynamical origin of electroweak (EW) sym-
metry breaking (EWSB) and to justify the otherwise unnatural fine tuning needed
to prevent quantum corrections pushing the Fermi scale up to the Planck scale. Most
of the theories proposed in the last few decades require these extensions of the SM
to appear at the TeV scale, predicting that the LHC would discover new particles
beyond the Higgs.
That such predictions have not been fulfilled so far, can be due to two reasons:
either the scale of new physics is higher than expected, possibly well beyond what even
the HL-LHC will be able to explore; or this scale is indeed within the LHC’s reach,
but the related phenomena are very elusive, either because of their small rates, large
backgrounds, or of the lack of outstanding and triggerable features. The FCC project,
in its globality, aims to address both of these scenarios, by pushing the potential for
discovery through enhanced sensitivity to elusive phenomena and by extending the
mass reach through higher precision and larger energy. The FCC-hh, defined by
the target of 100 TeV proton–proton collisions with a total integrated luminosity of
20–30 ab−1, has a unique and all encompassing role: it extends the LHC mass reach for
direct observation of new phenomena by nearly an order of magnitude, and enriches
the indirect sensitivity of lepton collider FCC-ee through its own complementary
potential for precision measurements.
While data in the next few years (from the LHC, DM experiments, flavour and
neutrino facilities, etc.) will hopefully provide evidence of new phenomena at energy
scales well below 100 TeV and possibly within the range of HE-LHC, the high energy
physics community must meet the challenge of planning for a future collider at the
highest energies compatible with technological and financial realities. The FCC-hh
100 TeV pp collider fulfils this ambition and, as discussed in the following, is properly
dimensioned in terms of energy and luminosity, to achieve key scientific goals [12].
Aside from its fundamental role in the exploration of new physics beyond the SM
(BSM), the FCC-hh will provide the infrastructure required for a broader and diverse
research programme, including the continued study of the proton structure and of
strong interactions at the highest densites and temperature.
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1.2 Why 100 TeV?
While the LHC and other experiments do not concretely point to any specific BSM
scenario and mass scale today, rather general arguments support 100 TeV as a sen-
sible target for FCC-hh. There is clearly no upper limit to how high the community
would like the energy to be. If 120 TeV could be achievable, FCC-hh should go for
it. But there is evidence that 100 TeV is necessary and sufficient to achieve crucial
measurements and give clear yes/no answers to some of the important questions that
might still be left open after the HL-LHC and to explore scenarios that could emerge
from the FCC-ee phase. The basis for this evidence is summarised here. Additional
details are provided in the following sections, and a more complete discussion is
contained in Volume 1 of the Conceptual Design Report (CDR).
1.2.1 The nature of the Higgs potential
Until new physics is found, the complete exploration of Higgs properties will remain
the top priority of high energy physics. Progress is rapidly being made by the LHC
in improving the knowledge of Higgs couplings, but a precise answer to two key
issues will remain open even after the HL-LHC and the FCC-ee: how does the Higgs
couple to itself? What was the nature of the phase transition that, approximately
10−10 s after the Big Bang, accompanied EWSB and the creation of the Higgs vacuum
expectation value? This last question has implications for the possibility that this EW
phase transition (EWPT), if strongly of 1st order, played a role in establishing the
observed excess of matter over antimatter, and on the possible release of detectable
gravitational waves generated by the collision of bubbles of the new vacuum during
the Big Bang. The questions of the Higgs self-coupling and of the nature of the
EWPT are tightly related, since their answer depends on the parameters of the Higgs
potential. These are fixed in the SM, but could be altered in BSM scenarios. These
modifications to the SM are necessary to achieve a strong 1st order phase transition.
FCC-hh at 100 TeV has a 5% precision target for the measurement of the Higgs
cubic self-coupling in the SM (the precision could be better in BSM models with
an enhanced self-coupling), whereas the HL-LHC will only be sensitive to O(50%)
deviations from the SM. On the basis of the BSM models considered so far, this
5% precision, together with the FCC-hh discovery reach for additional particles that
could affect the EWSB transition, have been shown to be necessary and sufficient to
decide whether the EW phase transition was of strong 1st order or not.
1.2.2 Dark matter
Very different scenarios exist to explain the origin of DM, ranging from sub-eV axion
particles to the class of heavy black holes whose merging was recently detected by
gravitational antennas. An important large class of models is that of thermal weakly
interacting massive particles (WIMPs): the DM abundance observed is in fact consis-
tent with the densities predicted by the cosmological evolution of a class of particles
coupled to the SM via weak interactions and with masses of order of the weak scale.
Thermal WIMPs are the targets of both direct and indirect detection searches in
underground and space facilities. Possible signals detected by these facilities would
call for a direct confirmation by accelerators. Furthermore, accelerators are needed
to cover possible blind spots in the direct/indirect searches. The conclusive confir-
mation or rejection of the thermal WIMP hypothesis by accelerator experiments is
therefore a fundamental step in the understanding of the origin of DM.
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Thermal WIMPs cannot be too heavy, or their cosmological abundance would
exceed the DM density. The upper limit of their mass is in the range of 1–3 TeV,
depending on whether they couple via weak or Higgs bosons. Due to their weak
coupling and small production rates, only a fraction of this mass range is within the
reach of the LHC. As discussed below, the 100 TeV of FCC-hh are necessary and just
sufficient, to fully cover the rest.
1.2.3 Finding the origin of new physics exposed by indirect evidence
Most of what is known about the EW gauge bosons, the Higgs and the top quark
was learned by producing them directly, even though their existence had been clearly
substantiated indirectly. Future evidence for the existence of heavier particles, even
if coming indirectly from flavour observables or precision EW and Higgs observables,
will likewise require direct production to precisely determine their properties. This
will be much more the case in the future than it has been for the top quark or
the Higgs, when the SM provided a unique and robust interpretation framework to
extract their properties from indirect measurements.
As discussed in more detail in Volume 1, precision measurements at FCC-ee will
be sensitive to possible new phenomena at scales of tens of TeV. New physics at
these scales can be revealed in the near future by flavour phenomena, as suggested
by the studies of the current flavour anomalies in B decays, and might therefore call
for direct searches of massive particles possibly well beyond the LHC reach. Direct
particle production at the scale of a few tens TeV can only be achieved, within the
current technological landscape, by a hadron collider in the energy range of 100 TeV.
1.3 Setting the luminosity goals
Cross sections for the production of a state of mass M typically scale like 1/M2.
The FCC-hh luminosity should therefore increase w.r.t. the LHC by a factor of
(100/14)2 ∼ 50, for its discovery reach to be sensitive to masses 100/14 ∼ 7 times
larger than at the LHC. The baseline FCC-hh integrated luminosity of 20–30 ab−1
exceeds what is obtained with this factor, if rescaled from 300 fb−1, the target of the
nominal LHC luminosity [13] programme. As argued in [14], this is sufficient to prac-
tically saturate the discovery reach at the highest masses, since a further increase of
the luminosity by a factor of 10 beyond these values would only extend the discovery
reach by less than 20%.
Statistics are crucial to improve the measurements’ precision and to increase the
sensitivity to rare or elusive processes. The 20–30 ab−1 goal is sufficient to push
the target precision below the percent level for several Higgs couplings that cannot
reach this precision with the FCC-ee data, such as those to tt¯, γγ, Zγ and µµ.
This luminosity allows also to measure the Higgs cubic self-coupling with a precision
around 5%. More in general, the goals highlighted in the previous section can all
be achieved with this luminosity. Specific measurements may set more aggressive
luminosity goals, but generic arguments to justify them have not been found. The
needs of precision physics arising from new physics scenarios to be discovered at the
HL-LHC, to be suggested by anomalies observed by FCC-ee, or to be discovered at
100 TeV, may well drive the need for even higher statistics. While extra statistics
are always welcome, there is, however, no strong argument today that calls for an
integrated luminosity higher than indicated here.
Furthermore, for a large class of new-physics scenarios that may arise from the
LHC, less ambitious luminosity goals are acceptable as a compromise between physics
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Fig. 1.1. Integrated luminosity required for a 5σ discovery, as a function of the mass, for a
Z′ gauge boson coupled with SM couplings and decaying to leptons (left) and to tt¯ (right).
return and technical or experimental challenges. In particular, even luminosities of
few fb−1 are enough to greatly extend the discovery reach of the 100 TeV collider over
that of the HL-LHC, or to enhance the precision in the measurement of discoveries
made at the HL-LHC. Note that, while the luminosity goal of the accelerator is
20 ab−1, most of the analyses done in the context of the CDR studies use 30 ab−1,
assuming that the results of two experiments will be at least partly combined, for
the most important analyses limited by statistics.
Finally, the luminosity goals of FCC-hh make it also possible to achieve the 2 ab−1
integrated luminosity that defines the target of the FCC-eh programme, as discussed
below.
1.4 Discovery reach at the highest masses
The increase in centre of mass energy with respect to the LHC obviously leads to
a comparable extension of the discovery reach. Some concrete examples are given
below. Figure 1.1 shows the luminosity required to discover a SM-coupled Z′ gauge
boson, in its leptonic decay, as a function of its mass. The projection, described in
detail in [15], is based on the simulation of the baseline FCC detector presented in
Chapter 7. The reach extends to 43 TeV at the ultimate integrated luminosity of
30 ab−1. A few tens of fb−1, within the reach of the first year of data taking, are
sufficient to exceed the discovery reach of the HL-LHC by a factor of 2. The figure
also shows the impact of increased luminosity: a factor of ∼10, from 2.5 to 30 ab−1,
leads to an increase in reach by over 30%, while going from 30 to 300 ab−1 reduces
the further gain to less than 20%. Requiring a comparable sensitivity in the electron
and muon channels (as shown in Fig. 1.1), sets the resolution requirement for the
muon pT to the ∼20% level at pT = 10 TeV, which is implemented in the detector
design presented in Chapter 7. The right plot in Figure 1.1 shows the results for
the Z′ decay to a tt¯ pair. The simulation includes the impact of the QCD dijet
and tt¯ continuum backgrounds, and exploits the detector calorimetric granularity
(for the reconstruction of the top-jet substructure and the suppression of the dijet
backgrounds) and of the tracking performance (for the b-tagging). The reach extends
to a Z′ mass value of 17(23) TeV for 2.5(30) ab−1. All studies performed so far (e.g.
for supersymmetric particles such as squarks, gluinos or stops [16]) show a similar
increase by factors of 5 or larger in the discovery reach, with respect to the reach of
the HL-LHC.
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Table 1.1. Higgs production event rates for selected processes at 100 TeV (N100) and
statistical increase with respect to the statistics of the HL-LHC (N100 = σ100TeV× 30 ab−1,
N14 = σ14TeV × 3 ab−1).
gg → H VBF WH ZH tt¯H HH
N100 24× 109 2.1× 109 4.6× 108 3.3× 108 9.6× 108 3.6× 107
N100/N14 180 170 100 110 530 390
Table 1.2. Target precision for the parameters relative to the measurement of various Higgs
decays, ratios thereof, and of the Higgs self-coupling λ.
Observable Parameter Precision Precision
(stat) (stat+syst+lumi)
µ = σ(H)×B(H→ γγ) δµ/µ 0.1% 1.45%
µ = σ(H)×B(H→µµ) δµ/µ 0.28% 1.22%
µ = σ(H)×B(H→ 4µ) δµ/µ 0.18% 1.85%
µ = σ(H)×B(H→ γµµ) δµ/µ 0.55% 1.61%
µ = σ(HH)×B(H→γγ)B(H→bb¯) δλ/λ 5% 7.0%
R = B(H→µµ)/B(H→4µ) δR/R 0.33% 1.3%
R = B(H→γγ)/B(H→ 2e2µ) δR/R 0.17% 0.8%
R = B(H→γγ)/B(H→ 2µ) δR/R 0.29% 1.38%
R = B(H→µµγ)/B(H→µµ) δR/R 0.58% 1.82%
R = σ(tt¯H)×B(H→ bb¯)/σ(tt¯Z)×B(Z→ bb¯) δR/R 1.05% 1.9%
B(H→ invisible) B@95%CL 1× 10−4 2.5× 10−4
Notes. Notice that Lagrangian couplings have a precision that is typically half that of what
is shown here, since all rates and branching ratios depend quadratically on the couplings.
1.5 Precision Higgs studies and the exploration of EWSB
1.5.1 Higgs couplings
Two elements characterise the Higgs physics programme of FCC-hh: the large statis-
tics (see Tab. 1.1), and the large kinematic range, which probes Higgs production
at very large pT . As shown in Table 1.2, these factors allow the measurement of
Higgs couplings with (sub)percent-level precision that FCC-ee can probe with lim-
ited statistics and the precision of the Higgs self-coupling to below 10%.
The results in Table 1.2 represent the target uncertainties due to statistics (taking
into account analysis cuts, expected efficiencies, and the possible irreducible back-
grounds) and to systematics (limited here to the identification efficiencies for the
relevant final states, plus an overall 1% to account for luminosity and modelling
uncertainties). The full details of the analyses are presented in [17]. While these esti-
mates do not reflect the full complexity of the experimental analyses in the huge pile-
up environment of FCC-hh, the systematics assumptions that were used are rather
conservative. The projections given here are considered to be reasonable targets for
the ultimate precision and useful benchmarks to define the goals of the detector
performance.
The µ parameters shown in Table 1.2 are typically affected by systematics related
to the theoretical uncertainty in the production cross sections and the luminosity
measurement. It is reasonable to expect that these will be reduced to the percent level
by the time of operation. These systematics, however, cancel entirely in the ratio of
branching ratios, which are derived from events with identical Higgs kinematics. The
measurement of the tt¯H process allows the extraction of the top Yukawa coupling,
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Fig. 1.2. Examples of projected precision for Higgs measurements with 30 ab−1. Left: H→
γγ production rate at large pT . Right: ratio of H → γγ and H → 2e2µ rates. The results
labelled as “cons” are obtained by doubling the default systematic uncertainties for γ, e and
µ efficiencies.
once B(H → bb¯) is known from FCC-ee. The ratio to the tt¯Z process allows the
removal of the production and luminosity uncertainties. For the studies shown here,
samples of Higgs bosons produced at large pT were used to reduce backgrounds and
systematics. An example of the power of using such high-pT Higgses is given in
Figure 1.2(left), which shows the expected precision of the measurements relative to
Higgs produced above a given minimum pT and decaying to γγ. The measurement
of the ratio of γγ and 4 lepton final states, where production, luminosity and part of
the detection systematics cancel, is shown as a function of pT (min) in the right side
of Figure 1.2. These measurements can be performed with a precision better than
10% up to pT values in excess of 1 TeV, allowing to probe the possible existence of
higher-dimension operators affecting Higgs dynamics up to scales of several TeV.
Note that the precision of the ratios of branching ratios allows the extraction of
absolute determinations of the Higgs couplings, if use is made of the HZZ coupling
measured by FCC-ee.
1.5.2 The nature of the EW phase transition
As noted above, mapping out the thermal history of EWSB addresses two impor-
tant questions: was the matter-antimatter asymmetry generated in connection with
EWSB? and should one anticipate the generation of gravitational waves (GW) that
could be observed with future GW probes? If the EWPT was first order with suf-
ficient strength, the answer to both questions may be “yes”. Lattice studies imply
that, for a 125 GeV Higgs boson, the EWSB transition in the SM is of a cross-over
type, thereby failing to provide the out-of-equilibrium conditions needed to create of
the matter-antimatter asymmetry. On the other hand, BSM scenarios that contain
new bosonic degrees of freedom that interact with the Higgs boson, could change
the picture dramatically. A strongly first order phase transition (SFOPT) may arise
through BSM-induced changes in the zero-temperature vacuum structure of the scalar
potential and/or finite-temperature quantum corrections. In addition, the presence of
“BSM Higgses” may allow a richer thermal history than in the SM universe, includ-
ing the presence of new symmetry-breaking phases that preceded the present “Higgs
phase”.
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Searches for BSM scalars at the LHC have begun to explore this possibility,
largely precluding a SFOPT if the new scalars – such as top squarks – have strong
interactions. On the other hand, the presence of scalars that carry only electroweak
quantum numbers (EW multiplets) or no SM quantum numbers at all (singlets), is
more challenging to observe at the LHC, even by the end of the HL-LHC. Direct
production cross sections can be as small as a few fb in regions of parameter space
consistent with a SFOPT. Studies completed to date, however, indicate that the
FCC-hh with 30 ab−1 should provide a definitive probe of these new states in these
regions of parameter space. Indirect effects entering through modifications of the
Higgs self-coupling or the rate for H→γγ may be observable at the HL-LHC or even
the HE-LHC, but can be as small as a few percent, pointing to the precision achievable
only with the FCC-hh.
The simplest illustration of these possibilities is the extension of the SM scalar
sector with a single real singlet scalar, the “xSM” [18]. Singlet scalars occur copiously
in ultraviolet-complete embeddings of the SM, but it is not essential to examine the
additional degrees of freedom and interactions for the identification of the EWPT
dynamics. The xSM contains two Higgs-like scalars, h1 and h2 that are admixtures
of the neutral component of the SM Higgs doublet and the singlet. Unlike the pure
SM case, the associated interactions in the scalar potential can readily lead to a
SFOPT when the SM-like state h1 has a mass of 125 GeV. The associated collider
signatures include modifications of the Higgs self-coupling, which may be as small
as a few percent; a shift in the associated production (Zh1) cross section; and direct
production of two SM-like scalars h1 through an on-shell h2. Each h1 then decays
to the conventional Higgs boson decay products, yielding various combinations. The
possibilities for discovery through the “resonant di-Higgs production” process are
illustrated in Figure 1.3, where the results are obtained by combining the 4τ and
bb¯γγ final states [19]. Each coloured band gives the projected significance Nσ of
observation as a function of the h2 mass, with the Nσ range obtained by varying over
all other model parameters consistent with a SFOPT, constraints from electroweak
precision observables and present LHC Higgs signal strength determinations. The
maximum h2 mass consistent with a SFOPT is just below 900 GeV. As one can
see, the HL-LHC discovery potential is limited to a relatively modest portion of the
light h2 parameter space, whereas the FCC-hh with 30 ab−1 would enable discovery
over the entire first order EWPT-viable parameter space. Complementary parameter
scenarios, where the dominantly-singlet h2 boson is stable and invisible, can give rise
to missing ET signatures in (possibly off-shell) Higgs decays and to departures in the
Higgs self-coupling at one-loop. The FCC-hh target energy and luminosity have been
shown to be adequate to fully cover such scenarios as well [20].
1.6 Dark matter searches
The FCC-hh would play a crucial role in the ongoing search for dark matter. As a
direct consequence of its increased center-of-mass-energy, it will be the first collider
capable of producing weakly-interacting particles with masses up to a few TeV. For
example, SU(2) triplet DM, also known as “wino” DM, has a thermal relic mass of
∼2–3 TeV and will not be found except by very futuristic direct detection experi-
ments, which probe DM-nucleon cross sections down to the neutrino floor. While
traditional monojet DM searches at FCC-hh would only uncover wino DM up to
∼0.5 TeV mass, using disappearing charged track searches, the FCC-hh would dis-
cover winos up to 3 TeV in mass, with 3 ab−1 luminosity [21,22]. These conclusions
are corroborated by the detailed study of the disappearing track signatures in refer-
ence [23], which simulated the performance of possible tracking layouts in the presence
of the large FCC-hh pile-up.
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Fig. 1.3. Discovery potential for the singlet-induced SFOPT using resonant di-Higgs pro-
duction combining 4τ and bbγγ final states [19]. The vertical axis gives the significance as
a function of the singlet-like scalar mass m2 for the HL-LHC (blue band) and the FCC-hh
with 3 ab−1 and 30 ab−1 (purple and red bands, respectively).
FCC-hh’s role in uncovering weakly-interacting DM is reinforced by its coverage of
“simplified” DM models, which couple to SM particles via new scalar and vector cur-
rents. For example, Dirac fermion DM, universally coupled to SM fermions through
an axial-vector mediator, can be found in multijet searches, for mediator masses up
to 23 TeV and Dirac DM masses up to 3 TeV [24,25], after one ab−1 of luminosity.
These models cannot be found by direct detection experiments for mediator masses
heavier than ∼5 TeV.
Perhaps most importantly, it has become clear that many canonical weakly-
interacting DM models would only be discovered at FCC-hh. Some canonical DM par-
ticles that may not be found without the FCC-hh, include “Higgsinos”, “bino-winos”,
and “coannihilated singlets”. These DM models all include a light, extremely-weakly
interacting neutral state separated in mass by ∼10−3–100 GeV from a heavier, more
strongly interacting state. The reason that indirect astrophysical searches and under-
ground detectors cannot find such DM, even after direct detection experiments reach
the neutrino floor, is that the lightest DM state has tiny elastic interactions. Despite
these tiny interactions with SM particles, the DM state nevertheless annihilates to
the correct relic abundance in the early universe through co-annihilation with the
heavier, more strongly interacting DM state. The FCC-hh is uniquely capable of
producing this heavier, more strongly-interacting dark sector state.
Specifically, Higgsinos, which fill out the relic abundance for masses between 1 and
1.2 TeV, have a nucleon scattering cross section that lies well below the neutrino floor.
On the other hand, charged track searches at the FCC-hh could find these particles
up to the thermal relic mass of 1.2 TeV [23,26]. Another example of canonical DM
that only the FCC-hh can find is “bino-wino” DM, which spans the mass range
0.2−3 TeV. While bino-winos with masses between ∼1.6 and 3 TeV will be explored
by indirect and direct detection, bino-winos in the mass range ∼0.2−1.6 TeV cannot
be found by any currently planned experiment. The FCC-hh would explore masses
up to 1.6 TeV [27] after 10 ab−1, in events where the wino produces a moderate
amount of missing energy along with soft photons and leptons. Finally, another case
of co-annihilated singlet DM, beyond the reach of planned experiments, is a bino
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co-annihilated by a gluino. Monojet searches at the FCC-hh allow for discovery of
bino-gluino DM up to masses of 6 TeV after 3 ab−1 luminosity, compared with a
thermal relic mass range which extends to 8 TeV [21]. It remains to be assessed
whether the full luminosity of 30 ab−1 could completely explore such co-annihilated
thermal DM.
In summary, a 100 TeV proton–proton collider would be the first facility broadly
capable of searching for weakly-interacting dark matter via direct production and, in
certain scenarios, is the only facility capable of uncovering DM like Higgsinos, bino-
winos and thermal relic DM which freezes out by co-annihilating with a heavier,
strongly interacting dark sector state.
1.7 Lepton–Hadron physics
The FCC-eh is designed to collide 60 GeV electrons from an energy recovery linac
(as planned for the LHeC [28]) with the 50 TeV FCC-hh protons, for an ep centre
of mass energy of 3.5 TeV. The upper reach in the t-channel momentum transfer is
Q2max = 12 TeV
2, and Bjorken x extends from 10−7 (at Q2 = 1 GeV2) to x ∼ 1. The
ep and pp colliders can operate concurrently and 2 ab−1 of ep luminosity can therefore
be integrated in two decades of operation, exceeding HERA’s luminosity [29] by more
than a factor of 103. A few fb−1 may also be achieved in electron–ion collisions. Deep
inelastic scattering is the cleanest probe to resolve the substructure and dynamics
of hadronic matter. FCC-eh’s high energy and luminosity enhance this sensitivity
substantially, with a rich potential for discovery and for precision measurements of
the Higgs and EW sectors and of the top quark. Operating together with FCC-hh,
FCC-eh opens new horizons for hadron collider physics that are complementary to
the prospects of FCC-ee. These areas of investigation are briefly reviewed below.
1.7.1 QCD and Hadron structure
QCD exhibits the richest range of manifestations among all fundamental interac-
tions, from the short-distance perturbative dynamics of high energy processes, to the
non-perturbative dynamics responsible for hadronic matter, at distance scales going
from the proton and its substructure to a neutron star. In between these extremes, a
large variety of phenomena await a quantitative, first-principle description, and QCD
related discoveries may be made. Precision QCD measurements in the extended kine-
matic range of FCC-eh, in addition to shedding further light on a whole set of issues
from gluon saturation at small x to the nature of the pomeron, will be possible and
necessary to maximise the physics return of FCC-hh by providing, among other, the
most detailed knowledge of the proton parton distribution functions (PDFs) and a
value of αs with 1−2× 10−3 relative precision.
The FCC-eh can extract the PDFs of all individual quark flavours and of the
gluon without ad hoc assumptions or constraints, thanks to the high energy, which
provides comparable event rates from all three channels of γ, Z and W± exchange. At
the largest x values the PDFs will be determined with a few percent precision for the
u and d valence quarks. This will then allow, for example, accurate prediction of the
FCC-hh jet production cross section at the highest energies, improving the sensitivity
to possible new interactions, or substructures, of quarks. At the lowest values of x, the
FCC-eh data will reduce the PDF systematics to the pp → H inclusive cross section
to the 0.5% level, challenging the precision of theoretical calculations. A summary of
the precision projections for the partonic luminosity extracted from FCC-eh is shown
in Figure 1.4.
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Fig. 1.4. Relative PDF uncertainties on parton-parton luminosities from the FCC-eh PDF
set, as a function of the mass of the produced heavy object, MX , at
√
s = 100 TeV. Shown
are the gluon-gluon (top left), quark-antiquark (top right), quark-gluon (bottom left) and
quark-quark (bottom right) luminosities.
The kinematic range for electron-nucleus (eA) scattering accessible to FCC-eh
extends what has been studied so far by a factor of the order of 104, opening new
windows on the study of nuclear structure. For example, a future observation of non-
linear effects at small x in ep collisions, through measurements of F2 and FL, can
then be confronted with the superposition of non-linear and nuclear effects in eA, to
test the expected amplification ∝ A1/3. The high FCC-eh energy is crucial, in order
to be in a perturbative regime where saturation and nuclear effects can be properly
disentangled. Furthermore, FCC-eh will measure nuclear and proton PDFs indepen-
dently of each other at high precision, to deliver flavour and kinematic dependent
nuclear-to-proton ratio functions. That will lead to new theoretical developments on,
e.g. shadowing, and shed further light on the mechanism of hadronisation and on the
collective phenomena recently observed at the LHC in high-density final states from
AA, pA and pp collisions.
1.7.2 Higgs measurements
The main Higgs production mechanism at FCC-eh is ep → Hν(e)X, via WW(ZZ)
fusion, with σ ' 1 pb, and a total statistics of a few million events. The ep envi-
ronment is very clean, with a low pile-up and robust theoretical calculations, which
allow for absolute and precise predictions of the production rates. The scattered
ν or e distinguish H production via WW and ZZ fusion, providing two independent
measurements of the accessible decay modes at once. This redundancy enhances the
precision prospects to (sub)percent level, as summarised in Figure 1.5 for the seven
strongest H decay couplings. Furthermore, a first cut-based analysis, using only the
HH → 4b final state, shows high sensitivity to anomalous HWW and HHWW cou-
plings and a 3–4σ sensitivity to the Higgs self-coupling. This conservative estimate
will improve with refined analysis techniques and the inclusion of all other major
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Fig. 1.5. Determination of SM Higgs couplings in the seven most abundant decay channels,
from a fit to simulated WW and ZZ fusion production channels, including acceptance,
background and efficiency effects. The statistics is assumed to be collected in simultaneous
ep operation with pp at the LHC (HL, HE) and FCC.
decay channels and of the neutral current production will provide genuine discovery
potential for H → HH [30].
1.7.3 Precision EW and top physics
At Q2 M2Z,W weak interactions dominate the deep inelastic scattering interaction,
and top quarks are copiously produced in the Wb→ t and γg→ tt¯ processes. Unique
measurements of the EW sector become possible, like the scale dependence of the
weak mixing angle up to a few TeV and the precise measurement of the tWb and ttγ
vertices, which could expose anomalous couplings. Flavour physics studies are also
possible: direct, sub-percent precision measurements of Vtb and Vtd from single top
production; Vcs from charm production; probes of FCNC interactions beyond the SM
through processes such as Z/γq → t production or t→ Hq decay (q = u, c).
1.7.4 Production of new particles
The high-energy and clean environment of FCC-eh collisions offers additional win-
dows for discovery. Examples include the detection of exotic Higgs decays to DM, of
neutralinos in R-parity violating supersymmetry, or of exotic scalars. Vector-boson
scattering yields singly and doubly charged Higgs particles, should they exist. New
physics may appear through long-lived Higgsinos, which for small (large) wino-bino
mixing may be favourably discovered in ep (pp) interactions at the FCC. Finite neu-
trino masses may lead to heavier neutrino mass eigenstates, which can be discovered
in ep collisions through novel charged-current interactions. The so-called compressed
scenarios of supersymmetry, where soft decay products may escape searches in FCC-
hh, could be seen by FCC-eh. The scattering of electrons and quarks at the highest
Q2 values can probe new contact interactions, or a lepton/quark substructure, up to
scales in the 100 TeV range. Likewise lepto-quark resonances can be discovered, and
their spectroscopy explored, should their mass be smaller than ∼3 TeV.
1.8 The physics goals and prospects of the heavy ion programme at FCC-hh
The operation of the FCC-hh with heavy-ion beams is part of the accelerator design
studies, as discussed in Section 2.7. For a centre-of-mass energy
√
s = 100 TeV for
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Z1Z2/A1A2 gives the energy per nucleon–
nucleon collision of
√
sNN = 39 TeV for PbPb (Z = 82, A = 208) and 63 TeV for pPb
collisions. The present estimate of the integrated luminosity per month of running
for PbPb collisions results in about 35 nb−1 in the baseline scenario and 110 nb−1
in the ultimate scenario. The estimate for the pPb integrated luminosity is 8 and
29 pb−1 per month, in the baseline and ultimate scenarios, respectively. For both
colliding systems, the luminosity is larger than the current projection for the future
LHC runs [31] by factors of 10–30. The possibility of using nuclei smaller than Pb,
like 40Ar, 84Kr or 129Xe, to achieve larger instantaneous luminosity is also being
considered.
Collisions of heavy ions at ultra-relativistic energies allow the investigation of
the collective properties of the elementary quark and gluon fields of QCD, providing
a unique test bed for the study of strongly-interacting matter and, in general, of
the many-body properties of non-Abelian quantum field theory (QFT). The increase
in the centre-of-mass energy and integrated luminosity with respect to the LHC
opens up novel opportunities for physics studies of the Quark-Gluon Plasma (QGP),
described in detail in [32]. While unexpected discoveries, by their very nature, cannot
be anticipated, the main focus is on those fundamental questions about the nature
of QCD matter at high temperature and density for which qualitative advances are
expected. The main scientific motivations to carry out measurements with heavy ions
are summarised in the next section.
1.8.1 Novel access to QCD thermodynamics and QCD equilibration processes
Substantially increasing the centre-of-mass energy leads to the creation of initially
denser and hotter systems, which expand for a longer duration and over a larger
volume, developing stronger collective phenomena. In particular, extrapolations of
LHC measurements indicate that, going from
√
sNN = 5.5 TeV to 39 TeV, increases
both the initial energy density and the volume of the system by a factor of about
two, up to values of about 40 GeV/fm3 (at τ = 1 fm/c) and 11 000 fm3, respectively.
Beyond expected quantitative gains, this may bring novel qualitative phenomena into
experimental reach. For instance, FCC ion collisions reach temperatures (T ∼ 1 GeV)
where charm quarks start to contribute as active thermal degrees of freedom in the
QGP equation of state, thus playing a novel role in QCD equilibration processes. In
addition, the large increase in the particle multiplicity density and in integrated lumi-
nosity will allow the systematic study of flow-like features in smaller collision systems
(including pp and pA collisions), facilitating the characterisation of important signa-
tures of collectivity at the level of single events, rather than of event samples only.
This opens novel opportunities to understand the equilibration processes that lead
to hydrodynamisation and thermalisation in QCD and, in general, in non-Abelian
QFTs.
1.8.2 Characterisation of dense QCD matter through hard-scattering processes
High-energy partons produced in heavy-ion collisions undergo strong medium-
induced modifications, referred to as jet quenching, up to the highest transverse
momenta of the order of 1 TeV explored at the LHC so far. Jet quenching mea-
surements provide quantitative information on the transport properties of hot and
dense QCD matter and on the mechanism of thermalisation of a strongly-interacting
probe that is initially very far from equilibrium. The FCC-hh will greatly expand
the set of hard-scattering processes available for studies at the LHC, including novel
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(both experimentally and theoretically) probes such as the top quark and the Higgs
boson [33–35], which require the large FCC-hh statistics.
The tt cross section increases by a factor 80 from
√
sNN = 5.5 TeV to 39 TeV,
leading e.g. to 3−10 × 105 tt → bb``νν reconstructed events in a one-month PbPb
run. The products of the t→W→ qq decay will be injected in the QGP at times up
to 10 fm/c after the collision, depending on the top quark transverse momentum. The
time evolution of the QGP density and of the role of colour coherence [33] can then
be monitored through the jet-quenching-induced decrease of the measured W → qq
mass. Multiple parton interactions in the initial state will produce a large multiplicity
of charm and bottom quark pairs [36]. In addition, the secondary production of charm
quarks in scattering between partonic constituents of the QGP is expected to be
as large as 80% of the initial hard scattering production and is a novel observable
sensitive to the medium temperature evolution [37,38].
The yields and kinematic distributions of heavy quarkonium carry information
about the produced QCD matter, since quarkonia states are expected to dissociate
above critical energy densities (that depend on the binding energy of the state) and
to form in recombination processes (depending on the density of heavy quarks in
the system). The aforementioned secondary production of cc pairs could lead to a
global enhancement of the J/ψ yield in PbPb compared to pp collisions, rather than
the suppression that is observed at LHC energies. In addition, a first observation
of Υ formation from bb recombination is expected. Finally, the increase in energy
and luminosity for pA collisions could prove decisive for the search of parton energy
loss (e.g. with correlations of electroweak bosons and jets) and thermal radiation in
high-multiplicity small-system collisions, where several QGP-like effects are observed
in the particle yield and flow measurements.
1.8.3 Parton saturation in an ultra-dense kinematic domain
Parton densities increase strongly with decreasing momentum fraction x. At any given√
s, the nuclear parton densities are larger than those in the proton due to geometric
enhancement. On general grounds, this growth at small x is expected to saturate
once parton densities reach non-perturbative values of parametric order∼1/αs. In the
context of heavy-ion collisions, the study of saturated QCD is of fundamental interest,
mainly because it fixes the initial conditions for the collective dynamics. For instance,
the accuracy reached in the quantitative properties of hot and dense QCD matter
depends ultimately on the accuracy with which one can characterise the incoming
nuclear wave functions at small x. More generally, saturated QCD is of fundamental
interest as it is a qualitatively-novel kinematic regime where QCD scale dependence is
governed by non-linear evolution equations and where bulk properties of QCD become
amenable to perturbative calculations. The higher centre-of-mass energy of FCC-hh
allows the exploration of a wide and previously uncharted kinematic range in the
(x, Q2) plane, where gluon saturation is expected to manifest itself. Complementary
pA and eA collision programmes at the FCC-hh/eh are both needed to fully explore
this opportunity. pA collisions have the advantage of a larger coverage at small x,
because of the larger centre-of-mass energy, e.g. down to x ∼ 10−6 at a rapidity of
about 5 in pPb collisions at 63 TeV. On the other hand, electron–nucleus collisions
have the advantage of a fully constrained kinematics (precise determination of x
and Q2). Among others, promising observables in pA collisions include: (i) photon
production and photon–hadron correlations at forward rapidity, which are sensitive
to the small x and small Q2 region where saturation is expected to set in; (ii) heavy
quarkonium production in γA collisions (ultra-peripheral nucleus–nucleus collisions);
(iii) the production of very heavy objects like W, Z and t, which can provide strong
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constraints on the modification of the parton density functions in nuclei at small x and
large Q2. For example, the nuclear modification factor of muons from tt → bb``νν
in pPb collisions (8 pb−1) would reduce the nuclear parton distribution function
uncertainties by a factor of about two in 0.05 < x < 0.7 at Q = mtop [34].
In addition to the three key motivations for a heavy-ion beam programme at the
FCC-hh listed above, further opportunities are discussed in [32], including contribu-
tions to other sectors of high energy physics, such as searches for new particles in
photon–photon scattering processes induced at very high rates by the strong elec-
tromagnetic fields of the colliding Pb nuclei [39], the contribution to the physics of
ultra-high-energy cosmic rays and the physics with fixed-target collisions using FCC
proton or heavy-ion beams.
2 Collider design and performance
2.1 Requirements and design considerations
The FCC-hh will provide proton–proton collisions with a centre-of-mass energy of
100 TeV, about seven times higher than in LHC. Within 25 years of operation it can
accumulate an integrated luminosity of ≈20 ab−1 in each of the two main experi-
ments. The combined data sets will thus easily surpass the total of 30 ab−1 required
by the physics studies. With the initial parameters it is planned to reach a maxi-
mum luminosity of 5 × 1034 cm−2 s−1 in the first years. In the following years the
luminosity will be increased reaching the final parameters with a luminosity of up to
3× 1035 cm−2 s−1.
The layout of the collider has been developed to integrate with the existing CERN
accelerator complex as injector facility. The beam quality from the existing injector
complex is sufficient. Care has been taken to ensure easy beam transfer from either
the LHC or the SPS to the future collider tunnel (see Chap. 6).
The FCC-hh also offers the potential of colliding ions with protons and ions with
ions. The existing accelerator complex can provide the required ion beams. Additional
protection in the collider is needed to mitigate the very localised beam loss that ions
can induce.
The design also allows for an upgrade to electron–proton and electron–ion col-
lisions. In these cases, one of the circulating proton or ion beams collides with an
electron beam provided by a new energy recovery linac.
The collider design provides a robust solution that achieves the performance goals
and with sufficient margins. With the availability of the cost model, the design can
be further optimised to balance risk and cost.
2.2 Key parameters and layout
The machine layout is shown in Figure 2.1 and the key parameters are listed in
Table 2.1. The performance will increase from the initial to the nominal parameters.
2.2.1 Layout and beam energy
The collider has been placed adjacent to the CERN LHC and SPS accelerators and
the two injection insertions (at PB and PL) are positioned such that one can inject
beam from either the LHC or the SPS.
















Fig. 2.1. The FCC-hh conceptual layout. The two main experiments are located in PA and
PG and the additional experiments in PB and PL, the latter combined with the injection.
The momentum and betatron collimation systems are in insertions PF and PJ, respectively.
The beam extraction is located in PD. The radiofrequency system and the main feedback
are integrated in PH.
Two high luminosity experiments are located in opposite insertions (PA and PG).
This ensures the highest luminosity, reduces unwanted beam-beam effects and is inde-
pendent of the beam-filling pattern. Two additional, lower luminosity experiments
are located together with the injection systems in insertions PB and PL. The trans-
verse beam cleaning is located in insertion PJ and the beam extraction in insertion
PD. The longitudinal beam cleaning is placed in insertion PF and finally, the RF
systems and the fast feedback are placed in insertion PH. The long arcs also contain
technical points (PC, PE, PI and PK).
The total circumference of the collider is 97.75 km and most of the insertions
are 1.4 km long. Only the transverse collimation and the beam extraction areas are
2.8 km long. This additional length facilitates the mitigation of the challenges posed
in these systems by the high stored energy. The arcs of the collider have a total
length of 83.75 km and a dipole filling factor of about 0.8. A dipole field of slightly
less than 16 T, which is the target for the superconducting, Nb3Sn-based magnets, is
required to keep the beams on the circular orbit. Figure 2.2 depicts the cross section
of a typical arc segment.
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Table 2.1. FCC-hh baseline parameters compared to the LHC and HL-LHC parameters.
LHC HL-LHC FCC-hh
Initial Nominal
Main parameters and geometrical aspects
c.m. Energy (TeV) 14 100
Circumference C (km) 26.7 97.75
Dipole field (T) 8.33 <16
Arc filling factor 0.79 0.8
Straight sections 8 × 528 m 6 × 1400 m + 2 × 2800 m
Number of IPs 2 + 2 2 + 2
Injection energy (TeV) 0.45 3.3
Physics performance and beam parameters
Peak luminosity1 (1034 cm−2s−1) 1.0 5.0 5.0 <30.0
Optimum average integrated
lumi/day (fb−1)
0.47 2.8 2.2 8
Assumed turnaround time (h) 5 4
Target turnaround time (h) 2 2
Peak no. of inelastic events/crossing 27 135 (lev) 171 1026
Total/inelastic cross section σ proton
(mbarn)
111/85 153/108
Luminous region RMS length (cm) 5.7 5.7




Number of bunches n 2808 10 400
Bunch spacing (ns) 25 25 25
Bunch population N (1011) 1.15 2.2 1.0
Nominal transverse normalised emit-
tance (µm)
3.75 2.5 2.2 2.2
Number of IPs contributing to ∆Q 3 2 2+2 2
Maximum total b-b tune shift ∆Q 0.01 0.015 0.011 0.03
Beam current (A) 0.584 1.12 0.5
RMS bunch length2 (cm) 7.55 8
IP beta function (m) 0.55 0.15 (min) 1.1 0.3
RMS IP spot size (µm) 16.7 7.1 (min) 6.8 3.5
Full crossing angle (µrad) 285 590 104 2003
Other beam and machine parameters
Stored energy per beam (GJ) 0.392 0.694 8.3
SR power per ring (MW) 0.0036 0.0073 2.4
Arc SR heat load (W/m/aperture) 0.17 0.33 29
Energy loss per turn (MeV) 0.0067 4.67




Transverse emittance damping time
(h)
25.8 1.0
Dipole coil aperture (mm) 56 50
Minimum arc beam half aperture
(mm)
∼18 13
Installed RF voltage (400.79 MHz)
(MV)
16 48
Harmonic number 35 640 130 680
Notes. 1For the nominal parameters, the peak luminosity is reached during the run. 2The
HL-LHC assumes a different longitudinal distribution; the equivalent Gaussian is 9 cm. 3The
crossing angle will be compensated using the crab crossing scheme.
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2.2.2 Luminosity and beam parameters
The luminosity is a function of the beam current I, the beam-beam tune shift ξ, the
beam gamma factor γ and the beta-functions at the collision point β?. For a round
beam it is given by:







Here, rp is the classical proton radius and q the elementary charge. The form factor
F allows for geometric luminosity reduction effects like the hour glass effect; it is
neglected in the following discussion. Hence, to reach high luminosity, one has to use
a high brightness beam (i.e. large ξ), achieve small beta functions and have a high
beam current.
Larger beam-beam tuneshifts can reach more luminosity but also have undesired
effects. In particular, large beam-beam tuneshifts can turn small amplitude beam-
beam jitter into emittance growth which results in an increase of beam size and hence
a decrease of the luminosity. They can also lead to an increase of particle losses due
to non-linear effects and consequently a decrease in the beam lifetime. In FCC-hh
a maximum beam-beam tuneshift of ξ ≤ 0.03 is expected. In the initial phase each
of the four experiments contributes about 0.0055 to the total remains well below
the maximum. In the nominal phase each of the two main experiments reaches up
to 0.013 and the tuneshift of the additional experiments has to be reduced, e.g. by
separating the beams. Simulations [40] and LHC experience with the current working
point confirm that this value is acceptable. The fraction of beam lost in the transverse
tails remains below 10−3 per hour and also the emittance growth induced by beam-
beam jitter remains limited. In contrast, a slightly larger tuneshift would rapidly
increase the loss rate and the beam emittance would increase significantly faster for
the same jitter amplitudes. Studies [40] indicate that other working points might
allow even larger tuneshifts but detailed work to evaluate the impact on other parts
of the machine remains to be done. The crossing angle of about θc ≈ 200µrad limits
the impact of parasitic beam-beam crossings and the associated luminosity reduction
is mitigated by the use of crab cavities. Other means that could be added to mitigate
the long-range and head-on beam-beam effects include electron lenses and current
carrying wire compensators.
A small beta function, β*, at the collision point makes the optics design for the
experiment insertion demanding and requires a large aperture in the focus triplets.
This poses challenges for the magnet and protection design and for the collimation
system which has to scrape off tails that could hit the triplets.
There are three main potential limitations for the beam current: synchrotron radi-
ation, single beam collective effects and machine protection considerations. At the
high energy of the FCC-hh, even proton beams emit significant synchrotron radiation
power: together both beams emit about 5 MW. Beamscreens protect the supercon-
ducting magnets from this power, in the same way as in the LHC. The cryogenic
system cools these screens to a temperature of 50 K. Due to the Carnot inefficiency
and the limited technical efficiency of the cryogenic system, about 100 MW of electri-
cal power is required to remove the synchrotron radiation power. A lower operating
temperature would increase the power required to cool the beamscreen even further
whilst a higher temperature would increase the heat transferred from the beamscreen
(see Sect. 3.3.2) into the magnet and hence increase the power required to cool the
magnet (see Sect. 5.6.2).
The second limitation, single beam collective effects, requires advanced methods
for its mitigation. These techniques include a novel beamscreen design that ensures
very good vacuum. This screen also reduces the potential for single bunch instabilities
by making the pumping holes invisible to the beam, a marked improvement compared
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Fig. 2.2. Cross section of an FCC-hh arc. The grey equipment on the left side of the tunnel
represents the cryogenic distribution line. A 16 T superconducting magnet can be seen in the
middle, mounted on a red support element. Another superconducting magnet on a transport
vehicle is shown next to it, in the transport passage.
to LHC [41]. A carbon layer on the surface and the specific geometry suppress the
build-up of electron clouds, one of the important issues in the LHC. The same goal
could be achieved by using a laser treatment to roughen the surface. Additional
means to mitigate the collective effects include feedback, octupoles, and potentially
RF quadrupoles and electron lenses. They are instrumental in permitting the use of a
small free aperture. Combined with a compact beamscreen design a magnet aperture
of only 50 mm becomes possible, which helps to limit cost.
A robust collimation and beam extraction system protect the machine from the
energy stored in the beam.
2.2.3 Integrated luminosity
The beam parameters vary significantly during luminosity production [42]. Figure 2.3
illustrates the evolution of the main beam parameters taking into account the effect
of intra-beam scattering, synchrotron radiation damping and quantum excitations,
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Fig. 2.3. Evolution of the beam parameters and luminosity during luminosity production,
for the nominal 25 ns parameter set (see Tab. 2.1). A vertical black line marks the optimum
fill length for a turn around time of 4h. The corresponding average luminosity production
rate (without down time) is 8.2 fb−1 per day.
luminosity burn-off and an absolute emittance growth rate of 0.15µm/h. The math-
ematical description of the model can be found in [43]. It is assumed that the longi-
tudinal emittance is kept constant to maintain the size of the luminous region inside
the detector. The budget for an additional source of emittance growth due to external
sources of noise is conservatively based on LHC experience, where about 0.05µm/h
is routinely observed [44]. The short period of the collide-and-squeeze scheme, which
brings the beams already into collision before the squeeze, is not included here as it
has almost no impact on the integrated luminosity.
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During the run, the emittance reduction dominates first and hence the luminosity
increases up to 2.5× 1035 cm−2 s−1. Then the beam burn-off starts to dominate and
the luminosity decreases. A maximum beam-beam tune shift of 0.013 per IP is reached
after 2 h of luminosity production. During the run the intensity decreases by a factor
of 4 and the transverse emittances by a factor of 8.
The experience in LHC shows that the turnaround time from the end of luminosity
production to the start of the next could be reduced to 2 h with some modifications of
the injector complex [45]. The turnaround times assumed for the initial and nominal
parameters are 5 h and 4 h, respectively, see Section 2.5. These times include a margin
for limited availability. An optimum average production rate of 8.2 fb−1 per day is
obtained in these conditions – meeting the target of 8 fb−1. The beams should be
renewed after 3.7 h in collision.
2.2.4 Additional experiments
The injection insertions allow the installation of two additional experiments in the
collider. The first half of the insertion in the direction of the injected beam is used for
injection and the detector is placed in the middle of the second half. This configura-
tion avoids the need to bypass the detector with the transfer line and affords ample
space to protect the detector from potential beam losses at injection. Currently, no
specific performance requirements have been established for these experiments. A
generic insertion design gives an indication of the expected performance [46]. It pro-
vides a free distance from the collision point to the focusing triplets of 25 m and can
reach luminosities in the 2×1034 cm−2 s−1 range. The shielding to protect the triplet
can be less massive than for the main experiments thanks to the lower luminosity.
2.2.5 Alternative bunch spacings
With the nominal parameters, a maximum of about 1000 events per bunch crossing
can be reached. Novel detector design and data analysis methods need to be developed
to allow the interesting physics to be extracted from this high background. Other
operation modes based on reducing the bunch spacing from 25 ns to 12.5 ns or 5 ns
together with proportionate changes to the charge and emittance can facilitate this
task by reducing the number of events per bunch crossing. Table 2.2 shows three
tentative scenarios. These options have not been considered in detail and more work
is required to judge their feasibility and performance. They are more demanding for
the hardware design and lead to a reduction of the integrated luminosity. The first
option requires an adaptation of the injector chain to produce 12.5 ns beams. The
second uses a 5 ns beam that could potentially be provided by the current injector
complex, whilst the third option needs major modifications in the injector to produce
the very small emittances.
If the experiments require these smaller bunch spacings an appropriate R&D
programme can be launched.
The alternative bunch spacings will increase the electron cloud effect, with
the 12.5 ns option being the most critical. This requires additional mitigation and
improvements of the existing mitigation measures. Furthermore, the instrumentation
and feedback systems must have higher bandwidth.
2.2.6 Injection considerations
The injection energy is 3.3 TeV and beams at this energy can be provided by the LHC.
The choice of this energy ensures that the beam size is small enough to provide a
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Table 2.2. Key beam parameters.
Initial Nominal Opt 1 Opt 2 Opt 3
Bunch spacing (ns) 25 25 12.5 5 5
Protons per bunch (1011) 1 1 0.5 0.2 0.2
Init. hor. transv. emittance (µm) 2.2 2.2 1.1 1.1 0.44
Init. vert. transv. emittance (µm) 2.2 2.2 1.1 1.1 0.44
Final hor. transv. emittance (µm) 1.28 0.29 0.25 0.22 0.22
Final vert. transv. emittance (µm) 1.28 0.24 0.2 0.17 0.17
Max. total beam-beam tuneshift 0.01 0.03 0.03 0.03 0.03
IP beta-function (m) 1.1 0.3 0.3 0.3 0.3
Peak luminosity (1034 cm−2 s−1) 5.01 25.2 23.2 14.5 20.1
Max. number events per crossing 170 857 394 99 137
Optimum integrated luminosity/day (fb−1) 2.27 8.2 7.5 5.5 6.2
Notes. The initial and ultimate baseline parameters are shown together with the phase two
parameters for some alternative bunch spacing scenarios.
sufficient number of sigmas of beam stay clear for collimation and machine protection.
The dynamic aperture and beam stability are also guaranteed. Some modifications
of the powering scheme will allow the LHC to be ramped quickly providing the short
turnaround times required. Lower injection energies have also been studied, in partic-
ular a choice of 1.3 TeV. This would allow injection from a new accelerator, either a
superconducting 6 T machine in the SPS tunnel or a superferric 1.5 T one in the LHC
tunnel. However, the lower energy will reduce the dynamic aperture at injection, not
only due to the larger beam but also because of the increased degradation of the
magnetic field quality. In addition, the collimation system and the impedance effects
will become more challenging. Further design effort would therefore be required to
judge whether one can adopt this injection energy.
2.3 Design challenges and approaches
2.3.1 Lattice considerations
The lattice layout facilitates the separation of the various functions which ensures
that sensitive equipment is not affected by systems which generate significant quan-
tities of radiation. During physics periods with stable beams in collision, the main
experiments are the principle source of radiation, since most of the beam is consumed
in collisions. The short arcs between the main experiment in PA and the additional
experiments in PB and PL ensure that this collision debris does not cause significant
background in the smaller experiments.
The collimation systems can also generate significant quantities of radiation under
certain operating conditions. Therefore they are separated from all other systems.
The momentum collimation system takes advantage of the dispersion from the arcs
to remove energy tails. In the betatron collimation system the dispersion from the
arcs is suppressed to more easily remove transverse tails.
The relatively sensitive RF systems, electron lenses and the feedback systems are
located in a dedicated insertion (PH) where the radiation levels are low.
Similarly, the position of the beam extraction systems in a separate insertion
(PD) ensures that the extraction kicker systems are only exposed to low levels of
radiation, to limit the likelihood of erroneous kicker firing.
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The injection systems are placed close to the additional experiments but the
experiments will only produce significant amounts of radiation at collision energy,
when injection is switched off.
With the exception of PD and PJ, the length of each insertion is 1400 m which
corresponds to a scaling of the LHC insertion lengths with the square root of the beam
energy. This choice allows the LHC and HL-LHC optics solutions to be implemented
in the FCC-hh with the same magnet technology. Improved technologies are used to
push the performance beyond that which can be achieved by scaling. In particular
the final triplet magnets in the experiment insertions use the same technology as the
HL-LHC but with higher fields. This allows a relatively smaller β-function at the
collision point – which naturally scales with the square root of the energy – and also
increases the protection of the magnets against the higher levels of collision debris in
the FCC-hh. Optics design studies have confirmed that the full 1400 m is required to
achieve the performance goals.
The betatron collimation and the extraction systems are the most sensitive to
beam losses under these higher performance scenarios since the increased total par-
ticle energy, the higher beam brightness and the larger number of stored protons
increase the risk. Consequently, longer insertions of 2800 m has been allocated for
these systems. Further studies will optimise the insertion lengths taking into account
the civil engineering and implementation aspects.
2.3.2 Arc vacuum
The arc vacuum system defines the aperture of the magnet, which is a key cost driver
and has a strong impact on the beam performance. The proposed design allows
the magnet aperture to be reduced to 50 mm and still provides good conditions
for the beam, i.e. good vacuum, low impedance and suppression of electron cloud
effects.
The beamscreen protects the cold bore of the magnets from the 30 W/m of syn-
chrotron radiation emitted by each beam at collision energy (see Sect. 3.3.2). The
cryogenic system cools this screen to 50 K; at this temperature the heat can be
removed more efficiently than at the 2 K system of the magnets.
A vacuum pressure of 1015 m−3 hydrogen equivalent, similar to the LHC, ensures
a beam lifetime of about 100 h, which is compatible with the integrated luminosity
target. The power deposited by beam scattering on the rest gas is low enough to
avoid quenches of the superconducting magnets due to induced heating. However,
with this lifetime up to about 40 kW (0.45 W/m) are still being deposited in the arc
dipoles. To remove it requires about 30 MW of cooling power. Therefore the vacuum
design aims at a significantly lower vacuum pressure of 0.2 × 1015 m−3 hydrogen,
which is feasible.
The copper coating of the inner surface of the beamscreen in combination with
the chosen aperture ensures that the impedance is low enough for beam stability,
although a high-temperature superconductor (HTS) coating option is being consid-
ered to provide a higher stability margin. Pumping holes in the screen facilitate a
good vacuum and in contrast to the LHC, they do not generate significant impedance
because they are located in two small antechambers. The antechambers also help to
reduce the amount of synchrotron radiation that is reflected back into the beam aper-
ture. This arrangement reduces the production of seed electrons that could form an
electron cloud. A thin coating of amorphous carbon on the inner part of the chamber
hinders any existing electrons from producing electron showers thereby suppressing
any electron cloud build-up.
808 The European Physical Journal Special Topics
Fig. 2.4. Detector region layout.
2.3.3 Experimental areas
The design of the interaction region follows the structure of the LHC interaction
region: the final focus system consists of a quadrupole triplet on each side of the
interaction point (IP) with a single aperture shared by the counter-rotating beams.
Dipoles in the following section separate the two beams into the individual apertures
used in the rest of the ring. Four quadrupoles in the straight section, the dispersion
suppressor quadrupoles and trim quadrupoles in the first arc cell are used to match
the optical functions between the final focus system and the regular arcs. The design
of the final focus system is driven by energy deposition from collision debris from the
IP. It requires a short drift space between the IP and the final focus system, as well
as long, large aperture final focus quadrupoles. The opening of the detector design
requires a 33 m space on either side of the IP, resulting in a total cavern length of 66 m
(Fig. 2.4). The cavern is closed by a 2 m thick shielding wall followed by an absorber
to protect the front of the final focus system from collision debris. This leads to a
minimum drift space between the IP and the final focus system of 40 m. Systems with
longer drift spaces were also considered but they featured larger chromaticity and
matching of the optical functions to the arcs proved difficult within the designated
insertion length. The total magnetic length of the triplet quadrupoles is 107.2 m and
allows the use of relatively low gradient, large aperture quadrupoles. This also allows
the inside of the magnets to be protected with up to 35 mm of tungsten shielding,
while still leaving enough free aperture to accommodate a beam with a beta function
at the IP of almost β* = 0.2 m without violating the collimation hierarchy. This beta
function offers a comfortable margin to the nominal goal of β* = 0.3 m.
The high luminosity leads to collision debris reaching a total power of about
500 kW in each of the high luminosity detectors and a significant amount is lost in
the machine section next to the detectors. A sophisticated shielding system protects
the final triplet magnets from these losses. It consists of a copper shield in front
of the triplet and a tungsten tube inside the magnet bore. This tube protects the
magnets from charged particles (mainly pions) that enter the magnet aperture and are
defocused by the field. Figure 2.5 shows the conceptual design of this shielding [47].
The shielding inside the quadrupoles increases the aperture, which in turn reduces
the achievable field. Therefore the absorber design is optimised to provide a good
balance between aperture and protection. Detailed simulation studies have confirmed
the effectiveness of the shielding of the triplet magnets from the collision debris. For
the peak luminosity of 3 × 1035 cm−2 s−1, the maximum power in the cold mass of
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Fig. 2.5. Conceptual design of the protection system for the focusing triplets next to the
collision points. (a) Q2 and Q3 cross section, (b) 3D diagram of the insertion region.
the triplet magnets remains at the level of a few kW and this can be handled by the
cryogenic system. The corresponding maximum local power density in the cold mass
reaches 4.5 mW/cm−3 and thus remains below the safe quench limit of 5 mW/cm−3.
Over the project lifetime, the collision debris deposits a peak integrated radiation dose
in the triplet quadrupoles of 70 MGy, assumes an integrated luminosity of 30 ab−1.
The current safe limit is 30 MGy in order to avoid damage to the epoxy resin used
in current magnet. New developments, which profit from experiences in the ITER
project, show a potential to withstand about 200 MGy by using, for example, by using
blends of cynate ester and epoxy resin [48]. Additional means exist to reduce the
maximum dose and to increase the radiation hardness of the magnets. In particular,
the shielding could be further optimised to distribute the radiation more, which is
occurs only in a small part of the magnet. Operating part of the time with vertical
crossing angle and the other part with horizontal crossing would further reduce the
local dose.
The dipoles next to the triplet are normal conducting. Their peak dose from
the collision debris is 90 MGy. As for the superconducting magnets this exceeds the
current safe limit of 30 MGy but will become acceptable with improved, radiation
hard technology. Also in this case further improvement of the shielding design is
possible to minimise the dose.
2.3.4 Machine protection
After injection at 3.3 TeV, each beam has a total energy of 560 MJ. At collision
energy of 50 TeV this increases to 8.3 GJ. These values exceed those of LHC by more
than a factor 20. An adequately designed machine protection system must be con-
ceived to mitigate this risk. Dedicated systems will predict and detect equipment fail-
ures rapidly enough to engage protection systems that can extract the beam cleanly
before it can generate harmful losses. Passive protection mitigates the impact from
failure of active components, such as injection and extraction kickers. The collima-
tion system removes the beam halo and tails and protects the machine from losses
which might otherwise cause magnet quenches. The collimation system also allows
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continued operation of the machine with large losses in order to be able to diagnose
the origin of the problem.
2.3.5 Injection
An injection system is located upstream of each of the two low-luminosity experiments
within a straight section of 1.4 km. This layout allows three of the four experiments
to be close to the CERN site. The injection [49,50] utilises a fast bunch-to-bucket
transfer with a normal conducting Lambertson septum to deflect the beam vertically
onto the collider orbit. The horizontal angle is reduced by off-centre passage through
a defocussing quadrupole and is then fully compensated by a fast kicker system.
A specific injection protection system is required to protect the machine and the
experiments from badly injected beam. The main constraints for the injection system
at 3.3 TeV come from the total beam energy of 560 MJ of the high energy booster
(HEB) to FCC transfer, coupled with the beam rigidity of 11 T km.
Investigations of LHC injection protection absorber blocks with the HL-LHC
beam parameters [51] show that the threshold for absorbers to survive beam impact
is around 5 MJ with the expected beam sizes. A burst-mode transfer of 130 batches,
each consisting of 80 bunches, is therefore envisaged. The target filling factor of the
collider is 80% (10 400 bunches) and hence the gaps between batches needed for the
injection kicker rise time have to be shorter than 425 ns. A fast recharging kicker
system allows the full LHC beam to be transferred within several seconds and thus,
the time for the injection process is negligible in comparison to the overall filling time.
Many kickers will be used to achieve a fast rise time and this requires high reliability
in order to achieve a low probability of any kicker misfiring. Novel solid-state kicker
generator concepts are being developed to reach these short rise times. These very
low failure rates will be achieved by having a very modular and easily maintainable
system (see Sect. 3.5.2).
2.3.6 Extraction and dump
The dump systems [52,53] have to abort the beam in a safe and reliable way at any
energy level between injection and collision (see Sect. 3.5.3). There is one system per
beam which extracts the full beam in one turn onto an external absorber block. Both
active and passive beam dilution is required in the dump line to avoid damaging
this block. The extraction systems for both beams are located in a dedicated 2.8 km
long straight section. At collision energy, the extreme beam rigidity and stored beam
energy pose serious challenges for the performance of the extraction kickers, septa
and dilution kickers. In order for the dump block to survive the impact of a nominal
beam dump, a dual plane dilution kicker system is required. The kicker is excited with
a damped voltage pulse oscillating at 50 kHz which distributes the full beam of 10 400
bunches onto a multi-branch spiral on the front face of the absorber block which is
20 m long and 55 cm in radius. Novel superconducting septa capable of deflecting
these rigid beams with a reasonable power consumption are being developed.
Failures within the system which could lead to an asynchronous beam dump are
of special concern due to the potential for damage and the difficulty of designing
passive absorbers. These failure cases dominate the system design and dictate many
of the detailed layout and parameter choices. The extraction kicker system is highly
segmented. Hence, the erratic firing of a single kicker leads only to a limited level of
orbit oscillation of the beam which can be accepted in the machine for a substantial
fraction of a turn. This allows waiting for the next abort gap to fully extract the beam
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Table 2.3. Collimator families, lengths, materials and gaps for both the betatron (β) and
momentum (δ) collimation systems in the collision configuration.
Type Length (m) Material Half gap σ
TCP β 0.3 CFC 7.6
TCSG β 1.0 CFC/MoGR 8.8
TCLA β 1.0 Iner180 12.6
TCP δ 0.3 CFC 10.8
TCSG δ 1.0 MoGr 13.0
TCLA δ 1.0 Iner180 14.4
TCT 1.0 Iner180 10.5
TCLD 1.0 Iner180 35.1
without losses. It is therefore planned to have several abort gaps in the filling pattern.
This scheme prevents an asynchronous dump caused by a single kicker misfiring
which could create beam losses around the ring during the extraction. The system is
designed to survive other failure modes that still might lead to a full asynchronous
firing of the extraction kickers, by using passive protection elements. Since a single
bunch at 50 TeV is already close to the damage limit of state-of-the-art composites,
the extraction kicker rise time has to be as low as 1µs to avoid absorber damage
caused by particles being swept across the surface during a rising kicker pulse. This
constraint could be significantly relaxed if sacrificial absorbers could be used for
asynchronous dump protection.
2.3.7 Collimation
As in any high-energy hadron collider, a collimation system is needed to intercept
and safely dispose of unavoidable beam losses. It should clean the beam halo, to
keep losses in the superconducting magnets below the quench limit and also provide
passive protection during fast beam failures. The design of the collimation system
also has implications for controlling the background in the experiments and/or the
machine impedance. The collimation is particularly challenging due to the unprece-
dented stored beam energy of 8.3 GJ, which is more than a factor 20 higher than the
LHC [54].
The backbone of the collimation system is housed in two dedicated insertions:
PJ for betatron collimation which is 2.8 km long and PF for momentum cleaning
which is 1.4 km long. The design and optics of these insertions [55,56] are scaled-
up versions of the LHC collimation system [57–60], which has been optimised and
demonstrated a very good performance during operation [61,62]. The length of the
betatron system, as well as its β-functions, have been scaled up by a factor 5 from
LHC to achieve collimator gaps that are similar to the LHC both in units of beam
σ and in mm. This avoids excessive impedance and guarantees mechanical stability
while keeping the σ-setting small enough to protect the aperture. The optics in PJ
is shown in Figure 2.6 and the collimator parameters are in Table 2.3. The magnets
in the insertion are normal conducting – to limit their sensitivity to losses – with a
design similar to the one for LHC. Future studies will attempt to improve the system
design.
As in the LHC, the multi-stage system consists of robust primary collimators
(TCP) closest to the beam, followed by secondary collimators (TCSG), also robust,
which intercept the secondary halo from the TCPs. In the LHC, the TCPs and
TCSGs are made of carbon-fibre-composite (CFC), however, this would induce
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Fig. 2.6. Top: The simulated betatron losses in PJ at 50 TeV with collision optics for
a horizontal beam loss, normalised to cleaning inefficiency as in [60]. Green bars represent
losses on collimators, and red bars are losses on warm magnets. No losses in the downstream
cold elements (after s = 76 000) are observed. Bottom: the optics in PJ.
Table 2.4. The parameters used in the MAD-X model for FCC-hh studies at top energy
and injection.
Parameter set FCC-hh injection (3.3 TeV) FCC-hh top energy (50 TeV)
Normalised emittance n 2.2 µm 2.2 µm
Radial closed orbit
excursion xco 2 mm 2 mm
Momentum offset δp 6× 10−4 2× 10−4
β-beating fractional
beam size change kβ 1.05 1.1
Relative parasitic
dispersion farc 0.14 0.1
Protected aperture (σ) 13.4 15.5
too high an impedance for FCC-hh. Therefore, the majority of the TCSGs are
made of molybdenum-graphite instead, but with a 5µm molybdenum coating as in
HL-LHC [63]. Active tungsten absorbers (TCLA) intercept the tertiary halo and
showers from the TCSGs and are a third stage of collimation. In the same way as
in the HL-LHC [64,65], further collimators (TCLD) are introduced in the disper-
sion suppressor (DIS), to intercept single-diffractive protons leaking from the TCP.
Furthermore, tertiary collimators (TCTs) upstream of the experiments provide local
protection for the aperture bottlenecks, in particular the final focus triplets. The pro-
posed collimation layout provides sufficient protection of the full machine at injection
and also in the most demanding situation at the smallest β* at collision.
The betatron cleaning performance of the baseline system has been assessed
through tracking simulations [66] and energy deposition studies [67,68]. The system
is conservatively designed to withstand a temporary beam lifetime drop to 12 min
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over a period of 10 s with a beam loss power of 11.8 MW. The cleaning simulated
by the tracking in the most critical part of the ring, the betatron cleaning insertion
at PJ, is shown in Figure 2.6. With the TCLDs and fixed masks, no direct proton
impacts are observed in the DIS, which is the most critical area due to the high
losses. Nevertheless, showers reach the superconducting magnet coils, however, the
simulated power in the most loaded magnets stays well below the estimated quench
limit of about 5 mW/cm3 at 50 TeV (see Sect. 3.2).
With the 11.8 MW power impacting on the system, the loads on the collimators
and all other elements in PJ are very challenging. FLUKA [69,70] simulations show
that, as for LHC, only up to 10% of the total energy is deposited in the collimator
jaws and absorbers [67,71–74]. Almost half of the power is lost in the tunnel wall while
the rest is mostly deposited in the warm magnets of the insertion and in the beam
pipe. With the horizontal and vertical TCPs shortened to 30 cm from the initial
60 cm (LHC design), without skew TCP, and increased thickness of the TCP and
first TCSG jaws, the power deposited on any single collimator stays below 100 kW.
Thermo-mechanical studies of the first TCSGs [75], under the estimated load of
92 kW, show a temperature of 330◦C and a temporary deflection of 375µm, which
is deemed acceptable in the sense that no permanent jaw deformation or damage is
induced. Nevertheless, the cleaning performance under this load must be studied in
more detail, as well as the cooling pipes which could be plastically deformed if the
LHC design were used. Furthermore, at such high temperatures significant outgassing
is expected from both the TCP and TCSG. Therefore, the vacuum should be studied
in detail and the pumping capabilities reviewed.
Other elements in the warm collimation section also receive a high power deposi-
tion. Warm dipoles absorb up to around 1 MW, which can be reduced with shielding
and handled by a suitably powerful cooling system. The tunnel wall and other ele-
ments receive about 50% of the power intercepted by the collimation system. The
distribution of this must be studied in detail to quantify any possible bottlenecks.
The absence of a skew TCP, which is necessary to keep the power load on single
collimators at a tractable level, has the downside of potentially introducing losses in
the dispersion suppressor just upstream of the TCLD. Tracking simulations indicate
that beam tails in the skew plane cause about a factor 5–10 higher losses than tails
in the horizontal plane. These losses, if not alleviated, could introduce a stronger
limitation on the minimum beam lifetime if tails are present in the skew plane. Further
studies will refine the estimates of the energy deposition studies and the potential
mitigation and should also be used to study the power load on the TCSGs. However,
it should be noted, that for the LHC, a similar stringent requirement on beam lifetime
for skew losses would not introduce an operational bottleneck. It is nevertheless under
study whether these DS losses can be reduced by either introducing an additional
TCLD and masks in front of the affected magnets, or by placing the skew TCP at a
different location further upstream.
In summary, a simulation campaign [56,67,71–76] has shown that the proposed
collimation system design can protect the magnets against quenches and survive
without damage during the pessimistic scenario of a beam lifetime drop to 12 min.
Further studies are required to quantify the change in cleaning efficiency during
the collimator deformation, as well as studies to quantify the risks associated with
removing the skew TCP, the outgassing and vacuum and the loads on the warm
magnets.
The design of the momentum cleaning, which is less critical than the betatron
cleaning, and the protection of the aperture at injection are under study. The quench
limit is less challenging at injection than at top energy but the size of the beamscreen,
which is significantly smaller than in LHC, results in normalised apertures of about
11.4σ. This is lower than the design criterion for HL-LHC, however, it is believed [77]
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that the aperture can be brought within tolerance through a careful study of error
tolerances and local optics. First studies of an asynchronous beam dump indicate
that the collimation system can protect the machine without being damaged if a
single kicker module fails. Other failure scenarios, radiation damage, shielding design
and advanced collimation concepts remain to be studied.
2.3.8 RF system
The baseline RF system design is similar to that of the LHC and has a frequency of
400.8 MHz. The installed voltage will be 48 MV, three times more than in the LHC.
In the longitudinal plane, an inductive longitudinal impedance budget of Im(Z)/n =
0.2 Ω is expected, similar to the one of LHC (0.1 Ω). At injection 12 MV is used and
ensures beam stability, at collision energy 42 MV. During the ramping a maximum of
43.5 MV is used. At injection the longitudinal beam emittance is 2.3 eVs, i.e. a four-
sigma bunch length of 1.42 ns and a two-sigma energy spread of ∆E/E = 3.25×10−4
and the synchrotron tune is 2.77 × 10−3. At collision the corresponding values are
10.2 eVs, 1.07 ns, ∆E/E = 1.24 × 10−4 and 1.33 × 10−3, respectively. Controlled
longitudinal emittance blow-up (by band-limited RF phase noise) will be required
not only during the ramp but also in the coast at 50 TeV to balance synchrotron
radiation damping.
2.4 Optics design and beam dynamics
2.4.1 Lattices
The arcs are made of 213.030 m long FODO cells with a phase advance of 90◦ in both
planes [78]. The phase advances in the cells of the long arcs are adjusted to obtain
global tunes of 110.28/108.31 at injection and 110.31/108.32 at collision. Each arc
cell hosts 2 short straight sections (SSS) and 12 cryo-dipoles (see Fig. 2.7). Each SSS
is 12 m long and contains from left to right one beam position monitor (BPM), one
1.2 m long sextupole, one 7.2 m long quadrupole, one 0.5 m long multipole corrector
(trim quadrupole, skew quadrupole, or octupole), and one 1.2 m long dipole corrector.
Each cryo-dipole contains one 14.069 m long dipole and one 0.11 m long sextupole
corrector. The interconnection distance between dipoles is 1.5 m. The interconnec-
tion distance between one dipole and the SSS is 1.3 m. The interconnection distance
between two elements of the SSS is 0.35 m. The cell length is optimised to maximise
the dipole filling factor resulting in the dipole magnetic field of 15.96 T at 50 TeV
beam energy [79].
Each arc begins and ends with a dispersion suppressor (DIS). The DIS cancels
the dispersion coming from the arcs and matches the optical functions to the inser-
tions. The LHC-like configuration is the best compromise between compactness and
flexibility [79]. The DIS is made of 6 sections. Each of the three first sections, start-
ing from the insertion, is 75.376 m long and contains one SSS and four cryo-dipoles.
Here, the SSS contains one BPM, one 9.7 m long quadrupole and one 1.2 m long
dipole corrector. The fourth section has the same length as the arc half-cell but con-
tains only four cryo-dipoles. The two last sections are similar to arc half-cells. The
SSS is slightly modified and contains one BPM, one 7.2 m quadrupole, one 2 m trim
quadrupole and one 1.2 m long dipole corrector. Collimators are inserted in the first
and third sections to protect the arcs from the debris coming from the insertions [80]
(see Sect. 2.3.7).
The total lengths of the LSS and ESS insertion are 1.4 and 2.8 km, respectively.
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Fig. 2.7. Layout of an arc half-cell (top left) and of the SSS (bottom left). Optical functions
in the inner arc cell are shown on the right.
2.4.2 Main experiment insertions
The optics of the two high-luminosity experiments insertion regions (EIR), named
LSS-PA-EXP and LSS-PG-EXP, is shown at the top left of Fig. 2.8 for β*= 0.3 m
[81]. The distance between the IP and the inner triplet of the EIR is 40 m. The
separation dipoles are assumed to be normal conducting. A space of 20 m is reserved
for crab cavities. The superconducting quadrupoles of the inner triplet are optimised
to handle the radiation coming from the interaction point [47].
2.4.3 Collimation insertions
Collimation sections for momentum and betatron cleaning are scaled from LHC
and located in LSS-PF-COL and ESS-PJ-COL, respectively. The optics is shown in
Figures 2.8d and 2.8e. In order to handle the debris losses downstream of the colli-
mators, the magnets of these two sections are warm. The collimation inefficiency is
presented in Section 2.3.7 [80].
2.4.4 RF insertions
The RF cavities are located in a dedicated section in LSS-PH-RFS. This insertion is
made of 230 m long FODO cells with a phase advance of 90◦. This section may also
host electron lenses in some upgrade schemes of the machine.
2.4.5 Injection and extraction
The low-luminosity EIRs, named LSS-PB-EXP and LSS-PL-EXP, each contain an
injection system and an IP. The protection of cold elements from miss-kicked injected
beams requires specific phase advances between magnets and reduces optics flexibility.
The distance between the IP and the inner triplet is 25 m. The optics of the low-
luminosity EIR is shown in Figures 2.8b and 2.8f for β*= 3 m. A beam stay-clear
region of more than 15 root mean square sizes (σ) is achieved in all EIRs. The
extraction is located in ESS-PD-EXT. The optics of the extraction section are derived
from LHC and are given in Figure 2.8c. Surviving absorbers are inserted near the
middle quadrupoles to protect them.
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Fig. 2.8. Optical functions in the insertions LSS-PA-EXP, LSS-PB-EXP, ESS-PD-EXT,
LSS-PF-COL, ESS-PJ-COL, and LSS-PL-EXP. (a) Interaction region: LSS-PA-EXP &
LSS-PG-EXP. (b) Injection+interaction region: LSS-PB-EXP. (c) Extraction section: ESS-
PD-EXT. (d) Collimation section: LSS-PF-COL. (e) Collimation section: ESS-PJ-COL.
(f) Injection+interaction region: LSS-PL-EXP.
2.4.6 Dynamic aperture and correction schemes
Dynamic aperture (DA) is the maximum phase-space amplitude within which no
particle gets lost as a consequence of single-particle-dynamic effects. The DA is given
at injection and at collision energies without beam-beam effects in Table 2.5. Beam-
beam effects are given in Section 2.4.9. The target value for the DA of due to field
errors at injection is fixed at 12σ, similar to LHC, to provide a safety factor of about
2 taking into account the uncertainties of SixTrack calculations [82]. At injection,
the multipole components of the main dipoles drive the DA. The DA is above the
target value of 12σ provided the main dipoles are equipped with local correctors to
compensate the b3 and b5 components. In addition to the field errors, the octupoles
that stabilise the beam can reduce the DA. Powering them to a level that provides a
safety factor three for beam stability, an DA of 8.1σ is achieved. At collision energy,
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Table 2.5. Average and minimum 105 turn DA for 5 directions φ = arctan(
√
y/y) of
the real space (x, y) and 60 seeds at collision (nominal tunes 110.31/108.32) and injection
(nominal tunes 110.28/108.31) for the dipole errors given in Table 3.1.
Case DA (σ) 15◦ 30◦ 45◦ 60◦ 75◦
Injection minimum 14.4 14.3 14.0 15.2 16.9
(3.3 TeV) average 17.6 17.6 17.8 18.3 18.4
Injection minimum 8.1 8.4 8.8 8.9 9.5
(arc, IRs errors and MO −15 A) average 9.9 10.0 11.0 10.8 10.9
Collision (no beam-beam) minimum 27.2 25.9 24.7 24.9 25.1
(β∗ = 0.3 m) average 31.9 31.3 30.3 29.0 29.9
Notes. At injection, DA due to errors in dipoles only is reported. At collision, the high
luminosity IR errors and non-linear correctors are also included.
non-linear errors in the EIR drive the DA. Non-linear correctors are mandatory in
the EIRs to achieve a DA above 20σ’s [83] for the non-colliding beam.
The cross-talk through the yoke between the two dipole chambers gives a system-
atic b2 component of 6 units in the dipoles for a beam separation of 250 mm. The
sign of b2 is negative/positive in the inner/outer side for cos-theta or block configura-
tion. This b2 component is corrected by the main arc quadrupoles to keep the phase
advances in the FODO cells.
In the current magnet design, the systematic component of b3 in the dipoles
reaches up to 25 units at injection. To first order, this is mitigated by the spool
pieces. Orbit uncertainties in the dipoles and spool pieces create feed-down effects
with a random b2 component, and are a source of beta-beating [84]. To keep this
beta-beating contribution at the same level as the one of random b2 in the dipoles
and quadrupoles, the relative RMS misalignment between the spool pieces and the
dipoles should be below 0.3 mm [85].
The orbit correction scheme uses dipole correctors and BPMs located in each
SSS. Horizontal/vertical dipole correctors are located near the focusing/defocusing
quadrupoles, respectively. A maximum integrated field value of 4.8 Tm in the correc-
tors requires the alignment tolerances shown in Table 2.6 [86]. The tune is corrected
by matching the gradients of the main quadrupoles in the long arcs or alternatively
by trims at the entrance and exit of the long arcs. Sets of four skew quadrupoles sepa-
rated in phase by 90◦ are located in the long arcs and correct the coupling introduced
by the a2 components of the dipoles. A set of trim and skew quadrupoles at the short
arc entrances, at phase advances of 180◦, correct the spurious dispersion coming from
the EIRs [87]. The maximum gradient in the trim and skew quadrupoles is 220 T/m.
The 90-percentile beta-beating is 22% and 25% in the horizontal and vertical planes
respectively and has to be corrected. The 90-percentile parasitic dispersion ∆D/
√
β
is 2.9/2.8× 10−2m1/2 and may be corrected.
2.4.7 Impedances and mitigation
Coupling impedances can drive beam instabilities and cause heating of machine com-
ponents, ultimately limiting the beam intensity. As the heat load will be dominated
by synchrotron radiation, transverse instabilities and the induced coupled-bunch and
single-bunch instabilities are the most critical. To ensure operation at the intensity of
1011 protons per bunch with some safety margin, the transverse impedances are lim-
ited to the allowed “impedance budget” determined by the balance of the instability
growth rate and the active and passive damping mechanisms. The effective dipolar
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Table 2.6. Misalignment errors in the arcs.
Element Error Error desc. Units FCC LHC
Dipole σx, σy Position mm 0.5 0.5
σψ Roll angle mrad 0.5 n/a
σb1 Random b1 % 0.1 0.08
σb2 Random b2 10
−4 0.92 0.8
σa2 Random a2 10
−4 1.04 1.6
σa2 Uncert. a2 10
−4 1.04 0.5
Quadrupole σx, σy Position mm 0.5 0.36
σψ Roll angle mrad 1.0 0.5
σb2 Random b2 % 0.1 0.1
BPM σx, σy Position mm 0.3 0.24
σr Read error mm 0.2 0.5
Table 2.7. Effective transverse coupled-bunch (CB) and single-bunch (SB) impedances for
the rigid mode (k = 0) at zero chromaticity.










Resistive impedance of beamscreen + coat-
ing
−940/−1610 4.5/5.7
Pumping holes Negligible ≤0.1
Resistive impedance of warm beam pipe −100/−400 0.4/1.5
Resistive impedance of collimators −30/−150 1.0/34.5
Geometrical impedance of collimators Negligible 0.9/11.9
Dipole–dipole interconnects Negligible 2.4
RF cavities Negligible Negligible
Crab cavities Negligible Negligible/0.5
Total −1070/−2160 9.2/56.5
Instability threshold −4070/−7260 35/220
Notes. Impedances in the most critical (vertical) plane are shown. The chamber is fully
copper coated and has an additional carbon layer to suppress electron cloud.
transverse impedances are shown in Table 2.7. The present transverse impedance
model includes the most critical components: the beamscreen together with the con-
tributions of the surface coating and the pumping holes, the warm beam pipe in the
straight sections, the collimators, the interconnects between the dipole magnets, the
RF system and the crab cavities.
The transverse resistive wall impedance of the beamscreen sampled at a fraction
of the revolution frequency is the primary driver for the coupled-bunch instability.
Its value per unit length at the lowest betatron sideband is about an order of magni-
tude larger than that of the LHC beamscreen due to the smaller aperture, the higher
wall temperature, and the lower revolution frequency. The beamscreen impedance
can also contribute to the transverse mode coupling instability (TMCI). This contri-
bution is especially important at injection when the beamscreen together with the
interconnects dominate the impedance budget. A novel design, shielding the pump-
ing holes from the beam, significantly reduces the impedance of the beamscreen. The
beamscreen surface coating is expected to give a 30% increase in impedance at the
relevant frequencies if an amorphous carbon or a titanium-nitride coating is used for
electron cloud mitigation. Alternatively, a laser treatment of the beamscreen surface
[88,89] can be used. However, the impedance considerations may limit the treated
area to only a small fraction of the surface. The collimators are another critical
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Fig. 2.9. Stability diagram (top energy, y-plane). Real and imaginary tune shifts caused by
the impedance are shown in round dots for different chromaticities in the range 0 < Q′ < 20.
The transverse feedback is operating at a damping rate of 460 turns. The lines represent the
stability region provided by the 480 Landau octupoles, assuming no long range beam-beam
effects.
contributor to the impedance budget and they are the primary driver of TMCI at
collision energy. Making the jaws of some collimators out of a low-resistivity mate-
rial (such as molybdenum-graphite) brings their impedance down to an acceptable
level. The intensity threshold for single-bunch TMCI instabilities has been estimated
for zero chromaticity. The threshold is found to be several times greater than the
nominal bunch intensity, provided that the screen is coated with carbon (Tab. 2.7).
If necessary, the TMCI threshold can be increased further by using the feedback
system in the reactive mode [90].
For the rigid (k = 0) coupled-bunch instability, the tune spread required for
Landau damping is estimated to be about an order of magnitude larger than in the
LHC (at top energy). Therefore, in order to limit the number and strength of Lan-
dau octupoles required to produce the tune spread in particular at collision energy,
stability of the rigid mode is ensured by the feedback system. The planned feedback
gain corresponds to a damping rate of 20 turns at injection and 150 turns at colli-
sion energy and is sufficient to stabilise the rigid bunch modes at zero chromaticity
with a safety factor of three. The stability of the rigid mode at zero chromatic-
ity also guarantees stability at all positive chromaticities. The higher order |k| ≥ 1
head-tail modes are stabilised by the combination of the transverse feedback and
the 480 installed Landau octupole magnets. The octupoles alone would be suffi-
cient to stabilise the |k| ≥ 1 modes only in a narrow window of chromaticities.
However, at collision energy, with the transverse feedback strong enough to com-
pletely damp the rigid mode (damping rate of 460 turns), the |k| ≥ 1 modes lie well
within the octupole stability region in the entire chromaticity range 0 < Q′ < 20,
as shown in Figure 2.9 [91]. A stronger damping rate can bring the growth rates
even lower as long as feedback-amplified noise does not cause an excessive emit-
tance growth. A negative octupole polarity is chosen because it provides higher
safety margins for the single-beam stability and is favourable for the dynamic aper-
ture. The beam-beam forces can significantly impact the stability limits during the
betatron squeeze [92–94], as has been shown by LHC experience [95]. Therefore,
the “collide and squeeze” scheme is implemented [96,97] in order to prevent the
long-range beam-beam effect from reducing the stability region. In this scheme, the
head-on collision provides improved stability during the squeeze when the increas-
ing effect of the parasitic long-range interactions reduces the stabilising effect of the
octupoles.
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Table 2.8. SEY thresholds for multipacting leading to electron cloud build-up in the arcs
at injection and collision energy.
Arc element 25 ns 12.5 ns 5 ns
injection/top energy injection/top energy injection/top energy
Dipole 1.5/1.5 1.1/1.1 1.5/1.5
Quadrupole 1.1/1.2 1.0/1.0 1.1/1.0
Drift 2.0/2.0 1.3/1.3 1.6/1.6
At injection the octupoles can provide beam stability with lower field. A level
that provides a safety factor three for beam stability is acceptable for the dynamic
aperture, which remains above 8σ.
A number of solutions exist to even further increase the safety margins. The
octupoles can be made more effective by increasing the field gradient and/or by
increasing the β-function in the arcs. The octupoles can also be replaced with an
electron lens as the source of a tune spread [98,99]. Studies have shown that an
electron lens of 2 m powered with 600 mA will easily damp the higher order modes for
Q′ = 20. Other passive damping mechanisms such as RF quadrupoles [100] have been
studied. Finally, optimisation of the lattice (i.e. working point and phase advance),
coating of the beamscreen with a high-temperature superconductor (HTS), or the
use of an intra-bunch feedback [101], can also be considered.
2.4.8 Electron cloud considerations
Electron clouds may cause several unwanted effects, in particular beam instabilities,
emittance growth, tune shifts, additional heat load on the cryogenic system and
vacuum degradation [102]. The build-up of electron clouds through multipacting
can be suppressed by having a sufficiently low secondary electron yield (SEY) of the
beamscreen surface. Simulations of electron cloud build-up and its effect on beam
stability have been performed to identify the conditions required for electron cloud
suppression.
The SEY threshold values, above which electron cloud build-up occurs, have been
estimated in arc dipoles, quadrupoles and drift sections at injection and collision
energies and are summarised in Table 2.8. For 25 ns bunch spacing, the build-up
can be suppressed with a low-SEY surface treatment, such as an amorphous carbon
coating [103]. In the dipoles the coating is applied over the top and bottom surface of
the beamscreen, while in the quadrupoles the coating is required on the sides, at 45◦
to the horizontal plane. In the field-free regions, where an SEY of up 2.0 is allowed,
no dedicated coating is necessary.
Electron cloud build-up has also been studied for the alternative options of 12.5 ns
and 5 ns bunch spacing. The multipacting thresholds for these shorter spacings, listed
in Table 2.8, are considerably lower than for the 25 ns bunch spacing. To suppress
electron cloud build-up for these bunch spacings, a surface treatment with SEY no
larger than 1.0 may be required.
Threshold electron densities for inducing single-bunch instabilities have been esti-
mated with analytical calculations and beam dynamics simulations to be around
1 × 1011 m−3 at injection and 1 × 1012 m−3 at collision energy. In general, electron
densities are well below the instability thresholds when the SEY is below the multi-
pacting threshold. However, if a significant quantity of photoelectrons are produced
by the synchrotron radiation, the electron density can exceed the instability threshold
without multipacting. The constraints on the quantity of photoelectrons determined
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by e-cloud studies have been taken into account in the beamscreen design and were
met by having a saw-tooth surface at the point of impact of the radiation.
2.4.9 Beam-beam effects
The beam-beam interaction is known to be an important factor limiting the perfor-
mance reach of particle colliders. Three of the most significant effects of beam-beam
interactions are: (i) the induced particle losses that decrease the beam lifetime, create
a high background load for physics experiments and elevate the heat and radiation
load on the collimation system; (ii) the degradation of beam quality manifesting
itself through the beam size blow-up which decreases the luminosity delivered to the
experiments; and (iii) the impact on the coherent beam stability.
The collider design is driven by the LHC experience where beam-beam effects have
been studied both theoretically and experimentally [104–106]. However, the FCC-hh
represents a quantitative as well as a qualitative leap into unknown territory with
respect to beam-beam effects. The baseline configuration makes use of some novel
concepts that have not yet been used to their full extent in hadron colliders and thus
require careful evaluation. The concepts related to beam-beam effects are: (i) tilting
bunches in the main interaction points with crab cavities; (ii) radiation damping in
the presence of large beam-beam parameters; (iii) noise sources and interplay with
beam-beam head-on; and (iv) the impact on Landau damping and impedance mode
coupling.
The expected impact of the beam-beam interactions on the machine performance
has been studied with weak-strong as well as strong-strong models employing the
SixTrack [107] and COMBI [108] codes, which have been successfully used for the
design and optimisation of the LHC and HL-LHC [109–112]. SixTrack is capable of
calculating the area of stable motion in real space, the DA, and has been bench-
marked for LHC experimental data and a detailed lattice description, with and
without beam-beam effects [112,113]. The COMBI code evaluates the evolution of
macroscopic beam parameters including intensity, emittance and luminosity, together
with a detailed description of the Landau damping properties of two beams [108,114],
in a self consistent treatment, but with a simplified lattice description. The study uses
criteria similar to those in the LHC and HL-LHC design studies [115,116]. Bench-
marking of the simulations with LHC observations indicate that losses and reduction
of beam lifetime start to appear at values of the simulated DA equal to or lower
than 4σ [104]. More detailed studies show a strong correlation between the long term
beam intensity lifetimes and the computed DA for different beam configurations with
and without beam-beam interactions [111–113]. The FCC-hh design ensures a DA
of 7.2σ for the nominal emittance of 2.2µm – well above 4σ, in order to provide
sufficient margin. This also ensures that no extra particles are lost on the collimation
system due to beam-beam diffusive mechanisms. Studies are valid for particles with
relative momentum deviation of 1.0× 10−4.
In the nominal scenario (25 ns spacing), bunches with 1011 protons per bunch and
transverse normalised emittance of 2.2µm collide at four Interaction Points (IPs).
The bunches will be tilted by crab cavities at points PA and PG to ensure head-
on collisions despite the trajectories crossing with a finite angle. Assuming constant
transverse emittances, the separation of beams at the first parasitic encounter (104–
116 long-range interactions per IP are expected) in PA and PG will be 17σ while for
PB and PL (60 long-range interactions per IP) the separation will be 30σ to keep
the impact of such low-luminosity experiments in the shadow of the two main ones.
This configuration corresponds to a crossing angle of 200µrad at PA and PG and of
160µrad at PB and PL.
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Studies performed at the constant crossing angle of 200µrad [117,118] show that
the target DA of 7.2σ can be maintained during the entire operation cycle. In addi-
tion, margins are also left for (i) operating at a larger value of chromaticity (up to 20
units) if so demanded by the coherent beam stability, (ii) operating in the presence
of the multipolar lattice errors [119], and (iii) account for the presence of collision
points in PB and PL. PACMAN effects have been evaluated and shown not to have a
significant impact assuming the passive compensation of tune and chromaticity shifts
introduced when the PA and PG have alternating crossing planes [120]. Alternative
crossing schemes to dilute the energy deposited in the IR are also feasible [117]
and open the possibility for variable crossing planes. Bunch-by-bunch orbit offsets of
the order of 0.2–0.3σ are expected at the IPs due to the long-range effects with a
consequent loss of luminosity of less than 1%.
The total head-on beam-beam tune shift Qbbho is limited to less than 0.03 based
on experience gained from LHC Runs 1 and 2 [121,122] and in agreement with
simulation results [123]. This will require PB and PL to operate with a transverse
offset resulting in a maximum tune shift of 1–2× 10−3. The beam-beam head-on
tune spread together with transverse noise sources could lead to emittance blow-up.
Transverse feedback, necessary for coherent stability, should be used to reduce the
impact of transverse noise on colliding beams [124]. To obtain such a condition it is
essential to improve the amplitude of the transverse feedback pick-up noise floor to
maintain a tolerable growth rate [125,126]. The impact of active devices such as crab
cavities and electron lenses must be evaluated together with the impact of radiation
damping on the emittance evolution.
The Landau octupoles are preferentially powered with negative polarity for two
reasons: they provide the maximum threshold for single beam stability at flat-top
energy and allow global compensation of the long-range beam-beam interactions
[127,128]. In this configuration the DA improves and reaches a maximum value of
8.5σ, leaving margins to reduce the crossing angles or increase the intensity. Further
improvement of the lattice appears possible to optimise the global compensation of
the long-range effects with multipoles. To maximise the beam stability, the beams
will be brought into collision using the “collide and squeeze” scheme that is planned
for HL-LHC [96,97].
2.5 Operation and performance
In the 25-year life-cycle of the collider, the machine performance will evolve from
the initial parameters to the nominal design values [129]. For the estimate of the
total produced integrated luminosity, the initial parameters are assumed to be used
during the first ten years and the nominal parameters during the last 15 years of
operations. Considering the overall production goal of 17.5 ab−1 over the lifetime,
the integrated luminosity goals for the individual phases have been set to: (i) base-
line parameters: 5 ab−1 and (ii) nominal parameters: 15 ab−1. The only hardware
modification required between the two phases is the installation of crab cavities.
Therefore, a gradual evolution of the beam parameters that follows the progress of
the detector performance to handle pile-up and high amounts of data is possible.
Figure 2.10 shows a reference schedule for collider operation [130]. The first run
starts with an extensive commissioning period, which could overlap with the con-
struction phase, as some of the systems can be brought into operation while the
collider installation is being completed. Before each further physics operation period,
a technical re-qualification of the individual systems and the entire machine takes
place. During the first long shutdown, work on the collider take place to achieve
operation with nominal parameters. The second long shutdown is placed in the mid-
dle of phase two. Alternating proton and ion physics operation periods, a total of
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Fig. 2.10. Operation schedule. The numbers in the boxes indicate the operation year.
The coloured sub-divisions indicate months. Blue indicates machine stops, orange denotes
commissioning and machine development, green shows time for proton physics and yellow
indicates operation for ion physics.
165 months of beam production for physics is achieved during a time span of 25 years.
This includes 15 months of operation with ions and time for machine commissioning
with beam, beam optimisation studies and scheduled short technical stops.
The operation schedule illustrated imposes several challenges on machine design,
requiring (i) an efficient commissioning strategy; (ii) system availability according
to target reliability requirements that lead to extended maintenance-free operation;
(iii) optimised management of maintenance and repair activities during technical
stops, including injectors (e.g. addressing present limitations related to the technical
infrastructure); (iv) efficient machine cycles with turnaround times that help meeting
the overall collider goals.
Operational cycles consist of a collision phase, or “physics production phase”,
and a turnaround phase, required to reach collisions. The minimum turnaround is
1.8 h (Tab. 2.9). Nevertheless, luminosity estimates are based on 4 h (nominal) and
5 h (initial) turnaround time to account for inefficiencies and faults [129]. Table 2.9
shows the breakdown of the cycle phases, including the LHC experience. The LHC
ramp-down time is artificially longer, as it is dominated by failure recovery times,
which are mostly associated with this phase. Given the fact that the optimum collision
time will be only 3.5 h for nominal parameters, the production efficiency will strongly
depend on the average turnaround time. This implies an even higher importance of
the injection phase and of the injectors’ performance. New injection schemes are
under study [131]. Based on LHC experience, the current injection process could be
improved by (i) adding beam diagnostics in the injectors to help identify beam quality
issues as close as possible to the source, (ii) having fast diagnostics to understanding
the cause of rejected injections, and (iii) improved synchronisation and coordination
with the injectors [132].
Reaching the physics goals set for FCC-hh requires about 70% availability [129] for
generating particle collisions with beams that have the necessary quality for physics
operation. Availability is therefore defined as the ability for the machine to perform
physics operation cycles (collision and turnaround beam cycle phases), i.e. the proba-
bility of not being in another state. Comparable availability figures have been reached
with the LHC in the 2016–2017 runs [136,137]. Considering the higher number of sub-
systems, the potential complexity increase that arises from the higher machine per-
formance requirements and the introduction of an additional injector in the baseline
scenario, calls for a careful sensitivity analysis during the technical design phase that
permits specifying the subsystem reliability and availability requirements needed to
meet the overall operation goals. A preliminary first scaling from LHC operation per-
formance observations that accounts for the increased system complexity indicates,
that for new subsystems it is mandatory to consider novel designs, built for reliability
and availability. Figure 2.11(left) shows the evolution of the integrated luminosity as
a function of the global machine Mean Time To Failure (MTTF) and Mean Time To
Repair (MTTR). This allows an specification of the acceptable availability parameter
space for accelerator subsystems. Figure 2.11(right) shows the sensitivity of the inte-
grated luminosity to the availability of the injector chain, setting an overall injector
availability goal of 80–90%, depending on the MTTF. These considerations make a
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Table 2.9. Technical performance targets for FCC-hh turnaround cycle [133], theoretical
limit for LHC turnaround [134] and observed minimum and mean turnaround times in
2017 [135] in minutes.
Phase FCC target LHC theoretical LHC min 2017 LHC mean 2017
Setup 10 10 – –
Injection 40 16a 28.0 77.1
Prepare
ramp




20 + 5 + 3 20 20.2 + 13.4 + 2.8 20.5 + 18.1 + 4.5
Adjust 5 – 3.3 7.9
Ramp
down
20 20 36 153.2b
Total 108 (1.8 h) ≈70 (1.2 h) 106.0 (1.8 h) 286.3 (4.8 h)
Notes. aThis assumes 20 s-long SPS cycles. bThe ramp-down phase includes the recovery
time from failures.
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Fig. 2.11. Effect of reliability, recoverability and injector availability on integrated lumi-
nosity with nominal parameters.
new superconducting SPS an interesting alternative to the baseline scenario [138],
which assumed the LHC as injector. Further studies would be required to identify
the best injector option taking into account availability, beam quality, available mag-
net technologies, capital investment to build a new superconducting machine or to
consolidate the existing accelerator complex, and operational expenditures.
In addition, some general guidelines have been established as an outcome of these
preliminary studies: (i) design intrinsically reliable systems with built in redundancy
and remote diagnostic capabilities, to reduce the number of spurious beam aborts;
(ii) minimise the number of systems exposed to radiation in the tunnel to limit the
number of single event effects (SEE); (iii) invest in advanced diagnostic and remote
and autonomous maintenance to reduce intervention and logistics time, (iv) define a
strategy for spare part management, with high priority for critical systems.
The potential impact that design changes driven by such considerations would
have on operation and production can be evaluated with accelerator availability mod-
elling based on Monte Carlo simulations [139]. These analyses allow the integrated
luminosity for different operating scenarios to be predicted and the availability bud-
gets for individual systems to be derived and these can then be used as input to their
design. Such models should be maintained and updated as the machine design evolves.
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The aim should globally optimise the machine design while taking into account con-
straints like costs and technical feasibility of the different options. An approach for
collider availability modelling has been established for these analyses [140,141].
2.6 Energy upgrade
Magnets based on high-temperature superconductor (HTS) technology can poten-
tially reach higher fields than those based on Nb3Sn technology. This would allow
the construction of an even higher energy collider in the FCC-hh tunnel. Such a
scenario relies however on the development of high-field HTS dipole and quadrupole
magnets at an affordable cost, which is today estimated to take around one to two
decades longer than the development of 16 T Nb3Sn magnets (see also Sect. 12.4).
This section provides some considerations about the technical feasibility of such a
higher-energy collider in a new tunnel, with 24 T strong magnets that would aim at
150 TeV centre of mass energy.
At 75 TeV beam energy, the synchrotron radiation emitted by each particle
increases by about a factor 5 compared to 50 TeV beam energy. To compensate this
loss, an RF voltage of 25 MV is required, compared to 5 MV at 50 TeV beam energy.
This goes together with a limited increase of the installed voltage. In the 50 TeV
design the cryogenics system requires about 100 MW of power to absorb the effects
of the synchrotron radiation. If the same beam current, vacuum system and mag-
net operating temperature were used at the higher energy, the power consumption
would increase by a factor 5. The resulting impact could be mitigated by increasing
the operating temperature of the magnets and the beamscreen and by limiting the
beam current. An optimisation will have to be done based on a re-design of the vac-
uum system, a review of the magnet performance for different temperatures and on
re-evaluation of the planned integrated luminosity.
The minimum affordable magnet aperture in the arcs is governed by two main
factors: first, the aperture of the beamscreen has to be large enough to limit its
impedance effects on the beam, avoiding instabilities. Second, sufficient space is
needed between the beamscreen aperture and the magnet aperture for vacuum and
cooling. A higher beam energy and in particular a lower beam current will allow the
beamscreen aperture to be reduced slightly. If the total heat load increases, more
space will be needed for the cooling system. Therefore, the aperture size change
is expected to remain within reasonable limits. Since the quadrupole gradient is
expected to scale in proportion to the dipole field, the arc optics will not diverge sig-
nificantly from the current design. With the exception of the transverse collimation
and beam extraction, the lengths of the insertions should first scale with the square
root of the beam energy, assuming the same aperture size.
HTS technology will also allow the quadrupole strength to be increased. Because
the quadrupole gradient and the dipole strength scale together, in proportion to the
beam energy, the length of the final triplet could remain unchanged with the same
magnet aperture and the same beta function could be achieved at the collision point.
The collision debris produced in the interaction point is approximately proportional
to the product of centre-of-mass energy and luminosity. Assuming the same lumi-
nosity as for 50 TeV beams, the debris would only increase by a small amount. The
design of a workable experiment insertion therefore seems feasible. Studies are of
course required to determine if a larger fraction of the debris deposits energy in the
triplets. Since the beam needs slightly less space in the triplets, it might be possi-
ble to increase the thickness of the shielding and to close the hole in the TAS that
protects the triplets from the direct losses from the collision point. Similarly, the RF
insertion could maintain its optics using the stronger magnets.
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The higher beam energy at the same beam current will render machine protec-
tion more critical. However, the two most challenging insertions are the transverse
collimation system and the beam extraction system. These systems have the longest
insertions, therefore providing some flexibility for the development of a means that
can address the higher risks. In particular, losses in the collimation systems can be
high at certain times during machine operation. LHC experience shows that this is
mostly the case for the transverse collimation system, therefore normal conducting
magnets are used in this insertion to avoid magnet quenches. However, this tech-
nology does not allow the fields to be increased. With an increase of beam energy,
it could therefore be difficult to maintain the current optics design. This problem
is observed in the design of the HE-LHC scenario. The beam energy doubles com-
pared to LHC, but the length of the collimation insertion increases. For the FCC-hh
baseline design this problem is avoided, because the collimation insertion is twice as
long as the scaling from LHC suggests. Hence it has sufficient margin in the magnet
strength to accommodate the higher beam energy. Some R&D will also have to be
done on the momentum cleaning insertion to ensure that an efficient beam optics is
developed.
2.7 Ion operation
The machine could also operate as an ion-ion or proton-nucleus collider, similar
to the LHC. Considering the current baseline assumptions for the proton–proton
programme, the main focus of this chapter lies on collisions of lead nuclei with each
other (Pb–Pb) and with protons (p–Pb). Beam and luminosity evolution, as well
as estimates for the integrated luminosity are given. The performance projections
assume the LHC to be the final injector. In order to provide a broad overview of the
potential as an ion collider, several operational scenarios are compared throughout
the chapter:
– Two beam parameter cases (see Tab. 2.10): initial and nominal, which differ in
the β-function at the interaction point (IP) and the bunch spacing, which defines
the maximum number of circulating bunches.
– Collisions at one or two experiments, which share the total luminosity
available.
In the initial scenario (see Tab. 2.10), the parameters of the injected beam are
based on those obtained in the 2016 p–Pb run of the LHC [142]. This could be easily
achieved by maintaining the present source and injector chain of the LHC at the
performance levels of LHC Run 2. The nominal scenario assumes a shorter bunch
spacing of 50 ns – the principal improvement of the LHC injector chain planned for
high-luminosity (HL-LHC) operation in LHC Run 3. The choices of β* (β-function
at the IP) follow the p–p proposal presented in Section 2.2.
Previous studies [143–148] have shown that the FCC-hh enters a new, highly-
efficient operating regime, in which a large fraction of the injected intensity can be
converted to useful integrated luminosity. Thanks to strong synchrotron radiation
damping, the beam emittances shrink rapidly and compensate the rapid decay of ini-
tial luminosity seen at lower-energy colliders. As shown in the left plots of Figure 2.12,
the luminosity may even increase during a fill until the beams are exhausted. Not
only is this natural beam cooling twice as fast for lead ions as for protons, it can
also be better exploited since the lower overall bunch charges do not lead to high
beam-beam tune-shifts.
How much luminosity can be integrated over a run strongly depends on the
turnaround time. In particular the time needed to inject all bunches into the accel-
erator is critical, since it is directly proportional to the cycle time and availability of
FCC-hh: The Hadron Collider 827
Table 2.10. Beam and machine parameters for operation with ions.
Unit Initial Nominal
Operation mode – Pb-Pb p-Pba Pb-Pb p-Pba
Beam energy (TeV) 4100 50 4100 50
Centre-of-mass energy per nucleon pair (TeV) 39.4 62.8 39.4 62.8
No. of bunches – 2760 5400
Bunch spacing (ns) 100 50
No. of particles per bunch (108) 2 164 2 164
Transverse normalised emittance (µm.rad) 1.5b 3.75b 1.5b 3.75b
Stored energy per beam (MJ) 362 709
Stored energy per beam at injection (MJ) 24 47
β-function at the IP (m) 1.1 0.3
Number of IPs in collision – 1 or 2 1 or 2
Initial luminosity (1027cm−2 s−1) 34 2800 248 20400
Peak luminosityc (1027cm−2 s−1) 80 13300 320 55500
Integrated luminosityd (1 experiment) (nb−1/run) 35 8000 110 29000
Integrated luminosityd (2 experiments) (nb−1/run) 23 6000 65 18000
Total cross-section (b) 597 2 597 2
Peak BFPP beam power (kW) 19 0 75 0
Notes. ap–Pb operation uses the same Pb beam as in Pb–Pb operation. The parameters
listed in this column correspond to the proton beam. bPb emittances are based on LHC
experience. Proton emittances are chosen to feature the same geometric beam size, which
is larger than in p–p operation, where n = 2.2µm.
cOne experiment in collisions. d Per
experiment. Including a performance efficiency factor of 50% to take account of down-time
due to failures.
its injectors. In 2016 the LHC achieved a minimum turnaround time of 2.5 h [149].
Therefore any measures envisaged to shorten the LHC cycle (see Sect. 2.5) boost
the peak and integrated luminosities. The effect of this is shown Figure 2.12 (right),
which illustrates the luminosity that would be integrated in an ideal 30-day run at
full performance with perfect efficiency (no down-time or other interruptions). The
solid lines show the projections for a single experiment taking data; the dashed lines
assume two experiments with the same configuration. The integrated luminosity per
experiment goes down, because the intensity burn-off becomes twice as strong and
the total available luminosity has to be shared between the experiments.
Table 2.10 summarises key parameters for Pb–Pb and p–Pb operation at
Eb = 50Z TeV. In the case of p–Pb operation the Pb beam is assumed to be the same
as for Pb–Pb, so the corresponding column only quotes the proton beam parameters.
The calculated luminosity values assume an optimised theoretical turnaround time of
around 26 min per LHC ion cycle and an additional preparation time in the collider
of 1.2 h per filling, as quoted in [150]. It was assumed that the first LHC beam is
prepared during the collider preparation time, such that the total turnaround time
sums up to 105 min. This represents a theoretical minimum. In reality, early beam
aborts and other faults will increase this time and somewhat reduce the integrated
luminosity.
The final values for the integrated luminosity in a typical one-month run quoted in
Table 2.10 assume a “performance efficiency factor” of 50% to allow for set-up time,
down-time and other deviations from the idealised running described in Figure 2.12
(a similar factor was observed during LHC operation [137] and applied in HL-LHC
performance projections). For the moment, no studies of upgrades to the heavy-ion
injectors (source, linac, accumulation ring, PS and SPS synchrotrons) have been
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Fig. 2.12. Left: instantaneous luminosity evolution. Right: optimum average integrated
luminosity as a function of LHC turnaround time, assuming 100% efficiency and machine
availability. In 2016 the LHC achieved a minimum turnaround time of 2.5 h [149]. With
a faster cycling LHC (see Sect. 2.5) the theoretical optimum of the LHC turnaround for
an ion cycle could be around 28 min, depending on the filling scheme. (a) Pb–Pb instan-
taneous luminosity. (b) Pb–Pb integrated luminosity. (c) p–Pb instantaneous luminosity.
(d) p–Pb integrated luminosity.
performed. If upgrades to these machines can be made in time for collider operation,
then still higher luminosities are likely to be available.
Heavy-ion operation imposes challenging specifications for the collimation sys-
tem, including certain adaptations of the collider main ring, e.g., special absorbers in
key locations for the high flux of modified ions from the bound-free pair-production
process at the interaction point. The cross-sections of these processes are so high
that power exceeding a few tens of kW is continuously deposited in localised posi-
tions. These special absorbers need to be installed in the cold area of the dispersion
suppressor on both sides of each interaction region where ions collide. They must
not only ensure that the power deposited by the ions is discharged safely, but also
that fragmentation products do not escape and reach the subsequent superconduct-
ing magnet area. An absorber design still remains to be studied. Collimation of the
heavy-ion beams will also be difficult and require further absorbers or, possibly, the
application of new collimation technologies such as bent crystals or electron lenses.
The potential of these technologies is being studied at the LHC.
If the demands on the collimation system are too extreme for lead ion operation,
an ion species with a lower charge number (Z) could be used. The cross-sections
of the ultra-peripheral electromagnetic processes are proportional to high powers of
Z. Therefore the power of the secondary beams emerging from the collision point
would be reduced, while providing a longer luminosity lifetime, since more particles
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are available for hadronic interactions. The physics case and choice of lower Z ion
species is under study by the experiments.
2.8 Lepton–Hadron operation
The high energy hadron beam of FCC-hh facilitates the next step for Deep Inelastic
Scattering physics with the construction of a new, higher energy electron facility. The
FCC-eh configuration closely follows the design work for the LHeC, an eh collider
based on the LHC and it’s high luminosity upgrade. The LHeC physics, a detector
design and two options for machines and their infrastructure have been studied in a
series of workshops supported by CERN, ECFA and NuPECC; they are described
in detail in a conceptual design report (CDR) which was published in 2012 [28]. The
FCC-eh has been designed for synchronous operation with the hadron collider and
uses a 60 GeV three-turn intense energy-recovery linac (ERL) in racetrack configu-
ration as electron accelerator. To enable precision Higgs physics [151] and support a
novel deep inelastic scattering programme, recently described in [152], the FCC-eh
aims for a luminosity in excess of 1034 cm−2 s−1 in parallel operation with the FCC-
hh programme. This is more than ten times higher than that considered in the LHeC
CDR. FCC-eh includes options for high energy electron–ion (eA) scattering. The fea-
sibility of the FCC-eh electron beam accelerator complex, a high current, multi-turn
ERL, can be investigated through the proposed lower energy test and development
facility at LAL Orsay, called PERLE [153].
The ERL configuration features two superconducting linacs to accelerate an elec-
tron beam to 60 GeV in a 3-pass racetrack configuration, as illustrated in Figure 2.13.
This arrangement is outside the FCC tunnel and thus minimises any interference with
the main hadron beam infrastructure. The electron accelerator may be built largely
independently of the operating status of the proton machine. The chosen energy of
60 GeV leads to a circumference of the electron racetrack of approximately 9 km. This
length is 1/11 of the FCC circumference and is chosen to limit the energy loss in the
last return arc.





Here, Np is the number of protons per bunch and p and βp are the proton emit-
tance and beta-functions, respectively. It is assumed that the proton beam parame-
ters Np and p are defined by the main experiments that collide protons on protons
because the default assumption is for concurrent ep and pp operation. For the pro-
ton β-function in the electron–proton collision point a challenging target value of
βp = 15 cm is assumed. This may be achievable because only one proton beam needs
to be focused, which is a simplification compared to the proton–proton case. f = 1/∆
denotes the bunch frequency, which for the default bunch spacing of ∆ = 25 ns is
40 MHz. Ne is the number of electrons per bunch which determines the electron cur-
rent Ie = eNef . The electron current for HE-LHC and FCC-eh is assumed1 to be
1 The numbers quoted hold for unpolarised electron beams. Given further developments
such as those ongoing for weak interaction measurements at MESA, one may expect a
polarised electron source to provide half of that current. In order to achieve luminosities of
order 1033 with positrons, significant developments are required. For positrons, dedicated
operation at very high luminosity may be a particularly attractive option as the loss in
lepton intensity is compensated by a gain in proton intensity and operational performance
as indicated below.












Fig. 2.13. Schematic view of the electron accelerator configuration. Each linac accelerates
the beam to 10 GeV, which leads to a 60 GeV electron energy at the interaction point after
three passes through the opposite lying linac structures each made of 60-cavity cryomodules.
The arc radius is about 1 km and the circumference chosen to be 1/3 of that of the LHC.
The beam is decelerated to recover the beam power after having passed through the IP.
Ie = 20 mA, a slight increase compared to the 15 mA assumed for the LHeC in the
HL-LHC scenario and three times the value of 6.4 mA used in the LHeC CDR. This
will yield a total synchrotron radiation of about 40 MW in the return arcs. To com-
pensate for this power loss through the beam, a grid power of the order of 65 MW
may be required. A value of 20 mA is already feasible or has even been surpassed
with intense DC photocathodes. Since, however, a cavity has to withstand six times
the value of Ie due to the (de)acceleration in three turns, Ie should not to be too
large.
The factors Hgeom, Hb−b and Hcoll are geometric correction factors with values
typically close to unity. Hgeom is the reduction of the luminosity due to the hourglass
effect, Hb−b is the increase of the luminosity by the strong attractive beam-beam
forces and Hcoll is a factor that takes the filling patterns of the electron and the
proton beam into account. Estimates for these parameters are shown in Table 2.11.
Unless discussed above, further parameters used for the four ep collider configurations
considered can be found (i) for the LHeC as evaluated in its conceptional design in
reference [28], (ii) for the high luminosity version of the LHeC in references [154–156],
(iii) for the HE-LHC in references [157,158] and for the FCC-eh in reference [157,158].
One observes that compared to the 2012 LHeC CDR, it seems possible to achieve
peak luminosities near to or larger than 1034 cm−2 s−1, which makes these future ep
colliders the most exciting and efficient machines for the study of new physics at the
accelerator energy frontier.
It should be noted that the collider proton beam parameters vary during a run.
The protons emit synchrotron radiation, which reduces their emittance, p. Their
number, Np, decreases as they are destroyed by colliding in the main experiments.
Hence the proton beam size and intensity change during the run, which leads to a
weak variation of the luminosity. The electron beam current is distributed in bunches
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Table 2.11. Baseline parameters and estimated peak luminosities of future electron–proton
collider configurations for the electron ERL when used in concurrent ep and pp operating
mode.
Parameter (unit) LHeC CDR ep at HL-LHC ep at HE-LHC FCC-eh
Ep (TeV) 7 7 12.5 50
Ee (GeV) 60 60 60 60√
s (TeV) 1.3 1.3 1.7 3.5
Bunch spacing (ns) 25 25 25 25
Protons per bunch (1011) 1.7 2.2 2.5 1
γp (µm) 3.7 2 2.5 2.2
Electrons per bunch (109) 1 2.3 3.0 3.0
Electron current (mA) 6.4 15 20 20
IP beta function β∗p (cm) 10 7 10 15
Hourglass factor Hgeom 0.9 0.9 0.9 0.9
Pinch factor Hb−b 1.3 1.3 1.3 1.3
Proton filling Hcoll 0.8 0.8 0.8 0.8
Luminosity (1033 cm−2 s−1) 1 8 12 15
with a default spacing of 25 ns, leading to N = 3× 109 particles per bunch. Studies
of the beam stability showed that a charge of N = 4×109 is still stable. The electron
beta-function and the position of the electron beam waist are the result of the overall
optimisation of the collision which affects the product HgeomHb−b. This optimisation
is dominated by the strong beam-beam forces. In general, smaller electron emittances
lead to larger luminosity. The electron beam emittance from the source can be of the
order of e ≈ 1µm. In the arcs of the recirculating electron linac, the horizontal
emittance will increase by about 7.5µm and the vertical only by 0.8µm. A target of
e = 10µm is set at the collision point for both planes. The possibility of colliding
flat electron beams remains to be studied.
The collision of the two beams has little impact on the proton beam. The electron
bunch charge is quite small and the proton energy is high. However, the electron beam
is strongly affected by the proton beam. During the collision the electron bunch is
focused by the protons, which leads to a significant reduction of the transverse elec-
tron beam size. As a consequence, the luminosity is larger than for rigid beams. Also,
the conventional matching of the sizes of the two beams does not work because the
electron bunch size is changing by a factor of two or so during the collision. The beam-
beam effect has been simulated with GUINEA-PIG [159]. The longitudinal position
of the waist and the beta-functions were varied in order to optimise luminosity.
Finally, the factor Hcoll is given by the fraction of electron bunches that collide
with a proton bunch. Only 80% of the circumference is filled with proton bunches
and therefore 20% of the electron bunches will not collide with a proton bunch. This
leads to a collision factor Hcoll = 0.8. Depending on the filling pattern of the proton
ring, it could be possible to use an electron bunch pattern which has no bunches in
non-colliding positions. This would reduce the rate of electron bunches by 20% and
allow their charge to be increased by 25%. The luminosity would increase by 25%.
However, this option is not in the baseline. Accelerating the non-colliding bunches
may be useful to limit the fluctuations of the RF power stored in the linacs. A small
fraction of non-colliding bunches is also known to be of interest for the understanding
of backgrounds and detector response. The bunch distribution of the electron beam
could be affected by another process: the electron beam ionises the rest gas in the
linacs and arcs. Positive ions may then be trapped in the electron beam which can
lead to an instability which can be suppressed by introducing a gap in the electron
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Table 2.12. Parameters and estimated peak and integrated luminosities of the FCC-eh,
when the 50 TeV proton and the 60 GeV electron beams collide, in an operational mode
where pp data may be taken simultaneously.
Parameter Unit Protons Electrons
Beam energy GeV 50 000 60
Normalised emittance µm 2.2→ 1.1 10
IP beta function mm 150 42→ 52
Nominal RMS beam size µm 2.5→ 1.8 1.9→ 2.1
Waist shift mm 0 65→ 70
Bunch population 1010 10→ 5 0.31
Bunch spacing ns 25 25
Luminosity 1033cm−2 s−1 18.3→ 14.3
Int. luminosity per 10 years (ab−1) 1.2
beam which causes the ions to be lost [28]. The results of the simulation study are
summarised in Table 2.12. They are in good agreement with the rough estimate
presented above (Tab. 2.11).
There could be an interest in dedicated ep operation because significant gains in
the instantaneous and integrated luminosity performance are potentially possible. A
first estimate indicates a potential for a 10 fold higher proton beam brightness and a
beta function reduced by a factor of two, with only one beam present and squeezed
and fewer aperture constraints. A factor of two may also be obtained from the much
enhanced operation efficiency in dedicated mode, mainly because the proton beam
lifetime would be hugely increased without the pp collisions, which lead to τp < 5 h.
Therefore, dedicated ep runs could be typically a day long; overall, in dedicated mode,
luminosities in excess of the order of 1035 cm−2 s−1 appear to be not unrealistic. An
integrated luminosity of 1 ab−1 annually would be possible to achieve. Such a scenario
could be specially relevant for taking a large amount of positron-proton data in a
period of operation which is not too long, since the e+ currents will be much lower
than the e− currents by one or even two orders of magnitude.
The heavy ion beams provide a unique opportunity for high energy, high lumi-
nosity deep inelastic electron–ion scattering physics explorations. Since HERA was
restricted to protons only, the FCC-eh extends the kinematic range in Q2 and 1/x
by 4 (5) orders of magnitude. This is a significant increase in coverage and would be
set to radically change the understanding of parton dynamics in nuclei and of the
formation of the quark-gluon plasma. An initial set of parameters in the maximum
energy configurations was given in [158]. This did not yet take account of the intense
beams of 208Pb82+ nuclei that have already been largely demonstrated [160] and are
planned for HL-LHC. Combining these with the default 60 GeV electron ERL, an
updated parameter set is presented in Table 2.13. Radiation damping of Pb beams
in the hadron rings is about twice as fast as for protons and can be fully exploited.
For the FCC-hh case, the emittance values in Table 2.13 are estimates of effective
average values during a fill in which Pb-Pb collisions are being provided at one other
interaction point [32].
The design of the FCC-eh interaction region follows that of LHeC [28]: strong
quadrupole septa focus the colliding proton beam at the interaction point. Since the
electron beam has a significantly lower beam rigidity it must pass these magnets
in the field-free region. This leads to an angle of 8 mrad between the two incoming
colliding beams. Dipoles around the IP bend the electron beam into head-on collisions
with the proton beam and separate the two beams after the IP.
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Table 2.13. Baseline parameters of future electron–ion collider configurations based on the
electron ERL, in concurrent eA and AA operation mode.
Parameter (unit) LHeC (HL-LHC) eA at HE-LHC FCC-eh
EPb (PeV) 0.574 1.03 4.1
Ee (GeV) 60 60 60√
seN electron–nucleon (TeV) 0.8 1.1 2.2
Bunch spacing (ns) 50 50 100
No. of bunches 1200 1200 2072
Ions per bunch (108) 1.8 1.8 1.8
γA (µm) 1.5 1.0 0.9
Electrons per bunch (109) 4.67 6.2 12.5
Electron current (mA) 15 20 20
IP beta function β∗A (cm) 7 10 15
Hourglass factor Hgeom 0.9 0.9 0.9
Pinch factor Hb−b 1.3 1.3 1.3
Bunch filling Hcoll 0.8 0.8 0.8
Luminosity (1032 cm−2 s−1) 7 18 54
Fig. 2.14. Layout of the FCC-eh interaction region. The red and blue lines indicate the
crossing FCC-hh proton beams. The black slope indicates the electron beam that is provided
by an energy recovery linac and which is collided with the red-marked proton beam. The
green area indicates the fan of the synchrotron radiation. The quadrupole parameters are
estimates based on magnets designed for LHeC.
The FCC-eh is considered an option for the “low luminosity” experimental regions
in FCC-hh. Geological constraints of the Geneva area for the ERL tunnel probably
leave PL as the only viable option. In the current layout of FCC-hh, PL not only
houses an experiment but also the injection section for the colliding proton beam. The
interface between the injection section and FCC-eh IR requires further study as it
will dictate the minimum reachable β∗. The current design of the interaction region
is shown in Figure 2.13. With magnet parameters estimated from updated LHeC
quadrupole septa designs, it achieves a minimum β∗ of 30 cm. A lower β∗ might be
achievable but will require significant changes to the injection scheme in FCC-hh to
make space for longer, larger aperture triplet quadrupoles. The FCC-eh IR design
has to account for large electron currents of about 20 mA and a beam separation
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constraint in the quadrupole septa. Choosing L∗ of 20 m, together with an optimised
dipole length [161], one obtains a synchrotron radiation load of 35 kW at a critical
energy of 286 keV. The shown electron beam optics were chosen to simply match the
beam size of the proton beam at the IP, i.e. β∗e− · e− = β∗p+ · p+ .
An earlier design of the FCC-eh interaction region was integrated into the FCC-
hh ring and showed that chromaticity correction of the β∗ = 30 cm optics requires
arc sextupoles only about 14% stronger than the current FCC-hh specification.
3 Collider technical systems
3.1 Overview
This chapter presents details of those technical infrastructure systems for which sub-
stantial research and development is required. It is known that it will be possible to
scale up many systems from LHC for use in FCC-hh and these systems are not pre-
sented below. Various major systems such as magnets, cryogenics, RF, beam transfer
and vacuum are described here as well as many smaller essential devices. Finally
there is a description of the radiation environment in which they will have to per-
form. Details for all technical systems will be presented at a later stage in the design
process but systems which require particular attention at this conceptual design stage
have been identified and are presented here.
3.2 Main magnet system
3.2.1 Introduction
The magnetic system will profit greatly from the experience gained with the LHC,
which has demonstrated the feasibility and effectiveness of operating a large number
of superconducting magnets cooled by using superfluid helium at 1.9 K. There will
be about four times more magnets in FCC-hh than in LHC and the field amplitude
produced by the arc dipoles will be increased by almost a factor of two, whilst main-
taining a similar beam aperture and twin configuration. The field increase will be
enabled by using Nb3Sn superconductor instead of the Nb–Ti used in the LHC arc
dipoles. With respect to the conductor properties, the superconducting magnets will
operate in a similar condition than the LHC magnets, with 14% margin on the load
line and at about 60% of the maximum upper critical field Bc20. With an appropriate
R&D programme, and if all magnets are cold tested before installation, this margin
can be considered sufficient to achieve the nominal energy with limited magnet train-
ing. This technology, though not yet used in particle colliders, is being implemented
for dipoles and quadrupoles of the HL-LHC project, where they will be operating at
peak fields of between 11 and 12 T. One can expect that this technology will be ready
to start mass production of 16 T magnets within a decade from the manufacture of
a first long model.
3.2.2 Superconducting main dipole
The main dipoles (MD) are twin-aperture magnets of cosine-theta coil layout assem-
bled in a helium-tight cold mass (CM) structure, integrated in a cryostat. A cross
section of the system is presented in Figure 3.1 and a 3D of the assembly is shown
in Figure 3.2.
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Fig. 3.1. Main dipole cross-section.
Fig. 3.2. 3D-view of main dipole cold mass assembly.
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Table 3.1. Main dipole parameters.
Item Unit Value
Number of units 4668
Operating field T 16.0
Coil physical aperture mm 50.0
Operating current A 11 441
Operating temperature K 1.9
Magnetic length @ 1.9 K mm 14 069
Stored energy at 16 T (entire magnet) MJ 37
Self-inductance at 16 T (entire magnet) mH 570
Field margin on the load line at 16 T % 14
Magnetisation losses (two apertures) over a full exci-
tation cycle
kJ/m 5
Distance between aperture axes at 1.9 K mm 250
Number of coil turns per aperture 200
Surface of conductor (2 apertures) cm2 131
Cold mass length beam pipe flange-to-flange at 1.9 K m 15.8
Mass of the cold mass t 55
Mass of the cryostat t 6
Geometric field harmonics b2,b3,b4, b5 units 3.7, −2.4, 0.95, 0.30
Contribution of persistent currents b2,b3,b4, b5 units 2.0, −23, −0.16, 4.9
Contribution of saturation b2,b3,b4, b5 units −3.7, 2.5, −0.64, −0.11
Total field harmonics b2,b3,b4, b5 at injection
(1.06 T)
units 5.6, −25, 0.79, 5.2
Total field harmonics b2,b3,b4, b5 at nominal field
(16 T)
units 0.025, 0.11, 0.31, 0.18
Random harmonics b2,b3,b4, b5 units 0.93, 0.67, 0.47, 0.28
Random harmonics (skew) a2,a3,a4, a5 units 1.1, 0.75, 0.48, 0.33
The CM for the main dipole is straight, and has a total length between the two
extremities of the beam pipe flanges of 15.8 m and a magnetic length of 14.069 m.
Its external diameter is 800 mm. It is installed in a cryostat structure composed of a
radiation shield, a thermal screen and a vacuum vessel. It is supported on three feet
made from a composite material and a flange is bolted to the vacuum vessel.
All parts between the beam pipe and the shrinking cylinder, which defines the
outer envelope of the cold mass, are immersed in superfluid helium at atmospheric
pressure and cooled by a heat-exchanger tube, in which two-phase low-pressure
helium circulates. The next temperature stage is that of the beamscreen, cooled at
a reference temperature of 50 K, which is also the temperature level for cooling the
thermal screen and the support posts. The fact that the additional intermediate tem-
perature level used in the LHC, in the range between 4 and 20 K, is missing, results
in larger static losses from the cold mass and the support posts than in the LHC.
The total heat loads of a cryodipole operating in steady state mode are estimated to
be about 0.5 W/m at 1.9 K and about 10 W/m at 50 K. The target losses during a
full cycle from nominal field, down to injection and up to nominal field again, which
mainly come from the magnetisation of the superconductor, are set to 5 kJ/m at
1.9 K for the two apertures. The operating field of 16 T is generated by a current of
11 441 A in a coil with a physical aperture of 50 mm. The distance between the axis
of the two apertures is 250 mm. The magnet design is described in [162]. The main
parameters of the MD, including the expected field quality, are listed in Table 3.1.
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Fig. 3.3. Conductor distribution and field amplitude in the coil (half aperture).
The so called “margin on the load line” has been set to 14%, which is the same
as the one adopted for the LHC at the nominal field of 8.3 T. Each MD aperture has
200 cable turns distributed in one upper and one lower pole, and each pole comprises
two double layer (inner and outer) coils. Since the magnetic flux density varies con-
siderably in the coil (it is much higher in the inner than in the outer pole), the design
exploits the principle of grading (see below). The inner pole comprises 32 turns of
a 0.5◦ keystoned Rutherford cable, made from 22 strands of 1.1 mm diameter, the
outer pole has 68 turns of a 0.5◦ keystoned Rutherford cable, made from 38 strands
of 0.7 mm diameter (see Tab. 3.3). The conductor distribution and the field ampli-
tude in the coil is shown in Figure 3.3, where one quarter of an aperture is shown.
The coil cross-section is asymmetric, to compensate the quadrupole component of
the magnetic field coming from the interaction between the two magnet apertures.
The current density in the outer coil is larger than that in the inner coil because
the two coils are connected in series and the cable in the inner layers has a larger
conductor area than that in the outer layers. Thanks to grading, the current density,
where the magnet field is lower, is increased, resulting in a considerable saving of
conductor for a given margin on the load line. The structure is based on the so-
called “key and bladders” concept together with the use of an aluminium cylinder
surrounded by a stainless steel welded shell. The aluminium shell provides the increase
of coil loading required from assembly to the operational temperature and during
magnet powering. The stainless shell, as well as adding stiffness to the structure,
provides helium tightness, alignment fiducials and support for the magnet end covers.
The CM assembly and its main components are shown in Figure 3.4.
The field distribution in the magnet cross section for a central field in the mag-
net aperture of 16 T, is shown on the left side of Figure 3.5. The von Mises stress
distribution in the structure at the same field of 16 T is shown on the right side
of the same picture. The detail of the stress distribution in the coil cross section
is shown in Figure 3.6. Concerning the electromagnetic section, the ferromagnetic
yoke is saturated, thus producing a stray field which is about 0.1 T at the bound-
ary of a non-magnetic cryostat. Concerning the structural section, the coil remains
entirely under azimuthal compression (with a minimum pressure of 6 MPa) up to the
16 T field amplitude. In these conditions the peak stress on the coil does not exceed
180 MPa. The stress in the other part of the structure remains well below the limits
of the magnet components.
Each magnet will be cold tested prior to installation in the tunnel. Depending on
its training performance, the magnet may also be submitted to a thermal cycle to
confirm that, once installed, the magnet can be powered up to nominal field without
experiencing training quenches. As was successfully done for the LHC, a warm-cold
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Fig. 3.4. Main dipole cold mass.
Fig. 3.5. Electromagnetic (left) and structural (right) cross-section for a central field of
16 T.
magnet measurement correlation will be established, based on the statistics from pre-
series magnets. All series magnets will be then magnetically measured warm. Only a
small percentage of them will also measured at operating (cryogenic) temperatures.
3.2.3 Field quality
The field error naming convention follows the one adopted for the LHC [163].
The systematic field error values are deterministic and computed with ROXIE:
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Fig. 3.6. Simulated “Von Mises” stress distribution in the coil for a central field amplitude
of 16 T.
Table 3.2. Salient features of design options for 16 T magnets.
Parameter Cos-theta Block-coil CCT Common-coil
Peak field on conductor (T) 16.40 16.73 16.35 16.57
Operating current (A) 11 441 10 176 18 135 15 880
Inductance @ 16 T (mH/m) 38 48 18 26
Outer yoke diameter (mm) 660 616 750 650
Mass of conductor (kg/m) 115 120 148 145
they comprise a geometric contribution, a contribution coming from persistent
currents and the effect of saturation of the ferromagnetic yoke. The contribu-
tion from the persistent currents [164] has been computed using the conductor
parameters of Table 3.2 and assuming that artificial pinning has been imple-
mented which allows the critical current (thus the magnetisation) to be reduced
at low fields. Considering that it is very unlikely that a perfect point pinning can
be achieved, the contribution reported in Table 3.1 has been obtained consider-
ing 50% of perfect point pinning. The random values are due to the spread of
the geometric and persistent current contributions. The geometric random errors
have been determined by means of Monte-Carlo simulations which include a ran-
dom displacement of the coil blocks with a root-mean-square (RMS) amplitude
d = 50µm. The uncertainty errors are linked to the production line. At this stage,
it is assumed, as for HL-LHC, that the production is uniform; therefore the uncer-
tainties are equal to the random values. Further optimisation is on-going to passively
correct the b3 error from persistent currents by using iron shims. The yoke shape will
also be further optimised to minimise the saturation effects.
3.2.4 Magnet protection
The magnet and its protection system are conceived to limit the hot spot temperature
to below 350 K in the case of a quench and the peak voltage to ground in the coil
below 2.5 kV. This voltage limit includes up to 1.2 kV due to the quench evolution
in the magnet itself and up to 1.3 kV from the circuit. The protection system can be
based on the coupling-loss-induced quench method (CLIQ), on quench-heaters alone
or on a combination of both. On paper, all options effectively protect the magnets
within the above limits [165]. Experiments on FCC models and prototypes will
show if CLIQ can be implemented in real conditions with the required reliability and
redundancy for every quench situation. For the reasons above, though it is believed
that CLIQ has the potential to quench the entire magnet in 30 ms after the initiation
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Fig. 3.7. Electromagnetic cross sections of the 16 T dipole design variants.
of a quench (time delay), the 16 T magnets have been designed assuming a time delay
of 40 ms, which is compatible with the use of quench-heaters.
3.2.5 Other design options
In addition to the baseline design of the cosine-theta coil type, other design options
have been studied in detail; they will be tested experimentally in the coming years.
These other designs are the block-type [166], the common-coil [167] and the canted-
cosine-theta (CCT) [168] configurations. All options have been explored considering
the same assumptions, in particular concerning the magnet aperture (50 mm), the
field amplitude (16 T), the conductor performance (assuming the availability of a
conductor with a target critical current density of 1500 A/mm2 @ 4.2 K @ 16 T,
corresponding to 2300 A/mm2 @ 1.9 K @ 16 T), the margin on the load line (>14%)
and the allowed mechanical constraints on the superconducting coil (<150 MPa at
warm and <200 MPa at cold). The electromagnetic cross section of each of these
options is shown in Figure 3.7. Their salient features, with respect to the baseline
cosine-theta, are shown in Table 3.2.
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Each of these alternatives features some interesting characteristics which may
have a potential to become competitive to the baseline cosine-theta design in terms
of performance, in particular if they would allow operation at a lower margin on the
load-line, thus reducing the required amount of conductor.
3.2.6 Low temperature superconductors
The 16 T dipole magnets for the FCC rely on Nb3Sn. Experience has been gained in
the use of this technology in both the U.S and Europe, not only on R&D magnets
but, more recently also on accelerator magnets, thanks to the HL-LHC project. Both
the electrical performance and filament size are currently beyond state-of-the-art
for Nb3Sn wire. A dedicated R&D programme has been launched worldwide, with
some promising results already [169]. This programme has three phases. In the first
phase, the focus is on increasing the critical current by 50% with respect to HL-
LHC (1500 A/mm2 at 4.2 K and 16 T), maintaining high RRR (150). This requires
a major breakthrough and work on novel methods, such as artificial pinning centres
(APC), grain refinement and architectures. In the second phase, the conductor will
be optimised to reduce the magnetisation, in particular at low fields, by modifying
the effective filament diameter and possibly using APC. The third phase can be
considered the preparation to industrialisation, focusing on achieving long unit length
(5 km) and competitive cost (5 kEuro/kAm at 4.2 K and 16 T). As reported in [169],
despite the short time since the start of the programme, high-performing Nb3Sn
conductors have been already produced by new collaborating partner institutes and
companies, achieving a Jc performance of the order of the specification for HL-LHC.
Work performed on grain refinement and APC has shown promising results, nearly
doubling the Jc at 12 T, 4.2 K on small samples. Finally, to improve the training
of magnets, the introduction of materials with high heat capacity (Gd2O3) directly
within the Nb3Sn wire is being considered.
Two distinct conductors are used for the 16 T dipoles: a high-field (HF) conductor
used for the inner pole and a low-field (LF) conductor used for the outer pole. The
parameters of the HF and LF conductors are summarised in Table 3.3. It is assumed
that the insulated conductor can be subjected to pressures of up to 150 MPa at
ambient temperature and 200 MPa when cold, without experiencing an irreversible
degradation. Based on the information coming from tailored experiments and from
magnet tests, these values are considered to be challenging but realistic. Finally, due
to the high Jc, the large filament diameter and the large amplitude of a magnet
cycle, the magnetisation losses of these magnets have a considerable impact on the
design of the cryogenic system, which assumes 5 kJ/m at 1.9 K for the two apertures.
This limit can be respected with filament diameters of around 20µm and if new
manufacturing techniques have been developed, e.g. the aforementioned APC, and if
the reset current during the machine powering cycle will be optimised.
3.2.7 Superconducting main quadrupole
The main quadrupoles (MQ) of FCC are twin-aperture magnets based on a cosine-
2theta coil configuration assembled in a 20 mm thick helium II vessel. Their design
is detailed in [170]. The cooling system and the cryogenic features in the iron yoke
are linked to the MD magnet characteristics. Like the MD magnet, the inter-beam
distance is 250 mm and the physical aperture is 50 mm in diameter. Each aperture is
mechanically independent from the other due to the use of a collar-and-key mechan-
ical assembly. The main parameters of the MQ are listed in Table 3.4. Each double
pancake is made of 18 turns of Nb3Sn Rutherford cable with a 0.4◦ keystone angle.
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Table 3.3. Target parameters for the main dipole conductor.
Property Unit Value
Wire
Critical current density at 16 T and 1.9 K A/mm2 1500
Strand diameter HF conductor mm 1.1
Strand diameter LF conductor mm 0.7
Filament size HF conductor µm 20
Filament size LF conductor µm 20
Cu/nonCu HF conductor 0.8:1
Cu/nonCu LF conductor 2.1:1
Cable
Number of strands HF cable 22
Number of strands LF cable 38
Width of HF cable mm 13.2
Width of LF cable mm 14.0
Keystone angle of HF/LF cable degrees 0.5
Average thickness of HF cable mm 1.950
Average thickness of LF cable mm 1.265
Table 3.4. Main quadrupole parameters.
Item Unit Value
Number of units 744
Operating gradient T/m 367
Coil physical aperture mm 50.0
Peak field T 10.51
Operating current A 22500
Operating temperature K 1.9
Magnetic length @ 1.9 K mm 7063
Stored energy at 16 T (entire magnet) MJ 3.7
Self-inductance at 16 T (entire magnet) mH 14.4
Field margin on the load line at nominal % 20
Temperature margin at nominal K 4.6
Distance between aperture axes at 1.9 K mm 250
Number of coil turns per aperture 72
Mass of the cold mass t 17
Total field harmonics at nominal b6,b10 units −0.47, 0.41
Total field harmonics at injection b6,b10 units −22.3, 2.40
The cable consists of 35 strands, 0.85 mm in diameter; the filament size is 20 µm.
The CLIQ system protects the magnet with a hot spot limited to 350 K and a peak
voltage to ground below 900 V.
3.2.8 Other magnets in the arcs
For the FCC-hh, the FODO cell length in the arc was chosen to be 213 m, roughly
double the length of the LHC FODO cell. The FCC-hh has 8 long arcs, each with
36.5 FODO cells, and 4 short arcs, each with 15 FODO cells. Each FODO cell has
12 dipoles and 2 Short Straight Sections (SSS). As in the LHC, each SSS contains
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Fig. 3.8. Left: conductor distribution and magnetic field [T] in the coil. Right: iron yoke,
steel collar layout and HeII vessel.
Table 3.5. Other magnets in the Arcs.
Magnet type Technology Number Strength Length
Lattice sextupoles (MS) NbTi 696 7000 T/m2 1.2 m
Lattice octupoles (MO) NbTi 480 200 000 T/m3 0.5 m
Dipole correctors (MCB) NbTi 792 4 T 1.2 m
Trim quadrupoles (MQT) NbTi 120 220 T/m 0.5 m
Skew quadrupoles (MQS) NbTi 96 220 T/m 0.5 m
MCS NbTi 2× 4668 3000 T/m2 0.11 m
DIS quadrupole (MQDA) Nb3Sn 48 360 T/m 9.7 m
DIS trim quadrupole (MQTL) NbTi 48 220 T/m 2.0 m
Table 3.6. Distances between magnets (magnetic lengths).
Magnet types Distance (m) Remarks
MB-MB 1.5 For 0.11 m long MCS
MB-BPM 1.3
BPM stands for beam position
monitor
MQ-other 0.35 Other magnetic elements in SSS
Other-other 0.35
one MQ, and sextupole (MS) and dipole corrector magnets (MC). Depending on
the SSS location in the arc, there may be in addition octupole corrector magnets
(MO), tuning quadrupoles (MQT) or skew quadrupoles (MQS). It is planned to
have 3510 MB-MB, 704 MB-SSS and 704 SSS-MB interconnections in the arcs. The
magnet types and their main parameters are listed in Table 3.5. All these magnets,
except the DIS quadrupole (MQDA), use Nb–Ti technology. The MQDA relies on
Nb3Sn. The space required for the interconnections and the magnet extremities is
summarised in Table 3.6, which shows the target distance between the magnetic ends
of the different magnets.
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Table 3.7. Low-beta triplets.
Magnet
type
Technology Number/IP Strength Length Aperture
Q1 high lumi Nb3Sn 4 130 T/m 14.3 m 164 mm
Q2 high lumi Nb3Sn 8 105 T/m 12.5 m 210 mm
Q3 high lumi Nb3Sn 4 105 T/m 14.3 m 210 mm
Q1 low lumi Nb–Ti 4 270 T/m 10.0 m 64 mm
Q2 low lumi Nb–Ti 4 270 T/m 15.0 m 64 mm
Q3 low lumi Nb–Ti 4 270 T/m 10.0 m 64 mm
3.2.9 Low-beta triplets
The low-beta triplets are composed of quadrupole magnets and corrector mag-
nets. There are two types of low-beta triplets for installation in the high- and low-
luminosity interaction regions, respectively. The magnet types and their main param-
eters are listed in Table 3.7. The target distance between the magnetic length of each
of these magnets is two metres, ignoring the corrector magnets.
The magnets around the collision points will be exposed to high radiation lev-
els which may adversely affect their performance. It is assumed that the conduc-
tor performance can be maintained until a displacement-per-atom (DPA) value of
2 × 10−3 and that the magnet insulation can withstand an accumulated radia-
tion dose of 30 MGy. These values may be exceeded over the machine lifetime,
going up to 40–50 MGy assuming the use of the baseline 35 mm thick tungsten
shield. Some optimisation to reduce this value in the collision optics is ongo-
ing. This radiation load may be still affordable if either a more radiation resis-
tant impregnation system is developed in the magnets or if the triplet mag-
nets are replaced once in the machine lifetime. Furthermore, the estimated static
heat load using the baseline shield and at the nominal operation conditions, is
4.5 mW/cm3, which corresponds to a temperature increase of the coil of about
0.5 K.
3.2.10 Other magnets
Depending on their location, the matching and dispersion suppressor quadrupoles
have a cross section similar to the MQ but with apertures increased to up to 70 mm.
Around 156 matching quadrupoles are distributed as follows: 96 in the dispersion sup-
pressors, 16 in the high-luminosity experiment insertions, 20 in the low-luminosity
experiment insertions and injections, 6 in the injection and extraction sections, 8 in
the RF section and 10 in the collimation section. Furthermore, 48 trim quadrupoles
are installed in the 16 dispersion suppressors. The same type of magnets as those
in the LHC are required in the collimation insertion. However, the radiation load
in the betatron collimation region is large. Normal-conducting dipole magnets with
bedstead coils are proposed in order to reduce the radiation dose by one order of
magnitude compared to magnets with racetrack coils. Finally, there are 12 normal-
conducting and 8 superconducting separation and recombination dipoles. These mag-
nets are listed in in Table 3.8.
FCC-hh: The Hadron Collider 845
Table 3.8. Other magnets.
Magnet type and location Tech Number Strength Length Aperture
Separation dipoles D1 high lumi Copper 6/IP 1.91 T 3× 12.5 m 168 mm
Recombination dipoles D2 high lumi Copper 6/IP 1.91 T 3× 12.5 m 58 mm
Separation dipoles D1 low lumi Nb3Sn 4/IP 12 T 12.5 m 100 mm
Recombination dipoles D2 low lumi Nb3Sn 4/IP 10 T 15.0 m 60 mm
Q4 high lumi Nb–Ti 2/IP 175 T/m 9.1 m 70 mm
Q5 high lumi Nb–Ti 2/IP 260 T/m 12.8 m 60 mm
Q6 high lumi Nb–Ti 2/IP 225 T/m 12.8 m 60 mm
Q7 high lumi Nb3Sn 4/IP 400 T/m 14.3 m 50 mm
Q4 low lumi Nb–Ti 2/IP 200 T/m 9.1 m 70 mm
Q5 low lumi Nb–Ti 2/IP 275 T/m 12.8 m 50 mm
Q6 low lumi, extraction side Nb–Ti 1/IP 170 T/m 12.8 m 50 mm
Q6 low lumi, injection side Nb–Ti 2/IP 170 T/m 9.1 m 70 mm
Q7 low lumi Nb–Ti 2/IP 84 T/m 12.8 m 50 mm
Q8 low lumi Nb–Ti 2/IP 120 T/m 9.1 m 70 mm
MCB2 (single ap) high lumi Nb–Ti 8 3 T H/V 1.3 m 240 mm
MCB3 (single ap) high lumi Nb–Ti 4 3 T H/V 1.3 m 240 mm
MCB4h high lumi Nb–Ti 4 3 T 3 m 70 mm
MCB4v high lumi Nb–Ti 4 3 T 3 m 70 mm
Orbit Correctors low lumi Nb–Ti 12 3 T 1 m 64 mm
3.3 Cryogenic beam vacuum system
3.3.1 Overview
Vacuum stability at cryogenic temperature is a key element for the design of the
hadron collider. Significant levels of synchrotron radiation are produced in this
machine that result in heat power depositions of the order of 30 W/m. Early analysis
has revealed that it is unlikely to be able to design a beamscreen akin to the one
in the LHC that can cope with the operation conditions. A novel design is needed
that can effectively shield the cold bore of the superconducting magnets operating
at 1.9 K from the heat load. The concept must also help mitigating electron cloud,
resistive and impedance effects from the beginning. The proposed design is currently
being experimentally validated. Simulations have shown that it can keep the heat
load below 300 mW/m.
3.3.2 Beamscreen
Synchrotron radiation, impedance and cryogenic considerations
The synchrotron radiation (SR) power and flux are higher than those of the LHC.
Figure 3.9 shows a comparison between the LHC, FCC-ee, and FCC-hh flux spectra
from 4 eV to 1 MeV. A 4 eV cut-off has been chosen because photons below 4 eV, the
typical value of work-function for metals, are incapable of extracting photo-electrons
and producing molecular desorption from the walls of the beamscreen. While the
linear photon flux for FCC-hh is only a factor of 3.5 times higher than that of LHC,
the linear SR power density at 50 TeV is almost 200 times higher, ruling out a scaled
version of the LHC beamscreen. Calculations [171] have ruled out the possibility
of using LHC-sized capillaries (<4 mm) because the supercritical helium flow rate
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Fig. 3.9. Comparison of the SR flux spectra for LHC, FCC-ee (Z-pole) and FCC-hh.
would not be sufficient. The required number of pumping slots would also affect
the impedance budget too much [172]. For these reasons the design concept has
longitudinal slots along the external part of the beamscreen in the plane of the orbit,
to where the highly collimated SR photon fan is directed.
Beamscreen design
Figure 3.10 shows the beamscreen design concept. With respect to initial designs,
the height of the two longitudinal slots has been increased to limit effects on the
impedance budget. This improvement is also beneficial for the vacuum quality, since
it captures a larger fraction of the primary SR photon fan during the acceleration
phase. At lower beam energies the rms vertical aperture of the SR photon fan is
bigger, as it depends on the inverse of the relativistic factor [173]. The number and
position of the pumping slots has been optimised taking into account the leakage of
scattered SR power reaching the magnet cold-bore. The internal surface of the beam-
screen would be treated using Laser-Ablated Surface Engineering (LASE), creating
µm sized patterns on the surface. This treatment has proven [174] to greatly reduce
the secondary-electron yield (SEY) of the bare surface. Experimental validation of
LASE treated surfaces on the resistive wall impedance to reduce SEY and photo-
desorption yield are ongoing in the EC-funded EuroCirCol project [174]. Details of
the measurements on 3 variations of the beamscreen were reported at the 2018 FCC
week [175]. If HTS coatings are chosen for improved impedance reduction, e-cloud
mitigation would be provided by an a-C coating.
Beamscreen temperature
The total SR load is ∼2.3 MW/beam. If the SR power were to be dumped on a
beamscreen at a temperature between 5 K (inlet) and 20 K (outlet) as in the LHC
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Fig. 3.10. Latest design of the FCC-hh beamscreen. The main functions and parts of
the BS are indicated with details of the temperature distribution. The internal part has
a height of 26.9 mm and a width “B” of 27.55 mm. The large pumping slots provide an
effective pumping speed for H2 inside the beamscreen of ∼860 l/m/s at 50 K (LHC: ∼480
l/s/m at 15 K, as derived from [13]). The thickness of the copper layer on the inside of the
ante-chamber areas, including the sawtooth, has been reduced to 80µm.
Table 3.9. Cold bore heat load sources.
Source FCC-hh Cold bore heat load
50 TeV 500 mA
Beam-gas scattering for baseline MD 191 mW/m
Thermal conduction BC 50K-CB 1.9K 100 mW/m
Grey body thermal radiation from 50K BS 3 mW/m
Leaked radiation power through p. holes 0.5 mW/m
Total heat load 294.5 mW/m
arc cells, then given the Carnot efficiency, the cryo-compressor electric power input at
room temperature would exceed several GW, making it impossible to operate [171]. A
detailed analysis has determined the most appropriate operating temperature for the
beamscreen for a workable system. The temperature range for cryogenic cooling at the
inlet and outlet of each cell should be between 40 K and 60 K. A reference temperature
of 50 K is close to the optimum working point for a cryogenic refrigeration system,
considering the temperature-dependent resistivity of Cu [176], and also ideal in the
option of deploying HTS coatings [177]. This temperature range is also advantageous
for the vacuum system. It leads to higher conductance, which is proportional to the
square root of the absolute temperature. It also guarantees that no particular vapour
pressure instability is excited [178].
Heat load to cold bore
Table 3.9 gives an overview of all beamscreen heat load sources, assuming that the
beamscreen is mounted using elastic springs in the cold-bore [179] and excluding
electron cloud contributions. The results show that the total heat load is below the
allowed threshold of 300 mW/m [180].
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Fig. 3.11. Cut-away, in the plane of the orbit, of the dipole-to-dipole short interconnect
area model. This model does not show the BPM block.
Residual gas density
The requirements in terms of residual gas density are similar to those of the LHC.
For the LHC the acceptable level was specified for an H2-equivalent gas density
of 1.2× 1015 m−3 for a 100 h beam-gas nuclear scattering lifetime, i.e. a gas den-
sity of a mixture of gases usually released by SR irradiation, consisting of H2, CO,
CO2, CH4, each weighted with its radiation length and percentage molecular content
and referred to that of 100% H2 [181]. At 50 TeV the rate is only slightly larger
and an equivalent gas density of 1.2× 1015 m−3 yields 100 h lifetime, sufficent not
not compromise luminosity. A lifetime of 500 h is preferred to minimise the heat
load from losses due to beam-gas scattering. The target is to remain below 2× 1014
H2-equivalent m−3.
A 3D CAD model of the arc dipole and interconnect area has been created [181]
based on LHC. It takes into account the new requirements, SR photon flux and linear
power densities. It has been found that the RF fingers installed after each dipole
and quadrupole, compensating displacements and thermal contraction during cool-
down, need to be shielded from the primary SR photon fan. Otherwise they could
be damaged as a result of the 35 W/m power density. A symmetric SR absorber
upstream of the RF contact fingers, as used in modern light sources, mitigates that
risk. The absorber intercepts and concentrates up to 85 W of SR power, casting a
shadow downstream for about 2–3 m, up to the subsequent beamscreen. Along the
shadowed area, the racetrack-shaped beamscreen evolves gradually into the circular
shape which is needed for the LHC-style RF contact fingers and, eventually, for the
BPM button blocks.
Figure 3.11 shows a cut-away view of the interconnect area. The left part of
Figure 3.12 shows that even at rather low beam current (roughly 5% of the nom-
inal) the FCC-hh vacuum system should condition rather quickly to a level below
the 100 h nuclear beam-gas lifetime limit, within about 3 months. The right picture
of Figure 3.12 shows a residual gas density profile generated by the SR fan after a
certain conditioning time. At each point along the beamscreen, the molecular des-
orption rate depends on the locally accumulated photon dose. This means that one
always has to specify for which photon dose a pressure or density profile is being
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Fig. 3.12. Left: vacuum conditioning versus the accumulated beam dose in units of Ampe`re-
hour, for the H2-equivalent pressure, i.e. including contributions from CO, CO2 and CH4
[182]. The second H scale, at the top of the picture, indicates the conditioning time in
months, assuming a very low constant beam current of only 30 mA [182]. Right: den-
sity profile in H2-equivalent, i.e. taking into account the gas composition, along one arc
dipole [182]. All of the H2 pressure is due to SR, assuming that the static outgassing and
the e-cloud contributions are negligible. The density spike visible in the plot is located
at the photon absorber position; it is followed (on the left-hand-side of the picture) by a
shallow density minimum corresponding to the shadowing of the absorbers and reduced
photo-desorption. PSD designates the photon-stimulated desorption; PSD′ is the same for
the “recycled” molecules, i.e. those molecules which are re-desorbed from their absorption
sites on the cold bore due to the tiny fraction of low-energy photons which, after having
been scattered many times, are able to reach the cold bore; ESD+ISD is the sum of the
contribution from electrons and ions, computed using published data.
calculated. The photon dose at each point along the beamscreen is calculated using
3D ray-tracing Monte Carlo simulation that has been validated with experimental
data [181].
Electron cloud mitigation
The beamscreen design addresses the electron cloud by reducing the rate of syn-
chrotron radiation photons that are scattered into the main part of the screen around
the beam. In addition is it necessary to reduce the secondary emission yield to a level
of about 1.0 to avoid a build-up of the cloud; this requires coating or treatment of the
copper. One path currently being considered is using amorphous carbon (a-C) coat-
ing, which has been successfully tested in the SPS at CERN. Another option is LASE
treatment (see Fig. 3.10), which is also being assessed experimentally. Figure 3.13
shows the areas which would need to be treated, the corresponding percentage of
copper-coated beamscreen area and the electron cloud distribution for each type of
magnetic element: dipole, quadrupole and field-free drift [183].
3.3.3 Vacuum
Insulation vacuum design
The insulation vacuum system creates a vacuum barrier between the magnet cryo-
stat and the cryogenic distribution lines. The design will be based on the LHC sys-
tem [171], which has by now been operating successfully for more than ten years.
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Fig. 3.13. The transverse density of the electron cloud in different components of the
collider arc. The location of the surface coating in each component is also shown.
By-passes will be possible. Mobile, rough pumping groups will evacuate the large vol-
umes, starting from atmospheric pressure level. Permanent turbo-molecular pumping
groups installed at the vacuum barrier by-pass will be used to reach the required tar-
get pressure levels and will evacuate helium gas if there are leaks in the cryogenic
pipes.
Equipping the arcs with turbo pumps at a spacing comparable to the LHC
would be prohibitive due to the cost of pumps, cables, controllers, and power sup-
plies. The number of fixed turbo-molecular pumping groups would be four times
higher than at the LHC. Longer sectors on the contrary, have a reduced effective
pumping speed in the central region. Therefore, the reduced pumping capacity will
be compensated by He gas absorbers installed at suitable locations and cooled to
the lowest possible temperature. Other gas species are absorbed efficiently by the
cold walls. The permanent turbo-molecular groups will also guarantee pumping dur-
ing thermal transients of the cryostat which lead to excessive gas release from the
absorbers.
Helium absorbers
The absorber material, its shape and its assembly in the cryostat are under inves-
tigation. The current conceptual design is based on compact nano-porous materials
fixed in thermal contact with the cold mass support cooling pipes at 4.5 K (the C′
line in LHC terminology).
The development of the He absorbers can benefit from the large spectrum of stud-
ies performed over the last ten years, in particular for the ITER project [172,176,181].
He pumping has been measured for activated charcoal fixed on metallic surfaces. Sur-
face areas available for absorption regularly exceed 3000 m2 per gram of absorber;
this means that 30 g of activated charcoal would have the same surface area
available as the total multi-layer insulation (MLI) in a 400 m long vacuum sec-
tor. In the coming years, the focus will be to develop a material with a well
defined porous structure for He pumping at affordable cost for quantities around
∼100 kg. The activation of the absorbers in the cryostats is currently also under
investigation.
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The injected beam will be captured, accelerated and stored using a 400 MHz super-
conducting cavity system, which is also used to damp the longitudinal injection errors.
A system of electrostatic deflectors will be used to damp the transverse injection
instabilities/errors and thus ensure transverse stability. The radiofrequency (RF)
and beam feedback systems are located in point PH. The klystron power plant and
equipment racks are located in a parallel tunnel several meters above the machine
tunnel. Figure 3.14 illustrates the concept.
Two independent RF systems must each provide at least 48 MV. A continuous
wave (CW) 400 MHz system, the same as the one used in the LHC, leads to a design
based on proven technology. It comprises 24 single-cell cavities per beam, operating
at 2 MV. This requires low RF power through the RF windows and corresponds to a
moderate accelerating gradient of 5.3 MV/m. Each cavity is driven by an individual
powering system with its klystron, circulator and load. Several feedback loops around
each cavity permit precise control of the field in each cavity, an important feature
needed to manage the high-intensity proton beam.
System parameters
The beam and machine parameters that are directly relevant to the design of the RF
and beam feedback systems are given in Table 3.10. The minimum bunch spacing
of 5 ns defines the maximum bucket length and gives the lower limit of the RF
frequency, which is 200 MHz. The bunch length during physics limits the maximum
RF frequency to 400 MHz, which corresponds to 2.5 ns bucket length. For the same
bunch length at 50 TeV, the 200 MHz RF system requires a significantly larger RF
voltage than the 400 MHz RF system to provide sufficient Landau damping. Thus an
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Table 3.10. Main ring and beam parameters.
Parameter Value
Circumference (km) 97.75
Energy (injection/collision) (TeV) 3.3/50
Transition gamma 99 & 71
Energy loss per turn (MeV) 4.67
Bunch spacing (ns) 25 (5)
RMS bunch length during physics (cm) 8
4σ bunch length during physics (ns) 1.07
Bunch intensity (ppb) 1011
RF frequency of 400 MHz was chosen and the synchronisation with the injectors sets
the harmonic number h = 130, 680.
Stability limit
The minimum RF voltage and the longitudinal emittance at 50 TeV and during the
ramp are defined by the following criteria:
– Based on LHC experience, the maximum momentum filling factor will be 0.9
during the ramp and 0.8 in physics.
– The longitudinal emittance should be sufficiently large to prevent loss of Landau
damping.
The longitudinal beam stability was evaluated at 50 TeV for the effective
impedance ImZ/n = 0.2 Ω (in the LHC calculated and measured ImZ/n = 0.1 Ω)
and for both values of transition gamma. For the optics with γt = 99 the RF voltage
of 42 MV provides the stability with ±5% bunch length spread and the longitudinal
emittance required is about 10.2 eVs [184]. For smaller transition gamma (γt = 71),
the same RF voltage is required while the longitudinal emittance can be reduced to
7.3 eVs. The threshold impedance, ImZ/nth, which corresponds to loss of Landau
damping, strongly depends on the bunch length (to the power 5). During physics the
bunch length would be quickly reduced by synchrotron radiation damping. For the
given parameters this means that controlled emittance blow-up is needed to maintain
longitudinal beam stability and an additional 800 MHz RF system might be beneficial
for this purpose.
The proposed 20 min ramp from 3.3 TeV injection energy to 50 TeV in collision
consists of parabolic, linear, and again parabolic parts with 10%, 80%, and 10% of
total energy difference, correspondingly. The controlled emittance blow-up with the
square root dependence of longitudinal emittance on energy is required for longitudi-
nal beam stability. For both values of transition gamma the maximum RF voltage is
about 43.5 MV. Further optimisation of beam stability and particle losses from the
RF bucket during the ramp requires increase of this value up to 48 MV.
3.4.2 Superconducting cavities
Cavities
The frequency of 400 MHz naturally calls for the Nb/Cu technology operated at
4.5 K. It is anticipated that a vigorous R&D programme on Nb/Cu films will even-
tually decrease the surface resistance by a factor two to three, and hence further
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increase the advantage of this technology [185]. Efforts are ongoing to push the cav-
ity construction technology beyond existing limits to produce seamless cavities within
the very tight tolerances required [186]. Such cavities will no longer suffer from per-
formance limitations related to various defects induced by the presence of welds and
have less scatter in their electro-magnetic performance [187].
The A15 compounds have the potential to outperform Nb as their BCS surface
resistance is much lower due to the higher critical temperatures. Nb3Sn cavities
obtained by thermal diffusion of Sn in bulk Nb have similar performance at 4.5 K
to state of the art bulk Nb cavities at 2 K. A programme aimed at the synthesis of
Nb3Sn films on copper substrates is ongoing at CERN and has already produced
high quality films on small samples [188,189].
RF power couplers
The FCC-hh RF system can profit from the FCC-ee power coupler development of
the proposed configuration for the FCC-ee Z-pole and W-threshold machines. The RF
coupler technology requires R&D efforts to increase the CW power transfer capability.
The higher order mode couplers will have to deal with high beam loading and must
extract kW of RF power. Progress on fundamental power couplers is essential to
limit the cost and size of the RF system. The target value for fixed couplers is 1 MW
CW per power coupler at 400 MHz [190]. A suitable fixed power coupler (FPC)
design must ensure that the coupling coefficient can be easily adapted to the different
machines. The machine parameters and the proposed timeline impose the use of
“adaptable” power couplers. The external Q of the coupler must be easily adapted
“in situ”, without venting the cavities.
Fundamental power couplers for superconducting cavities are among the most
important and most complex auxiliary systems. They must simultaneously deliver RF
power to the beam and separate the cavity ultra-high vacuum, ultra-low temperature
environment from air-filled, room temperature transmission lines, as illustrated in
Figure 3.15. A wide variety of techniques is involved in achieving these goals: RF
design, cryogenic and mechanical engineering, materials science, vacuum technology,
and electromagnetic field modelling.
Crab cavities
Crab cavities are used to increase the luminosity by tilting the bunches to maximise
their geometrical overlap at the collision point. In FCC-hh, the limited impedance
budget calls for new concepts and innovative developments. Unlike the existing HL-
LHC crab cavity prototypes [191], the design for FCC crab cavities is based on
Nb/Cu superconducting technology. As illustrated in Figure 3.16a, it consists of a
ridged waveguide resonator with wide open apertures to make the Nb coating process
possible and also optimise the RF performance.
Figures 3.16b and 3.16c show one quarter of the transverse cross-section at the
cavity centre together with the electric and magnetic field distributions, respectively.
The particle deflection is caused by the transverse electric field of the TE111-like
fundamental mode between the two mushroom-shaped ridges (see Fig. 3.16a). Details
of the optimised cavity design and the relevant RF parameters can be found in [192].
This design has good performance; the simulated beam coupling impedances are
shown in Figure 3.17. It has only half the effective impedance of the double quarter
wave and one third of that of the RF dipole crab cavity [193].
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Fig. 3.15. Schematic of the LHC power coupler.
Fig. 3.16. (a) Design of the wide-open-waveguide crab cavity. The electric (b) and magnetic
(c) fields of the fundamental mode are scaled to the nominal deflecting voltage of V⊥ = 3 MV.
3.4.3 RF Powering
Power requirements
The RF system needs to compensate the significant energy loss of 4.67 MeV per turn
at 50 TeV. It means that the maximum RF power required at the end of the ramp
strongly depends on the voltage program required for beam stability and acceleration.
The magnetic ramp should be optimised to minimise the total RF power.
The RF power also depends on the number of RF cavities, which is given by
accelerating voltage per cavity (24 cavities/beam with 2 MV/cavity or 48 with 1
MV/cavity). It is assumed to be about 500 kW/cavity with 12 MW per beam during
the ramp with full transient beam loading compensation.
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Fig. 3.17. Longitudinal and transverse beam coupling impedances.













400 MHz 54 kV 9 A 357 kW 73.5% 38.5 dB 1.26 m
800 MHz 134 kV 12.6 A 1.35 MW 80.0% 38 dB 1.74 m
RF power generation
Improving energy efficiency and reducing energy demand is absolutely crucial for
any future big accelerator and the development of high-efficiency RF power sources
must be at the core of the R&D program [194], see also Section 12. The High Effi-
ciency International Klystron Activity (HEIKA) was initiated at CERN in 2014 [195]
to evaluate and develop new klystron bunching technologies for high-efficiency
klystrons [196–198]. In the light of these developments, efficiencies are expected
to rise from 65% to potentially above 80%. Gaining efficiency also means reducing
costs [198].
This success can be attributed to the very high performance computer code called
KlyC [199] which has recently been developed at CERN. This code is both accu-
rate and capable of performing massive optimisations within a reasonable amount of
time.
Table 3.11 displays the main parameters obtained for an 800 MHz high-efficiency
klystron, optimised for FCC-ee and a scaled version at 400 MHz adapted for
HL-LHC. The performance of this 400 MHz klystron is constrained by the fact that
the parameters of the existing LHC klystron modulator were preserved. FCC-hh will
be equipped with better adapted modulators and the same level of performance as for
the 800 MHz tube should be possible. The bunching technology of these klystrons is
based on the core stabilisation method described in [199]. The gain and power trans-
fer curves of the 400 MHz tube, simulated by KlyC for different voltages, are shown
in Figure 3.18. The tube has a good dynamic range, preserving efficiency above 70%
for the range of output power from 200 to 430 kW and a comfortable 1-dB bandwidth
of 2 MHz.
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Fig. 3.18. The power gain curves simulated by KlyC for different voltages (left) and the
transfer curves for saturated power (right). The dashed line in the left plot traces the
saturated power.
Fig. 3.19. (a) Normalised field of the TE like quadrupole mode on the surface and in the
transverse plane at the centre of a four-vane cavity. (b) Longitudinal and transverse beam
coupling impedances.
Design of the RF quadrupole resonator for Landau damping
The four-vane quadrupole resonator shown in Figure 3.19a is based on superconduct-
ing technology in order to provide sufficient tune spread with a feasible number of
cavities [200].
It provides a stronger transverse kick than the conventional superconducting
elliptical cavities operating in the TM210 mode [201] and the open-left beam-
pipe ports yield lower effective longitudinal and transverse impedances, as shown
in Figure 3.19b. The design is sufficiently compact to consider their manufacture in




Longitudinal coupled-bunch instabilities due to the fundamental cavity impedance
will be an issue at nominal beam current where the cavity detuning approaches the
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revolution frequency (3 kHz). Strong feedback around the cavities will therefore be
required for high intensities. A direct RF feedback will be supplemented by a one-turn
delay feedback giving extra impedance reduction around the revolution frequency
sidebands. Transient power requirements can be kept to a minimum by the use of a
cavity phase modulation scheme as in LHC.
Controlled longitudinal emittance blow-up to maintain stability by Landau damp-
ing, both during the ramp and in physics, is achieved by the injection of band-limited
RF phase noise.
Most of the low-level RF issues for FCC-hh have been addressed in LHC [202], or
studied for HL-LHC [203]. Modern designs implement most of the signal processing
in the digital domain and even better performance will be achieved in the future with
the continuous growth of processing power.
Transverse damping and feedback system
With bunch intensities of 1011 protons per 25 ns, a strong transverse feedback system
similar to the feedback already operating in LHC will be needed to damp injection
errors and to cure transverse instabilities caused by the resistive wall impedance. The
impedance is dominated by the beamscreen impedance. Details are given together
with the projected transverse feedback performance in Section 2.4.7.
From the technology point of view, the transverse feedback system needed to cure
the coupled-bunch instabilities at 25 ns bunch spacing will resemble the ADT system
deployed in LHC. The bandwidth of this system has to be at least 20 MHz to cover
all possible coupled-bunch modes and – similar to LHC – with bunch lengths in the
order of ns, the choice is for a system to operate in the base-band, i.e. from the lowest
betatron frequency up to 20 MHz, half the bunch repetition frequency.
Optionally the system can be complemented with separate kickers to cover higher
frequencies well beyond 20 MHz. This is necessary in two scenarios, firstly for the
alternative case with 5 ns bunch spacing and secondly for the case where mitigation
of intra-bunch motion is required. The latter can be caused by electron-cloud effects
or impedance-driven intra-bunch instabilities (Transverse Mode Coupling Instability,
TMCI). In the first case, i.e. for 5 ns bunch spacing, it is appropriate to choose strip-
line kickers, while the mitigation of intra-bunch motion requires either dedicated
wideband kickers which reach into the GHz range or sets of highly damped cavity-
like kickers with a bandwidth inversely proportional to the bunch spacing and a
spacing in frequency inversely proportional to the bunch or RF bucket length. Such
kickers were studied to mitigate intra-bunch motion in the SPS as part of the LHC
Injector Upgrade Programme (LIU).
The baseline system for 25 ns bunch spacing can be easily scaled from the LHC
parameters. From a technological point of view, it can be implemented using tetrode
power amplifiers directly installed under the kicker tanks, which contain electrodes to
supply kicks in the horizontal and vertical planes. The advantage of this system over a
matched 50Ω strip-line system is that the tetrode amplifier can deliver strong kicks at
low frequencies in the multi-kV range essentially because it is a high impedance device
(≈1 kΩ load in the case of LHC). It is not straight forward to replace this tetrode
based system by a system using solid state devices. Solid state devices can usually
provide high currents at low impedance determined by their internal capacitances
and are therefore not suitable for this application. A strip-line kicker system with
long strip-lines can be considered as an alternative to a tetrode-based system.
Different options are proposed for the injection energy ranging from 450 GeV
up to the baseline 3.3 TeV. Two variants of the bunch spacing are under study,
5 ns and as baseline 25 ns. The total current is the same for both options, leading
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to similar rise times for the coupled-bunch instabilities at low frequency. However,
emittances in the 5 ns option are approximately 5 times smaller to maintain the same
total luminosity when the bunch intensity is reduced by a factor 5 with respect to
the 25 ns baseline. Overall the 5 ns option puts more stringent requirements on the
transverse feedback system, both with respect to strength (faster damping needed
to preserve the emittance) and bandwidth (100 MHz minimum) when compared to
a 25 ns bunch spacing (20 MHz). This has also implications for the kicker design.
The most challenging is the 5 ns option in combination with an injection energy of
450 GeV, leading to very high growth rates.
For the baseline option of 3.3 TeV injection energy, an instability growth time
of 45 turns and a damping time of 20 turns is suggested. This allows damping of
a maximum injection error of 1 mm (reference β = 200 m), fast enough to keep the
transverse emittance blow-up from this injection error below 5%, assuming a de-
coherence time of 100 ms (∆Q = 3.3× 10−3) and a normalised transverse emittance
of 2.2µm. A damping time of 20 turns is in line with what has been achieved in the
LHC and consequently the system layout can be derived from a scaling of the LHC
transverse damper system (ADT).
Due to the closer spacing of batches by a factor of three compared to the LHC
(300 ns versus 925 ns in LHC), scaling the tetrode system requires a faster rise-time
at the expense of reducing the maximum kick strength per kicker from 7.5 kV to
2.5 kV. Keeping the factor three for this scaling and the same kicker length of 1.5 m,
22 kicker units would be required per beam and plane. It is possible to assume a
staggered installation despite the close beam spacing, about ∼100 m is required for
the complete transverse kicker system. Each of the 88 amplifiers would integrate two
tetrodes in push-pull configuration as in the SPS and LHC with supply voltages
similar to the SPS damper (6 kV, 15 A peak per tube). About 6 MW of installed
electrical power would be required for the tetrode amplifiers (30 kW maximum anode
dissipation) and a matched cooling system (demineralised water) is required. Tetrode
amplifiers would be installed directly under the kicker vacuum tanks.
A pick-up system similar to the LHC standard coupler type (four per plane and
beam), ideally spaced at 90◦ phase advance, is needed. Kickers should be placed at
different betatron phases to achieve smooth damping at tunes close to the half-integer
or the integer.
As previously mentioned, the 5 ns bunch spacing option requires a second system
with longer strip-lines and matched solid state amplifiers. The amplifiers would be
located in a gallery next to the accelerator with an extra 50 m required. Additional
R&D is needed to design this system which also has the potential to replace the
tetrode system. For the 5 ns option and the wideband (GHz) option, different sets
of pick-ups are needed, either exponential couplers or slotted structures for the very
high frequencies.
3.4.5 R&D challenges
Two independent RF systems must each provide at least 48 MV. The frequency of
400 MHz, which is the same as the LHC frequency, allows the RF system to be
based on the proven technology developed for LHC. In its present form, a 400 MHz
CW RF system made up of 24 single-cell cavities per beam, operating at 2 MV, is
proposed. This ensures minimum power through the RF windows and corresponds to
a moderate accelerating gradient of 5.3 MV/m. Each cavity is driven by an individual
RF system with its klystron, circulator and load. Complex feedback loops around
each cavity allow precise control of the field in each cavity, which is important for
the high-intensity proton beam.
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3.5 Beam transfer systems
3.5.1 Overview
The baseline scenario for the injection system assumes a beam energy of 3.3 TeV, with
lower injection energy only considered as an option. Injection will be a conventional
bunch-to-bucket transfer with boxcar stacking, with the main challenges being the
limitations from machine protection, the fast rise times of the kicker systems and the
precision in delivery which is needed to preserve the transverse emittance. The three
main subsystems are the injection septum used to provide most of the deflection into
the FCC ring, the injection kickers to accurately deposit the beam on the closed
orbit and the beam-intercepting protection devices to prevent damage in the event of




Most kicker systems today use thyratron switches and pulse-forming networks/lines
(PFNs/PFLs). For thyratrons, long-term availability is a real concern. PFNs are
built of many discrete components making it difficult to optimise the pulse shapes.
PFLs rely on difficult-to-obtain low-loss cables for the ultra high 80 kV voltages [204].
Solid-state technology combined with topologies such as the inductive adder or Marx
generator permit the series and parallel connection of power semiconductor switches
to achieve high pulse power designs. Both store energy in capacitors, instead of
PFNs/PFLs. Solid-state switch technology results in good reliability, modularity and
maintainability for kicker generators. Since the capacitors are not significantly dis-
charged between pulses, considerable amounts of energy remain stored in the gen-
erator once the collider ring has been filled. The potential effects of this condition
remain to be studied further.
Solid-state kicker generators
The modularity of the inductive adder and Marx generator permit different func-
tional and performance requirements to be met with the same design [205]. The
major challenge for solid-state technology is to achieve sufficiently fast pulse rise-
and fall-times [204]. The overall length of a solid-state generated pulse, and hence
its propagation delay, depends on the output voltage. The allowable field rise-time
of the injection kicker magnet is 425 ns (see Sects. 2.3.5 and 2.3.6): thus, allowing
75 ns for the rise-time of the output pulse of the modulator, the propagation delay
of an individual magnet module can be 350 ns. To achieve the required pulse current
magnitude and rise-time, a reduced output voltage is required: hence a relatively low
characteristic impedance is needed, but consistent with the rise-time requirements. A
detailed study of the expected capabilities of the pulse generator (2.5 kA pulse cur-
rent), achievable current rise-time (75 ns) and obtaining a reasonably short-length
for the injection kicker magnets (to limit their total beam coupling impedance), has
resulted in an optimised value for the characteristic impedance of 6.25 Ω [206].
MOSFETs are presently the most promising technology for the solid-state pulse
generators, as fast switching elements (∼10’s ns) are available commercially today.
Silicon carbide (SiC) MOSFETs are becoming more widely available: this technology
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Fig. 3.20. Left: prototype inductive adder being developed for FCC. Right: PCBs and
magnetic core of the prototype inductive adder.
is preferred over Silicon as the SiC has significantly lower on-state resistance: this
is desirable for a pulse generator with low characteristic impedance (e.g. 6.25 Ω).
Commercial-of-the-shelf MOSFETs still have limited voltage rating, generally up to
1.2 kV [206]. MOSFETs rated at 3.3 kV, with pulse current ratings of 250 A or more,
would lead to more compact generators, with potentially faster rise- and fall-times
of the output pulse. Hence the evolution of the commercially available devices needs
to be followed attentively. However, a real breakthrough in MOSFET technology is
needed.
To make use of higher voltage ratings of MOSFETs in a cost-effective way and
therefore reduce the number of layers needed for the inductive adder pulse gener-
ator, new magnetic core materials would help to achieve the required pulse length
with reasonable core cross-sectional area. Again, in this case, a breakthrough in the
technology is required and developments with nano-crystalline magnetic materials
are being followed.
Figure 3.20 shows a prototype inductive adder that is being developed in the
scope of the study: the prototype is a significant evolution of a design conceived for
CLIC [207]. Key components including SiC MOSFETs, MOSFET gate drivers, pulse
capacitors and magnetic materials, have been tested and prototype PCBs designed
and successfully tested. Initial results show that the required inductive adder per-
formance can be achieved. In addition, a novel concept for an inductive adder has
been designed to limit current following an electrical breakdown in a kicker mag-
net. Detailed tests and measurements will be carried out on the prototype, before
upgrading it to a full-voltage version.
Figure 3.21 shows a prototype, four-stage, Marx generator developed by ISEL Uni-
versity and the EPS company, both of Lisbon [208]. This Marx generator is assembled
in a coaxial type structure in order to limit the loop inductance: the current flows
to the load through the MOSFETs and capacitors, placed around the sides of this
structure and returns back through external, insulated, wires. Each stage operates
at a voltage of up to 800 V, and consists of 24 SiC MOSFETs in parallel. The four
stage Marx generator was successfully tested with a load current pulse of 2.7 kA
(which meets the specifications) into a 1.18 Ω resistive load: the measured load volt-
age pulse is shown in Figure 3.22. The measured rise- and fall-times, 10%–90%, were
both approximately 50 ns. This prototype allows the proposed design to be tested
and evaluated, in order to assess the technological advantages of such a system and
limitations for the scale-up to full voltage.
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Fig. 3.21. Four stage Marx generator assembled in a coaxial structure (four return con-
ductors per side).
Fig. 3.22. Measured load voltage pulse for four Marx stages (pre-charge = 800 V/stage).
Scaling-up this concept requires further significant effort such as separating the
main circuit and wires carrying the return current [208]. Modifications of the Marx
generator are under consideration so that it can safely limit the current in the event
of a short-circuit load (e.g. electrical breakdown in a kicker magnet). Future tests will
include long-term stability and reliability tests and measurements, as well as testing
under fault conditions.
Kicker magnet
High-intensity accelerators are very sensitive to longitudinal and transverse beam-
coupling impedance. Kicker magnets, with their ferrite yoke, can be one of the
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dominant sources of impedance [209], which limits the beam intensity. In addition,
the real part of the longitudinal beam impedance, together with the beam spectrum,
determines beam induced power deposition and beam induced kicker heating. It will
be necessary to screen the yoke of the injection kicker magnet from the beam, which
has the consequence that the aperture of the magnet has to increase. In addition,
the overall length of the injection kicker magnets has been reduced from 130 m to
approximately 40 m magnetic length, to decrease the beam coupling impedance for
the installation [210].
High purity alumina will be required to mechanically support the screen conduc-
tors: the alumina will also provide high voltage insulation. This has the undesirable
side-effect of creating a vacuum-metal-insulator triple junction, which requires special
attention to avoid electrical breakdown. The alumina, if untreated, will provoke elec-
tron cloud generation. The Cr2O3 coating developed for the LHC injection kickers can
help mitigate this effect and should also improve the high voltage performance [211].
Septum
The baseline for the injection septa is to use three families of normal-conducting
Lambertson septa at 0.7, 1 and 1.2 T with septum thicknesses of 8, 12 and 18 mm,
respectively, due to their robustness and simplicity. Alternatively, superconducting
septa with the same septum thicknesses would reduce both power consumption and
the installed length. However, today it is difficult to achieve the smallest septum
thickness. At 3.3 TeV injection energy, it may be advantageous to supplement the
normal conducting septum with a 4 or 6 T superconducting septum system. The
studies ongoing for the extraction septa are relevant in this context. For a cos θ
device [212] the superconducting cables could be made of readily available NbTi. Bulk
MgB2 [213] is being considered as an alternative material. The power considerations
are less relevant for the injection septum than the dump septum, since it can be
ramped down to zero current between injections (i.e. the total energy consumption
is much less because the injection septum is only switched on for 1% of the time,
whereas the dump septum is on all of the time).
Protection of the septa has to be included in the design of the injection system at
the very end of the transfer line – in the case of a superconducting septum, additional
studies are needed for quench protection and beam loss.
After the septa, the beam’s horizontal angle is reduced by off-centre passage
through a ring quadrupole and finally compensated by the fast kicker system. Mass-
less septa are under consideration to complement the injection dump in case of a
mis-injected beam.
3.5.3 Extraction
The extraction kickers and dilution kickers have to direct proton beams with stored
energies in the range of 8 GJ reliably to the beam dump for the safe operation of
the collider. A dumping system similar to the LHC concept [54] has been developed,
but it requires a combination of very different technologies for the kickers and septa.
This approach also creates challenges for the control system in terms of triggering,
erratic rate and fault isolation.
The extraction kicker system faces stringent requirements for field rise-time, reli-
ability and availability. The flattop duration of the extraction system is 326µs. The
extreme beam rigidity requires large
∫
B·dl, which imposes a segmented system archi-
tecture comprising about 100 units per beam. The overall extraction kicker system
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Fig. 3.23. (a) Anode and cathode sides of a thyristor wafer that has been etched;
(b) CCD camera images and histograms of the optical interface output light projected
on the thyristor wafer.
length available is 120 m. This approach leads to an acceptable loss level of individual
kicker elements. Nevertheless, a system reliability analysis needs to be carried out in
order to identify the detailed requirements and to be able to develop an appropriate
technical design. The short magnet module also provides a low inductance and hence
allows for a rise-time of 1µs (0–100%), imposing significantly less beam load on the
protection devices during an asynchronous extraction event. In addition, the rela-
tively low current (3 kA) and voltage per unit result in reasonable generator design
values, beneficially influencing the switch selection and system reliability. Lumped
inductance magnets, similar to those in the LHC beam extraction kicker magnets,
are planned.
Triggering and re-triggering
In the case of an erratic triggering of a single extraction kicker, the baseline plan is
for a dump synchronous with the next abort gap. However, for simultaneous multiple
kicker magnet erratics, immediate re-triggering and therefore an asynchronous beam
abort is necessary to protect the machine from damage. The probability of multiple
erratics due to common-cause failures (e.g. electromagnetic coupling) needs to be kept
as low as possible. Several concepts for the extraction kicker generators are under
study. One of them is the use of optically triggered thyristors [214]: this technology
potentially avoids false-triggering of thyristors by electromagnetic coupling in cables
used for electrically triggered devices. Figure 3.23 shows the anode and cathode sides
of a thyristor wafer that has been etched for improved optical triggering of the device.
Extraction kicker generators
Generator topologies based on stacked arrays of solid state switches have been stud-
ied. Alternative switch topologies, namely series-connected switches and crowbar
architecture, are being studied to reduce the impact of a pre-firing kicker on the
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Fig. 3.24. Illustration of the 3D concept of the CCT-SuShi septum magnet.
beam. Proof of one of these concepts would allow alternative reaction strategies to
erratics and reduced segmentation.
Extraction kicker magnet
To reduce beam coupling impedance it is planned to use Ti-coated alumina tubes
in the aperture of each magnet. The thickness and resistivity of the coating is a
compromise between adequate beam shielding and the required field rise-time: a
relatively short field rise-time, of less than 1µs, could potentially limit the thickness
of the coating to several hundred nm. A novel idea that remains to be studied in detail
allows a thicker coating: overshooting the pulse generator current to compensate for
the reaction field due to the eddy-currents in the coating.
Extraction septum
The extraction septa need to produce a very large deflection – the baseline for the
dump septa is a two-stage single-plane extraction consisting of 10 m of supercon-
ducting shield septum (SuShi) and 40 m of truncated cosine-theta septa. The SuShi
can shield up to 3 T with an effective septum thickness of 20 mm, and the truncated
cosine-theta can provide up to 4 T with a septum thickness of 30 mm [215,216].
The main challenges of the SuShi technology are to produce a geometrically complex
shield shape and to increase the maximum shield length that can be manufactured.
A model and simulation of a SuShi system has been developed, see Figure 3.24, and
proof-of-principle devices have been built using MgO2 and HTS tape topologies.
The devices were tested at CERN in the frame of the EUCARD2 H2020
project [217]. A 70 mm bore LHC MCBY corrector magnet reaching 2.5 T (corre-
sponding to 5 T on the shield surface) was used. The prototype flux shield tubes
were instrumented with Hall probes inside and outside the shield. The shield was
supported inside the magnet with one end only outside the field. The MgB2 shielded
up to 2.6 T, measured by the external Hall sensors (around 2.8 T on the shield’s sur-
face, according to simulations), with a small relaxation of shielding currents on the
plateaus. The field smoothly penetrated above this level, without a flux jump, but
showing a significant creep: a typical scan is shown in Figure 3.25.
The technological difficulties for the truncated cosine-theta septum are the com-
plex coil geometry and mechanical structure, in particular the coil ends. Simulations
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Fig. 3.25. Field measurements inside and outside the MgB2 shield prototype.
Fig. 3.26. Cross-section of the truncated cosine-theta implemented in the computer soft-
ware Roxie.
are ongoing for the 3D geometry, see Figure 3.26, and a preliminary conceptual design
exists.
The extraction septum system needs an upstream passive protection device. It is
difficult to design the object so that it can survive a beam abort. As an alternative,
a design for a sacrificial absorber should also be investigated. This may result in
significant improvements of the beam optics and reduced layout and performance
requirements for the extraction kicker. As is the case for the superconducting injection
septa option, the implications for quench protection and machine availability remain
to be studied.
866 The European Physical Journal Special Topics
Dilution kickers
The dilution kicker system is the most technologically challenging part of the beam
dump system. The overall magnetic length is 130 m: approximately 45 m for the
horizontal and 85 m for the vertical dilution kickers. To give a reasonable inductance
(∼2µH), individual magnets would be 1.5 m long. The maximum currents required
are 12 kA and 16 kA per horizontal and vertical magnet, respectively. An oscillation
frequency of 50 kHz is needed to sweep the beam over the dump block. LHC-like
lumped-inductance magnets are suitable. The design of the generators and kicker
magnets needs to be studied in the detailed design phase.
3.5.4 Dumps and absorbers
The energy deposited by 50 TeV proton bunches in absorber materials poses a chal-
lenge for the robustness of protection devices and dumps. Compared to the LHC, the
energy density in absorber materials increases due to the higher proton energy and
due to the smaller angular opening of particle showers. Depending on the transverse
bunch size at the absorber location, a single 50 TeV bunch with 1011 protons can
damage today’s most resistant materials such as graphite and carbon-fibre reinforced
carbon (CfC) [52]. This imposes a limit on the number of bunches per train which
can be transferred from the injectors, creates constraints on the injection and extrac-
tion region optics and determines design criteria for extraction and dilution kickers.
Absorber materials must combine good mechanical strength with low material den-
sity in order to reduce the shower-induced peak load. Beam impact tests [218] are
essential to probe material limits and to quantify the dynamic response to extreme
thermal shocks. Promising materials for future absorbers are 3D carbon composites
and carbon foams. Some of these materials are already being tested in the frame-
work of the LHC injector upgrade and HL-LHC projects [219,220]. An alternative
approach could be the use of sacrificial absorbers which need to be exchanged in case
of an accidental beam loss.
Energy deposition challenges for protection absorbers
In order to safely absorb bunches swept across the aperture in the case of an asyn-
chronous beam dump, the bunch size needs to be sufficiently large and bunches need
to be sufficiently diluted across the front faces of the absorbers. FLUKA [69,221]
shower simulations show that the peak temperature induced by a single bunch in an
LHC-like CfC absorber (1.4 g/cm3) exceeds 1500◦C if
√
βxβy is less than ∼300 m [52].
Detailed thermo-structural calculations are necessary to assess the stresses generated
by the thermal shock but experience from LHC shows that tensile stresses can exceed
the tensile strength of such absorbers if peak temperatures are as high as 1500◦C.
This implies that if LHC-like absorbers are used, minimum β-functions of several
hundreds of meters would be needed at the absorber locations together with fast-
rising extraction kickers in order to separate swept bunches sufficiently in the case
of an asynchronous beam dump. The validation of new or improved materials with
a better resistance to high-energy particle beams will to some extent relax these
requirements.
Dilution requirements for beam dumping
The absorber blocks needs to be surrounded by heavy shielding to limit the activation
of the machine environment. Sweeping the beam transversely across the absorber
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Fig. 3.27. Transverse dose distribution in the LHC dump (2748 bunches, 1.2× 1011 protons
per bunch, 7 TeV) and in a LHC-like FCC dump (10 400 bunches, 1× 1011 protons ber bunch,
50 TeV). The longitudinal position of the maps corresponds to the depths where the dose is
maximum. The dump diameter is 70 cm in the LHC case and must be at least 150 cm for
the FCC. Results were obtained with the FLUKA code.
front face by dilution kickers avoids excessive temperatures and stresses in the dump
core. Graphite has so far been the preferred choice for high-energy hadron dumps at
CERN [222,223] and other facilities [224–226]) because of its low atomic number, its
high thermal shock resistance and its high melting point. Low-density variants like
graphite foams (<0.5 g/cm3) or innovative solutions like carbon powder-based dumps
are promising possibilities, but a first estimate of the dilution requirements and the
minimum dump dimensions can be derived by considering a conventional LHC-like
graphite core.
An Archimedean spiral is a suitable sweep pattern, which can be generated by
orthogonally deflecting kickers from the outside to the inside [227]. It has an optimised
footprint on the dump without trace crossing. Large β-functions of the order of
hundreds of km only moderately relax the dilution requirements since the maximum
temperature is determined by the transverse shower overlap of many bunches. For an
LHC-like dump made of low-density graphite sheets (∼1 g/cm3) the path length of
the sweep must be at least 20 times longer than for the LHC (1.2 m) in order to keep
the maximum temperature around 1500◦ C. The sweep path length required can be
even longer if the kicker frequency is not modulated.
Figure 3.27 illustrates the energy deposition profile for a fixed kicker frequency of
50 kHz and an outer radius of 55 cm. The diameter of the dump needs to be at least
twice as large as that of the LHC dump. With the assumed kicker parameters, the
energy density in the dump core remains acceptable in the case of an asynchronous
beam dump when the beam is extracted while the dilution kickers are still rising. The
same applies for a partial dilution failure with 10% less dilution in one plane. Since
the shower length scales logarithmically with beam energy, the length of the dump
increases only moderately compared to the LHC, i.e. the length of a LHC-like graphite
dump would be of the order of 10–20 m. Some benefits can be expected from foam-
or powder-based dumps, but the dilution requirements are still substantial. Dilution-
free dumping systems based on water or gas dumps have been studied [228,229], but
these systems lead to other challenges such as dump vessels which are hundreds of
metres long.
868 The European Physical Journal Special Topics
Table 3.12. Basic parameters of relevance for operation of FCC-hh beam diagnostic devices.
Particle Bunch Bunch charge (e) Number of Transverse size (µm) Transverse size (µm)
type spacing (ns) bunches β=200m E = 3.3TeV β=200m E = 50TeV
p+ 25 5× 108 →1× 1011 1→10 600 350 [ε = 2.2] 90→30 [ε = 2.2→ 0.2]
(5) (5× 108 →2× 1010) (53 000) (150 [ε = 0.44]) (40→10 [ε = 0.44→ 0.04])
3.6 Beam diagnostics requirements and concepts
The beam diagnostic requirements are to a large extent based on the experience
gained from LHC operation [230]. These requirements (with respect to the relevant
parameters in Tab. 3.12) are compared to what is achievable with present state-of-
the-art technologies used for modern beam instrumentation systems. Based on the
outcome of this comparison a baseline suite of beam diagnostics is proposed. Any
areas, where further research and development is required to fulfil specifications that
cannot be met using existing technologies are highlighted.
The operational scenarios considered for beam diagnostics are:
– Initial beam commissioning, including the need for beam threading to establish
circulating beams, the first ramp and squeeze cycle and optics measurement and
correction; all typically using a low intensity, single pilot bunch.
– Machine protection validation for injection and beam dump systems, collimator
set-up and loss-map validation, all using a single, nominal intensity setup bunch.
– Operation with nominal beams.
The LHC notion of a “setup beam” is defined as a beam with an intensity that
can never harm machine components as a result of total beam loss. For LHC, the
setup beam is defined as 5× 1011 protons at 450 GeV and× 1010 protons at 7 TeV.
Assuming an injection energy of 3.3 TeV and top energy of 50 TeV, with a nominal
transverse beam size of 0.35 mm (1σ at 3.3 TeV) and 0.09 mm (1σ at 50 TeV) for a
typical β= 200 m in the arc, the FCC setup beam is estimated as 1× 1010 and 5× 108
protons at injection and top energy, respectively. This sets the lower intensity limit
for the operation of all beam diagnostic devices.
3.6.1 Beam position monitoring
The requirements for beam position monitoring are similar to those of LHC [231].
It is proposed to equip all quadrupoles with dual plane beam position monitors
(BPMs) as this significantly improves the global measurement capabilities of the
system and makes it less susceptible to single BPM failures. Although the ratio of
FCC-hh to LHC circumference is 3.75, the longer FODO cell in FCC-hh implies
that the number of BPMs is doubled rather than quadrupled. This results in a total
of ∼2000 BPMs (∼1000 per beam). Due to the significant synchrotron radiation
emitted at high energy, the BPM sensors will need to be placed at 45◦ (similar to
synchrotron radiation facilities), which has a slight impact on availability compared
to an orthogonal arrangement as the loss of a single sensor implies the inoperability
of both BPM planes. It also reduces the active sensor area to avoid the synchrotron
radiation fan, making the BPM less sensitive. This could be an issue for accurate
measurement of the pilot bunch, as this requires an order of magnitude improvement
over what is currently achieved in the LHC.
An absolute alignment accuracy with respect to the quadrupoles of better than
200µm is needed in the arcs, with tighter tolerances in the insertion regions. The
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system must be capable of providing measurements of the closed orbit with sub-
micron resolution and a fill-to-fill reproducibility of better than 20µm. The data will
be provided in real-time to allow orbit and radial position feedback. Discussions are
ongoing about the tolerances required to ensure alignment of the beam orbit with
the synchrotron radiation slits in the beamscreen and the impact that this has on
the BPM alignment.
The system will also provide turn-by-turn data for injection oscillations, optics
measurements and post mortem analysis. A few special BPMs will provide bunch-
by-bunch and turn-by-turn, sub-micron resolution data for special purposes such as
instability observations or interlock purposes.
A modern, state-of-the-art BPM acquisition system should be able to meet all of
these requirements. The sensor and front-end electronics, comprising analogue signal
shaping and digitisation circuitry, will be located in the tunnel. A radiation-hard, bi-
directional, fibre-optic link [232] connects each station to the processing electronics
located out of the radiation environment, on the surface. The challenge will be to
design a cost-effective solution, where the front-end electronics can function in a
tunnel radiation environment with a high energy hadron fluence 500 times higher
than in the LHC and a total dose a 200 times higher. Such BPM systems have
already been proven to work in environments with similar total dose requirements,
but the impact of the significantly higher fluence will need further study.
One other limitation of the current LHC BPM system is the crosstalk between
the BPMs used to measure the two beams in the common beam pipe regions near the
interaction points. These are also the BPMs where the precision and reproducibility
requirements are the most stringent. One option is to use optical BPMs relying
on highly directional Cˇerenkov diffraction radiation [233], something that becomes
feasible at large distances at such high energies. It is estimated that a factor 20
improvement could be achieved using such a technique, but this still needs to be
validated through further study.
3.6.2 Beam loss monitoring
A lack of data on the quench behaviour of the 16 T dipoles prevents an in-depth
analysis of the beam loss monitor (BLM) requirements. It is therefore assumed that
a copy of the LHC BLM system [234] would be adequate for machine protection
purposes, with some 6000 ionisation chambers (6 per arc half-cell as for the LHC)
distributed throughout the tunnel and read-out via optical fibres using radiation-
qualified electronics.
The latest magnet design has compact 16 T dipoles with a reduced iron yoke,
which could lead to the stray field reaching 0.2 T on the outside of the cryostat. The
detectors and electronics used for loss monitoring would therefore need to work under
such conditions. This should be the case for ionisation chambers, where there can be
further magnetic shielding around the detector, if necessary.
3.6.3 Beam current and intensity measurements
The requirements for beam current and intensity measurement are to provide the
total circulating current and the relative bunch-by-bunch intensities with an accuracy
better than 1%. These systems should also provide the overall beam lifetime and
bunch-by-bunch lifetimes.
For the total circulating current the main challenge lies in the large dynamic
range to be covered, from 0.25µA (single bunch of 5× 108 charges) to 0.5 A (10 600
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bunches of 1 × 1011 charges). From LHC experience an accuracy of better than 1%
is required for medium to high current operation (to allow accurate luminosity cali-
bration), while this is significantly relaxed for lower current operation. Nevertheless,
for machine protection purposes an interlock on the setup beam intensity is required,
implying a system that has an accuracy and resolution of at least ∼20% of this lower
limit (∼0.05µA). While direct current current transformers (DCCTs) are suitable
for the accurate measurement of medium to high currents, they have an intrinsic
noise floor at around the 1µA level, believed to be the result of properties of the
magnetic core material such as Barkhausen noise. This makes them unsuitable as
machine protection devices. A cryogenic current comparator [235] could therefore be
considered for this functionality. At present this is the only device capable of directly
measuring beam currents with a resolution below the 50 nA required.
For the bunch-by-bunch measurement, a wall-current transformer coupled to fast
digitisation electronics is proposed. A recent upgrade of the LHC system using this
technology, combined with numerical integration, has already reached the required
performance for 25 ns beams [236]. The challenge will be to achieve this 1% bunch-by-
bunch resolution with the 5 ns bunch spacing, where a considerable improvement to
both the bandwidth of the sensor and digitisation readout electronics will be required.
3.6.4 Tune, chromaticity and coupling
The requests for tune, chromaticity and coupling measurements are the same as
for LHC. The principal problem to be overcome, already present in the LHC, is
the incompatibility of tune measurements with a high-gain active transverse damp-
ing system. Study of the possible implementation of a non-linear transfer func-
tion for the transverse damper is therefore proposed. This may lead to some self-
excitation of betatron oscillations at low amplitudes that will result in slow emit-
tance growth, but this may be fully compensated by the radiation damping in the
FCC-hh.
3.6.5 Transverse profile measurements
The target accuracy for normalised emittance (e) derivation is 1%. This folds in the
errors from the measurement of the beam size (σ) and the knowledge of the beta
function (β) at the measurement location. If it is assumed that both have a similar
contribution (e= βσ2) then this translates into an admissible error of 0.7% on the
beta function and 0.5% on the beam size. For the beam size, this is certainly a chal-
lenge towards the end of the fill, where the average size in the arcs is expected to
be in the 10–30µm range depending on the bunch spacing. In addition to this abso-
lute emittance requirement, a bunch-to-bunch emittance with a relative accuracy
of 1% (0.5% on the transverse bunch size) is requested. Both the absolute emit-
tance measurement and the bunch-by-bunch measurement must be continuous, i.e.
capable of providing on-line results from injection, throughout the ramp and during
physics.
Due to the high energy density contained in most operational beams, non-
intercepting devices will be required to measure the beam size. A synchrotron light
monitor is the instrument of choice for such a high-energy hadron accelerator [237],
with plenty of visible light generated from a standard bending dipole at all energies
and hard X-rays generated above 40 TeV. The variety of sources required to generate
synchrotron radiation in the LHC (undulator at injection, edge radiation during the
ramp and dipole radiation at top energy) can therefore be avoided, along with the
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difficulties in reliable calibration that this poses. Nevertheless, measuring the small
beam size at top energy will be a challenge and requires the synchrotron radiation
instrument to be placed in a location with high beta-function and the use of an X-ray
pin-hole camera. The heat deposition on the extraction mirror is significantly larger
than for the LHC due to the hard X-ray components, but not larger than at existing
synchrotron light facilities. Direct cooling of the mirror will be necessary.
Since the visible radiation observed is close to the diffraction limit for a large
part of the energy range, cross calibration with other instruments is mandatory to
ensure reliable measurements. This is currently provided by intercepting devices (wire
scanners) working with a low number of nominal bunches, but this may no longer
be feasible at top energy. Alternative, non-intercepting calibration devices should
therefore be studied, such as gas-jet scanners [238] or a beam-gas vertex detector
like those being developed for HL-LHC [239].
3.7 Hollow electron lens
High-energy high-luminosity colliders like the HL-LHC and the FCC-hh aim at peak
luminosities in excess of 5×1034 cm−2 s−1, requiring a total proton beam current
between 0.4 A (FCC-hh) and 0.85 A (HL-LHC) and implying a total beam power of
up to 700 MJ (HL-LHC) and 8400 MJ (FCC-hh) per beam in the storage ring. Scaling
from LHC Run2 experience to that expected for the HL-LHC and the FCC-hh, one
estimates a stored energy of up to 35 MJ (HL-LHC) and 420 MJ (FCC-hh) above
3.5σ [240] in the beam halo of these future machines! This represents a significant
damage potential for both cases (∼1 MJ can melt ∼2 kg of copper) and calls for
mitigation measures in order to protect the machine against fast changes in the
central beam orbit or beam size. In such a case, the halo particles could be deposited
at a single aperture bottleneck and the changes can occur too fast to be detected by
the machine protection system (MPS) to initiate a beam abort before damage can
occur. One attractive mitigation measure is to actively deplete the beam and in this
way “buy” more time for the MPS to react before significant losses can occur in a
single aperture bottleneck.
Several options for halo depletion have been discussed during the design process
of the HL-LHC, ranging from active tune modulation as demonstrated in HERA [241]
and tested in the LHC [242], selective frequency excitation of the halo particles by
the transverse damper system and finally, the depletion of the beam halo through the
electromagnetic interaction of the protons with a hollow electron beam. A review of
the requirements for active beam halo control held at CERN [240] in 2016 concluded
that active halo control is highly desirable for the HL-LHC and recommended the
use of a hollow electron lens (HEL) as the best tool. The HEL is the only device
under study that acts directly on the beam distribution in the physical space of the
transverse plane. The other two options considered only act indirectly on the beam
halo particles via convolution with the tune spectrum.
Electron lenses were first developed for applications in the Tevatron storage ring
where they have been successfully operated to deplete the beam abort gaps and at
the RHIC hadron collider where they are successfully used for compensation of the
head-on beam-beam tune spread. Both of these applications relied on the use of
“solid” electron beams and were able to benefit from the expertise developed for the
construction of electron cooler devices for hadron beams. Beam tests carried out at
the Tevatron to demonstrate the feasibility of beam collimation with hollow e-lenses
were very positive and provided a convincing demonstration that this technique can
be used at the LHC [243]. The application for the HL-LHC and FCC-hh machines
requires further development of these devices and the inclusion of operation with
872 The European Physical Journal Special Topics
8 km Arc
EEs EEs
Fig. 3.28. Definition of the powering sector. The locations of power converters (PCOs) and
energy extractors (EESs) are also shown.
pulsed electron beams. The operation with DC currents and high non-linearities
(chromaticity and Landau octupoles) is also being studied. Operation with hollow
electron beams implies new challenges in the form of new electron beam instabilities
that do not occur in electron-cooler devices. Also, the operation with pulsed electron
beams imposes more challenging requirements for the “field-free” region in the centre
of the hollow electron beam in order to minimise detrimental effects to the hadron
beam core.
Efficient beam halo cleaning requires significantly large electron beam intensities
and sufficiently long interaction regions. For the HL-LHC HEL, the design aims at
a ∼3 m long region for the electron beam to interact with the proton beams and an
electron beam current of the order of 5A. These parameter choices are challenging
for the cathode which has to generate the electron beam and they bring the risk
of creating beam instabilities in the electron beam. Stabilising the electron beam
at such high beam currents requires the use of strong solenoid fields. The HL-LHC
HEL design aims to have a peak solenoid field of 5T in the central interaction region,
requiring the use of superconducting magnets. Non-invasive beam diagnostics capa-
ble of measuring both electron and proton beam position and profile within such a
solenoid field need to be developed in order to guarantee precise centring and detect
possible deformation of the electron beam.
3.8 Magnet powering requirements and concepts
3.8.1 Circuit powering
The stored energy at nominal current in a cos-theta dipole magnet (37 MJ) is 5 times
higher than in an LHC main dipole and the arc between two access points is almost
3 times longer. In order to avoid excessive voltages to ground developing during
fast power aborts, there must be multiple circuits per arc and/or energy extractors
distributed along the tunnel. Each circuit would be equipped with a power converter
(PCO) and an energy extraction system (EES) located close to the access points.
This approach helps optimising space in the tunnel and makes the maintenance of
PCOs and EESs easier. Superconducting links in the tunnel, already under study for
the HL-LHC project [244], would greatly simplify the powering of multiple circuits.
As shown in Figure 3.28, a powering sector (PSE) is defined as half of the arc.
Including the 3.2 km long short arcs, the number of PS for the entire accelerator
is NPSE = 20. As shown in Figure 3.29, each PS is subdivided into Ncir/PS = 5
independent circuits so that the total number of dipole circuits is Ncir = NPS ·
Ncir/PSE = 100. Since one PCO and one EES is present for each circuit, Ncir also
identifies the total number of these devices. The main parameters of the proposed
dipole circuit layout are given in Table 3.13.
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Fig. 3.29. Schematic of the dipole circuit architecture.
Table 3.13. FCC-hh and LHC dipole circuit parameters.
Number of Nominal Magnets in
Energy†
Apparent
circuits Ncir current series inductance
FCC 100 11.2 kA 44 1.6 GJ 26 H
LHC 8 11.9 kA 154 1.1 GJ 15 H
Notes. †Energy per circuit at nominal current.
Table 3.14. FCC and LHC dipole circuit parameters.
Ramp-up time Max PCO voltage Max PCO net power
FCC-hh 20 min 240 V 2.7 MW
LHC 20 min 150 V 1.8 MW




EES voltage time constant cross-section
FCC-hh 1.3 kV 110 s 7× 103 MA2s 270 mm2
LHC 0.45 kV 100 s 7× 103 MA2s 270 mm2
In order to keep the turnaround time of the accelerator low, the goal is to keep the
same ramp-up time as the LHC (see Tab. 3.14). Another relevant circuit parameter is
the maximum voltage to ground, which is the sum of half of the EES voltage (provided
that the EES is grounded in the middle point) and the internal magnet voltage
developed during quench. Table 3.15 shows that, if half of the EE voltage is 1.3 kV
(EuroCirCol specification as in Section 3.2.4), the time constant for the fast power
abort is 110 s, slightly higher than the LHC one. A fast discharge limits the number
of neighbouring quenching magnets, thereby reducing the recovery time determined
by the cryogenic system. The higher time constant and lower nominal current imply
that the integral of I2 during discharge (commonly referred to as MIITs) and that
the copper cross section of the busbars can be maintained at levels similar to those
in the LHC.
The main drawback of the proposed circuit layout is the high number of PCO
and EES devices and the many supply circuits (superconducting cables). This could
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lead to a reduction of the overall circuit availability. This aspect has been studied
and the results are presented in Section 2.5
The circuit architecture presented above is based on the parameters of the baseline
magnet design, i.e. the cos-j option. The block-coil design has a similar nominal
current and energy and, therefore, leads to the same circuit layout. Common coil
and canted cos-j options have higher stored energies, which is a disadvantage for the
circuit protection. On the other hand, they have the advantage of lower inductances.
Applying the same circuit layout to these magnets would lead to a larger MIITs
(almost twice) and to a faster discharge (about 20% lower time constant).
The powering of quadrupole magnets and correctors is considered less critical and
will follow the same strategy as adopted for the dipole circuits.
3.8.2 Quench detection technologies
The core strategy for the quench detection system is based on the concept of cen-
tralised data processing and quench detection as presented in Figure 3.30. This
approach simplifies the instrumentation units located in the tunnel (QS), thus reduc-
ing their susceptibility to ionising radiation. Due to the low latency, high sensitiv-
ity and reconfigurability requirements, a distributed system of intelligent sensors is
needed. A high level of standardisation of the equipment located in the tunnel will
facilitate repair and maintenance. Ideally the system is highly fault tolerant and
can be maintained with robots. Therefore, mechanical form factors, interfaces and
a suitable integration of the mechanical and electronic systems must be considered
from a very early stage onwards. The central quench detection data processing units
(QPU) will be located outside of the tunnel and must therefore be connected to the
individual sensor units with low-latency real-time links. The system must be open
to accommodate an ever growing number and new types of quench instrumentation
technologies to improve reliability and accuracy of the decision process. Correlation
across multiple channels of the superconducting circuits will be one factor towards
this goal via a software-defined approach.
Machine learning approaches could complement the scheme, in order to provide an
increasingly accurate assessment of the operational state of the system. Eventually,
the entire decision process could be centralised, including the information from the
distributed instrumentation units. Such a global protection approach relies on a high
performance real-time communication network in the tunnel. Another benefit of this
approach is the comprehensive acquisition and logging of all information that led
to the quench protection action. This will lead to an ever improving, autonomous
analysis of faults and their causes in the machine. This in turn helps implementing
a continuous machine availability improving process.
3.8.3 Energy extraction system technologies
Two methods are proposed for the extraction of energy from the main dipole circuits:
(i) discharging the energy into passive resistors as done at LHC, and (ii) active energy
extraction and recuperation. In the first scenario, a classical electromechanical circuit
breaker or a switch based on a quenching superconductor will be connected in series
to the magnet chain, dissipating the stored energy in a dump resistor. For the second
method a converter module, maintaining a constant voltage across the magnet chain
during the extraction process will transfer the energy to a temporary buffer unit. The
stored energy can later be used e.g. for the subsequent energy ramp.
The first scenario has a lengthy energy extraction, limited by the maximum
extraction voltage allowed and an important cost to be able to cope with the









Fig. 3.30. Overview of a potential quench detection architecture for an individual dipole
circuit in an arc. The tunnel area houses a distributed system of quench sensors (QS)
and magnet quench protection devices (QP). The QS signals are concentrated in a quench
processing unit (QPU) that is located in a protected area. It communicates in turn to
a powering interlock controller (PIC) that serves as control input to the magnet power
converter (PC). It also controls an energy extraction system (EE). The QPU drives also
quench protection devices (QP), which are located in the tunnel through a quench interlock
controller (QIC). This controller could also be located in a protected area, depending on
the available technology.
heat induced by the lost energy. This second scenario addresses the two disad-
vantages effectively. By performing the extraction at constant maximum voltage,
the extraction time can be considerably reduced compared to a resistor-based
system. The energy recovery leads to reduced operational losses and therefore
higher operational efficiency and lower infrastructure requirements. In addition, it
will save energy. Although the powering architecture mentioned earlier will not
be altered, the reduced extraction time could permit fewer independent circuits:
their number can be reduced by 33% while keeping the same circuit MIITs. The
latter solution will require an additional power converter as well as an inter-
mediate energy storage unit, coupled with the proposed DC-grid powering (see
Sect. 3.8.5) capable of handling the large energies. To ensure safe extraction of the
energy at all times, the system reliability must remain high in spite of the added
complexity.
3.8.4 Power converters for magnet powering
The principal challenge for the powering of the magnets is the high peak power during
ramp-up and the energy return during ramp-down. The system can be optimised by
eliminating or reducing these large power swings and, at the same time, minimising
the energy consumption.











































































































Fig. 3.31. Voltage applied to the dipole circuit, current in the dipole circuit, power require-
ment and energy supplied to the magnets for: (a) constant-voltage ramp; (b) constant-power
ramp.
Power requirements for the main dipole converters
With five circuits per powering sector, there will be 44 magnets per circuit, resulting
in a stored energy per circuit of about 1.6 GJ. The rated current for the dipole
magnets is 11.39 kA and the estimated equivalent resistance for each magnet circuit
is 1 mΩ. There are two options for the ramp-up strategy.
– Constant voltage: a fixed output voltage is applied to the magnets and the current
ramps up with a constant slope (di/dt). The main drawback of this option is that
the power requirement during the end of the ramp-up is very high. This can be
seen from the solid curves in Figure 3.31a.
– Constant power: the output voltage applied to the magnets is controlled in order
to limit the maximum power during ramp-up. A higher voltage is applied in the
first part of the ramp which is reduced as the current increases (solid curves in
Figure 3.31b).
The duration of the ramp has an important influence on the power converter
requirements: the shorter the ramp, the higher the power requirements. The difference
in power ratings of the converters for a 20′ ramp-up and a 30′ ramp-up is shown in
Figure 3.31 where the solid lines are for a 20′ ramp and the dashed lines for a 30′
ramp. The main parameters corresponding to these ramps are given in Table 3.16.
The total power requirements for all dipole circuits will be 100 times those given
in Table 3.16; therefore, reducing the power requirements of each power converter
is extremely important. In conclusion, to limit the power consumption from the AC
network as much as possible, the ramp-up should be as long as possible and the most
appropriate strategy should be selected for the converter topology.
Topology and ratings of main dipole converters
The LHC uses twelve-pulse thyristor rectifier technology (13 kA @ 190 V) in the dipole
magnet power converters. For the FCC, it is proposed to use switch-mode converters
which will provide several advantages over thyristor converters:
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Table 3.16. Maximum voltage, di/dt and active power requirement for the two different




Max. Voltage Max. di/dt Max. Power req.
Constant voltage 20′ 245 V 9.50 A/s 2.75 MW
Constant voltage 30′ 167 V 6.30 A/s 1.87 MW
Constant power 20′ 300 V 11.55 A/s 1.71 MW
Constant power 30′ 300 V 11.55 A/s 0.98 MW
Notes. The power is given per circuit.
+POWER CONV.
150 V @ 6 kA
POWER CONV.
150 V @ 6 kA
POWER CONV.
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Fig. 3.32. Simplified diagram of a dipole power converter circuit.
– Fewer harmonics will be injected into the AC network;
– There is no need for reactive power compensation;
– DC storage can be incorporated, which offers the possibility of storing part or all
of the peak energy for the dipole magnets and to reuse it during the ramp-up;
– It is possible to downsize the AC connection if energy storage is integrated since
the AC network will only have to compensate the system losses.
The power supply for the dipole circuits will be rated for 12 kA @ 300 V. Each
power supply will be composed of four 6 kA @ 150 V converters, connected two in
parallel in series with another two in parallel (2P2S) as shown in Figure 3.32. Each
converter will be composed of 4 bricks of 1.5 kA @ 150 V in parallel. The modularity
of this converter topology provides excellent availability (N + 1) and easy repair and
maintenance capabilities.
3.8.5 Energy storage in power converters
In order to minimise the power consumption from the AC network, it is essential
to integrate energy storage systems (ESS) in the power converters. At CERN, the
use of energy storage in power converters has been implemented in devices and is
becoming the general practice for all new projects CERN-wide e.g. POPS, POPS-B
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or the new SIRIUS class converter series. Today, these converters use capacitors for
energy storage.
For HL-LHC and FCC-hh, the cycles are much slower than in the injectors how-
ever they require much more energy due to superconducting magnets. In this case,
capacitors cannot be used as energy storage medium due to their volume. Alternative
energy storage technologies are under consideration, of which only two technologies
were identified as most suitable:
– Super-capacitors: this type of capacitor is characterised by a much greater energy
density than electrolytic capacitors. Within this family, electrical double-layer
capacitors (EDLCs) are the most interesting. However, for large-scale energy
storage this technology is still very expensive: they are at least ten times more
expensive than equivalent lithium-ion batteries.
– Batteries: due to their superior energy density, battery storage seems to be the
best technology. Significant developments in this area, driven by the automotive
sector, are expected in the coming years.
Battery systems have been analysed in detail for magnet powering applications. The
most suitable battery technology is based on lithium batteries and in particular the
lithium titanium oxide (LTO) type. The main issue with lithium batteries is their
limited lifetime, which is typically a maximum of 3000 charge-discharge cycles. For
LTO batteries, the lifetime ranges from 5000 up to 20 000 cycles, which would be
suitable for HL-LHC, as well as for the FCC. For the new inner triplet magnets
of HL-LHC, the ESS needs to be able to recover 55 MJ from the magnets, which
requires only one 19′ rack of LTO batteries. This solution seems very promising,
since the energy storage system is very compact and cheap. For FCC, the energy to
manage is two orders of magnitude higher. The dipole magnets require an energy
of 1.6 GJ, which means an effective energy of 445 kWh which corresponds to about
550 kWh in the energy storage system. Two options are proposed for the ESS:
– One common storage system for each power sector: this system of 2750 kWh
(5× 550 kWh/circuit) would be placed on the surface and linked to the converters
in the tunnel by a common DC cable passing down the shaft. This configuration
implies high transmission losses and the need for a DC breaker with high switching
capability;
– Distributed amongst all power bricks: the energy storage systems would be
installed in the tunnel, in separate racks or even integrated in the converter racks.
This option requires more space in the tunnel (approximately 25–30% more than
the space requirements for the converters alone), however, it provides the best
performance and reliability.
Using current LTO batteries, the energy for each circuit (550 kWh) could be easily
installed in the equivalent volume of ten 19′′ racks, weighing a total of 6.7 t. Never-
theless, research on energy storage is currently intense and significant improvements
in energy density, size and weight as probably cost are expected in the near future.
3.9 Machine protection management concepts
The energy stored in the magnets and beams are 20 times higher than in the LHC,
while the quench limit of the superconducting magnets is 15 times lower. In order to
conceive an approach for the management of the protection of the entire collider, it is
crucial to assess the consequences of the beam on the different machine components
for controlled and uncontrolled beam losses. The energy deposition of protons in solid
copper and graphite targets – two materials widely used in magnets, beamscreens,
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Table 3.17. Number of protons needed to melt copper at the maximum energy deposition
point for different energies and beam sizes.
Energy (GeV) RMS beam size (mm) Np
450 0.1 6.4× 1011
0.8 3.1× 1012
3300 0.1 4.6× 1010
0.4 1.5× 1011
7000 0.1 1.8× 1010
0.4 6.2× 1010
50 000 0.1 1.9× 109
0.4 7.5× 109



































Fig. 3.33. Machine protection system architecture and client systems.
collimators and beam absorbers – has been studied [245]. The simulation at nominal
injection and extraction energies estimate the damage limits for different beam sizes.
Results are presented in Table 3.17. Based on these results, a safe beam intensity,
a vital concept for the initial commissioning and setup of the machine at 50 TeV,
has been defined as 5.0× 108 protons, maintaining a reasonable safety margin with
respect to the estimated damage limit. This number is also important for the def-
inition of the dynamic range of beam instrumentation which will interact with the
machine protection systems.
Beam permit loops will transmit the beam dump requests from a variety of critical
equipment to the beam extraction system. The number of input channels potentially
triggering a beam dump is estimated to exceed 100 000. A symbolic presentation
of this beam interlock system with its connections is shown in Figure 3.33. Three
important requirements for the beam interlock system are reliability, availability and
latency. The system must be reliable due to the large energy stored in the beam and
the damage it can cause. Redundancy, starting with the design of the user system
requesting the beam dump up to the design of the beam extraction system, needs to
be included in all parts of the system. Continuous self-testing will be an important
feature required to meet the protection requirements. At the same time, the system
needs to be highly available to make sure that the entire accelerator complex can
be used efficiently. A balance between availability and reliability can be achieved
by a voting logic on redundant interlock channels. A voting logic of at least three
redundant connections will also help to implement a continuous testing of the system.
The latency requirement mainly concerns the permitted period of time between
the occurrence of an event requiring a beam dump and the time by when the beam
has been completely extracted. This duration is composed of the following elements:
– The time needed to detect the situation calling for a beam abort. Beam loss
monitors are the most important triggers of a beam dump. Today their reaction
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time is more than 80µs, but these times could be shortened significantly to around
1µs by using faster detectors like the so called “diamond BLMs”.
– The time to transmit the signal to the decision logic and to take the decision to
extract the beam. It is estimated to be around 300µs, determined by the signal
propagation in optical fibres. Some time can be gained by making one or several
“direct” connections across the ring or by maintaining a short distance between
the collimation system and the beam extraction system since losses will most
frequently be seen first at this aperture limitation.
– The synchronisation between the extraction kickers and the particle-free abort
gap. This delay can amount to 330µs if there is one abort gap as in the LHC,
but this can be shortened by having multiple abort gaps (an option also studied
for absorber survival in the case of erratic kicker triggering, see Sect. 2.3.6).
– The time to extract the beam. This time is also equal to the time it takes to
travel once around the circumference, around 330µs, and can only be shortened
by having multiple beam dumping systems, a hypothesis that is not part of the
baseline concept.
The acceptable delay between the beam dump request and the extraction of the
last particles is determined by the speed at which the core of the beam can be
moved by the fault event and the beam density of the beam halo. Reducing the
beam halo population, e.g. by using an electron lens, can increase the acceptable
delay between the occurrence of the failure and the moment of beam dump. On the
other hand, the presence of a beam halo allows early detection of beam movements
or instabilities by beam loss monitors at the collimators. This could be guaranteed
by relying on a few witness bunches, which have a larger halo population than the
bunches which have been cleaned. Quenches induced by an unidentified falling object
(UFO) can be avoided more effectively if beam losses are detected in the area between
the beam and the superconducting coils (compared to LHC’s beam loss monitors
which are outside the cryostat). Options to be studied are fast diamond detectors
behind the beamscreens distributed over the superconducting magnets, a continuous
optical fibre close to the beam aperture or a superconducting cable with a very low
quench threshold located in the magnet cryostat, close to the beam aperture. In the
last case, the beam would be dumped if there was a quench of this superconducting
wire which would happen before the quench threshold of the magnets would be
reached.
3.10 Controls requirements and concepts
With the ever larger particle accelerator facilities that have been constructed over
the last two decades [246–249] and the entry of versatile particle accelerators in
industry and healthcare, the development of control systems for particle accelerators
has become a well understood task. The work of companies worldwide towards an
Industry 4.0 architecture [250] extends the traditional architecture with enterprise
resource planning and intelligent device tiers in the hierarchy and includes life cycle
and functional layers (see Fig. 3.34).
With a steady increase of computing and communication technology capacities, a
move to wireless communication including safety-related data exchange and ever more
flexible embedded computing systems and re-programmable hardware, functionality
is shifting from the upper tiers of the system architecture to the lower ones. Front-end
systems that are cooperating more autonomously can overcome the constraints that
result from centralised control over long distances. Scalable synchronisation and the
reliable coordination of actions on a timescale of nanoseconds to support acquired
FCC-hh: The Hadron Collider 881
e.g. remote diagnosis
e.g. planning and optimisation systems
e.g. operation workstations
e.g. SCADA servers
e.g. power converter front-end controllers









Fig. 3.34. The “Industry 4.0 reference architecture” can serve as a model for an inte-
grated particle accelerator and experiment control ecosystem. For each system tier (con-
nected world, enterprise, work centers, station, control device) that is needed to integrate
the accelerator and detector equipment (field device and product tiers), services, interfaces
and integration guidelines are currently being conceived by industry players at the different
functional levels (business, functional, information, communication, integration and asset).
Together with a lifecycle management framework that spans from concept over require-
ments, design, implementation/procurement, transition to operation, operation, mainte-
nance/repair and retirement, this model represents an ideal reference for establishing a
control and data acquisition architecture for the entire project, limiting project-internal
developments to those parts, which cannot be covered by existing products, services, stan-
dards and guidelines.
Table 3.18. Number of front-end control units in different systems.
Category System Number of front-end
control units
Particle accelerator CERN PS Booster 81
Particle accelerator CERN PS 115
Particle accelerator XFEL ca. 200
Particle accelerator CERN SPS 257
Particle accelerator CERN LHC 525
Aerospace International Space Station 660
Particle accelerator Future Circular Collider ca. 1500
Fusion research ITER ca. 5000 expected
data correlation will soon be widely available [251–255]. Femtosecond timing distri-
butions over kilometre distances, as are currently used in free electron lasers [256,257],
demonstrate that the performance of timing systems are up to FCC collider (hh, ee,
and HE) demands today. An ever better understanding of how to adapt off-the-shelf
designs to radiation environments is leading to more affordable intelligent controls
in equipment that has to be close to the accelerator [258]. Industry is asking for
greater use of COTS in mission-critical applications [259–263] and the factory of the
future [264] has comparable requirements and these facts will drive the development
of commercially available technologies within a few years [265].
Although the system sizes are gradually increasing (see Tab. 3.18), the main chal-
lenges for a control system infrastructure are therefore gradually shifting from tech-
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nical to organisational domains. On the time scale of a future collider project, the key
persons who conceived CERN’s accelerator complex operation and control concepts
may no longer be available. This potential loss of expertise needs to be mitigated by
establishing a systems engineering process [266,267] with adequate documentation
support to capture operation requirements, architecture and design components as
well as end-to-end test scenarios, well before a new facility is constructed.
Developers of industrial embedded systems have understood that traditional pro-
gramming is a time consuming, costly and error prone activity [268]. Particle acceler-
ators are no exception and therefore new development paradigms are needed to come
to a sustainable long-term operation concept, reducing loss of knowledge, easing the
management of software and its evolution and facilitating working with external
partners in a cost effective way. Medical particle accelerator facilities have been suc-
cessfully applying this approach for several years [269–274]. The need for continuous
operation of CERN’s particle accelerator complex calls for a gradual modernisation
that has to be mastered from a managerial perspective. Such a scheme indicates a
gradual evolution towards a new generation of accelerator control systems. It allows
suitable concepts to be assessed early using the existing accelerators as test beds for
new concepts.
Although fault-tolerant designs can help to meet the reliability requirements of
these geographically extended machines, automated and remote maintenance/repair
will play a role in ensuring the overall availability of a particle accelerator. As embed-
ded systems become more powerful and flexible they also become more vulnerable
to intentional and unintentional misuse. Cybersecurity became an important activity
during the development of the control systems for the LHC [275]. For a future facility,
this topic needs to be included from the beginning in the systems engineering process
in close cooperation with the planning for the IT infrastructure. A well coordinated,
complex-wide information and communication technology management environment
covering requirements, planning, procurement, maintenance and upgrades will help
accelerator groups to focus on the provision of the core control functionality. This
approach will ease the transition towards the concept of “Controls as a Service”
which can evolve and scale with the underlying technology platforms, focusing on
technology independence as much as is reasonably possible.
As is the case in other domains [276], support for closed-loop settings optimisa-
tion and including an accelerator physics point of view towards controls will help
to improve the efficiency of the accelerator complex [277]. This will become possible
with the higher computing power and data exchange capacities, more flexible anal-
ysis using big-data approaches, the introduction of machine learning, model driven
approaches and an end-to-end cost/benefit sensitivity analysis.
3.11 Radiation environment
3.11.1 Introduction
Radiation levels in the collider scale with energy and, as LHC has shown, degradation
of components exposed to radiation can become a show stopper. Two complementary
approaches are needed: the reduction of the dose to equipment by shielding and devel-
oping fault tolerant or radiation resistant electronics and equipment. A structured
approach for radiation hardness assurance (RHA) will ensure that the electronics
and materials developed perform to their design specifications after exposure to the
radiation in the collider environment.
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3.11.2 Reference radiation levels
Radiation to electronics (R2E) is an issue in the design of any high energy and high
intensity machine [278]. Radiation effects in electronic devices can be divided into
two main categories: cumulative effects and stochastic effects (Single Event Effects –
SEE). Cumulative effects are proportional to the total ionising dose (TID) – the dam-
age induced by ionising radiation, and the 1 MeV neutron-equivalent fluence which
concerns displacement damage. On the other hand, SEE, which are proportional to
the high energy hadron fluence (HEH, i.e. hadrons with energies >20 MeV), are due
to the direct or indirect ionisation by a single particle which is able to deposit suffi-
cient energy to disturb the operation of the device. SEE can only be defined by their
probability to occur and the effect strongly depends on the device, the intensity and
the kind of radiation field.
An accurate specification of the radiation levels in areas critical for electronics
is essential for the design of the accelerator. Monte Carlo (MC) simulation is an
indispensable tool to evaluate the impact of radiation on the machine equipment,
but it relies on both a refined implementation of physics models of the particle
interaction with matter and an accurate 3D-description of the region of interest.
In this context, FLUKA [69,70] which is widely employed at CERN, is a well bench-
marked, multi-purpose and fully integrated particle physics MC code for calculations
of particle transport and interactions with matter. For a high intensity and high
energy machine like the FCC, typical sources of radiation are luminosity debris, direct
losses on collimators and dumps and beam interactions with the residual gas in the
vacuum [279].
A FLUKA model of the collider arc, comprising 12 main dipoles and 2
quadrupoles, has been created. The source term considered in this study was the
beam-gas interactions, for a residual gas-density averaging 1.0× 1015 H2/m3 (cor-
responding to beam lifetime of 100 h). The HEH and dose distribution in the arc
and in a lateral alcove were evaluated through a Cartesian mesh. Variance reduction
techniques were applied to reach a statistically meaningful result. Finally, all the
results were normalised for 107 s, corresponding to a standard year’s operation (see
Fig. 3.35).
The reference radiation levels for the tunnel, which are reported in Table 3.19,
can be compared with measurements made in the LHC. The comparison results in an
increase by factors of ∼500 and ∼200 with respect to the LHC for the HEH and the
dose, respectively. These factors are affected by the quality of the vacuum, for exam-
ple, for an average gas-density profile of 2.0× 1014 H2/m3 the data of Table 3.19
decrease proportionately. Nevertheless, the shielded alcoves for the electronics will
further reduce the radiation levels, increasing the lifetime of the devices and reducing
the probability of stochastic effects. The shielded alcoves concept leads to a feasible
design for the collider which is compatible with today’s knowledge the behaviour
of commercial of the shelf electronics in radiation environments and with our cur-
rent knowledge of fault tolerant electronics. The radiation levels for the detector are
discussed in Section 7.3.
3.11.3 Radiation hardness
To avoid degradation of components, the dose to equipment has to be reduced by
shielding and at the same time, fault tolerant or radiation resistant electronics and
equipment has to be developed. The structured approach for radiation hardness assur-
ance (RHA) for the electronics and materials in the collider environment is described
below.
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Fig. 3.35. HEH distribution, along the dashed red line shown at the bottom-left of the
drawing, across a generic arc cell and into a lateral alcove. The pink shaded area represents
the locations of the electronics racks within the alcove. A similar distribution can be retrieved
for the dose.
Table 3.19. Reference radiation levels for the tunnel and the alcove.
Location HEH (cm−2 y−1) Dose (Gy y−1)
Tunnel (below magnet) ∼1.0× 1011 ∼200
Alcove (Racks) ∼4−30× 106 <1
As is the case for the present LHC machine, the power converters, beam position
and beam loss monitors (BPM and BLM) and quench protection system (QPS) have
to be close to the accelerator itself. Such equipment is mainly based on commercial-
off-the-shelf (COTS) components and therefore the equipment needs to be qualified
for use in the radiation environment [280]. Given the expected radiation levels in the
arc regions (see Tab. 3.19), a distributed system comprising ∼4000 electronic units
and subject to the agreed maximum annual limit for radiation induced dumps of
one per system, an upper limit to the SEE cross section of 10−14 cm2 is imposed.
This is roughly two orders of magnitude beyond what can reasonably be achieved
in today’s CHARM mixed-field facility [281] used for the qualification of LHC and
HL-LHC systems e.g. the regulation loop for the power converters and the power
converters [282].
The FCC-hh RHA strategy is founded on a full-availability approach based on: (i)
remote control, moving the processing tasks away from the equipment under control
and (ii) failure self-diagnosis, online hot swapping and remote handling. Therefore
system designs are based on a modular approach that will allow switching to a redun-
dant sub-system without any impact on operation. This will be particularly beneficial
for transient errors, which can typically be corrected with a reset. The approach will
also relax the constraints on the error qualification limits, which will be obtained
through accelerated radiation testing.
In the case of events which cause permanent effects such as hard SEEs (occurring
stochastically) or cumulative damage, online hot-swapping will need to be comple-
mented by the substitution of the faulty board. This procedure will need to be care-
fully optimised, especially for cumulative damage, where similar sub-systems exposed
to similar radiation levels are expected to fail at around the same time. The annual
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radiation levels expected in the tunnel of roughly 200 Gy/y are above the TID lim-
its for COTS in many cases such as linear and mixed-signal ICs, flash memories,
DRAMs, microprocessors or FPGAs. Therefore, remote handling and the possibility
of replacement of faulty units with spares which have been stored in radiation-safe
areas, is one way to mitigate the risk.
The proposed scheme will bring benefits from the use of a selected set of semi-
conductor components that can be used in different sub-systems. The related pro-
curement and qualification processes can be optimised and the impact of variability
in sensitivity across batches and deliveries can be reduced. In specific cases, the use
of radiation-hardened solutions at component level (e.g. FPGA) can be considered
in combination with the use of COTS devices.
The radiation levels in optimised alcoves are comparable to the shielded areas in
the present LHC machine, therefore the existing LHC qualification approach can be
applied. In addition, the TID levels expected in the alcoves are low enough for them
to store spares for the tunnel sub-systems.
CERN’s current irradiation facilities are an essential means to independently
assess the radiation hardness of electronic components, assemblies and systems in
the collider environment. An analysis of the main shortcomings of CERN’s facilities
and possible solutions has been carried out and the main conclusions are outlined
below [283].
For cumulative TID effects, facilities such as the CC60 [284] and GIF++ [285]
will have to be upgraded with more powerful sources. This will allow higher doses to
be reached in shorter times and it has the potential of running more users in parallel.
A source of 100 TBq for the CC60 source will allow dose rates of 2 kGy/h to be
reached so that the assessment of total ionising dose effects for tunnel electronics can
be reached in a few hours instead of several days. In addition, higher doses, in the
MGy range, which cannot currently be achieved, can be reached in around a month.
For the assessment of the single event effects, the CHARM facility can be
upgraded by increasing the beam intensity and the space available for the users.
This will make parallel and multiple testing possible, which is important because the
number of systems to be tested for SEEs is proportional to the number of systems
deployed, which will be much larger than for LHC.
3.11.4 Radiation-hard technology trends
In parallel with the rapid advance of electronics development and market trends,
intensive work on radiation hardening is ongoing for electronics, components, mate-
rials and detectors with the main focus on HL-LHC. Continuous technology scouting
and early technology analysis throughout the FCC design phase will be an important
activity.
Communication links
A reliable, high performance communication link is a fundamental component of a
new collider. It helps to move processing and control logic away from the radiation
areas. Possibilities include fibre optic links and wireless technologies. A first study
has been carried out on an Ethernet based solution. The basic building blocks of
such a system can be seen in Figure 3.36. In this case, three components need to
be radiation tolerant: the Ethernet physical layer component (PHY), a transceiver
that bridges the digital world (including processors); field-programmable gate arrays
(FPGAs); and application-specific integrated circuits (ASICs), which bridge to the
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Fig. 3.36. Ethernet Subsystem.
analogue world. The MAC is usually integrated in a processor, FPGA or ASIC and
controls the data-link-layer portion of the OSI model. Finally, an FPGA, a processor
or an ASIC is needed to implement the application protocol. This solution will allow
rates of several tens of Mbps with a low packet loss/failure factor to be reached
Preliminary studies to evaluate the feasibility of using such a system to
reliably transmit data over long distances in a radiation environment have been
conducted [286]. This solution would use either hard or soft processors in microcon-
trollers or FPGAs so that the system is able to conduct additional operations. The
processor-based solution is not only chosen for the simplification of the implementa-
tion of transmission protocols, but also for the processing of the input/output data.
In order to achieve higher radiation tolerance in terms of single event upset, the best
choice would be the use of a radiation tolerant flash-based FPGA with a radiation
mitigated soft-core processor implementing the application protocol.
CMOS technologies
Most of the on-detector application-specific integrated circuits (ASICs) being devel-
oped for HL-LHC make use of CMOS technologies in the 130 and 65 nm nodes.
The study of radiation tolerance of these technologies has revealed that parasitic
oxides used in the manufacturing processes are responsible for a significant degra-
dation which limits their application. This is the case even in the pixel detector of
HL-LHC, where the current plan is to replace the inner detector layers after 5 years
of operation. As an example, Figure 3.37 shows the dramatic degradation in the
current capability of small size 65 nm transistors. This study is now extended to 40
and 28 nm technologies, where preliminary results show different phenomenology and
demonstrate slightly more promising radiation tolerance.
From the available data, it is unlikely that circuits designed with these technolo-
gies could survive the total ionising dose (TID) levels (100–5000 MGy) expected in
the inner tracker layers and the forward calorimeters of FCC detectors. TID has
traditionally limited the radiation tolerance of CMOS ASICs, however these tech-
nologies have not been tested for displacement damage at the levels expected in
these detectors (>5× 1017 1 MeV neutrons/cm2) and this might lead to additional
failure mechanisms. Testing to these levels is very challenging: with the current X-ray
generator, the irradiation of a single sample to 100 MGy would require more than
40 days.
CMOS technologies have been shifted from planar to bulk FINFETs starting from
a nominal gate length of about 22 nm and have now reached the 7 nm pattern size.
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Fig. 3.37. Percent degradation of the current capability for small-size nMOS and pMOS
transistors in the 65 nm technology node up to 10 MGy.
The literature consistently [287] shows that TID tolerance has decreased with this
miniaturisation due to radiation-induced leakage currents in the neck region of these
devices, a characteristic that cannot be addressed by any design technique. This evi-
dence shows that the construction of reliable electronics systems for FCC detectors
cannot simply rely on the improved radiation performance which accompanies minia-
turisation, a concept exploited largely for LHC and HL-LHC. The situation calls for
an R&D programme on technologies and front-end systems, possibly nurturing new
concepts such as disposable detectors.
Ultra high radiation dosimetry
Existing solid-state technologies for radiation measurements do not work for the
radiation levels expected in certain sections of the FCC tunnel and within the volume
of the experiments. In order to overcome these limitations, innovative solutions have
to be developed. Structures based on thin metal films (see Fig. 3.38), in which the
electrical resistivity varies according to the integrated particle fluence, are being
studied. The probability of interaction between highly energetic particles and matter
is known to scale with the volume of the medium and at the same time, metals
are less sensitive to isolated lattice defects than semiconductors. The optical and
electrical properties of the first prototypes of radiation dependent resistors (RDR),
manufactured at the EPFL Centre of Micronanotechnology, have been studied before
and after irradiation with high fluence of protons, photons, mixed-field radiation and
neutrons. These tests confirm the possibility of using thin metal films for ultra-
high particle fluence monitoring. In particular, copper films have shown a greater
response in the FCC radiation range [288]. Additional research will lead to a greater
understanding of the impact of RDR geometry (width, length, thickness) on the
sensitivity to non-ionising energy loss, and of the underlying phenomena that result
in the resistivity increase.
The promising results with RDR suggest that a similar approach using a minia-
turised sensor, should be considered for the implementation of a dosimeter for the
total ionising dose. In this case, thin layers of oxides sandwiched as nano-capacitors
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Fig. 3.38. An example of an FCC class radiation monitor. (a) Model of a radiation depen-
dent resistor (RDR). (b) Example of an FCC-hh radiation monitor with a temperature
sensor and RDRs made of different metals ready for irradiation tests.
to form radiation dependent capacitors (RDC), would facilitate the measurement of
very high ionising doses based on a variation in their capacitance.
Finally, in order to implement an integrated radiation monitoring sensor (a proof
of concept is shown in Fig. 3.38), an on-board radiation-hard readout circuit should
be implemented and this will allow on-chip signal treatment and eventually wireless
transmission of the readout data. For this reason further R&D has been carried out
on a vacuum transistor (VFET). Currently this device is being studied for high speed
electronics and space applications and is intrinsically radiation hard since no oxides
are used in its channel.
Implementing an RDR, an RDC and a circuit made of VFET, will help coming
to a suitable radiation monitoring sensor and it could also be used as building block
for radiation-hard electronic circuits with on-chip dosimetry.
4 Civil engineering
4.1 Requirements and design considerations
The civil engineering design and planning is a key factor in establishing the feasibility
of the FCC-hh. The machine tunnel will be one of the longest tunnels in the world;
only water supply tunnels with smaller diameters are longer. It will be similar in
scope to the recently completed Gotthard Base Tunnel (total of 151.84 km including
two 57 km long tunnel tubes) in Switzerland.
Following analysis of various options, the tunnel layout is now quasi-circular. The
current baseline layout has a circumference of 97.75 km. In addition to that, there are
approximately 8 km of bypass tunnels, 22 shafts, 14 large caverns (two in addition to
the 12 of the FCC-ee lepton collider) and 12 new surface sites.
The emphasis for the study of the underground structures has been on locating
the machine within the natural boundaries defined by the geological formations of the
Geneva basin, with as short as possible connections to the existing CERN accelerator
complex. For the access points and their associated surface structures, the focus
has been on identifying possible locations which are feasible from socio-urbanistic
and environmental perspectives. The construction methods, and hence the technical
feasibility of construction has been studied and deemed achievable.
The underground structures for LEP were designed for a lifespan of 50 years. They
were completed in 1989 and will thus reach the end of their specified lifetime around
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2040. Refurbishment, continuous monitoring and maintenance is therefore necessary
to extend their lifetime for use with a future particle collider. Such activities have
already started in order to meet the requirements of the HL-LHC project.
4.2 Layout and placement
4.2.1 Layout
The principal structure for the FCC-hh collider is a quasi-circular 97.75 km long tun-
nel with 5.5 m internal diameter, comprising straight sections and arcs. In addition,
large caverns are required at points PA, PB, PG and PL to house the experiments.
The caverns at PA and PG have a maximum clear span of 35 m, which is at the limit
of what is possible today, given the ground conditions. The caverns at PB and PL
have a maximum clear span of 30 m. At each of the 12 access points around the ring,
a service cavern with a span of 25 m is required. These caverns are connected to the
surface via shafts with diameters ranging from 10 m to 18 m. Auxiliary structures are
required in the form of connection and bypass tunnels and of alcoves, to house elec-
trical equipment. Figure 4.1 shows a 3D, not-to-scale schematic of the underground
structures. The chosen layout equally satisfies the requirements of the FCC-hh and
the FCC-ee machine.
The excavation of the underground structures will produce approximately 9 mil-
lion cubic metres of spoil. With the current placement, this will primarily be made
up of sedimentary deposits, a mixture of marls and sandstone. A small fraction of
the tunnel (approximately 5%) will be excavated in limestone.
4.2.2 Placement
Experience from the LEP and LHC construction has shown that the sedimentary rock
in the Geneva Basin, known as molasse, provides good conditions for tunnelling. In
contrast, during the excavation of the LEP tunnel, water ingress from the limestone
formations in the Jura mountains caused significant problems. For this reason, one
of the primary aims when positioning the FCC tunnel was to maximise the fraction
of the tunnel in the molasse and minimise that in the limestone. Another promi-
nent concern was to orientate the tunnel in a way that limited the depth around
its perimeter, thereby minimising the depth of the shafts, reducing the overburden
pressure on the underground structures, and reducing the length of service infras-
tructure (cables, ducts, pipes). These concerns, along with the need to connect to
the existing accelerator chain, led to the definition of the study boundary, within
the Jura range to the north-west, the Vuache mountain to the south-west and the
Pre-Alps to the south-east and east. An additional boundary is placed to the north
due to the increasing depth of Lake Geneva in that direction. Figure 4.2 shows the
boundary of the study in red.
In order to evaluate different layouts and positions within the boundary area, a
software tool incorporating a 3D geological model was developed. This tunnel opti-
misation tool (TOT) is based on an open source driven Geographical Information
system (GIS), which enables multiple sets of data to be arranged spatially, together
with a topographical map. The ensemble can then be manipulated, managed and
analysed as one. This means that the TOT user is able to input any size, shape and
position of the tunnel and quickly see how this interacts with the geology, the terrain,
the environment and the surface structures in the study area.
The geological data for the tool were collected from various sources [289], but not
limited to: previous underground projects at CERN, the French Bureau de Recherches
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Fig. 4.1. 3D, not-to-scale schematic of the underground structures. The main collider
tunnel and the service tunnels are indicated in blue colour. Connection caverns between
main and service tunnels are indicated in dark blue colour. The two red caverns indicate the
experiment caverns. They are reached by two, red marked, shafts: a large one for the detector
elements and a smaller one for the service. Secondary caverns and shafts for detector-related
equipment and services are shown in blue color next to the experiments. Technical equipment
caverns and the shafts to access them are indicated in green colour. Yellow tubes indicate
the connections between the machine tunnel and certain equipment galleries, for instance
to connect the power sources to the radiofrequency cryomodules. Equipment alcoves along
the entire machine tunnel are indicated in violet colour. The upper part of the image shows
an exemplary connection to the injector accelerator.
Ge´ologiques et Minie`res (BRGM), and existing geological maps and boreholes for
geothermal and petroleum exploration. The data was processed to produce rock-
head maps that form the basis of TOT. All of the geological data for the study has
come from previous projects and existing data. No specific ground investigations have
yet been conducted for FCC-hh.
The machine studies demonstrated that it was necessary to have a circumference
of ∼100 km in order to meet the physics goals. The alignment of the tunnel has been
optimised based on criteria such as geology along the tunnel, overburden, shaft depth
and surface locations. A good solution has been found in which the tunnel is located
primarily in the molasse (90%). It avoids the limestone of the Jura mountains and the
Prealps but passes through the Mandallaz limestone formation, which is unavoidable.
The tunnel passes through the moraines under Lake Geneva at a depth where they
are believed to be well consolidated. Whilst there will be some additional challenges
during excavation, the long-term stability of the tunnel is not a major concern. The
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Fig. 4.2. Study boundary (red polygon), showing the main topographical and geological
structures and the layout of the current FCC tunnel baseline with a perimeter of 97.75 km.
This version with an approximate inner diameter of 30 km serves as the baseline for the
planned layout and placement optimisation.
topographical and geological profile of the tunnel in the chosen position is shown in
Figure 4.3.
The tunnel position places the shafts in suitable positions with acceptable depths
of less than 300 m, apart from the shaft at PF which requires special attention as
it is 558 m deep. It is being considered to replace this shaft with an inclined access
tunnel.
4.2.3 Necessary site investigations
Based on the available geological data for the region, the civil engineering project is
deemed feasible. However, in order to confirm this and to provide a comprehensive
technical basis for further detailed design iterations, to establish a comprehensive
project risk management and to improve the accuracy of the construction cost esti-
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Fig. 4.3. Geological profile along the collider circumference. The horizontal axis labels the
kilometers along the entire collider circumference starting with km 0 at point A. The so
called “alignment elevation” is shown in meters above seal level (mASL) on the vertical
axis. Different brown shades indicate different soil types such as molasse (dark brown) and
limestone (light beige). The collider ring and the access shafts are indicated in light blue.
Access points are labelled with letters in alphabetical order (A–L). Point A is close to the
CERN Meyrin site. The collider tunnel is visualised along a sinuidal shape, since the tunnel
in a single plane is tilted. The lake Geneva zone is shown in blue at about kilometer 10.
mates, dedicated ground and site investigations are required during the early stage of
a preparatory phase. These investigations will rely on non-invasive techniques such
as walkover surveys and geophysical analysis, and will also use invasive techniques,
such as the analysis of samples from boreholes that need to be constructed at regu-
lar distances. A combination of in-situ tests, such as the standard penetration test
(SPT) and the permeability test, in combination with laboratory testing of samples,
will give a comprehensive understanding of the geological situation.
The initial site investigations must focus on the highest risk areas: the crossing of
Lake Geneva, the Rhoˆne and the Arve valleys. In addition, the access point location
candidates should be investigated in order to optimise the placements. This can be
conducted via geophysical investigations and could lead to a recommendation to




A 5.5 m internal diameter tunnel can house all the necessary equipment for the
machine, while providing sufficient space for transport. Figure 4.4 shows the cross-
section of the empty tunnel but with the air supply and smoke extraction ducts,
which have been integrated into the civil engineering design (these are discussed in
Sect. 5.3). The air-supply duct in the floor is a pre-cast structure. The rest of the
floor will be cast in concrete around it.
The tunnel will be constructed with a slope of 0.2% in a single plane, in part to
optimise for the geology intersected by the tunnel and the shaft depths and in part
to use a gravity drainage system.
It is anticipated that the majority of the machine tunnel will be constructed
using tunnel boring machines (TBM). The sector passing through the Mandallaz
limestone will be mined. For the TBM excavations, different lining designs have
been developed corresponding to “good” or “poor” conditions of the rock. For TBM
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Fig. 4.4. Machine tunnel cross-section in “good” molasse.
excavation in a sector with “good” conditions, a single-pass pre-cast lining is adopted.
This is the fastest and cheapest construction method but is reserved for sectors that
are completely located in molasse with a good rock coverage and hence a low risk
of water inflow. For sectors in “poor” conditions to be excavated with a TBM, an
optional second in-situ cast lining can be incorporated. This reduces the risk of water
inflow in sectors which are located in the molasse, but where the depth of rock to
the water bearing layers is minimal. Construction under the lake presents another
situation which is similar to “poor” conditions but with a thicker initial pre-cast
lining. Table 4.1 shows the excavation and lining parameters for each of the TBM
lining cases.
The tunnel under Lake Geneva will be excavated in water bearing moraines in
sector PB-PC (see Fig. 4.3). In order to achieve this, it is necessary to employ a slurry
shield TBM. During excavation with this type of machine, the excavated material
behind the cutter face is pressurised to support the tunnel face. Consequently, the
excavation can be achieved safely and efficiently in wet and unstable conditions. It
is anticipated that the layer of moraines to be excavated is impermeable enough
that the tunnel would not be affected by the fluctuating depth of the lake and hence
would not impact on accelerator operation, however, this risk must be evaluated once
additional ground investigations have been conducted.
In addition to the machine tunnel, auxiliary tunnels are required for bypasses,
connections, beam dumps and transfer lines. These have requirements similar to the
machine tunnel and, depending on their diameter and position in relation to the
TBM launch points, will be constructed using a TBM or roadheaders.
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4.3.2 Shafts
Twenty-two large-diameter shafts are included in the design:
– one 12 m diameter shaft at each of the 12 surface sites for access and service
requirements;
– one 15 m diameter and one 10 m diameter shaft at each of four experiment points
PA, PB, PG and PL;
– two shafts located near the existing CERN accelerators to facilitate the removal
of spoil during construction of the beam transfer tunnels from the LHC or SPS.
At least one of the access and service shafts will have a wider diameter to lower large
accelerator or infrastructure elements.
The shafts depths range from 52 m to 274 m (without point PF). As mentioned,
the shaft at PF is considered to be replaced with an inclined access tunnel, with
a length of 2750 m and a gradient of 15%. This is deemed a better solution than
a 578 m vertical shaft for which a lift system would not be easy. A better location
for the access portal can be found and an inclined access tunnel would be slightly
faster and cheaper to build. The feasibility to route all services through it needs to
be verified.
Internal structures in the form of staircases and lift shafts are required within
the service shafts. Figure 4.5 shows the layout of these items; the lift shafts and
staircases are pre-fabricated concrete structures. The initial excavation for each shaft
will be through the moraines. This will be achieved either by using a diaphragm
wall or a vertical shaft sinking machine (VSM). The remainder of each shaft will
be constructed using traditional excavation techniques with shotcrete followed by an
in-situ cast lining.
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Fig. 4.5. Service shaft cross-section.
4.3.3 Alcoves
Alcoves for electrical equipment are required every 1.5 km around the machine cir-
cumference. These are 25 m long, 6 m wide and 6 m high, located on the inside of
the ring at 90◦ to the machine. The excavation for these will be carried out after the
machine tunnel drives. This will be followed by the inner lining work for the alcoves,
before the secondary lining of the machine tunnel.
4.3.4 Experiment caverns
Large span caverns are required at the experiment points PA, PB, PG and PL
to accommodate the detectors. The dimensions for these are 66 m× 35 m× 35 m
(L×W×H) at PA and PG and 66 m× 30 m× 35 m at PB and PL. They will be
constructed at a depth of up to 274 m in the molasse layer. The exact construction
sequence is yet to be confirmed, however, it will include benched excavations using a
rockbreaker and roadheader with the primary support being provided by rock bolts,
cable bolts and layers of steel fibre concrete. During the widening of the crown area
of the experiment cavern, additional girder lattices and layers of steel fibre reinforced
shotcrete will be installed. The lattice girders for the various excavation steps can
be bolted together to ensure continuous rock support along the excavated area. The
final lining will be in-situ cast concrete.
4.3.5 Service caverns
A service cavern at machine level with dimensions of 100 m× 25 m× 15 m
(L×W×H) is required near the experiment caverns. Shorter services caverns are
planned for the remaining 8 access points, depending on the requirements for hous-
ing infrastructure equipment underground. These caverns will be constructed in a
similar manner to those for the experiments. At the experiment points, the spacing
between the two caverns is 50 m as this allows the structures to be independent and
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Fig. 4.6. Schematic diagram of an FCC-eh facility providing collisions at point PL (not to
scale).
hence minimises the structural support needs and reduces the risk and complexity
during construction.
4.3.6 Junction caverns
There are three types of junction caverns which are required for structural purposes
when tunnels of similar size connect, for example a bypass tunnel connecting to the
machine tunnel. There are 26 locations which require a junction cavern, ranging
in length from 30 m to 400 m and with a cross-section of approximately 16 m× 8 m
(W×H). The longest junction caverns also serve as reception points or crossing points
for the TBMs. A 400 m long junction cavern is required for each of the beam dumps
to accommodate the dump beamline up to the point where it is possible to have a
separate tunnel for it.
4.3.7 FCC-eh requirements
A facility allowing collisions between high energy hadrons and leptons is also being
studied. This will require a separate lepton accelerator, for example an energy recov-
ery linac (ERL), as described in Section 2.8.
For the present tunnel alignment, point PL seems to be the most appropriate
location for this machine because it provides good geological conditions, being fully
based in the molasse layer with an overburden of approximately 180 m. Point PG,
in comparison, has much larger overburdens. Point PA is challenging due to the
proximity of the LHC and PB is located in a congested urban environment, so finding
a location for the additional shafts would be difficult. Figure 4.6 shows a schematic
drawing of the eh machine.
The collision point is inside the cavern. Two additional caverns are necessary for
access, with dimensions 20 m× 20 m× 30 m (W×H×L) as well as two shafts with
9 m diameter. Bypass tunnels, at an approximate spacing of 40 m and parallel to the
linacs, are required along with connections back to the machine tunnel for waveguides.
Additional underground infrastructure is needed to house injection facilities and a
beam dump.
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Table 4.2. Example of the main surface structures at a typical experiment site.
Structure name Structure type Dimensions
(W ×H× L)
Shaft head/detector building Steel-frame 25× 25× 100 m
Reception/office building 10× 11× 30 m
Gas building Concrete 15× 4× 40 m
Data centre 20× 10× 40 m




15× 12× 40 m
Ventilation building Steel-frame 25× 14× 40 m
Electrical building Steel-frame 20× 6× 80 m
Power converter building Steel-frame 25× 14× 40 m
Access control building 10× 4× 10 m
The connection to the FCC is challenging for the integration of the machines
because, on one side, five tunnels will need to be combined at one junction cavern.
A cavern with dimensions of 25 m× 10.5 m× 30 m (W×H×L) is proposed for this
purpose.
4.4 Surface sites
4.4.1 Experiment surface sites
The conceptual designs for surface sites range from classical sites similar to the
LHC to semi-underground installations. Specific designs will reflect the particular
machine and environmental requirements. It is anticipated that each site will be
approximately 6–9 hectares in size, housing buildings and spaces for infrastructure
needs (e.g. electrical distribution, cooling and ventilation, cryogenics). There will be a
large shaft head building at the experiment sites, which will act as detector assembly
hall during installation. The surface sites will also serve as temporary spoil storage
during construction and storage and assembly space during installation. Every effort
will be made during the design process to minimise the visual, environmental and
acoustic impact of these sites, which could mean building parts of the site below
ground.
Using TOT, it has been possible to quickly identify candidate surface sites, con-
sidering the proximity to existing infrastructures, protected areas and transport links.
With the current machine placement, site PA is located near the CERN Meyrin cam-
pus. Points PL, PA, PB and PC are located in Switzerland, the others are located
in France. Table 4.2 gives an impression of the typical structures for surface sites
and their dimensions. Most of the buildings will use standard industrial construction
techniques, unless additional considerations dictate other designs.
4.4.2 Technical surface sites
The 8 access points without experiments will require surface sites for the technical
facilities. The requirements are similar to those for the experimental surface sites,
while experiment-related buildings will be omitted and the shaft head building will
be smaller.
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4.4.3 Access roads
It is preferable for the surface sites to be largely accessible via existing roads. It
is however anticipated that additional roads and even tunnels or bridges may be
necessary for the more remote sites. Large accelerator and detector components will
need to be transported along these roads, as well as the vehicles and machinery for
construction, hence the roads must be able to withstand heavy loads. For the purpose
of the siting study it has been assumed a new 5 km long road is required for each
surface site.
5 Technical infrastructure
5.1 Requirements and design considerations
The technical infrastructure for FCC-hh comprises a large and diverse set of ser-
vices to enable and support the operation of the collider, the beam transfer lines and
the experiments. These include the supply of electrical energy and cryogens, the air
and water cooling systems, facilities to transport people and material, the geodetic
network, survey and alignment, control of accelerator equipment, data acquisition,
computing and networking, as well as access control and other safety related func-
tions.
As is customary for other facilities at CERN, the FCC-hh will make as much use
of the existing chain of pre-accelerators as possible. As a new large-scale accelerator
facility, the FCC will require new infrastructure systems. Some of them, like computer
networks, will integrate with the existing infrastructure; others, like the supply of
electrical energy, will extend existing facilities.
Building a large research infrastructure which crosses borders in a densely popu-
lated area like the Geneva basin requires that a wide range of conditions and regula-
tions are respected to ensure its environmental and socio-cultural compatibility. The
whole FCC-hh, including its technical infrastructure, must be designed and built for
safe, high-performance operation, with high reliability and availability in mind. The
equipment must generally be energy- and cost-effective. Future-oriented, yet tech-




The piping systems concern the various water systems for the machine and its infras-
tructure. Accelerator and detector equipment such as electronic racks, cryogenics
plants, conventional magnets will require industrial and demineralised water. Chilled
water will be needed for the air handling units of the ventilation systems. Raw water
will be used in primary cooling circuits and for fire fighting purposes. Drinking water
will be needed for sanitary purposes as well as for the make-up of raw water cooling
circuits. There will also be a drainage network for the waste water which comprises
the rejected and drained water from the surface facilities and the underground areas.
The other main piped utility is for compressed air which will be used both under-
ground and on the surface.
































Fig. 5.1. Schematic view of the primary water cooling system (black numbers: primary
cooling power needed per point in MW; red numbers: cooling cells per point (including
backup)× cooling capacity per cell in MW).
5.2.2 Water cooling plants
Using raw water, the cooling plants will remove most of the heat generated by the
accelerator equipment, the detectors and in the technical areas. It is planned to install
one plant in each of the 12 surface sites. The current baseline scenario has the primary
circuit of the water cooling plant using raw industrial water which will be cooled by
means of open wet cooling towers. Some equipment, in particular cryogenics systems,
will be cooled directly by the primary circuit. The secondary circuit will be connected
to the primary system through a heat exchanger. In most cases the secondary circuit
will use demineralised water in a closed loop. Figure 5.1 gives a schematic view of
the primary water cooling system and its requirements.
Distribution circuits will be grouped according to the typology of the equipment
to be cooled and to the equipment pressure ratings. Since the underground areas will
be up to 400 m below ground level (PF), it will be necessary to install an underground
cooling station in the service cavern at each point. Here a heat exchanger will separate
the circuit coming from the surface (with a static pressure of up to 40 bar) from the
underground distribution circuit. Wherever possible this separation will correspond
to the separation between the primary and secondary circuit, but it will also be
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applied for other circuits such as those of the underground cryogenic equipment. The
decoupling of the surface from the underground circuit will allow safer operation
of the underground circuit as well as a cost reduction resulting from the ability to
use pipes with a lower nominal pressure rating. For operability and maintenance
purposes, both surface and underground cooling stations will be accessible during
accelerator running.
The cooling area of all service caverns hosts secondary circuit stations to cool
adjacent sectors or special equipment such as power converters. Points PA and PG
also host the secondary circuit station to cool the equipment in the experiment
areas. In point PH a similar area will be dedicated to the cooling of RF equip-
ment. The secondary circuit in each sector will also cool the air handling units in the
alcoves.
Primary circuits will use raw industrial water with a make-up of drinking water,
to compensate for evaporation, losses and blow-down. Continuous water treatment
against legionellae, scaling and proliferation of algae will also be included. The make-
up is assumed to be provided by the local water supplier from the network serving
each point.
Secondary circuits will use demineralised water with a maximum conductivity of
0.5µS/cm in a closed loop. A set of demineralisation cartridges will be installed in
each circuit to control the conductivity. The demineralised water will be produced in
a central station. However, given the long distances, it will not be possible to have
automatic refill pipework from this station to all the circuits in the various points via
the tunnel without degrading the quality of the water. If there is a leak, the refill will
be made by transporting the required volume of water in tanks from the production
station to the point concerned.
To ensure continuous operation if one plant stops, the level of redundancy of the
primary and secondary circuits is set at N + 1 for pumps, chillers and cooling tow-
ers. No redundancy is needed for plate heat exchangers, power or control cubicles.
The safe power supply is at present only planned for systems related to safety. No
equipment needs continuous cooling to prevent damage. Some cooling towers with a
lower capacity will be installed to backup the main towers in order to allow essen-
tial cryogenic equipment to be kept at low temperature during mandatory stops for
maintenance and cleaning.
Each cooling tower will contain a plant to concentrate the chemicals in the rejected
water and to recycle most of it. This will allow the amount of make-up water, com-
pared to today, to be reduced by about 50% and the rejected volume by more than
70%.
5.2.3 Operational parameters
The design parameters for the cooling plants are:
– primary circuit: 40◦C at the inlet of the cooling towers and 25◦C at their outlet;
– secondary circuit: 42◦C at the inlet of the heat exchanger and 27◦C at its outlet.
The temperature difference between inlet and outlet is 15 K with a tolerance of
about 0.5 K. Tables 5.1 and 5.2 list the total power and the nominal diameter for the
circuits in the underground area and at the surface of each point, respectively.
The diameter of pipework in the tunnel is optimised with respect to the pressure
loss of the circuit due to its length. This permits the reduction of the pressure rat-
ing for the pipeline or to avoid installing booster pumps at regular intervals in the
sectors.
FCC-hh: The Hadron Collider 901
Table 5.1. Cooling power and pipe diameter for circuits in the FCC-hh underground areas.
Point Cryogenics Experiment Power RF Tunnel Tunnel Total
converters left right underground
PA P (MW) 1.5 2.7 0.15 0.7 0.7 5.8
ND (mm) 125 150 50 150 150 250
PB, PL P (MW) 2.0 0.3 2.3
ND (mm) 200 80 200
PC, PK P (MW) 2.9 0.3 1.4 1.7 6.3
ND (mm) 200 80 200 200 250
PD, PJ P (MW) 0.3 0.3
ND (mm) 80 80
PE, PI P (MW) 2.9 0.3 1.6 1.3 6.1
ND (mm) 200 80 200 200 250
PF P (MW) 0.14 0.14
ND (mm) 50 50
PG P (MW) 1.5 2.7 0.14 0.65 0.65 5.6
ND (mm) 125 150 50 100 100 250
PH P (MW) 1.5 0.14 4.5 6.1
ND (mm) 125 50 250 250
Notes. “Tunnel left” designates the counter-clock-wise adjacent machine tunnel sector;
“Tunnel right” the clock-wise adjacent machine tunnel sector.
Table 5.2. Cooling power and pipe diameter for circuits at FCC-hh surface sites (“Total
underground” is identical to the last column of Tab. 5.1).
Point Cryogenics Experiment Gen. Chilled Total Total
services water underground point
PA P (MW) 22.0 10.5 2.0 5.8 5.8 46.2
ND (mm) 400 300 200 350 250 600
PB, PL P (MW) 7.3 2.0 3.1 2.3 14.7
ND (mm) 300 200 250 200 350
PC, PK P (MW) 43.0 2.0 5.5 6.3 56.8
ND (mm) 650 200 350 250 650
PD, PJ P (MW) 2.0 1.6 0.3 3.9
ND (mm) 200 200 80 200
PE, PI P (MW) 43 2.0 5.5 6.1 56.6
ND (mm) 600 200 300 250 650
PF P (MW) 2.0 1.5 0.14 3.6
ND (mm) 200 200 50 250
PG P (MW) 22 10.5 2.0 5.8 5.6 45.9
ND (mm) 400 300 200 400 250 600
PH P (MW) 0.6 2.0 1.9 6.1 10.7
ND (mm) 100 200 200 250 350
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Table 5.3. Main characteristics of chilled water circuits.
Point Cooling Flow Number of Cooling power/
power (kW) rate (m3/h) chillers chiller (kW)
PA 4410 633 5 1100
PB, PL 2340 336 3 1200
PC, PK 4150 595 5 1100
PD, PJ 1220 175 2 1200
PE, PI 4130 593 5 1100
PF 1140 163 2 1200
PG 4360 626 5 1100
PH 1480 212 3 750
5.2.4 Chilled water
The cooling for ventilation plants (dehumidification or air cooling) will require the
installation of chilled water production stations at each surface point and some dis-
tribution circuits for the air handling units on the surface and in the underground
areas. At present, no chilled water is needed in the accelerator arcs.
The chilled water will be produced at a temperature of 6◦C and return at 12◦C.
The chillers will be water cooled and connected to the cooling towers at each point.
The redundancy level for the cooling circuits ensures continuous operation in the
case of a breakdown of a single element (chiller or distribution pump). In case of a
general power failure, a buffer tank in each production circuit will ensure sufficient
autonomy of part of the plant for a limited period of time. The distribution pumps
will therefore be connected to the secure electrical network.
Table 5.3 presents the total power and the main characteristics of the chilled
water circuits at each point.
5.2.5 Drinking water
Drinking water will be used by personnel and as make-up water for cooling towers.
The current baseline scenario includes provisioning by the local water network at each
point. If the water network does not have enough capacity to provide the required
flow for the cooling tower make-up, this water will be provided from the closest point
with sufficient capacity via a pipeline in the tunnel. In such cases, the same pipe will
also be used for fire fighting purposes in the sector concerned.
5.2.6 Fire fighting network
It is planned to install a water network for fire fighting purposes in the underground
areas and tunnel. This will comprise a pipe connected to fire hoses with Storz connec-
tions at regular intervals. In the case of major damage to this pipe, valves installed
along the sector will allow isolation of the damaged part whilst maintaining the rest
of the circuit operational for the fire brigade. It is planned to keep this pipe dry to
avoid stagnation and corrosion during normal operation, In case of a fire, water will
be supplied from the surface by opening isolation valves. Each sector can be supplied
by the adjacent points, thereby guaranteeing a redundant supply.
Surface premises will be protected by a hydrant network and by dedicated water
hoses inside the buildings where necessary.
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It is planned that the fire fighting water will be delivered by the local public water
network at each point. If this network is not able to deliver the required water flow,
volume or redundancy level, the water can be supplied from the adjacent point via
a pipe in the tunnel.
5.2.7 Reject water
Two separate pump systems to lift clear water and sewage will be installed under-
ground at each point. They will be connected to the local drainage network of the
point. All underground equipment (tunnel and caverns) must be redundant in order
to avoid affecting operation in case of breakdown. Alarms for “high level” and “level
too high” will be implemented in all basins.
The main parameters (e.g. temperature, pH) of the rejected water will be mon-
itored before release. If the rejected water does not comply with the quality level
required, or it presents a risk of environmental pollution, compensatory measures,
such as retention basins at each point, will be implemented.
5.2.8 Compressed air
The compressed air for all equipment and actuators will be provided by compressed
air stations located on the surface at each point. These will supply both surface and
underground premises. It is planned to have a level of redundancy of N + 1 to ensure
the reliability and maintainability of the plant.
5.3 Heating, ventilation, air conditioning
5.3.1 Overall design concept
The installations have to provide fresh air for personnel working within the facilities
as well as heating for the working environment. At the same time, the ambient
temperature has to be suitable for the installed accelerator equipment. It is important
that the air supplied has been dehumidified in order to prevent condensation on
equipment and structures. In addition to being able to purge the air in the tunnel
before access is allowed, the extraction systems have to be capable of removing smoke
and gases. The extracted volumes have to be filtered before release.
5.3.2 Interior conditions
The interior conditions to be provided by the ventilation system are the following:
– FCC-hh tunnels (with maximum heat load): max. 32◦C;
– Experiment caverns: 18/32◦C – from floor to ceiling;
– Surface buildings with controlled temperature: 18◦C during winter, 25◦C during
summer.
The values for surface buildings are mean values at heights where people and
equipment are expected.
The relative humidity does not need to be regulated except for some specific areas
which might require it (Faraday cage, clean rooms or other laboratories). If needed,
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Fig. 5.2. Schematic view of the main ventilation elements of a machine sector.
such systems will be designed at a later stage. The dew point will be kept below 12◦C
to avoid condensation.
The outdoor conditions for the Geneva region which were used to specify the air
handling equipment are 32◦C for dry bulb temperature and 40% for relative humidity
during summer and –12◦C and 90% during winter.
As a general principle, a free cooling and air recycling approach will be adopted in
order to reduce the electrical consumption (the term “free cooling” refers to the use
of outside air at ambient temperature to cool equipment or areas, instead of using
artificial air cooling).
5.3.3 Ventilation of underground areas
The underground areas are generally ventilated by air handling units located on the
surface, which are therefore accessible at all times. It is planned to have redundant
units (level N + 1) everywhere in order to avoid affecting accelerator operation if
there is a breakdown. One of the two air extraction units will not be equipped with
filters since it will be used to extract smoke, which could clog them. All systems
related to safety will be powered by the secure electrical network.
5.3.4 Machine tunnel
The tunnel will be compartmentalised every 440 m by fixed fireproof panels and
mobile doors, to control the propagation of smoke in case of fire or of helium gas
in case of an accidental leak on a magnet cryostat, and RF module or the cryogenic
distribution line. In addition, a semi-transverse ventilation scheme has been adopted.
The air is supplied via a specific duct throughout the sector and extracted either
through the tunnel itself, or by an emergency extraction duct. Air is supplied to each
sector from both end points to ensure an air supply even if there is a duct failure;
the same configuration has been adopted for the extraction. In the case of the failure
of one unit, the other will accelerate to ventilate both adjacent sectors. A schematic
view of the main ventilation elements of a sector of the machine is given in Figure 5.2.
The air supply duct runs in the concrete floor slab and supplies air to the tunnel
about every 100 m via diffusers at floor level. For emergency extraction, a closed
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Fig. 5.3. Operation of the ventilation elements in one compartment of the machine tunnel
during normal operation.
Fig. 5.4. Operation of the ventilation elements in one compartment of the machine tunnel
in an emergency situation (in this case a fire).
circular segment in the upper part of the tunnel is used. It is formed by a 70 mm
thick steel structure with passive fire protection on both sides, connected to the
lining using post-drilled anchors (Fig. 4.4). Inlet diffusers and extraction grills are
offset with respect to each other in order to ensure better distribution of the air in the
tunnel and to avoid shortcuts between supply and extraction. Fire resistant dampers
will be installed at every connection with diffusers and grills for the extraction. In the
case of a fire or helium release, they will allow better management of the ventilation
in the concerned tunnel compartment.
During normal operation, all emergency extraction dampers are closed and the
doors are open in the whole sector (Fig. 5.3). The emergency duct will be under-
pressured by extracting air from one extremity of the sector. When smoke or helium
is detected, only the dampers of the extraction duct in the compartment affected and
the adjacent ones will open; the doors of these compartments will be closed (Fig. 5.4).
Additional air supply to the affected and adjacent compartments will be achieved by
opening other dampers in the supply duct. For the remaining compartments, the air
supply will still be maintained. The extraction will be done via different air handling
units on the surface.
5.3.5 Experiment caverns
For the ventilation of the experiment caverns, the air is blown in through diffusers at
floor level (or the different floor levels) and extracted through one or more ducts
located on the ceiling. Dedicated gas extraction systems will be installed where
needed.
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Table 5.4. Operating modes and conditions for ventilation systems.
Mode Conditions
Run No access, accelerators running and equipment powered, full air recycling
Shutdown Open access, accelerator stopped, maintenance interventions, fresh
air/partial recycling
Purge Where needed, before allowing access to personnel, accelerator stopped,
fresh air
Table 5.5. Working parameters for the ventilation of a long machine tunnel sector.
Air flow from each side in run and shutdown modes (m3/h) 25 000
Air flow from each side in purge mode (m3/h) 50 000
Number of diffusers and extraction grills per compartment 4
Air flow per diffuser (m3/h) 520
Supply duct nominal diameter (mm) 1200
5.3.6 Other areas
Local air handling units will be added in areas housing equipment with particularly
high heat dissipation. These units will be fitted with coils cooled by chilled water
produced on the surface.
5.3.7 Operating modes
It is planned to have different modes for the ventilation systems depending on the
machine operating conditions; these are presented in Table 5.4. All motors for venti-
lators will be equipped with variable speed drives in order to adjust the flow rates, to
adapt the working conditions to the operational needs and to achieve the requested
dynamic confinement between adjacent areas, where requested.
5.3.8 Working parameters
Table 5.5 shows the main ventilation parameters of a long FCC-hh tunnel sector, e.g.
sector PH-PI. The parameters of the ventilation plants for the underground points
are presented in Table 5.6.
The dissipated heat that needs to be removed by the ventilation systems for
various types of equipment on the surface is shown in Table 5.7. Table 5.8 specifies
the underground thermal loads.
5.3.9 Ventilation of surface buildings
Each surface building will be ventilated by a dedicated air handling unit. Where the
building size requires it, it is planned to have several units in the same building, each
of them taking care of a part of the building.
At present, it is not considered necessary to have redundant units in these build-
ings. Should this be needed, redundancy can easily be implemented. All surface build-
ings will be equipped with a mechanical system on the roof to extract smoke, designed
and certified for operation at 400◦C for a minimum period of 2 h.
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Table 5.6. Working parameters of air handling units for underground areas.
Underground Nominal flow Nominal duct Air
structure rate (m3/h) diameter (mm) recycling
Shaft and safe area pressurisation 45 000 1200 No
Ventilation of service caverns in
experiment points (PA, PB, PG,
PL)
45 000 1200 Possible
Ventilation of service caverns in
technical points (PC, PE, PI, PK)
15 000 1000 No
Ventilation of collimation areas
(PF, PJ)
6000 700 No
Ventilation of RF area (PH) 6000 700 Possible
Ventilation of dump areas (PD) 6000 700 No
Table 5.7. Main heat dissipation on surface (in (kW)).
Point Cryogenics Experiment General services
PA, PG 1100 1050 500
PB, PL 730 500
PC, PE, PI, PK 2150 500
PD, PF, PJ 500
PH 30 500
Total 10 830 3560 6000
Table 5.8. Main heat dissipation underground in (kW) (“Adjacent Sector” designates the
adjacent clock-wise sector).
Point Dump Cryogenics Experiment Power RF Collimator Adjacent Underground
converters Sector cooling
station area
PA 75 370 7 110 200
PB 300 14 200
PC 140 14 240 200
PD 50 14 220
PE 140 14 190 200
PF 7 50 100
PG 70 370 7 100 200
PH 75 7 225 190
PI 145 14 220 200
PJ 14 50 200 200
PK 145 14 240
PL 300 14 110
Total 50 790 1340 140 225 100 2120 1200
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5.3.10 Safety
In general, smoke extraction is planned for all facilities with a risk due to fire loads
or where it is necessary to ensure the safety of personnel. If there is a fire, in addition
to the automatic actions, the fire brigade will be able to switch off or manually
reconfigure the ventilation system.
All air supply handling units are equipped with smoke detection sensors down-
stream of the ventilator in order to avoid injection of smoke into underground areas.
The concrete module for the lift and staircase in the shafts is kept over-pressure
with respect to the surrounding underground areas and will therefore be used as a
safe area in emergencies.
In compliance with safety norms, to prevent the passage of activated air from
areas with higher levels of activation to areas with lower levels, a pressure cascade
will be established. Therefore it is planned that the machine tunnel will be at a
lower pressure with respect to the experiment caverns and adjacent areas. Volumes
with higher activation risk are separated from less activated areas by airlocks kept
pressurised by dedicated fans installed in the less activated areas.
Exhaust air ducts will have branches to connect air monitoring equipment for
radiation protection monitoring of the air before its release into the atmosphere.
5.4 Electricity distribution
5.4.1 Conceptual layout
The concept for the design of the FCC-hh electrical network is driven by three factors:
– The estimated electrical power requirements (Tab. 9.1 in Sect. 9.2);
– The location and type of equipment to be supplied;
– The expected level of electrical network availability and operability.
The electrical network is composed of a transmission and a distribution level. The
transmission level transmits the power from three sources to three FCC-hh points and
between the 12 FCC-ee points. This level operates at voltages of 400 kV and 135 kV.
The distribution level distributes the power from the transmission level to the end
users at medium and low voltage levels comprised between 36 kV and 400 V. The
present baseline uses conventional AC schemes. Emerging new technologies based
on DC schemes, which could improve the power quality and power consumption
efficiency, are presented in Section 12.11.
5.4.2 Source of electrical energy
The estimated 580 MW electrical power requirement of FCC-hh is supplied from the
European grid. The current configuration of the European grid provides three 400 kV
sources in France in the area of the collider facilities (Fig. 5.5). The three sources are
self-redundant and, according to French network provider RTE (Reseau Transport
Electricite´), each of them is capable of providing 200 MW on top of their current load
by the year 2035 (the present maximum daily load by CERN on source I is 191 MW).
5.4.3 Transmission network topology
The transmission network includes:
– The 400 kV transmission lines connecting the three 400 kV sources on the Euro-
pean grid to three incoming substations;
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Fig. 5.5. Schematic representation of the 400 kV and 230 kV lines in the region. The blue
circle indicates the FCC collider ring. Red dots denote the three possible 400 kV sources.
Fig. 5.6. Schematic representation of the transmission network.
– Three 400/135 kV transformer substations;
– The 135 kV transmission line ring composed of 12 segments connecting each of
the 12 surface points to its two neighbouring points;
– A 135/36 kV transformer substation at each point.
Figure 5.6 shows a schematic view of the transmission network. Analysing the
power requirements for each point with nominal beam operation, the highest power
is demanded at points PA, PC, PE, PG, PI and PK, each requiring between 53 and
64 MW, predominately for the cryogenics plants. The remaining 6 points require less
power – between 16 and 38 MW each. The three 400 kV sources supply PA, PD and
PJ directly.
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Fig. 5.7. Simplified scheme of a 400 kV incoming substation and the connection to the two
135 kV substations at the adjacent points.
Through the transmission line ring, each of the three incoming substations sup-
plies four neighbouring points. This transmission network layout provides full redun-
dancy, enhanced availability and operability in case of a fault on one of the trans-
mission line segments. A redundant scheme of 400/135 kV voltage step-down trans-
formers supplies the transmission line segments connecting two adjacent points. In
PB, PC, PD, PF, PG, PH, PI, PK and PL a substation will receive the incoming
135 kV transmission line segments. In all points 135/36 kV step-down transformers
supply the distribution networks level. Figure 5.7 shows a simplified scheme of a
400 kV incoming substation and the connection to the two adjacent points with the
corresponding step-down transformers.
5.4.4 Distribution network topology
The distribution networks connect the transmission network to the surface and under-
ground equipment and systems. During nominal operation, the transmission network
supplies the distribution network. Alternative sources of supply are needed to meet
the required level of network availability and to cope with a degraded scenario such as
a disruption of the general or local power supply. Therefore, the distribution network
includes a second supply, rated between 2 and 10 MVA, fed from a regional grid node
(due to the limited power request one can connect directly to the medium voltage
level – 20 kV in France and 18 kV in Switzerland), a third source of supply rated
1–MVA from local diesel power stations and a fourth source which provides uninter-
ruptable power. Figure 5.8 shows the single line diagram of the baseline distribution
network of one point including the alternative power sources.
The distribution network is composed of a primary indoor substation comprising
five bus bars located on the surface. The incoming feeders are the two redundant
135/36 kV transformers supplied from the transmission network, the second supply
from a regional source and the third supply from the local diesel power station.
The outgoing feeders supply secondary substations. These are located either on the
surface or underground, near the load. The operating voltage of the distribution
network is typically 36 kV for the power distribution over distances greater than
750 m. Voltage step-down transformers feed end users from the secondary substations
over a maximum cable length of 750 m. End users are supplied from the secondary
substations at voltage levels between 400 V for wall plug equipment and 3.3 kV for
high power motors for cooling, ventilation and cryogenic systems.
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Fig. 5.8. Diagram of the baseline distribution network of one FCC point including the
alternative power sources.
5.4.5 Power quality and transient voltage dip mitigation
The main issues concerning power quality are voltage stabilisation, harmonic filtering
and reactive power compensation as well as the mitigation of transient voltage dips.
Transient voltage dips as shown in Figure 5.9, which are typically caused by lightning
strikes on the 400 kV network overhead lines, often cause undesired stops of CERN’s
accelerators. Due to its geographic extent, the FCC-hh infrastructure will be exposed
to a higher number of transient network disturbances than the current CERN accel-
erators. The powering system design must include mitigation measures against these.
Extrapolation from LHC operation forecasts a total of 100–200 transient voltage dips
per year.
The following mitigation measures are being studied:
– Dynamic Voltage Restorer (DVR) technology: the voltage will be restored by
dynamic series injection of the phase voltage between the distribution network
and the loads. An integrated energy storage system provides the required energy
to restore the load voltage during transient voltage dips (Fig. 5.10a).
– High-Voltage DC (HVDC) back-to-back link: HVDC is a well-established tech-
nology for long distance transmission of large powers and for decoupling different
high voltage networks. Combined with energy storage, an HVDC system provides
performance similar to a very large uninterruptable power supply (UPS). Such a
system would prevent transient voltage dips in the 400 kV transmission network
from entering the collider network. In addition it would facilitate control of the
reactive power (see Fig. 5.10b).
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Fig. 5.9. Typical distribution of transient voltage dips recorded within the existing CERN
network (collected between 2011 and 2017); the design zone covers most of the transient
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Fig. 5.10. Simplified layout of various methods for transient voltage dip mitigation.
(a) Dynamic Voltage Restorer. (b) HVDC System. (c) STATCOM. (d) Motor-Generator
Set.
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– Static Synchronous Compensator (STATCOM): this technology is already used
for reactive and active power compensation. STATCOM would fully restore the
load voltage during transient voltage dips by dynamic shunt (parallel) injection,
combined with an integrated energy storage system (Fig. 5.10c).
– Motor-Generator Set: such a system would decouple the network from the load.
During transient voltage dips, the load voltage is restored by using the energy
stored in a rotating mass (Fig. 5.10d).
– Medium-Voltage DC (MVDC) distribution network: the principle of this approach
is the distribution of power using DC. In combination with energy storage, this
technology mitigates transient voltage dips, eliminates the reactive power, reduces
the distribution losses and, compared to AC distribution, permits a larger spacing
between electrical substations in the tunnel. This promising technology is still in
its early stage of development and would require considerable R&D efforts before
its use (see Sect. 12.11).
5.5 Emergency power
The emergency power concept is based on the requirement to keep essential parts
of the accelerator infrastructure operational if the regular power source fails. Par-
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Table 5.10. Load classes and main characteristics.
Load class Load type
(non-exhaustive list)
Power unavailability
duration in case of
degraded scenario
Machine Power converters, radio
frequency, cooling
pumps, fan motors
Until return of main
supply
General Services Lighting, pumps,
vacuum, wall plugs




















ticular emphasis is put on loads related to personnel and machine safety during
degraded situations. The various load classes and types are shown in Table 5.10.
The main ranking parameters are the acceptable duration of the power interrup-
tion and whether the load is part of a personnel or accelerator safety function
or not.
Machine loads are energised from the transmission network through the dis-
tribution network and do not have a second source of supply. The general ser-
vices loads typically accept power cuts of several minutes to hours. They can
switch to an alternate source or wait until the main source is restored. Secured
loads include personnel and machine safety equipment or systems that can only
accept short power cuts up to a duration of 30 s. They require three staged sup-
plies. In a degraded situation, the first backup is implemented by a generator
power station, which typically starts up within 10 s. If the power station is unavail-
able, the second backup is implemented by supplying power from the regional
grid.
High availability loads require true uninterruptable power supply. The network
scheme is composed of two redundant uninterruptable power supply (UPS) systems
that are supplied from the distribution network in the two adjacent points. Down-
stream of the redundant UPS systems, a doubly redundant network delivers two
independent sources, each coming from an adjacent point to the end-user plug. Each
piece of end-user equipment has two entries and will manage the double source
of supply. To meet safety and access requirements, UPS and batteries are located
outside the tunnel and above ground. Figure 5.11 shows the functional scheme of
the general services loads network and the doubly redundant uninterruptable load
network.
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The FCC-hh is unique among superconducting synchrotrons because it will be based
for the first time on 16 T superconducting magnets with Nb3Sn windings operating
at a temperature below 2 K in order to minimise the amount of superconducting
material. In addition, the 50 TeV beam energy will generate a large amount of syn-
chrotron radiation, which for the first time will become the predominant entropic
load of the cryogenic system of a superconducting collider [290].
Functions and constraints
The superconducting magnet windings will be immersed in a pressurised bath of
superfluid helium at about 0.13 MPa (1.3 bar) and a maximum temperature of 1.9 K.
This provides a sufficient temperature margin for heat transfer across the electrical
insulation. As the specific heat of the superconducting material and its copper matrix
fall rapidly with decreasing temperature, the very large specific heat of superfluid
helium at 1.9 K (typically 105 times that of the conductor per unit mass and 2 × 103
times per unit volume), combined with the heat conductivity at moderate flux (3000
times that of cryogenic grade OFHC copper, peaking at 1.9 K) can have a powerful
stabilising action on thermal disturbances. This cooling requirement applies during
stored beam operation. The temperature excursion during a magnet current ramp-up
must remain below 2.1 K. During pre-cycles the temperature excursion may be larger
but must still remain below the helium II/helium I phase transition (lambda line).
The cryogenic system must cope with load variations and the large dynamic
range induced by operation of the collider. The system must also be able to fill and
cool down the cold mass of the machine, 230 × 106 kg, in less than 20 days, while
avoiding thermal gradients higher than 50 K in the cryomagnet structure. This limit
in thermal gradient and time also applies to the forced emptying and warm-up of the
machine prior to shutdown periods. The cryogenic system must be able to cope with
resistive transitions of the superconducting magnets, which will occasionally occur in
the machine, while minimising the loss of cryogen and system perturbations. It must
handle the resulting heat release and its consequences, which include fast pressure
rises and flow surges. It must limit the propagation to the neighbouring magnets and
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Fig. 5.12. Cross-section of the tunnel and main cryogenic components.
recover in a time that does not seriously affect the operational availability of the
facility. A resistive transition extending over one lattice cell should not result in a
downtime of more than 8 h. Finally, to ensure reliable operation, the system should
have some redundancy among its components and sub-systems.
The cooling power required at each temperature will be produced by 10 refriger-
ation plants at 6 technical sites and will be distributed to the adjacent sectors over
distances of up to 10 km. The number of active cryogenic components distributed
around the ring is minimised for reasons of simplicity, reliability and maintenance.
To simplify the magnet string design, the cryogenic headers, which distribute the cool-
ing power along a machine sector, and all other active cryogenic components in the
tunnel, are contained in a compound cryogenic distribution line (see Fig. 5.12). The
cryogenic distribution line runs alongside the magnets in the tunnel and feeds each
107 m long half-cell in parallel via a jumper connection. Spacing of the jumper con-
nections was optimised to one half-cell. The tunnel is inclined at 0.2% with respect to
the horizontal, thus giving rise to differences in elevation of up to 60 m across the ring
diameter. This will generate hydrostatic heads in the cryogenic headers and could
generate instabilities in two-phase, liquid-vapour, flow. All fluids should be trans-
ported over large distances in mono-phase state to avoid these harmful instabilities,
i.e. in the superheated vapour or supercritical regions of the phase diagram. Local
two-phase circulation of saturated liquid, in a controlled direction, can be tolerated
over limited distances. Equipment is installed above ground as much as possible to
avoid the need for excavation of further large caverns. However, certain components,
which must be close to the cryostats, will be installed underground. To limit the
effect of the gravity (hydrostatic head and relative enthalpy variation) in the deep
areas (up to 274 m), the cold part of the helium cycle below 40 K, including cold
compressors, must be located in underground caverns.
For safety reasons nitrogen is not used in the tunnel and the discharge of helium
is restricted to small quantities. These safety aspects are reflected in specific design
features of the system, such as a large acceptance cold recovery header inside the
distribution line. The cryogenic system is designed for fully automatic operation.
Maintenance will be performed during shutdown periods.
Layout and architecture
The cryogenic layout of the machine is a direct consequence of the site constraints
(see Fig. 5.13). It has 6 cryogenic “islands”, where all refrigeration and ancillary
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 High luminosity insertion cryogenic plant
Fig. 5.13. General layout of the cryogenic system.
equipment is concentrated, at points PA, PC, PE, PG, PI and PK. Each site has an
electrical substation, a warm compressor station, cryogen storage (helium, neon and
liquid nitrogen), cooling towers and cold-boxes. The lower cold-boxes, interconnect-
ing lines, and interconnection boxes are located underground. Each cryogenic island
houses one or two refrigeration plants that feed two short (5 km) or long (10 km)
adjacent tunnel sectors, requiring distribution and recovery of the cooling fluids over
distances of 5–10 km underground. Figure 5.14 shows the general architecture of a
cryogenic island. A refrigeration plant comprises one helium refrigerator including a
1.8 K refrigeration unit and one neon-helium refrigerator for efficient high capacity
production above 40 K. At each cryogenic island, an interconnection box couples the
various pieces of refrigeration equipment to the cryogenic distribution line. Where
possible they also facilitate redundancy of the refrigeration plants. To limit the pres-
sure build-up during helium discharge in case of a sector quench and to mitigate the
risks of equipment failures, helium storage is provided at all 12 surface sites.
The cooling of the high-luminosity insertions at Points PA and PG requires addi-
tional cryoplants.
5.6.2 Proximity cryogenics and heat loads
Temperature levels
In view of the high thermodynamic cost of refrigeration at 1.8 K, the thermal design
aim of the cryogenic components is to intercept the largest fraction of heat loads at
higher temperature, hence the multiple, staged temperature levels in the system. The
temperature levels are:
– 40 K–60 K for the thermal shield as a first major heat intercept, shielding the cold
mass from the bulk of heat in-leaks from the environment;










































Fig. 5.14. Cryogenic plant architecture.
– 40 K–60 K to cool the beamscreens which protect the magnet cold bore from
beam-induced loads;
– 1.9 K quasi-isothermal superfluid helium to cool the magnet cold mass;
– 4 K at very low pressure (VLP) to transport the superheated helium coming
from the distributed 1.8 K heat exchanger tubes across the sector to the 1.8 K
refrigeration units;
– 4.5 K normal saturated helium for cooling superconducting radiofrequency cavities
and the lower sections of high temperature superconducting (HTS) current leads;
– 40 K–300 K cooling for the resistive upper sections of the HTS current leads.
The cryostats and cryogenic distribution line combine several low temperature
insulation and heat interception techniques which will have to be implemented on an
industrial scale. These techniques include low-conduction support posts made of non-
metallic fibreglass/epoxy composite, low impedance thermal contacts under vacuum
for heat intercepts and multi-layer reflective insulation for wrapping about 1.2 km2
of cold surface below 60 K.
For FCC-hh, the beam-induced heat load is dominated by the ∼5 MW of
synchrotron radiation in nominal conditions. This beam-induced load must be
intercepted at a temperature well above that of the magnet. A thermodynamic opti-
misation, taking into account the exergetic costs of the beamscreen and cold mass
cooling, gives an optimum operating temperature of around 80 K. This temperature
is not compatible with the vacuum requirements; the closest operating range com-
patible with the vacuum requirement is 40–60 K. This operating range reduces the
entropic load by a factor of 40 with respect to 1.9 K isothermal refrigeration and
by a factor of 5 with respect to the 4.5–20 K non-isothermal refrigeration presently
used for the LHC beamscreens [291]. Besides their primary function of intercepting
beam-induced heat loads at a temperature well above that of the magnets, the beam-
screens also act as an intermediate temperature baffle for the cryo-pump resulting
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from the 1.9 K surface of the magnet bores. In this way it shields the cold surface
from synchrotron radiation, preventing desorption of the trapped gas molecules and
avoiding breakdown of the beam vacuum.
Heat loads
Static heat in-leaks are a function of the design of the cryostats and originate in the
ambient temperature environment. Thermal calculations for the cryostats and the
distribution system are based on LHC thermal performance data with appropriate
scaling of the geometry (for radiation terms) and mass (for solid conduction).
Electrical resistive heating is caused by the non-superconducting sections of the
magnet excitation circuits, essentially in splices of the superconducting cables and in
current leads. The heat load due to magnet splices has to be absorbed by the cold
mass helium bath. Resistive heating in current leads has to be absorbed by cooling
circuits in the electrical feed boxes.
Beam induced loads are deposited in the cryo-magnets through several processes
and by the circulating and colliding proton beams themselves. These loads strongly
depend on the energy, the bunch intensity and on the number and length of the
circulating bunches. The various beam induced loads are:
– Synchrotron radiation inside the bending magnet, mostly absorbed by the beam-
screens;
– Resistive dissipation of beam image currents induced in the resistive walls and
geometrical singularities of the beam channel;
– Nuclear inelastic beam-gas scattering corresponding to a continuous distributed
loss of particles from the circulating beam, mostly absorbed by the cold mass
helium bath;
– Loss of secondary particles, absorbed at 1.9 K in the magnet cold mass helium
bath close to the high-luminosity experimental areas (points PA and PG) and
at 40–60 K in the shielded beamscreens. At a luminosity of 30 × 1034 cm−2 s−1,
secondaries are expected to deposit 6.4 kW at 1.9 K and 45 kW at 40–60 K per
half insertion.
Table 5.11 gives the distributed steady-state heat loads for nominal conditions.
Ramping the magnetic fields up and down generates transient heat loads in the
superfluid helium due to eddy currents in the superconducting cables and in the
mechanical structure of the magnets. Raising the current to its nominal value in
1600 s is expected to dissipate 5 kJ per metre of main dipole. This represents a power
of approximately 3 W/m. This power corresponds to 2 times the total steady-state
heat load at 1.9 K and cannot be extracted in real time. The only practical way to
absorb these transient heat loads and to keep the temperature below 2.1 K during
ramping up and below the lambda line during a pre-cycle (ramping up followed by a
ramping down: 2×5 kJ/m), is to use the heat capacity of the liquid helium contained
in the magnet cold masses. About 33 l of liquid helium per metre length is sufficient
to cope with the energy to be buffered. To extract the energy deposited in a time
compatible with high-luminosity beam operation (<2 h) an extra cooling capacity of
3 kW at 1.8 K per refrigerator is required.
Cooling scheme and cryogenic distribution
The cryogenic flow scheme of a half-cell (string of one quadrupole and 6 cryo-dipoles)
is shown in Figure 5.15. The pressurised superfluid helium bath at 1.9 K, in which
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Table 5.11. Distributed steady-state heat loads (nominal conditions).




Cold mass supporting system 2.4 0.13
Radiative insulation 0.13
Thermal shield 3.1
Feedthrough and vacuum barrier 0.2 0.1
Beamscreen 0.12
Distribution 3.6 0.1 0.24




Synchrotron radiation 57 0.08
Image current 3.4
Resistive heating in splices 0.3
Beam-gas scattering 0.45
Total dynamic 60 0.83
Total 70 1.4 0.24
Dynamic range 8 2.5 1
the superconducting magnets are immersed, is cooled by saturated two-phase helium
flowing in a bayonet heat exchanger (HX) tube extending along the string of magnets
and supplied by line C through expansion valve V1 and a sub-cooling heat exchanger
[292]. The low saturation pressure is maintained by pumping the vapour through
line B. Table 5.12 gives the main superfluid helium cooling loop parameters (LHC
parameters are also given for comparison).
Cool-down and warm-up are achieved by forced circulation of high pressure
gaseous helium supplied at variable temperatures by line E, tapped through valve V2
and returned to the cryogenic plant through valve V3 and line F. Since the operating
pressure (50 bar) is not compatible with the cold mass design pressure (20 bar), the
cool-down and warm-up is performed indirectly via 4 DN30 tubes equally-distributed
in the cold mass yoke. At the end of the cool-down, the liquid helium filling is done
through valve V4.
In case of a magnet quench, the resulting pressure rise is contained below the
2 MPa design pressure by discharging the liquid helium inventory of a half-cell into
line D through the V5 and V6 safety relief valves. The low hydraulic impedance of
this 200 mm diameter pipe, normally maintained at 40 K, is very helpful to contain
the helium discharge and in buffering the gas storage vessels.
The beamscreens are cooled by forced circulation of high pressure helium, tapped
from line E and returned to line F through valve V7, after cooling the magnet thermal
shields and support post heat intercepts [293]. Table 5.13 gives the main beamscreen
cooling loop parameters (LHC parameters also given for comparison).
The weak points of conventional stainless steel tube cryogenic distribution lines
are their compensation units based on bellows and their inherent risk of leaks and
buckling. The conceptual design is based on Invar tubes [294]. Invar, an iron-nickel
alloy, exhibits a very low thermal contraction coefficient and the corresponding cool-
down stresses can be handled without compensation units. Moreover, to transport
the huge refrigeration capacity between 40 and 60 K for the beamscreen and thermal
shield cooling (∼600 kW per sector), an efficient distribution (low pressure drop in
narrow beamscreen cooling channels) combined with the need for a limited size of the
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Line E (40 K, 50 bar)
Line F (60 K, 44 bar)
Line D (40 K, 1.3 bar)
Line C (4.6 K, 3 bar)
Line B (4 K, 15 mbar)
Half-cell length (~107 m)
Beam 1
Beam 2
Q D D D D D D












Fig. 5.15. Cryogenic flow scheme of a half-cell.
Table 5.12. Main superfluid helium cooling loop parameters.
Parameter Unit LHC FCC-hh
Unit cooling length m 106.9 107.1
Sector cooling length m 2900 8400
Number of parallel cooling loops (total) – 216 790
Average nominal heat load W/m 0.40 1.4
Bayonet heat exchanger inner diameter mm 53.4 83.1
Feeder pipe inner diameter mm 10.0 15.0
Wall thickness of bayonet heat exchanger mm 2.3 5.0
Joule-Thomson valve inlet temperature K 2.18 2.18
Free longitudinal cross-section area cm2 60 156
∆T max pressurised saturated HeII mK 50 50
Cold mass operating pressure bar 1.3 1.3
Pumping line (B) diameter mm 270 630
Helium supply line (C) diameter mm 100 80
Heat load on pumping line W/m 0.11 0.24
Pumping pressure at cryogenic plant interface mbar 15 15
Maximum cold mass helium temperature K 1.9 1.9
supply and return lines (lines E and F) has led to the choice of an operating pressure
of 50 bar. This choice complicates the design of reliable bellows-based compensation
units. Table 5.14 gives the dimensions of the main lines and vacuum jackets of the
cryogenic distribution line in the tunnel.
It is proposed to have dedicated cooling loops for each inner triplet quadrupole
assembly (Q1A B, Q2A B C D and Q3A B) in the high-luminosity insertions. The
cooling of the shielded beamscreens at 40–60 K requires four DN15 cooling channels
in parallel, which give a maximum pressure drop of 2 bar for a supply pressure of
20 bar. The cooling of the cold masses at 1.9 K requires four bayonet heat exchangers
in parallel (DN125 for Q1 and DN100 for Q2 and Q3).
5.6.3 Cryogenic plants
Figure 5.16 shows the design of the proposed refrigeration process cycle for the sector
cryogenic plants. For the production of the refrigeration capacity above 40 K, the
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Table 5.13. Main beamscreen cooling loop parameters.
Parameter Unit LHC FCC-hh
Unit cooling length m 53.4 107.1
Sector cooling length m 2900 8400
Number of parallel cooling loops (total) – 432 790
Average beamscreen nominal heat load W/m 1.6 60
Supply pressure bar 3 50
Supply helium temperature K 5 40
Max. allowed BS temperature K 20 60
BS helium outlet temperature (nominal) K 20 57
Minimum BS temperature (nominal) K 5 43
BS pressure drop (nominal) bar 0.5 4.3
∆P control valve (nominal) bar 0.8 1
∆P supply and return line (nominal) bar 0.4 0.5
Total cooling loop pressure drop bar 1.7 5.8
Supply/return header (E/F) diameter mm 100/150 250/250
Exergetic efficiency (distribution only) % 76 86
Total exergetic efficiency (with cold circulator) % N/A 82
Total exergetic efficiency (with warm circulator) % N/A 71







Vacuum jacket of pipe elements 1350
Flanges and bellows of pipe elements 1450
Vacuum jacket of service modules 1500
design is based on a turbo-Brayton cycle using a mixture of neon and helium, which
allows the use of centrifugal compressors in the warm compressor station [295]. These
warm centrifugal compressors have oil-free active magnetic bearings and do not need
gearboxes and shaft seals.
The Carnot efficiency of such a cycle is expected to be higher than 40%. This cycle
will also be used for the pre-cooling of the pure helium cycle at 40 K. This is required
for the production of the refrigeration capacity at 1.8 K to cool the superconducting
magnets. Below 40 K, the helium refrigeration cycle is based on a Claude cycle with
a Carnot efficiency of 28.8% (LHC cryogenic plant value). Refrigeration at 1.8 K
is provided by a cold compressor train in series with warm volumetric compressors
(C3) allowing efficient turn-down capability. Table 5.15 gives the main heat loads per
sector for users in the tunnel. The capacity of a sector cryogenic plant is equivalent
to about 110 kW at 4.5 K. The electrical power required is 24 MW per main sector
cryogenic plant, i.e. 240 MW in total for the machine.
For the high-luminosity insertions, the cryogenic plant design is driven by collision
debris (secondary particles) power. Per insertion, the cryogenic cooling duties are:
– 90 kW at 40–60 K for the beamscreen cooling;
– 1.4 kW at 40–60 K for the thermal-shield cooling;
– 12.8 kW at 1.8 K for the cold mass cooling;
– 60 g/s at 40–300 K for the current-lead cooling.














































































Fig. 5.16. The design of the proposed refrigeration process cycle. (a) The refrigeration
process cycle for nominal. (b) Cool-down modes showing the main tunnel user loads.
One characteristic of a turbo-Brayton cycle is that the refrigeration power is
proportional to its operating temperature, i.e. if the cryogenic plant is producing
500 kW at 50 K, it will be able to produce up to 2.25 MW at 225 K. Consequently,
this turbo-Brayton cycle can also be used to produce the cooling capacity to cool
down the 23 kt cold mass of a sector. A warm circulator (C1) is required to supply
the cool-down mass flow. For a cool-down temperature difference of 75 K per half-
cell (giving less than 50 K temperature difference per magnet), the required mass
flow to distribute the cooling capacity is 5.8 kg/s and the maximum pressure drop,
during the cool-down with a supply pressure of 50 bar, is about 6 bar. The cool-down
time from 300 to 40 K using the turbo-Brayton refrigeration cycle is about 15 days.
The cool-down operation cost which corresponds to the electrical consumption of the
turbo-Brayton cycle and of the warm circulator is about 2.3 MCHF for the whole
machine. This cost has to be compared with a cool-down using liquid nitrogen (LN2)
pre-coolers which will require 45 000 t of liquid nitrogen (∼4 MCHF per cool-down),
large LN2 storage reservoirs (56 000 m3 equivalent to 10 spherical reservoirs with a
diameter of 27 m), which will be empty most of the time and challenging delivery
logistics to get the LN2 inventory at the right time.
A cold circulator (C2) will supply a mass flow of 5.6 kg/s at 50 bar with a pressure
ratio of 1.13 to compensate for the 5.8 bar pressure drop in the cooling loop to cool
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Table 5.15. Nominal main tunnel user heat loads per 10 km long sector.











Cold mass steady state load,
Qcm
12
Additional load for transient
mode
3
Beamscreen load, Qbs 504






Pumping line (line B) load, Qb 2
Current leads cooling, Qcl 85
RF cavity modules (Point H left
or right)
1.5
Total 580 15 2 1.5 85
the beamscreen and thermal shield. Assuming an isentropic efficiency of 70%, the
130 kW compression power consumed by this cold circulator, has to be extracted
at cryogenic temperature. The total exergetic efficiency of this cooling loop is 82%
(see Tab. 5.13). As the parameters (mass flow, operating pressure and pressure ratio)
of the cold circulator C2 are about the same as the warm circulator C1, the warm
circulator can also be used as a redundant machine for the beamscreen and thermal
shield cooling loop. In this case, the total exergetic efficiency will be reduced to 71%
(see Tab. 5.13), assuming a warm circulator isentropic efficiency of 83% and an NTU
of 40 for the heat exchanger HX1. The difference of 11% in the exergetic efficiency
using cold or warm circulators will give an operational cost saving of about 2.8 MCHF
per sector over 10 years of operation. This operation cost saving compensates the
capital expenditure of a cold circulator.
Another challenge for the cryogenic system is the dynamic range of 8 (see
Tab. 5.11) which is mainly due to the synchrotron radiation power deposited on
the beamscreen which increases with the 4th power of the beam energy. The cor-
responding heat load transient is severe, since the synchrotron radiation reaches its
maximum value in less than 30 min. This transient has to be handled by the local
cooling loops, which do not allow temperature excursions of the beamscreens above
60 K, and by the cryogenic plants, which have an inherent time constant in adapting
to the capacity.
The local cooling loop strategy is to keep a constant mass flow corresponding to
the expected nominal value in each loop. Without beams, the temperature gradient
along the beamscreen is around zero. With beam, when the synchrotron radiation
reaches its nominal value, the temperature gradient will obviously appear but only
require a small adjustment to the mass flow. Working at constant supply pressure
at the outlet of the beamscreen circulator would require that a large quantity of
helium was discharged and refilled, when the return line F (∼400 m3 per sector) has
its temperature varying alternately between 40 and 60 K. The corresponding density
variation of 15 kg/m3 would yield a mass variation of about 6 t per sector. To avoid
this large inventory variation, it is proposed to work with a constant helium inventory
in the beamscreen and thermal shield cooling loop. Consequently, the pressures in
line E and F will be reduced when there is no beam and will progressively increase
to their nominal value in steady state with beam.
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Fig. 5.17. Evolution of the pressure and temperature of lines E and F at the cryogenic




















Fig. 5.18. Evolution of the refrigeration capacity during a typical physics run.
In addition, due to the large thermal inertia of the two 250 mm distribution lines,
the capacity at the cryogenic plant interface increases with a time constant of about
4 h, compatible with the ability to adapt to the capacity of such a large cryogenic
plant [296]. Figures 5.17 and 5.18 show the evolution of the various parameters
during a typical low luminosity physics run with a stable beam plateau of about
10 h. In the case of high luminosity physics runs, the stable beam plateau duration
will be about 4 h, i.e. the cryogenic plant will never operate in steady state.
The cooling of the superconducting magnets requires a refrigeration capacity of
15 kW at 1.8 K per cryogenic plant, 7 times larger than the state-of-the-art cryogenic
plants presently in operation for the LHC. Specific research and development on the
design of larger cold compressors and on the concurrent operation of cold compressor
trains will be required. The dynamic range of 3 will not be an issue for the proposed
mixed compression scheme as demonstrated at LHC [297]. Additional studies are
expected to improve the overall efficiency of helium plants. Potential areas for such
improvements are the introduction of centrifugal compressors in the warm compres-
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Fig. 5.19. Cryogen storage.
sion station and the pre-cooling capacity of the Claude cycle down to 40 K usefully
provided by the turbo-Brayton cycle as shown in Figure 5.16. Engineering studies
to propose alternatives and/or possible improvements are underway with industrial
partners specialised in large helium refrigeration.
The present heat loads have to be considered as ultimate conditions, which do not
require operational margins. However, to guarantee operation with high availability,
the cryogenic system requires a minimum operational margin factor of 1.3. This factor
can be obtained by reducing the beam parameters (beam energy and/or bunch pop-
ulation) which affect the beam-induced heating. This minimum operational margin
can be obtained as follows:
– At the nominal bunch population (1011 ppb) by reducing the nominal beam energy
to 92.5 TeV;
– At nominal beam energy (100 TeV) by reducing the bunch population to 7.5 ×
1010 ppb;
– By reducing the beam energy to 95 TeV and the bunch population to 9×1010 ppb.
5.6.4 Cryogen inventory and storage
The cryogenics system will require neon, helium and nitrogen. Figure 5.19 shows the
cryogen storage infrastructure distributed across the various surface sites.
Nitrogen will only be required for the regeneration of absorbers and dryer beds,
consequently, one standard 50 m3 LN2 reservoir is planned for each site housing
cryogenic plants (6 in total).
The proposed mixing rate of the Ne–He cycle is 25% neon and 75% helium. As
this cycle is localised at ground level, the neon inventory can be kept at about 500 kg
per cryogenic plant. It is proposed to store the neon inventory in 5× 2 m3 cylinders
at 200 bar per cryogenic plant, corresponding to a storage capacity of about 1.5 t per
cryogenic plant.
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The helium inventory is mainly driven by the cold mass void fraction (33 l/m
scaled from the LHC cold mass inventory) and by the lines E and F (250 mm diam-
eter) which contain high density helium. The total helium inventory is about 880 t,
equally shared between the cold mass and the distribution system. 20% of the inven-
tory will be stored in standard 250 m3 medium pressure reservoirs (216 reservoirs in
total). The remaining 80% will be stored in 120 m3 liquid reservoirs (50 reservoirs in
total). There must be boil-off liquefiers (one per site, 300–150 l/h) to preserve the liq-
uid helium inventory during long shutdown periods, when the main cryogenic plants
will be overhauled.
5.7 Equipment transport and handling
5.7.1 Underground vehicles
The vehicles which will be used in the tunnels will comply with the relevant European
Directives (Machinery Directive 2006/42/EC, RoHS Directive 2011/65/EU) as well
as CERN safety codes and EN standards. All equipment will have integrated recovery
mechanisms and procedures (on-board or separate).
The transport system comprises tractors and trailers which are combined to form
convoys tailored to match the dimension and weight of the payload and installation
situation. A tractor can tow one or more trailers. The vehicles will be equipped with
an automatic guidance system and powered by batteries. The speed and the number
of vehicles will be adjusted to meet the installation schedule. All required equipment
can be supplied by industry using currently available technologies.
Tractor characteristics
Each tractor will be equipped with two trailer hitches (one each at the front and
rear) to connect the tractor to the trailers. The tractor will be equipped with electric
motor drives and therefore run emission-free in the tunnel. An intelligent navigation
and control system will drive the tractor autonomously in the tunnels. The general
characteristics of the tractors are summarised in Table 5.16.
Trailer characteristics
The trailer (Fig. 5.20) uses an electronic steering system, a drawbar and a vibration-
damped support for the load. The special wheels are mounted on pendulum axles
(swing axle). The general characteristics of the trailers are summarised in Table 5.17.
Magnet transport
To transport cryo-units (magnets in their cryostats) a convoy will comprise a tractor
and two trailers. Figure 5.21 shows the transport and handling of a cryo-unit in the
tunnel. It is preferred to have the trailers separate from each other because that way
they adapt better to the dimensions of the payload.
Two transfer tables equipped with lifting jacks (Fig. 5.21) will unload the trans-
port vehicle once it has arrived at its destination. The two units will transfer the
cryo-unit laterally from the trailers and place it at its final position. The handling
units will be externally powered and operated using remote controls. The general
characteristics of the magnet transfer tables are summarised in Table 5.18.
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Table 5.16. General characteristics of the transport tractors.
General characteristics Type/Value Complementary
information
Type Battery powered 1 or 2 tractors per convoy
Front and rear (optional)
Power Electric Equipped with batteries
Operator position (for
non-standard operations)
Seated In longitudinal position
Use Underground
Rated capacity (nominal) 60 t
Maximum Slope 2.5%
Steering Automatic Optical guidance device




Up to 10 km/h Up to
20 km/h








Battery type Gel or lead acid
Autonomy (at nominal
load – 60 t)
Min. 25 km On flat surface
Fig. 5.20. A conceptual view of a trailer.
5.7.2 Overhead cranes
The electrical overhead travelling (EOT) cranes for the FCC will comply with relevant
European Directives (2006/42/EC, 2014/30/EU and 2014/35/EU) as well as CERN
safety codes and EN standards.
They are classified as light/medium duty cranes depending on their frequency
of use and load spectra. Their FEM (European Federation of Material Handling)
classification is A4/M4.
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Table 5.17. General characteristics of the transport trailers.
General characteristics Type/Value Complementary
information
Type Separate trailers 1, 2 or 3 trailers per
convoy
Power Electric/ battery For steering device
Suspension Damping element Elastic high-performance
PUR-based material
Steering Steerable chassis Automatic guidance
device
Use Underground
Rated capacity (nominal) 30 t
Maximum Slope 2.5% Brakes
Wheels/Tyres Heavy duty rollers
Travel speed: Loaded
Unloaded
Up to 10 km/h
Up to 20 km/h
Nominal speed on flat
surface
Fig. 5.21. Transport and handling of a cryo-unit in the tunnel.
The hoist design ensures that hook lifting and lowering can be performed without
horizontal drift. An emergency brake is installed to avoid dropping the load should
any elements of the hoisting drive chain fail. To obtain smooth acceleration, electric
motors are driven by inverters. The crane is therefore suited to handle fragile objects.
The maximum speeds are chosen in the following ranges:
– Lifting speed: 8–10 m/min;
– Cross-travel speed: 12–15 m/min;
– Long-travel speed: 15–20 m/min.
Laser sensors and a programmable logic controller (PLC) control the hook posi-
tion in order to ensure precise positioning and to define multiple areas where the
hook must not access.
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Table 5.18. General characteristics of the magnet transfer tables.
General characteristics Type/Value Complementary
information
Type Remotely operated 2 units per cryo-unit
Power Electric or hydraulic External supply
Operator position External Master/Slave remote
control
Use Underground




Wheels/Tyres Heavy duty wheels




Fig. 5.22. Conceptual view of a handling unit configured with a hydraulic lifting
mechanism.
A shaft crane is an overhead crane installed in a surface building, whose hook can
reach an underground cavern and the shaft leading to it. Shaft cranes also comply
with the following requirements:
– FEM classification of the hoisting gearbox is M6;
– The hoist is fitted with redundant electric motors;
– The hoist runs at twice the nominal speed if no load is attached to the hook;
– A weighing system takes into account the effect of the cable’s own weight.
The installation of a crane takes between 3 weeks and 3 months depending on the
capacity and lifting height.
5.7.3 Lifts
The lifts for the FCC will comply with the relevant European Directives (2006/42/EC
and 2014/33/EU) as well as CERN safety codes and EN standards.
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The lifts can use standard technologies like those used in high-rise buildings where
they already cover heights of up to 450 m. The FCC-hh has 12 access shafts which
will be equipped with two lifts each.
The lifts are the only authorised means for personnel access to and from the
underground areas, therefore the lift shaft concrete modules will be over-pressured.
The lifts will be powered from the secure power network in order to remain fully
operational should the standard electrical network fail. For the same reason, the lift
shaft modules were designed with 2 lifts in order to create redundancy (safety) and to
ease operational (access) and maintenance (availability) aspects. A view of an access
shaft, showing the two lift locations, is given in Figure 4.5.
The lift capacity and speed will determine how many people can simultaneously
work in the underground areas. A time of about 4 min has been defined as duration
of each lift cycle, including people entering the lift, the time for the lift to travel from
underground to the surface, and people exiting the lift (for shaft depths of 300 m
and a lift speed of 4 m/s).
Since both lifts can operate simultaneously and independently, up to 300 people
can be evacuated from the underground areas at a single access point within 30 min.
This reduces to 150 people if only one lift is operational.
Studies showed that around 80% of the LHC non-machine components were trans-
ported with lifts. Lifts with 3 t capacity have the best cost/capacity ratio; these were
thus chosen as baseline solution.
The installation of a lift takes between 3 and 6 months depending on the shaft
depth. The main characteristics of a lift are:
– Speed : 4 m/s
– Capacity : 3000 kg/38 persons
– Shaft height : (up to) 400 m
– Car (length× width× height) : 2700 mm× 1900 mm× 2700 mm
– Door (width× height) : 1900 mm× 2700 mm
– Shaft width : 2750 mm
– Shaft length : 3750 mm
– Headroom : 7700 mm
– Pit depth : 5900 mm
5.8 Personnel transport
Trailer-towing vehicles can be used for collective or individual transport of per-
sonnel (e.g. to and from installation, maintenance and repair locations), including
the transport of tools and spare parts. The characteristics and performance require-
ments correspond to those of the rescue vehicles (see below). The overall width of
any vehicle has to be compatible with the aperture of the fire-compartment door.
Since the maximum distance from an access point to an intervention location does
normally not exceed 5 km, alternative means of individual transport such as electric
bicycles can be used. The bicycles must carry spare batteries and an on-board charger.
5.8.1 Transport for emergency services
Transport of emergency teams and their equipment for fire fighting and rescue is a
safety-related function. Today, solutions exist for both safety related and normal per-
sonnel transport that comply with the relevant regulations and standards. While cur-
rent CERN vehicles respect European Directives, international standards and CERN
safety codes, they will not meet FCC requirements because of the greater distances.
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Table 5.19. Tractor specifications.
General conditions
Type Tow tractor without cabin
Driver position Standing straight (front) and
seated (back)
Passenger position 1 to 2 seated passengers
(backward)
Propulsion Electric/AC drive technology
Gears 1 forward/1 backward
Performance
Speed Variable up to 25 km/h
Minimum speed 4 km/h (fully loaded on a 12%
slope)
Ascending capacity Minimum 12% slope (“loaded” for
a min. distance of 1 km) Minimum
20%˙ slope (“unloaded” for a min.
distance of 50 km)
Mileage minimum 50 km at 25 km/h (“loaded” on flat
floor)
Turning radius 1800 mm maximum
Payload/Towed load 300 kg/1000 kg
Basic dimensions
Overall width 750 mm maximum
Overall length 2100 mm maximum
Overall height 940 mm maximum
Clearance between the chassis and
the floor
100 mm minimum
Tare weight (including battery) 800 kg maximum
Furthermore, the need to transport sufficient quantities of breathing apparatus has
to be considered.
The concept of trailer-towing tractors satisfies all requirements. One trailer could
be equipped with a compressed air foam (CAF) fire fighting system and extinguishers,
while a second trailer could carry injured people. The convoy comprises three fire
fighters (two on the tractor, one standing on the trailer). The battery powered vehicles
will be equipped with an on-board charger. The general specifications for the tractors
and trailers are given in Tables 5.19 and 5.20.
5.9 Geodesy, survey and alignment
As was already the case for the Large Electron Position (LEP) collider in the 1980’s,
the FCC-hh will be the most demanding project in terms of positioning accuracy
over a circle with nearly 100 km circumference. Present technical possibilities have to
be compared to future physics requirements, to define which developments need to
be undertaken.
5.9.1 Alignment tolerances
The alignment precision requirements will drive any survey study. The absolute accu-
racy in the vertical direction is the deviation from the theoretical plane of the collider,
whilst in the transverse plane it is the variation of its radius with respect to the the-
oretical value. The differential variations between several consecutive magnets is the
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Table 5.20. Emergency trailer specifications.
General conditions
Assisting fire fighter 1 standing on a platform facing the
victim
Passenger 1 lying on the back on a stretcher
Performance
Minimum turning radius 1100 mm
Ascending capacity 12% slope
Full load tractive force with
acceleration from 0 to 15 km/h in 10 s
850 N
Storage Permanently stored with full load
Material transport
Total maximum capacity 450 kg
Persons transport
Weight victim on stretcher 100 kg
Weight fire fighter 100 kg
Total maximum capacity 450 kg
Basic dimensions
Overall width 750 mm
Overall length 2300 mm maximum
Overall height 940 mm maximum
Clearance between the chassis and the
floor
60 mm minimum
Useful length 2200 mm
Useful width 740 mm
Trailer floor height 340 mm
Void weight 150 kg
relative accuracy. This latter type of error has a more direct effect on the closed orbit
of the particles. A value of several mm has been assumed as the requirement for the
absolute accuracy (this was achieved for LEP and LHC). A relative misalignment of
0.5 mm (1σ) between consecutive quadrupoles and 1 mrad (1σ) for the roll angle are
indications from beam physics simulations [298]. This error budget has to be shared
between mechanical errors, due mainly to the assembly process and alignment errors,
including misalignments due to ground motion or mechanical constraints.
5.9.2 Geodesy
As the area covered by the FCC is ten times larger than that of the LHC, an extension
of the mean sea level equipotential surface of gravity (also called the geoid) has to be
studied, as well as the installation of a new geodetic network. To achieve the abso-
lute accuracy of the surface geodetic network, Global Navigation Satellite Systems
(GNSS) will be used, possibly complemented by electro-optical distance measure-
ments. The transfer of the geodetic network points from the surface to the tunnel,
through shafts with a depth of up to nearly 300 m, will require new developments.
The underground network will necessitate gyro-theodolite traverses, as well as accu-
rate distance and angle measurements and possibly offsets with respect to a stretched
wire.
5.9.3 Metrological aspects
Metrological checks and alignments have to be integrated at different times in
the manufacturing and assembly processes. This includes the fiducialisation, which
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determines the survey reference points with respect to the reference axes of a com-
ponent. The techniques proposed are similar to those used for LHC, i.e. laser track-
ers and photogrammetry. New sensors such as frequency scanning interferometry
(FSI) [299] will be used for monitoring elements inside cryomodules and elsewhere
when justified by the accuracy required. The positioning of the alignment targets
(fiducials) has to take into account the survey needs and the experimental cavern
or accelerator tunnel constraints. The equipment supports have to comply with the
alignment specifications and constraints.
5.9.4 Alignment of accelerator components
The alignment of accelerator components will be done in two steps:
– The first “absolute” alignment from the underground network will be performed
using a standard digital level and total station measurements.
– The “relative” alignment or smoothing. For a cell twice as long as an LHC cell, the
levelling technique and offset with respect to a stretched wire have to be improved
in order to achieve the tolerance. As the magnets will be installed in a new tunnel,
the alignment will have to be re-checked and probably adjusted every year, at
least during the first ten years. Because of access restrictions, measurements and
realignments will have to be performed rapidly. A survey and alignment train will
need to be developed; a prototype of such a train using interferometry technology
was studied for automatic survey of the ILC [300].
5.9.5 Interaction regions and collimator areas
The alignment accuracy for the interaction regions is assumed to be the same as
for the LHC, i.e. 0.1 mm for the triplets located on the same side of the IP, 0.2 mm
from left side of the IP to the right side and 0.5–1.2 mm from the triplets to the
detector (all values given at 1σ). To achieve these specifications, survey galleries will
be needed to host part of a permanent monitoring system based on the latest sensor
technology available.
Due to the high level of radiation in the collimator areas, a permanent monitoring
system, or an automatic measuring solution using a survey train, will be used together
with a remotely controlled re-alignment system. They will be based on the latest
developments implemented for HL-LHC. A robotic solution must also be developed
to maintain, dismantle and re-install the permanent survey systems.
5.9.6 Experiments
The alignment accuracy for assembly of the experiment is assumed to be similar
to those of Atlas and CMS i.e. 0.5 mm. The positioning of the experiment with
respect to the beam line is done using a geodetic network for the experiment derived
from the underground network. It is composed of points distributed across the whole
cavern volume on the walls and floor. It is used at all stages of the assembly and
positioning of the detectors. It is measured once the cavern has been delivered and
is still empty, using mainly distances, angles and levelling measurements. The use
of 3D laser tracker technology is appropriate for this type of 3D network. From this
network, only the outer skin of the experiment is visible and therefore the position of
the inner detectors will be reconstructed from the position of the external fiducials
and the fiducialisation and assembly measurements. However, the forward trackers
are located inside a magnetic field and this has to be studied.
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Fig. 5.23. Scope of the IT services found in a high-energy physics research facility.
5.10 Communications, computing and data services
During the LHC operation era computing for particle accelerators and the experi-
ments has evolved into a service for a world-wide user community. Adopting products
and best practices that emerge from an ever-growing Information and Communica-
tion Technologies (ICT) industry has proven to be a cost and performance effective
path to serve the community. Large-scale science projects used to be a driver of IT
infrastructure developments [301–306]. A future particle collider research facility can
again be a case and a driving force for advanced ICT developments in areas that go
beyond the hardware and software domains, which dominated the particle accelerator
projects of the 1980’s and 90’s.
A set of general services comprising wired and wireless networks, desktop, mobile
and centralised computing for all users, various storage system tiers, software and
data provisioning, authentication and authorisation, assistance and consultancy,
training and much more, form the backbone of services for individual business units
(see Fig. 5.23). Depending on the activity type, different levels of quality of service
apply. The particle collider experiments require an elastic data communication and
processing infrastructure for data acquisition and high-level event filtering. The data
need to be made accessible for a world-wide research community together with data
organisation, archiving, retrieval and the management of a dynamically evolving fed-
eration of participating organisations. The provision of openly accessible information
and the engagement of the public through services to develop citizen-science projects
are additional functions for this domain. Computing for the particle accelerator, on
the other hand, involves various different networks for data, voice and video com-
munication as well as infrastructures comprising embedded and real-time computing
facilities.
Service units of the facility such as the fire brigade and medical services, secu-
rity and site protection, environmental monitoring, safety-related systems and indus-
trial installations require dedicated IT services. In particular, remote monitoring and
intervention has become an important means to reduce service level agreement costs
for industrial plants over the last ten years. Finally, administration units ranging
from human resources and finance to different types of workflow systems need to be
appropriately served whilst taking into account the length of the construction and
operation phases which will last for decades. For all domains, resilience, data protec-
tion, cyber-security, technology evolution and migration and long-term data accessi-
bility are topics that call for a dedicated organisation to ensure proper coverage with
an appropriate mix of in-house personnel, external suppliers and industry/academia
partnerships.
The significant geographical extent of the services and long-term sustainability
of a new large-scale particle-collider research facility require a shift of activities,
traditionally covered by individual detector and accelerator engineering groups, to
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a business oriented scientific IT unit. This approach allows tenders, contracts and
operation to be optimised at an organisation-wide scale as well as influencing the value
of member state contributions favourably for the member countries, the organisation
and the world-wide community. In particular, this approach for the construction and
operation of data centres can be beneficial for experiment users, accelerator engineers
and users with generic needs.
Computing and interconnect technologies are evolving rapidly and generation
changes need to be expected. At the same time the optimum cost effectiveness is
continuously swinging between buying and leasing. This ever changing IT environ-
ment can best be accommodated by a continuous cost/benefit analysis considering
all users in the organisation, carried out by a team which is working closely with
industry on one side and with the users on the other.
Embedded and real-time computing including programmable logic controllers are
also a concern for a technology infrastructure that is characterised by its longevity
and thus dominated by operating costs. Given the significant increase in the num-
ber of devices for a future collider, further standardisation, coordinated testing and
certification and procurement and maintenance/repair services, available to all users
of the organisation, will help to improve the cost effectiveness. A large-scale par-
ticle accelerator building on decades of engineers experience presents an ideal case
for an openly available architecture and platform for supervisory control to inte-
grate the diverse subsystems. A system that can evolve with emerging “Internet of
Things” (IoT) products and yet unanticipated device technologies can create impact
far beyond the particle accelerator community.
Cyber-security plays an increasingly important role in IT systems and embed-
ded computing is no exception to this. The use of processors, operating systems
and embedded Web servers in the majority of programmable laboratory equip-
ment such as simple digital I/O devices, measurement instruments, oscilloscopes and
autonomous robots already require a well organised infrastructure. This is supported
by a process that leads to a secure environment on one side and which has the least
possible impact on usability on the other side. For example, it should allow the pos-
sibility of developing and deploying across network boundaries, create islands and
sandboxes to limit potential harm, have transparent virus and malware checking and
isolation, have system updates that have little or no impact on work efficiency, pro-
vide coordinated rollback and much more. This evolution is expected to continue
and the IoT approach will also require an organisation wide vertical integration of
services across the horizontal user domains [250].
Cooperation on IT standards, technology developments and organisation with
other research facilities which have similar requirements (e.g. DESY, ESRF, ESS,
Fermilab) needs to be strengthened. Synergies with other scientific domains (e.g.
astronomy and radioastronomy facilities, material sciences with light sources and
FELs, astrophysics installations such as neutrino and gravitational wave observato-
ries, particle accelerators for medical applications and nuclear fusion experiments)
can be developed to lead to more effective operation of world-wide IT services for
research. Activities spawned by DESY on front-end computing hardware [307] and
CERN’s openlab [308] are good examples for such initiatives.
The geographical extent of a 100 km long particle collider across the Canton of
Geneva and far into the Haute Savoie region suggests the development of cooperation
with the host state communication network providers and with telecom operators.
Improving the high-tech communication, computing and data service infrastructure
in the region is high on the agenda of the host state authorities with an ambition
to become a “European Silicon Valley” [309]. It creates further potential for the
strengthening of CERN as a focal point of high-technology in a region in which the
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population approaches 2 million (departments Ain and Haute Savoie, canton Geneva)
and which also has a high annual growth rate [310].
Possible services do not only include fibre optics and data centres that can be
shared with academic partners but can also include mobile communication and the
cooperation with emergency and rescue services in a cross-border context. CERN’s
activities concerning the establishment of the TETRA radio communication system
in the region are a first step in this direction [311]. CERN’s particular status as
carrier-neutral Internet eXchange Point (CIXP) [312] will gain importance in a tech-
nology ecosystem that becomes ever more dominated by profit making organisations
which are building and operating global communication infrastructures. These collab-
orations may help to ensure that non-profit making organisations continue to operate
independently and become less dependent on infrastructure operator priorities, which
may favour financially stronger commercial clients.
Beyond the regional scale, the LHC programme has shown the value of a world-
wide computing and communication infrastructure to make the research data avail-
able to scientists in all participating countries [313]. The success of a future particle
collider programme will rely even more on international participation. Many poten-
tial participating countries are not part of CERN’s global vision today and some
are still technologically underserved. The SESAME light-source under the auspices
of UNESCO is a great example of such an initiatives [314]. The capacity to plan,
develop and implement a world-wide inclusion policy goes beyond the scope of the
high energy physics community and is therefore also a good opportunity to establish
a common strategy with other scientific disciplines. A timely development of such an
initiative will help raising the interest and acceptance level of large-scale investments
in an infrastructure focusing on fundamental scientific research.
Considering the fast evolution of information technologies in all domains [315],
the long term cost impact of in-house technology developments and their potentially
limited large scale impact, it is prudent to base architectures for the particle acceler-
ator and the experiment data processing environments on industrial hardware, soft-
ware and service infrastructures. The particular needs of an FCC-scale facility may,
however, also represent attractive test-beds for emerging technologies. Co-innovation
projects with industrial partners during the early construction phase, permitting pre-
commercial procurement initiatives that can lead to high-performance infrastructure
services at a competitive cost are one way to optimise this situation [316].
A preliminary cost-benefit-analysis of the LHC/HL-LHC programme [317]
revealed that more than the impact value generated by training coresponds to more
than one third of the infrastructure’s cost (sum of captital and operation expen-
ditures). The ICT sector represents an ideal case for training at large with ever
growing societal and industrial demands. Early stage researchers and engineers are
much appreciated participants in CERN’s technology programmes, which give them
opportunities to acquire skills that are also high on the wish list of industry. It
would be possible to extend these training programmes to participating industrial
partners, generating value for industry directly. The CERN openlab public-private
partnership already demonstrates the validity of this approach. Further industrial
cooperation can focus on field testing of pre-commercial products and services, com-
mon optimisation, development of standards and best-practices and co-innovation
with the research infrastructures as a demonstration case. These activities would be
carried out in low risk environment for industrial partners of any size. The scaling up
of the open, industrial SCADA platform PVSS around the year 2000 is one example
of the success of this approach [318]. Eventually, the company was integrated in the
SIEMENS group and the software has been re-branded as WinCC OA to become the
SIEMENS flagship SCADA system on the global scale.
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Finally, long-term data availability [319] has become an important aspect of ensur-
ing the lasting impact of the facility [320]. The accessibility of several decades worth
of raw LHC data, all metadata and previous analysis results has turned out to be a
major topic for the ICT community. With a future particle collider, the time span
will extend to the end of the 21st century, calling for evolving data storage and man-
agement systems that serve the worldwide particle physics community for more than
100 years. Considering the continuous evolution of data formats, the ever-changing
particle detectors and a highly dynamic user community, data quality management
is a primary topic. The value of a particle collider research facility depends directly
on its quality and long term world-wide accessibility for as large a community of
scientists as possible.
5.11 Safety and access management systems
A safety management system (SMS) for a future large-scale particle collider will
be based on an industry best-practice system which integrates, in a uniform and
regulatory-compliant way, everything which contributes to safe operation. This sys-
tem also includes the procedures associated with the different operating conditions
encountered during the lifetime of the collider. A high-level computer-based safety
management system integrates underlying safety related functions, including fire
detection, oxygen deficiency detection, smoke and helium extraction systems, fire
extinction systems, access and authorisation management, door supervision and con-
trol, video surveillance, radiation monitoring, conventional environmental monitor-
ing, evacuation signalling, supervision and control of lifts, communication with peo-
ple in underground zones, emergency lighting and acoustics and communication with
emergency services (fire fighting, rescue, healthcare providers, public and private
security forces). The sub-systems function autonomously.
There are two complementary systems for personnel protection in the under-
ground areas: the access safety system and the access control system. During machine
operation, the access safety system protects personnel from the hazards arising from
the operation of the accelerator and from the beams. It acts through interlocks on
important safety elements of the accelerator. By interlocking these elements it is pos-
sible to establish the right accelerator and equipment conditions in order to allow
authorised personnel to access the underground installations or to allow the restart
of the accelerator equipment when access is finished. When the accelerator is not
operating with beam and is in access mode, the access control system allows the pos-
itive identification of any person requesting access and ensures that all pre-requisites
and authorisations for that person are valid. For operational and/or safety reasons,
the access control system also limits the number of people present simultaneously in
the underground areas.
An automatic fire detection system consisting of detectors and air sampling net-
works to detect the presence of smoke is connected to control and monitoring equip-
ment located in one of the surface buildings at each point. If fire or smoke is detected,
the system launches automatic safety functions and alerts the fire and rescue service.
Fire detection is installed in all underground areas and will allow accurate location
of a fire. An automatic oxygen deficiency detection system warns users of the danger
and alerts the fire and rescue service. Underground areas will also be equipped with
communication channels to allow a user to contact the fire and rescue service directly.
The SMS launches safety functions if there is a fire or oxygen deficiency is
detected. These functions include compartmentalisation, evacuation and smoke
extraction. The CERN fire brigade has the possibility to trigger these functions
remotely and to broadcast safety instructions in the various areas of the facility.
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Table 5.21. Examples for typical safety management system solutions for large-scale
applications.
Supplier Product
Advancis Software & Services PSIM
ATS Elektronik AES5000, DLS4000












Securiton Universal Management System
SecuriLink UMS, IPS
SIEMENS GMA-Manager, Siveillance Vantage
Tyco Integrated Fire & Security
CKS Systeme
CELIOS, C-cure 9000
WAGNER Group VisuLAN X3
The emergency evacuation system is a part of the automatic protection system.
It broadcasts audible evacuation signals triggered either automatically by a safety
system, such as fire or oxygen deficiency detection, or manually by pushing one of
the emergency evacuation buttons installed within the area in question.
The SMS provides prioritised and homogeneous visualisation of the status of all
safety relevant parameters, allows the supervisory control of all sub-systems and han-
dles the sub-system interconnections. The SMS communicates with the sub-systems
through fail-safe protocols, over a dedicated communication infrastructure. It guar-
antees that critical alarms are automatically transmitted to the competent services
(e.g. fire brigade, radiation protection team) and that all incidents are recorded and
suitably documented for potential internal and external examination (auditing). Fur-
thermore, the SMS ensures that any condition which is incompatible with safe beam
operation (e.g. intrusion) is detected and the beam is aborted.
Such supervisory systems are in daily operation in most large-scale plants (e.g.
particle-accelerator-based ion therapy facilities, oil and gas rigs, manufacturing and
processing plants). Examples for typical Safety Management System solutions are
listed in Table 5.21.
The future system must be compliant with international norms, be open and
extensible and be configurable to the specific application (e.g. GIS and CAD inte-
gration, user interface designer). Processing speed is generally not critical, but the
system must work extremely reliably, be highly scalable and be open to the inte-
gration of a continuously growing set of diverse subsystems from different suppliers.
Implementation details (e.g. positioning of a central supervision point, the number
and position of decentralised facilities to interact with the system, hard- and software
choices, rights management, means to identify people requesting access, or locating
people in the machine) will be subject to a requirements specification phase, once
the detailed design of the infrastructure and its individual technical systems are well
known.




The FCC-hh injector chain has to fill roughly 80% of FCC-hh with the nominal
3.3 TeV proton bunches in ∼30 min. This corresponds to 10 400 bunches spaced by
25 ns with a bunch intensity of 1×1011 protons and a normalised emittance of 2.2µm.
A list of the most relevant beam parameters for the FCC injector complex is given
in Table 6.1.
The baseline injection energy of 3.3 TeV requires a High Energy Booster (HEB)
in addition to the existing LHC injector chain. The HEB designs explored take into
account a range of possible energies, since the optimum transfer energy for FCC-hh
may change. A higher energy is favourable in terms of impedance, beam stability,
aperture and energy (field) swing, but a lower energy is favourable for the transfer to
collider ring as well as for simplicity and cost optimisation of the injector complex.
The overall project optimisation needs also to take into account a tradeoff between
capital and operation costs.
The injection energy also determines the number of bunches which can be safely
transferred to FCC, to avoid damage to the injection protection absorbers. This limit
scales non-linearly with beam energy, as the energy deposition in the absorber also
depends on the secondary shower development. At 3.3 TeV, ∼80 bunches (compared
to ∼320 bunches at 1.3 TeV) can safely strike the absorber, a staggered transfer is
deemed necessary.
Multiple extractions (around 100) are therefore needed to fill the FCC-hh; con-
sequently fast rise-times are required for the HEB extraction and FCC-hh injection
kickers. Higher transfer energies need even faster rise-times to maintain a given FCC-
hh filling factor. It is assumed that the HEB extraction kickers will be similar to the
FCC-hh injection kickers. Concepts for the collider injection system, using solid-state
generators such as the inductive adder [206] or Marx generator [321], for multiple
injections of short bunch trains, have been developed for 3.3 TeV injection.
The injector complex has to have a high degree of flexibility in terms of stability
and insensitivity to configuration changes. In addition to filling FCC-hh several times
per day, it will also be called upon to serve multiple users, for example beams for
material test facilities and fixed target experiments using slow extraction.
Other important requirements are that the injector chain including the HEB has
high availability, to minimise impact on the FCC-hh collider availability, and the
HEB is considerably easier to operate than the collider itself.
New transfer lines from HEB to FCC-hh will also be needed. To reduce the
complexity and the operational costs of the injector complex, the transfer line dipole
magnet fields have to be as low as possible.
6.1.2 HEB options
Reuse of the existing CERN proton and ion chains as an injector complex makes a
modified version of the existing 27 km LHC the obvious candidate as High Energy
Booster (HEB) ring, but other options are also being considered.
The other tunnels which are potentially available to house an HEB are the 6.7 km
SPS tunnel, which could reach 1.3 TeV if 6 T superconducting magnets are used for a
superconducting SPS (scSPS), and the 100 km FCC tunnel itself, which could house a
3.3 TeV HEB with 1 T iron-dominated or superferric magnets along with the FCC-hh
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Table 6.1. Relevant beam parameters for the FCC injector complex.
Parameter Unit Value
Injection energy TeV 3.3
Number of bunches 10 400
Bunch spacing ns 25
Bunch intensity p 1E11
Normalised emittance µm 2.2
Turn around time h 5
FCC filling time h 0.5
PSB
0.16 - 2 GeV (x13)
LINAC4
0 - 160 MeV (H-)
PS
2 - 25 GeV (x13)
SPS
25 - 450 GeV (x17)
HEB
450 GeV - 3.3 TeV (x7)
to FCC-hh
3.3 TeV - 50 TeV (x14)
Fig. 6.1. FCC-hh injector chain, based on the existing LHC injector chain and a 3.3 TeV
high energy booster – HEB.
Table 6.2. Planned beam parameters at LHC top energy, after the LIU and HL-LHC
upgrades. The maximum number of bunches per injection from the SPS is quoted.
Parameter Bunch pop. x,y (µm) z (eVs) Bunches/
(1011 p/b) injection
Standard 25 ns 2.3 2.08 0.56 288
BCMS 25 ns 2.3 1.6 0.56 240
collider. The options for HEB have been investigated in terms of maximum energy,
magnet technology, transfer line geometry, turnaround time and also the suitability
as a fixed-target facility.
6.1.3 Pre-injector chain
The pre-injector chain will consist of Linac4, PSB, PS and SPS (the present LHC
injector chain), in addition to the HEB, (see Fig. 6.1). The performance is assumed to
be that of the existing chain after the LHC Injector Upgrade (LIU) project [37], see
Table 6.2, for which the expected performance at 25 ns already significantly exceeds
that required by FCC.
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6.1.4 5 ns bunch spacing
For 5 ns bunch spacing, the total beam current remains the same as for the 25 ns
baseline, with a factor 5 increase in number of bunches, compensated by a factor
5 reduction in bunch intensity. However, the accompanying factor 5 reduction in
transverse emittance is more challenging for the injectors.
The present CERN accelerator complex produces the high intensity 5 ns beam
with 1010 p/b by modulating the debunched PS beam at 200 MHz for injection
into SPS at 14 GeV/c (below transition) by a multi-turn extraction (MTE) in 5
turns [322]. There is no bunch-to-bucket transfer: beam in the extraction kicker gap
is lost in the PS ring. The transverse emittances are 4µm in both planes.
The brightness limits in the PSB and PS, see Figure 6.2, would give about 140
bunches with the required intensity and emittance, filling only about 40% of the PS
circumference. The FCC filling time and filling factor would therefore suffer some-
what. Regarding the production scheme, the PS could be used to produce a 5 ns beam
in an adiabatic way at the cost of adding a new RF systems at 50 MHz (h = 105) and
100 MHz (h = 210). The correct bunch spacing requires a complicated production
scheme [323]. Another issue to solve is the challenge to preserve this very small emit-
tance through the injection and ramp of the SPS and HEB – at present low-intensity
beams of 1µm transverse emittance are routinely delivered for LHC. An alternative
to improve performance would be to replace PSB and PS by the proposed SPL and
PS2 [324].
6.2 Transfer lines
The geometry and magnet technology needed for the transfer lines from the HEB to
FCC-hh depend strongly on the transfer energy and which of the HEB variants is
chosen. For the two main options studied, a 3.3 TeV LHC and a 1.3 TeV scSPS, the
basic transfer line geometries have been defined using a dipole filling factor of 70%.
For the 3.3 TeV HEB in the LHC tunnel (either LHC reuse or a new 4 T machine),
the transfer line geometry is shown in Figure 6.3. Due to the short distance between
LHC LSS1 and FCC PB, the dipole field needs to be ∼7 T, which is technically
feasible but requires expensive high-field SC magnets.
For the 1.3 T injector in the SPS tunnel the transfer line layout is shown in
Figure 6.4. In this case normal-conducting dipoles of 1.8 T will be suitable, similar
to the MBA magnets already used in the SPS-to-LHC transfer lines.
In addition to the dipole field, the other important figures of merit for the trans-
fer lines are the total dipole length, the number of quadrupoles, the tunnel length,
and the maximum vertical slope. These figures are compared for the two options in
Table 6.3.
Note that each transfer line has a straight section of at least 424 m (2 cells), either
at the beginning or at the end, to accommodate the injection protection collimation
system; however, further studies are needed to define the system together with the
optics, and to investigate whether sufficient protection can be provided if the colli-
mation system is at the start of the transfer line. Some optimisation of the magnets
required may also be possible, e.g. by using tilted bends.
6.3 Reuse of LHC as HEB
Reusing the LHC as the HEB [325,326] is conceptually the most straightforward way
to inject into the FCC-hh at 3.3 TeV, with well known performance. To make space
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Fig. 6.2. Accessible brightness region for beams injected into the HL-LHC, showing the
working point needed for the 5 ns option for FCC. The preservation of the very small
emittances at low intensity through the injector chain and into the FCC needs to be
explored.
for the extractions towards FCC, two beam crossings have to be removed from the
LHC ring. The existing RF, collimation and beam dump systems will be maintained;
however, keeping the orientation of the beam dump while removing two crossings
means that the injection will have to be shifted from the outer to the inner rings.
The physics experiments and low energy insertions will have to be decommissioned.
The changes in the LHC layout are depicted in Figure 6.5.
The other important modification to the LHC is to speed up the ramp rate, which
will need to be improved by roughly a factor 5–50 A/s, to keep the filling time in the
∼1 hour range. This requires new main power converters as well as changes to other
systems [327]. These aspects all need to be considered in the overall optimisation. The
existing LHC RF system, with a voltage of 16 MV at 400 MHz, is able to accelerate
an LHC beam to 7 TeV in 2 min. The limiting factor, however, is the ramp in the
main dipoles. After the modifications these will be able to ramp to 3.3 TeV in about
3 min [328], hence the RF will not need to be changed.
The early part of the ramp will also need to change from the baseline Parabolic-
Exponential-Parabolic-Linear (PELP) configuration, which otherwise would take
over half of the total ramp duration. For this reason a simpler Parabolic-Parabolic-
Linear-Parabolic (PPLP) ramp was developed in MDs, it was tested successfully in
2017 [329] and it demonstrated a saving of 1.5 min per ramp with no adverse effect
on the beam. This is now being adopted as the operational LHC ramp and should
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Fig. 6.3. Transfer lines (thick lines) from a 3.3 TeV LHC HEB LSS1 and LSS8 to the main
FCC-hh ring. The proximity of LHC LSS1 and FCC PB mean that ∼7 T superconducting
transfer line dipoles will be needed.
Fig. 6.4. Transfer lines from a 1.3 TeV SPS HEB LSS3 and LSS5 to the FCC-hh main ring.
With this layout the transfer lines could be normal-conducting with 1.8 T dipoles.
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Table 6.3. Comparison of main figures of merit between 3.3 TeV superconducting transfer
lines from LHC to FCC and 1.3 TeV normal conducting transfer lines from SPS to FCC.
Parameter Unit LHC to FCC SPS to FCC
Energy TeV 3.3 1.3
Bending dipole field T 7.2 1.8
Magnet type Superconducting Normal conducting
FODO cell length m 106 106
Dipoles per bending half-cell 2 4
Dipole magnet length m 14.3 6.2
Dipole filling factor % 72.5 72.5
Number of dipoles 280 736
Number of quadrupoles 221 189
Total transfer line length km 11.7 10.0
Maximum vertical slope % 2.10 3.92
Fig. 6.5. Existing (left) LHC layout, compared to the layout needed for use as HEB (right).
Changes are required in four of the eight long straight sections.
save a total of about 10 h of operation per year. By the way, this clearly demonstrates
the benefits of FCC studies for the operating LHC machine.
The remaining concerns for the reuse of LHC will be the high power consump-
tion for the LHC cryogenic system, the operating cost and also the age and related
availability of the LHC when FCC-hh will come on line.
The main layout features per LHC straight section are summarised below:
– LSS1: new beam 1 extraction system plus beam crossing;
– LSS2: injection to inside ring plus decommissioning of ALICE;
– LSS3: no changes to momentum collimation;
– LSS4: no changes to RF system;
– LSS5: decommissioning of CMS plus beam crossing;
– LSS6: no changes to beam dump;
– LSS7: no changes to betatron collimation;
– LSS8: injection to inside ring plus new beam 2 extraction system.
The new extraction system in LSS1 can be very similar to the current beam dump
extraction system in LSS6, although it will need to open up the space between the
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Fig. 6.6. 450 GeV–3.3 TeV LHC ramps, showing the gain from a PPLP ramp with differ-
ent linear ramp rates between 10 and 50 A/s, compared to the present LHC PELP ramp
(dashed).
lattice quadrupoles Q4 and Q5 downstream of the septum, to accommodate the new
beam crossing. The layout studied will accommodate beam crossing for energies up
to 4.5 TeV.
Changing the injection from the outer to the inner ring looks feasible in both
LSS2 and LSS8, with a 16 m longitudinal shift of the injection systems and lattice
quadrupoles. In LSS8 this needs to be combined with an extraction system; again
this is feasible for 3.3 TeV.
Decommissioning of the LHC experiments is likely to prove to be one of the
cost-drivers for the conversion of LHC to FCC HEB. The residual radiation levels in
LSS1 and LSS5 at the end of LHC physics operation are expected to be at around
1 mSv/h [330]. Work on dose estimates, handling and decommissioning is required,
using the detailed dose rate maps as input for the computation of doses for the various
tasks, once work scenarios are available.
The possibility of operating LHC as a fixed-target facility, interleaved with filling
the FCC-hh, has been studied [331]; here the challenges are the integration of a slow-
extraction system into the superconducting, small aperture LHC machine, designing
the extraction hardware and also the low annual numbers of protons on target that
could be achieved due to the long LHC ramp time.
6.4 Superconducting SPS as 1.3 TeV HEB
A new superconducting SPS (scSPS) in the existing 6.9 km tunnel with 1.3 TeV
extraction energy has been studied as an alternative HEB option [332], in case the
collider can accept such a low injection energy. Such a machine is also of interest for
a High-Energy-LHC (HE-LHC [333]) in the LHC tunnel, where an injection energy
higher than the 450 GeV available from the existing SPS could be mandatory for
field quality, aperture and impedance reasons. For future fixed target programmes in
CERN’s North Area, the possibility of slow-extracted beams at energies above 1 TeV
could open new physics and detector test beam opportunities [331], especially if a
relatively fast-ramping concept can deliver large numbers of protons on target per
year.
The main parameters of the scSPS can be found in Table 6.4. These values are
based on the parameters of a 12 m long, 6 T superconducting dipole magnet. The
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Table 6.4. Main parameters of scSPS.
Parameter Unit Value
Injection energy GeV 25
Extraction energy GeV 1300
Maximum dipole field T 6
Dipole field at injection T 0.12
Dipole magnet length m 12.12
Cold bore inner diameter mm 80
Number of dipoles 372
Number of quadrupoles 216
Ramp rate T/s 0.35–0.5
Cycle length min 1
Number of bunches per cycle 640
Number of injections into scSPS 8 (8× 80b)
Number of protons per bunch ≤2.5×1011
Number of extractions per cycle 2 (2× 320 b)
Number of cycles per FCC filling 34
FCC filling time min 34–40
Max stored beam energy MJ 33
interconnects between two neighbouring magnets are assumed to have a length of
1.25 m.
The circulating beam would contain ∼33 MJ energy, requiring beam dump and
collimation systems which will resemble those of the LHC more than those of the SPS.
To respect ∼30–40 min filling time, the average ramp rate should be 0.35–0.5 T/s,
with 34 ramps to fill both FCC-hh rings.
Using PS as injector, the scSPS injection energy would be 25 GeV, giving a very
large energy swing of ×52. This is likely to be a challenge for the magnet field
quality and dynamic aperture. Injecting at higher energy would help, but poses its
own challenges; one would either have to maintain the existing SPS and integrate it
with the new scSPS in the same tunnel or one would need a new machine to replace
the PS.
In this study, the present SPS tunnel geometry was maintained and locations for
the existing long straight section (LSS) functionalities kept as far as possible. The
injection was maintained in LSS1 with the beam circulating in a clockwise direction,
keeping the slow extraction and transfer lines to the North Area in LSS2. The RF
system would have to move from LSS3 to LSS4. The fast extractions towards FCC
PB and PL will be located in LSS3 and LSS5. Note that for beam transfer to HE-LHC
these extractions should be located in LSS4 and LSS6, respectively. New collimation
and external beam dump systems are required in LSS6 and LSS5, respectively. An
overview of the layout is shown in Figure 6.7.
The detailed design study of the different straight sections has yet to be made
– its basic feasibility has been confirmed, assuming the improved performance from
the technological developments in kickers and septa already under study for FCC-hh
beam injection and extraction, such as 4 T septa [213], which are needed to extract
beams with three times the rigidity in the same 120 m long LSS.
A first scSPS lattice has been developed, similar to the present SPS, with
a missing-magnet dispersion suppressor. A half-cell of 2 main dipole magnets is
assumed, with 372 dipoles in total, each with a bend angle of 16.89 mrad. These
would need to be curved to avoid a huge sagitta. It should be noted that the current
SPS access shafts would need to be rebuilt as they restrict the length of components
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Fig. 6.7. Layout of an scSPS showing the overlap with the LHC and FCC machines. For a
single aperture, single polarity scSPS, transfer lines from LSS3 and LSS5 to FCC would be
optimal.
which can pass through them horizontally to a maximum of 6.9 m. Peak β values are
107 m in the centres of the quadrupoles, and peak dispersion functions 4.3 m, for an
integer tune of 26 in both planes and 89.96◦ phase advance per cell. A plot of beta
function and dispersion in one sextant is shown in Figure 6.8.
The 6 T peak field was chosen to have relatively simple, fast-ramping dipoles with
single layer NbTi Rutherford-cable. The maximum quadrupole gradient assumed is
67 T/m, again feasible with NbTi technology. The magnet aperture was chosen to
accommodate both the FCC-hh (and HE-LHC) beams and a low-emittance (2.2µm)
fixed target beam. For 26 GeV injection the resulting inner diameter of the circular
cold bore is 80 mm, which is rather large – this could be reduced for higher injec-
tion energy. The vertical aperture required is slightly smaller because the vertical
dispersion is taken as zero and the injection oscillations are assumed to be only in
the horizontal plane. The main parameters concerning the aperture are summarised
in Table 6.5.
A superconducting RF system can be placed within one straight section. A
detailed study of the optimum frequency (or frequencies) and parameters (also to
debunch the beam for slow extraction) is needed. The beam dump has to be com-
bined with one of the two high energy extraction systems towards FCC-hh, due to
the limited number of straight sections. TT61 (presently used for HiRadMat) might
be modified and used as beam dump line, with dilution kickers and an absorber
block similar to the LHC concept [54]. Some civil engineering for a cavern would be
needed.
For fixed target physics experiments and test beams for experiments, a slow
extraction in the range of one millisecond to several seconds is needed. The machine
should be able to deliver around 1019 protons-on-target (PoT) per year. To avoid
increasing the machine aperture dramatically, innovative solutions for slow extrac-
tion will need to be developed. At present a crystal-based extraction with low losses
is assumed [334], with non-resonant transverse excitation of the beam to avoid large
excursions caused by the resonant-extraction separatrices. The impact of high loss
levels and additional local protection elements needed to integrate the slow extrac-
tion with the collimation system needs to be studied. For other test facilities like
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Fig. 6.8. Optics for an scSPS with 32 m half-cell length and 12 m long dipoles.
Table 6.5. Main parameters concerning aperture of the scSPS.
Parameter Unit Value
Maximum beta βx,y m 107
Maximum dispersion Dx m 4.3
Orbit + alignment tolerance Ox,y mm 2.5
Maximum injection oscillation mm 1.5
Emittance x,y (1 σ, norm.) m 2.2×10−6
δp/p 5×10−4
Ax/Ay 26 GeV mm 76/69
Cold bore diameter 26 GeV injection mm 80
HiRadMat [218] fast extracted beams will be needed. This type of extraction and
beamline does not pose any additional technical challenge.
6.5 Other HEB options
Other options for the HEB have been investigated in terms of maximum energy,
magnet technology, transfer line geometry, turnaround time and also the suitability
as a fixed-target facility. The impact on the overall collider design of a lower injection
energy could be considerable; the feasibility of energies lower than 3.3 TeV will be
the determining factor in defining which HEB options are even possible.
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6.5.1 3.3 TeV superconducting (4 T) HEB in the 27 km LHC tunnel
If 3.3 TeV injection energy is mandatory, another option would be to replace the
LHC with a fast-ramping, relatively low-cost, superconducting machine, which would
need a field of 4 T to reach 3.3 TeV. The machine could either be twin-aperture,
although this would substantially increase its cost, both for the magnets and also
for powering, instrumentation and other ancillary systems, or it could use polarity
reversal to minimise the length of transfer line to FCC-hh, depending on the detailed
cost trade-off. Such a machine would follow the existing LHC geometry and layout,
reusing the injection and dump transfer tunnels and configured in terms of injection
and extraction systems as shown in Figure 6.5.
Although the initial capital cost would (probably) be higher than modifying the
LHC, this could be an attractive option in terms of operability and maintainability,
compared to reuse of the existing LHC magnet system.
No optics studies have been made, but with the space available, no challenges are
expected in developing a lattice. For the provision of beams for fixed-target physics,
the integration of a slow-extraction system with the superconducting machine and
the collimation system will present similar challenges to the reuse of LHC for this
purpose.
6.5.2 3.3 TeV normal conducting (1 T) 100 km HEB in the FCC tunnel
The final option considered is to house the HEB in the FCC-hh tunnel (as is manda-
tory for the full-energy top-up injector for FCC-ee). For simplicity and cost this could
be a single-aperture machine with polarity reversal, for which magnetic fields of 1.1 T
are proposed, to stay within the range of iron-dominated magnets and powered for
energy cost reasons by a superconducting cable [335].
Scaling of impedance and collective effects shows that a half-gap height of about
40 mm will be needed in the dipoles. When using resistive magnets this would mean
a peak dissipated power of about 1 GW, so superferric magnets are the only viable
option. An optics which alternates focussing and defocussing combined-function
dipoles inside the traditional FODO half-cell, which is delimited by pure quadrupoles,
has been developed and could be promising from a magnet point of view [335],
although limited flexibility and reduction of optics choices also need to be considered.
Due to the large machine circumference, the energy gain per turn delivered by
the RF system becomes the limiting factor in the ramp rate. An RF system of similar
size to that of the current LHC system would be able to ramp from 450 to 3300 GeV
in about 2 min [326]. To fill the FCC-hh the machine would only have to ramp once
per ring. This results in a filling time of 32 min, most of which is due to the SPS
cycling time with the current CERN injector chain.
With the HEB in the FCC-hh tunnel, crosstalk of beam losses could be a real
challenge, especially near collimation and protection devices and with slow extraction
proposed for fixed target beams. Another feature of this option is that, in order
to avoid background and radiation damage to the experiments and for integration
reasons, the HEB will need bypasses around the experiment insertions for which
separate and dedicated bypass tunnels could be required.
6.6 Summary and comparison of HEB options
The existing 25 ns LHC injector chain, supplemented by a new HEB, will provide a
firm foundation as the FCC injector chain. Smaller bunch spacings (for lower bunch
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Table 6.6. Main parameters and performance comparison of the different HEB options for
FCC-hh.
Parameter Unit 6 T scSPS Reuse LHC New 4 T LHC 1 T 100 km
Circumference km 6.9 26.7 26.7 100
Injection energy GeV 25/450 450 450 450
Extraction
energy
TeV 1.3 3.3 3.3 3.3
Energy swing
factor
50/3 7 7 7
Maximum field T 6 4 4 1
Injection field T 0.12/2.0 0.6 0.6 0.14
Dipole length m 12 15 15?
Number of
dipoles
372 1232 1232? ∼1000
Number of quads 216 ∼480 ∼480 ∼1000
HEB filling time min 0.8 7 7 14
Ramp rate T/s 0.5 0.035 0.08∗ 0.01∗
Total cycle length min 1.2 10.8 8.0 16
Total bunches 640 2600 2600 11 000
Cycles per FCC
fill (25 ns)
34 4 8 2
FCC filling time min 41 43 64 32
Stored energy per
beam
MJ 13 140 140 560
Notes. Ramp-rates denoted ∗ are limited by the RF, not by the magnet system. All
machines except the existing LHC are considered as single aperture.
intensity and emittance to reduce experimental pile-up) will require new RF systems
in the PS and proof that the small emittance beams can be conserved. A modified
version of the existing LHC is the present HEB baseline for injecting into FCC-hh
at 3.3 TeV.
The LHC reuse option has been studied in detail and the concept defined. Other
options exist, and the final choice of HEB also depends on the minimum injection
energy into the collider. If 3.3 TeV is maintained, then only an LHC or FCC-tunnel
based version is possible with the existing CERN infrastructure. The costs of refur-
bishing and maintaining the present LHC (with its relatively slow ramp time) have
to be weighed against the capital costs of a new 4 T machine in the LHC tunnel
or a new 100 km superferric machine in the FCC-hh tunnel (which gives the fastest
FCC-hh filling time). If a 1.3 TeV injection energy is feasible from the collider side,
the scSPS will be an attractive option.
The main parameters and performance aspects of the different options are col-
lected together in Table 6.6. The potential integrated number of protons on target
for fixed target operation is ∼1× 1019 PoT/y for all options, if a maximum extracted
flux of 1013 ps−1 is assumed for 180 days of operation at 80% efficiency.
7 Experiments and detectors
7.1 Physics and detector performance considerations
Particle physics detectors and experiments have shown significant performance
improvements over recent decades. The development of large scale detector struc-
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tures and access to a highly developed silicon industry with exponential performance
growth have paved the way to ever more sophisticated detectors. The most recent
incarnation of such detectors are e.g. the LHC detectors ALICE [336], ATLAS [337],
CMS [338] and LHCb [339]. The present configuration of these detectors, their
planned Phase-I upgrades in 2019/2020 and Phase-II upgrades in the middle of
the next decade give a good insight into the technology trends which allow an ini-
tial projection of performance improvements and R&D challenges for the design of
experiments at a future hadron collider to be made.
The FCC-hh collider layout has two high luminosity interaction points for general
purpose detectors and two lower luminosity interaction points, similar to the present
LHC configuration. The two general purpose detectors will probably use quite differ-
ent detector configurations, as is the case for the present ATLAS and CMS experi-
ments. To gain some elementary insight into the scale of a general purpose detector
at the FCC-hh collider the general specifications for such a detector are discussed
first and then a specific “reference detector” is investigated that serves as a concrete
example and allows sub-system and physics studies. This chapter focusses on proton
collisions; a brief discussion on heavy ion collisions as well electron-hadron collisions
is given at the end of the chapter. The specifications are defined by a set of physics
benchmark processes as well as the collision environment which includes parameters
like pile-up and radiation load as outlined in Table 7.1.
A 100 TeV proton collider serves as a discovery machine as well as a precision mea-
surement machine. The factor 7 increase in energy over the present LHC increases
the mass reach by a similar factor. The much larger cross sections for SM processes
together with the higher luminosity lead to a significant increase in measurement pre-
cision. As an example when going from 14 to 100 TeV, the cross section for HH pro-
duction increases by a factor ≈40 and the cross section for ttH production increases
by a factor of ≈55.
The detector must therefore be able to measure multi-TeV jets, leptons and pho-
tons from heavy resonances with masses up to 50 TeV, while at the same time mea-
suring the known SM processes with high precision and being sensitive to a broad
range of BSM signatures at moderate pT . Assuming a two body decay of a particle
at rest in the centre of the detector, a geometric acceptance of |η| < 2.5 will catch
90% of the events. The present LHC detectors were conceived with precision tracking
and precision calorimetry in this rapidity range. High mass objects will therefore be
measured predominantly in this central detector region. Since, however, the SM par-
ticles are at low mass compared to the 100 TeV collision energy, many SM processes
show significant forward boost while still having transverse momentum distributions
that are comparable to LHC energies. A detector for 100 TeV must therefore increase
the acceptance for precision tracking and calorimetry to |η| ≈ 4, while at the same
time keeping the pT thresholds for triggering and reconstruction at levels close to the
present LHC detectors. The Phase-II upgrades of the ATLAS and CMS detectors are
already working in this direction [342,343]. It has to be pointed out that the statistics
for some SM processes are so large that some measurements might become limited
by systematics. Discarding some events by raising the pT thresholds can shift these
processes back to the central region, while at the same time significantly improving
the signal-to-background ratio. This will also probe these processes at very large Q2,
which is, in itself, of significant interest.
The detector granularity is mainly defined by two distinct items: first, the occu-
pancy of detector channels due to the high collision rate and second, the spatial
separation of tracks from highly boosted objects. The latter is particularly rele-
vant e.g. for highly boosted tau leptons where the tracks from decay particles are
extremely close or for the decays of highly boosted top quarks where the W and
b-jets have a very small angular separation. All these aspects require a tracking
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Table 7.1. Key numbers relating the detector challenges at the different accelerators.
Parameter Unit LHC HL-LHC HE-LHC FCC-hh
Ecm TeV 14 14 27 100
Circumference km 26.7 26.7 26.7 97.8
Peak L, nominal (ultimate) 1034 cm−2 s−1 1 (2) 5 (7.5) 16 30
Bunch spacing ns 25 25 25 25
Number of bunches 2808 2760 2808 10 600
Goal
∫ L ab−1 0.3 3 10 30
σinel[340] mb 80 80 86 103
σtot[340] mb 108 108 120 150
BC rate MHz 31.6 31.0 31.6 32.5
Peak pp collision rate GHz 0.8 4 14 31




130 (200) 435 950
RMS luminous region σz mm 45 57 57 49
Line PU density mm−1 0.2 1.0 3.2 8.1
Time PU density ps−1 0.1 0.29 0.97 2.43
dNch/dη|η=0 [340] 6.0 6.0 7.2 10.2
Charged tracks per collision
Nch [340]
70 70 85 122
Rate of charged tracks GHz 59 297 1234 3942
〈pT 〉 [340] GeV/c 0.56 0.56 0.6 0.7
Bending radius for 〈pT 〉 at
B = 4 T
cm 47 47 49 59
Total number of pp collisions 1016 2.6 26 91 324
Charged part. flux at 2.5 cm,
est. (FLUKA)
GHz cm−2 0.1 0.7 2.7 8.4 (10)
1 MeV-neq fluence at 2.5 cm,
est. (FLUKA)
1016 cm−2 0.4 3.9 16.8 84.3 (60)
Total ionising dose at 2.5 cm,
est. (FLUKA)
MGy 1.3 13 54 270 (300)
dE/dη|η=5 [340] GeV 316 316 427 765
dP/dη|η=5
kW
0.04 0.2 1.0 4.0
90% bb pbT > 30 GeV/c [341] |η| < 3 3 3.3 4.5
VBF jet peak [341] |η| 3.4 3.4 3.7 4.4
90% VBF jets [341] |η| < 4.5 4.5 5.0 6.0
90% H → 4l [341] |η| < 3.8 3.8 4.1 4.8
bb cross-section mb 0.5 0.5 1 2.5
bb rate MHz 5 25 250 750
bb pbT > 30 GeV/c cross-
section
µb 1.6 1.6 4.3 28
bb pbT > 30 GeV/c rate MHz 0.02 0.08 1 8
Jets pjetT > 50 GeV/c cross-
section [340]
µb 21 21 56 300
Jets pjetT > 50 GeV/c rate MHz 0.2 1.1 14 90
W+ + W− cross-section [12] µb 0.2 0.2 0.4 1.3
W+ + W− rate kHz 2 10 100 390
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Table 7.1. (Continued.)
Parameter Unit LHC HL-LHC HE-LHC FCC-hh
W+→l + ν cross-section [12] nb 12 12 23 77
W+→l + ν rate kHz 0.12 0.6 5.8 23
W−→l + ν cross-section [12] nb 9 9 18 63
W−→l + ν rate kHz 0.1 0.5 4.5 19
Z cross-section [12] nb 60 60 100 400
Z rate kHz 0.6 3 25 120
Z → ll cross-section [12] nb 2 2 4 14
Z → ll rate kHz 0.02 0.1 1 4.2
t t cross-section [12] nb 1 1 4 35
t t rate kHz 0.01 0.05 1 11
precision of <5µm in r−φ direction for the vertex tracker as well as an increase of the
transverse calorimeter granularity over the present ATLAS and CMS values by at
least a factor 4.
The measurement of jets from Vector Boson Fusion (VBF) represents another
key task that puts stringent demands on the detector acceptance. At LHC energies,
the η-distribution of these jets peaks at |η| ≈ 3.4 and they are measured in the
forward calorimeters that extend up to |η| ≈ 5. For the Phase-II upgrades of ATLAS
and CMS, the increase of tracking acceptance from |η| = 2.5 to |η| = 4 relates to
the challenge of measuring these jets in an environment of up to 200 p–p collisions
per bunch-crossing [344–346]. At 100 TeV the VBF jet distribution peaks around
|η| = 4.4 with a significant tail towards larger values, therefore calorimeter acceptance
of up to |η| = 6 is required.
The large number of p–p collisions per bunch-crossing, the so called pile-up,
imposes stringent criteria on the detector design. While the present LHC detec-
tors have to cope with pile-up numbers up to 60, the HL-LHC will produce values
of up to 200. The projected value of 1000 for the FCC-hh creates a challenge that
needs to be addressed. Continuing technology advancements, specifically in the con-
text of high precision timing detectors, will likely allow such numbers to be handled.
While the overall impact of the pile-up on detector performance and resolution can
be quantified, the impact on the physics performance cannot be assessed in a general
manner. For the search of high mass objects the impact of pile-up will be less rele-
vant. For signatures related to e.g. displaced vertices, only a full cycle of simulation,
reconstruction and analysis can quantify it’s impact. Since these detailed studies
will only be conducted in the future, it is important that the accelerator design
can accommodate scenarios with smaller bunch-crossing intervals (12.5 or 5 ns) or
higher harmonic cavities that allow stretching the luminous region to reduce this
effect.
7.2 Detector reference design
Figures 7.1 and 7.2 show the layout of the FCC-hh reference detector. This detector
concept does not represent a specific choice for the final implementation, but it serves
as a concrete example for sub-system and physics studies and allows identification
of topics where dedicated R&D efforts are needed. The detector has a diameter of
20 m and a length of 50 m, comparable to the dimensions of the ATLAS detector.
The central detector with coverage of |η| < 2.5 houses the tracking, electromagnetic
calorimetry and hadron calorimetry inside a 4 T solenoid with a free bore diameter
of 10 m. In order to reach the required performance for |η| > 2.5, the forward parts of
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Fig. 7.1. The FCC-hh reference detector with an overall length of 50 m and a diameter
of 20 m. A central solenoid with 10 m diameter bore and two forward solenoids with 5 m
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Fig. 7.2. Longitudinal cross-section of the FCC-hh reference detector. The installation and
opening scenario for the detector requires a cavern length of 66 m, which is compatible with
the baseline assumption of L∗ = 40 m for the FCC-hh machine.
the detector are displaced from the IP along the beam axis. Two forward magnet coils
with an inner bore of 5 m provide the required bending power. These forward magnets
are also solenoids with a 4 T field, essentially providing a total solenoid volume of 32 m
length for high precision momentum spectroscopy up to rapidity values of |η| ≈ 4
and tracking up to |η ≈ |6. An alternative consisting of 2 dipole magnets placed in
the forward regions, with a field integral along the z-axis of about 4 Tm, similar to
the value for the ALICE and LHCb dipoles, is also studied. Although such a magnet
system shows better tracking performance in the very forward region, the fact of
losing the rotational symmetry and the requirement for a compensation system for
the hadron beam are seen as a drawback. The tracker is specified to provide better
than 20% momentum resolution for pT = 10 TeV/c for heavy Z′ type particles and
better than 0.5% momentum resolution at the multiple scattering limit at least up
to |η| = 3.
Figure 7.2 shows a longitudinal cross section of the detector. The tracker cavity
has a radius of 1.7 m with the outermost layer at around 1.6 m from the beam in the
central and the forward regions, providing the full spectrometer arm up to |η| = 3.
The Electromagnetic CALorimeter (ECAL) uses a thickness of around 30 radiation
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lengths (X0) and provides together with the Hadron CALorimeter (HCAL) an overall
calorimeter thickness of more than 10.5 nuclear interaction lengths (λ), to ensure 98%
containment of high energy showers and to limit punch-through to the muon system.
The ECAL is based on Liquid Argon (LAr) due to its intrinsic radiation hardness.
The barrel HCAL is a scintillating tile calorimeter with steel and Pb absorbers,
divided into a central barrel and two extended barrels. The HCALs for the endcap and
forward regions are also based on LAr. The requirement of calorimetry acceptance up
to |η| ≈ 6 translates into an inner active radius of only 8 cm at a z-distance of 16.6 m
from the IP. The ECAL is specified to have an energy resolution around 10%/
√
E
and the hadron calorimetry around 50%/
√
E for single particles. The central beam
pipe is assumed to be cylindrical with a radius of 20 mm up to a z-distance of 8 m.
Between this point and the forward calorimeters there will be a conical beam pipe
or straight beam pipe sections around a rapidity of |η| = 6.7, projecting towards the
IP, which represents an angle of 2.5 mrad.
The considerations for the muon system have a significant impact on the overall
detector design. When the LHC detectors were designed, it was still unclear whether
precision tracking close to the IP would be possible, so significant emphasis was put
on the stand-alone performance of the muon systems. The ATLAS detector therefore
uses a large air core toroid magnet system for excellent stand-alone muon momentum
spectroscopy up to |η| = 2.5 with a multiple scattering resolution limit of about 2.5%
and around 10% resolution at pT = 1 TeV/c. The stand-alone muon performance of
CMS shows about 8% resolution at the multiple scattering limit and 20% resolution
at pT = 1 TeV/c in the central region, with a significant performance decrease at
large pT in the endcaps. However, the CMS detector shows better performance than
ATLAS for the combined muon momentum resolution, by also using the tracker
information (except for very high pT muons in the end-cap region). Since today there
is little doubt that large scale silicon trackers will be core parts of future detectors,
the emphasis on stand-alone muon performance is less pronounced and the focus
should be on the aspects of muon trigger and muon identification.
The reference detector does not assume any shielding of the magnetic field. A
massive iron yoke, in this case much heavier than the one used for CMS, has significant
cost and weight for such a large magnet system. Alternative solutions with active
shielding coils increase the system size to dimensions that require access shafts in
excess of 25 m diameter to lower these coils to the detector cavern. Figure 7.3 shows
the FCC-hh and FCC-ee reference detectors inside the experiment cavern and the
layout of the service cavern. The cavern height of 37 m and the width of 35 m are
similar to the present ATLAS cavern. The stray magnetic field reaches 5 mT at a
radial distance of 50 m from the beamline. Therefore there is no relevant stray field
in the service cavern, which is placed at a distance of 50 m from the experiment cavern
and separated by rock. Equipment in the experiment cavern will be exposed to stray
fields ranging from 300 mT at the outer radius of the muon system to 150 mT at the
cavern walls. This requires all structures and devices, including LV supplies, motors
and ventilation systems, to be adapted for this environment. The additional signal
latency of about 0.5µs due to the increased bi-directional distance of 100 m is small
compared to e.g. the overall first level trigger latency, which is already at the level
of 10µs for the LHC Phase-II detectors.
As indicated in Table 7.1, the energy deposited in the calorimeters increases
strongly in the forward direction and reaches a value of 4 kW per unit of rapid-
ity around |η| = 5, which poses a significant challenge to the cryogenics of the LAr
calorimeters. The shower and absorption processes inside the forward calorimeter pro-
duce a large quantity of low energy neutrons of which a significant fraction enters the
tracker volume. In order to keep these neutrons from entering the muon system and
the detector cavern, a heavy radiation shield is placed around the forward solenoid
FCC-hh: The Hadron Collider 957
Fig. 7.3. Detector cavern and service cavern for the FCC-hh and FCC-ee detectors. The
distance of 50 m between these caverns reduces the civil engineering risk and cost and ensures
sufficient radiation shielding as well as low stray magnetic field in the service cavern.
magnets to close the gap between the endcap and forward calorimeters. In addition,
a lithiated polyethylene moderator is placed in front of the forward calorimeter to
attenuate this neutron fluence by a factor 2-3.
Future detector advances might allow resolution and granularity improvements
beyond current expectations. Therefore, a smaller magnet system without the need
for an extended forward part, could still be feasible. These considerations will evolve
from future R&D and more detailed detector simulations studies.
7.3 Radiation environment
The significant radiation levels create strong constraints on the technologies for
the various sub-systems. While Table 7.1 shows that dN/dη and the total track
number per collision do not change significantly when going from 14 TeV to
100 TeV, the increased collision rates, increased integrated luminosity goals, hav-
ing silicon layers very close to the beam pipe as well as increased forward accep-
tance add one to two orders of magnitude of radiation load in some regions of
the detector, compared to HL-LHC. Assuming that only primary hadrons pass
through the first silicon layer and neglecting the bending in the magnetic field, the
(track length weighted) charged particle rate per unit area at a given radius r is
L × σinel × dN/dη × 1/(2r2pi). This number is indicated in Table 7.1 and does not
depend on η as long as dN/dη is constant. This fact can also be seen in Figure 7.4a
where the lines of equal charged particle rate in the tracker are parallel to the beam-
line. At r = 2.5 cm this evaluates to around 0.8 GHz/cm2 for HL-LHC and 8 GHz/cm2
for FCC-hh. The detailed FLUKA [69] simulation of the reference detector gives
10 GHz/cm2 at r = 2.5 cm, which is close to this basic estimate. The number drops
to about 3 MHz/cm2 at the outer radii of the tracker. In the forward ECAL the
number rises to levels of 100 GHz/cm2.
The charged particle rate in the muon system is dominated by electrons, created
from high energy photons in the MeV range. These photons are created by processes
related to thermalisation and capture of neutrons that are produced in hadron show-
ers, mainly in the forward region. These processes immerse the muon system and the
cavern in a “gas” of high energy photons that convert to electrons in the muon sys-
tem material. Because of their relatively low energy, these electrons curl around the
magnetic field lines and reveal the B-field as seen in Figure 7.4a. This charged particle
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Fig. 7.4. (a) Charged particle rate for L = 30×1034 cm−2 s−1. (b) 1 MeV neutron equivalent
fluence for 30 ab−1.
rate is the key number for the choice of muon system technology and granularity. In
the barrel muon system and the outer endcap muon system the rate does not exceed
500 Hz/cm2, the rate in the inner endcap muon system goes up to 10 kHz/cm2 and in
the forward muon system the rate increases to 500 kHz/cm2 at a distance of 1 m from
the beam. These rates are comparable to those in the ATLAS, CMS and LHCb muon
systems [9–11] and gaseous detectors employed in these experiments can therefore
be adopted in these regions. For radii smaller than 1 m in the forward muon system,
the rates increase strongly and approach levels similar to those in the central tracker.
Silicon sensor technology could be applied in these regions.
Figure 7.4b shows the so called 1 MeV neutron equivalent fluence (1 MeV-neq)
which is a key number for long term damage of silicon sensors and electronics in
general. Assuming, as before, only the primary hadrons for the first silicon layer, the
value is N0×dN/dη×1/(2r2pi), where N0 is the total number of collisions amounting
to 3.2×1018 for 30 ab−1. For a silicon detector at 2.5 cm radius this evaluates to a
fluence of 8 × 1017/cm2, which compares well with the value of 6 × 1017/cm2 from
the detailed FLUKA calculations. Beyond a radius of 40 cm the number drops below
1016 /cm2 and in the outer parts of the tracker this number is around 5× 1015 /cm2.
Technologies used for the HL-LHC detectors are therefore applicable to radii >40 cm.
Novel sensors and readout electronics have to be developed for the innermost parts of
the tracker. In the gap between barrel and endcap calorimeters the values range from
1014−1016/cm2. In the inner part of the forward calorimeters the radiation levels rise
to extreme values of of 5× 1018 /cm2.
The total ionising dose for an integrated luminosity of 30 ab−1 is shown in
Figure 7.5a. This is also a key number for long term damage of electronics and
detector elements. Assuming an energy loss of 2 MeV cm2/g for each charged hadron,
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Fig. 7.5. (a) Total ionising dose for 30 ab−1 of integrated luminosity. (b) Radiation dose
rate after 1 week of cool-down towards the end of the FCC-hh operation.
the charged hadron fluence/cm2 has to be multiplied by 2×106 e0×103 = 3.2×10−10
to get an estimate of the total ionising dose in units of Gy for the innermost parts of
the tracker. This evaluates to about 270 MGy in the first silicon layer, compared to
the value of 300 MGy from the detailed FLUKA simulations. In the central region of
the hadron calorimeter the values are around 6 kGy in the HCAL Barrel and 8 kGy
in the HCAL Extended Barrel. They stay below 10 kGy, which is a limiting number
for the use of organic scintillators.
A key radiation aspect related to detector maintenance is the activation of
the detector material and the related cool-down time, as indicated in Figure 7.5b.
Towards the end of FCC-hh operation, having already collected a large fraction of
the luminosity, the dose rate levels are around 1 mSv/h in the entire tracker volume
after about 1 week of cooling time, and the values do not decrease significantly for 1
month or 1 year of cooling time. This radiation comes mainly from the highly acti-
vated calorimeters. Consequently the opening of the detector and placing of shielding
elements must be automated to a large extent in order to allow access for maintenance
and to limit the dose to personnel.
7.4 Magnet system
The magnet system of the reference detector has been designed to provide an axial
magnetic field of 4 T in the entire tracker volume of the 30 m long detector. It com-
prises a central solenoid and two forward solenoids. An alternative, technically much
more complex, design uses two dipoles with a magnetic field integral of about 4 Tm in
both forward regions to improve momentum spectroscopy for very high η particles.
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Fig. 7.6. (a) Cold mass for a central solenoid of 4 T with two forward solenoids and
(b) a central solenoid of 4 T and two forward dipole magnets with field integral of 4 Tm.
Fig. 7.7. Longitudinal half-sections of the two versions of the magnet system. Magnetic
fieldmap for a central solenoid of 4 T with a forward dipole (left) and a forward solenoid
(right).
The cold mass and field map of the baseline design and the system with forward
dipole magnets are shown in Figures 7.6 and 7.7.
The main characteristics of the magnet systems are presented in Table 7.2. The
stored magnetic energy of the main solenoid is 12.5 GJ, which can be compared to
1.6 and 2.7 GJ for the ATLAS and CMS magnet systems, respectively. The mass of
the main solenoid and its cryostat is about 2 kt, so lifting equipment with a 2.5 kt
capacity has to be provided to lower this solenoid into the experiment cavern. This
capacity is similar to that used for lowering the central part of the CMS detector to
the cavern. The proposed magnet system is unshielded, i.e. there is no return yoke
or active shielding for the magnetic field inside the detector cavern. Shielded options
were studied [347], but size and cost of such magnets are considered excessive and
not justified. The services inside the experimental cavern must therefore be adapted
to the significant stray fields. The magnitude of the magnetic field along the z-axis of
the system is shown in Figure 7.8a. It can be seen that the 5 mT level is reached at
a distance of about 70 m from the IP. The magnitude of the magnetic field in radial
direction at z = 0, 8 and 16 m is shown in Figure 7.8b, confirming that the stray field
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Table 7.2. Main characteristics of the central solenoid, a forward solenoid and a forward
dipole magnet.
Unit Main Forward Forward
solenoid solenoid dipole
Operating current kA 30 30 16
Stored energy GJ 12.5 0.43 0.20
Self-inductance H 27.9 0.96 1.54
Current density A/mm2 7.3 16.1 25.6
Peak field on conductor T 4.5 4.5 5.9
Operating temperature K 4.5 4.5 4.5
Current sharing temp. K 6.5 6.5 6.2
Temperature margin K 2.0 2.0 1.7
Heat load cold mass W 286 37 50
Heat load thermal
shield
W 5140 843 1500
Cold mass t 1070 48 114
Vacuum vessel t 875 32 48
Conductor length km 84 16 23
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Fig. 7.8. (a) Magnitude of the B field as a function of radial distance from the beamline.
(b) Magnitude of the B field along the z-axis as a function distance from the IP.
is below 5 mT as from 52 m, and thus also in the service cavern, which is positioned
at a radial distance of 66–96 m from the beamline.
The proposed conductors for the solenoids are Al stabilised Nb–Ti/Cu Rutherford
cables following the experience with ATLAS and CMS. For the optional forward
dipole magnets internally cooled conductors are proposed following the Morpurgo
magnet design [348]. Figure 7.9a shows the dimensions and the materials proposed for
these conductors. The electrical circuit of the reference magnet with three solenoids
is shown in Figure 7.9b. The cryogenic plant for the magnet system comprises a
shield refrigerator to cool down the system and maintain it permanently cold, and
a main refrigerator to supply liquid helium are installed on the surface. It supplies
20 K helium gas at 20 bar pressure to the cavern for liquefaction close to the detector.
Only the liquefaction stage and the helium distribution lines to the main and forward
magnets are installed in the main cavern. The cooling of the magnets is based on a
thermosiphon that circulates helium through the cold masses. The magnet current
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Fig. 7.9. (a) Conductors for the main solenoid, forward solenoid and forward dipole. (b)
Electrical circuit of the magnet system showing the series connection of the three solenoids
and the powering and protection devices.
































































Fig. 7.10. Material budget of the different sub-systems. The calorimetry provides ≥ 10.5λ
nuclear interaction lengths to maximise shower containment and the total detector material
represents between 180 and 280X0 radiation lengths.
is supplied via high-temperature superconducting current leads that are cooled with
pressurised helium gas. Magnet controls and safety systems as well as diodes, resistors
dump unit, breakers and power converter are installed on the surface, which allows
direct access for interventions.
7.5 Detector sub-system concepts
The concepts for the individual detector sub-systems are based on extrapolations
of existing detectors and allow the formulation of the design challenges. Expected
improvements in technology may lead to more ambitious and non-conventional detec-
tor concepts in the near future. The material budget of the reference detector is
shown in Figure 7.10. The calorimetry provides ≥10.5 interaction lengths (λ) to
ensure high energy shower containment and sufficient radiation shielding of the muon
system. The calorimeters and magnet coils represent between 180 and 280X0 radi-
ation lengths, which defines the multiple scattering performance limit of the muon
system.
























Fig. 7.11. Tracker layout using the so called “tilted geometry” (left) and “flat geometry”
(right).
7.5.1 Tracking
The central tracker provides precision momentum spectroscopy in the region |η| < 2.5
and is modelled according to the Phase-II trackers of the ATLAS and CMS detectors
[344–346]. The forward tracker for |η| > 2.5, which uses a forward solenoid, is unusual,
but does not introduce any novel principles, except for the task of precise tracker
alignment over a very large distance. The option of a dipole in the forward region is
closely related to the spectrometers of the present ALICE and LHCb detectors.
The layout of the tracker for a “flat geometry” and a “tilted geometry” is shown
in Figure 7.11. The barrel ECAL cryostat has an inner radius of 1.7 m, and the
outermost tracking layer is placed at r = 1.55 m to leave space for services. The
central tracker extends up to 5 m from the IP and the forward tracker extends up
to a distance of 16 m from the IP. The total silicon surface amounts to 430 m2 for
the flat geometry and 391 m2 for the tilted geometry. This has to be compared to
≈250 m2 for the Phase-II trackers of ATLAS and CMS. The tilted geometry as seen
in Figure 7.14a, represents up to 50% less material budget (thickness of material
in units of radiation length X0) for the sensor modules in the critical transition
region between barrel and endcap, resulting in a significant improvement of tracking
performance. The final advantage of the tilted over the flat layout will however depend
very much on the mechanical structure and specific service routing, which is not part
of this study. The performance of the Phase-II trackers of ATLAS and CMS will give
important insight into such layouts.
The tracker granularity is determined by the specification of 20% momentum res-
olution at pT = 10 TeV/c, the requirement of <1% occupancy at the highest luminos-
ity and specific requirements on double track separation for highly boosted objects.
The innermost tracking layer is placed at a radius of 2.5 cm and the tracker assumes
sensors with binary readout: pixels of 25–33.3µm× 50–400µm inside a radius of
r < 200 mm from the beam, macro-pixels of 33.3µm× 400µm for 200 < r < 900 mm
and striplets or macro-pixels of 33.3µm× 2–50 mm for 900 < r < 1600 mm. This
represents an r-φ resolution of 7.5–9.5µm per detector layer. The channel count is
5.5×109, 10×109 and 0.5×109 in these three regions, adding up to a total of around
16 × 109 readout channels, to be compared to 6 × 109 and 2.2 × 109 readout chan-
nels for the Phase-II trackers of ATLAS and CMS. The material budget per layer,
including services, is assumed as 1.5/2/2.5% of x/X0 in these three regions, only the
innermost vertexing layers are assumed to have 1%. These numbers are supposed to
include the services, which can of course be considered optimistic.
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Fig. 7.12. Momentum resolution for the option with forward solenoids (solid lines) and the
option with forward dipoles (dashed lines). The results from the analytic approximations
are superimposed for 10 TeV/c and at the multiple scattering limit for xtot/X0 = 0.2− 0.7.
For pT = 1 TeV/c the result from a full simulation is superimposed.
Figure 7.12 shows the momentum resolution for both the forward solenoid and for-
ward dipole options. The track covariance matrix has been obtained by calculating
the template track shape using numeric integration in the non uniform B field and
then performing a global χ2 minimisation. The momentum resolution can be approx-
imated by the square sum of the contribution due to detector resolution that dom-
inates at large pT and the contribution due to multiple scattering in the detector
material that dominates at low pT . To relate these results to elementary expressions,
the Gluckstern formulae are used, assuming a uniform solenoid field, N equidistant
detector planes, a resolution σ per layer, a tracker radius of L and total tracker
material budget of xtot/X0 [349,350]:
∆pT
pT

















For the 10 TeV/c curve, the resolution formula above is superimposed assuming
N = 12, σ = 9µm, B = 4 T and L = 1.55 m. For the low pT resolution limit, the
multiple scattering expression above is shown as a band with values for xtot/X0 =
0.2−0.7 (see Fig. 7.14) and L as above. It is important to realise that, for this level of
material budget, the multiple scattering dominates the momentum resolution up to
transverse momenta of 250 GeV/c, which is a momentum range where a significant
fraction of the SM processes takes place.
In the region 0 < |η| < 1.9 the tracks see the full spectrometer arm of 1.6 m
and the momentum resolution only shows very weak dependence on η from material
variations and geometric variations of the lever arm. Beyond |η| = 1.9 the resolution
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Fig. 7.13. (a) Transverse impact parameter resolution. (b) Longitudinal impact parameter
resolution. The open symbols in both figures represent elementary formulae for high pT and
multiple scattering limits.
degrades up to a factor 4 at |η| = 2.5 where the spectrometer arm has decreased by
a factor 2. For larger values of η the forward tracker restores the full spectrometer
arm up to |η| = 3. Beyond this value the resolution degrades due to a continuous loss
of lever arm. The forward solenoid therefore increases the acceptance for precision
momentum spectroscopy by about one unit of rapidity. Figure 7.12 also shows that,
by using a dipole magnet in the forward region, one can significantly improve the
momentum resolution beyond |η| = 3.1, staying below 1% at the multiple scattering
limit in the entire acceptance. This improvement has of course to be contrasted with
the loss of rotational symmetry and the increased complexity of the magnet system.
The impact parameter resolution and related capability to identify interaction
vertices is dominated by the position resolution of the tracker at high pT and by the
material budget of the first tracker layer together with the beam pipe at low pT .
The transverse and longitudinal impact parameter resolution for various momenta is
shown in Figure 7.13. The transverse impact parameter resolution δd0 (Fig. 7.13a) is
the key number for secondary vertex resolution i.e. b, τ and c tagging. The limit of
5µm at high pT is due to the tracker position resolution. Below 50 GeV the resolution
is dominated by multiple scattering in the beam pipe and the first tracker layer.
In Figure 7.14b, a study of the b-tagging capability in the central part of the
detector for different jet energies is summarised. For energies of tens to hundreds
of GeV, good performance is achieved for the reference geometry with multivariate
classifiers using information from secondary vertices and track impact parameters
as input [351]. In 100 TeV proton–proton collisions, multi-TeV b-hadrons and tau
leptons can be produced in various new physics scenarios. The extremely boosted
b-hadrons with pT of several TeV can travel several tens of cm inside the detector
before decaying. In addition, the separation of their highly collimated decay products
is limited by the detector granularity [352]. Traditional taggers require the reconstruc-
tion of individual tracks from secondary decay vertices and hence have a significantly
worse performance in the multi-TeV regime. A so-called hit multiplicity jump tagger
exploits the change in hit multiplicity for b-hadrons decaying between two consecu-
tive tracker layers. It is found that this approach can be superior in performance for
jets of very high energy [353].
The longitudinal impact parameter resolution δz0 (Fig. 7.13b) is crucial for pile-
up rejection. The high pT resolution limit is 10µm. Due to multiple scattering, mainly
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Fig. 7.14. (a) Material budget in units of radiation length for the flat and tilted tracker
geometries. (b) Material budget in units of nuclear interaction length for the flat and tilted
tracker geometries, assuming a limit of 10 hits on the track.
in the beam pipe, a serious degradation of this resolution with increasing rapidity
is observed. Considering that the average distance between vertices is 125µm it
can be seen that the δz0 resolution is larger than this value for |η| = 1.5, 3 for
pT = 1, 10 GeV/c. Hence one needs additional information such as precision timing
to correctly assign the tracks to vertices.
In addition to the tracking resolution, the track reconstruction performance can
be quantified by two complementary variables: track reconstruction efficiency and
track fake rate. Current experience from ATLAS and CMS Phase-II upgrade stud-
ies, that foresee tracking systems that are similar in terms of material budget and
position resolution, suggests that requiring 10 hits per track is sufficient to suppress
fake tracks to an acceptable level. Fake tracks are mainly caused by the fact that
multiple scattering effects render random combinations of hits as compatible with a
track hypothesis. This effect is dominated by the amount of material in the tracker
(see Fig. 7.14), combined with the propagation distance between the tracker layers.
Assuming optimal pattern recognition performance the effect of multiple scattering
noise is regulated within the track fit, and the single remaining source for recon-
struction inefficiency is attributed to the nuclear interactions and related production
of secondary particles. This was demonstrated by the close to 100% reconstruction
efficiency for muons over a large momentum spectrum, independently of the pile-up
for the Phase-II tracker studies for ATLAS and CMS. In such an ideal scenario only
the hadron reconstruction efficiency is expected to be affected. The material budget
in units of nuclear interaction length x/λ0 is therefore shown in Figure 7.14b with
a requirement of finding 10 hits along the track. The result demonstrates that the
tilted layout is clearly superior to the flat layout, specifically in the barrel-endcap
transition region. The tilted layout presented in this report has been optimised in
terms of all these effects.
To quantify the pile-up problem the so-called effective pile-up is defined, referring
to the number of primary vertices that a track of a given pT is compatible with,
at 95% confidence level. Figure 7.15a shows this quantity for a pile-up of 1000 and
compares the FCC-hh tracker to a design similar to the CMS Phase-II tracker with
a pile-up of 140. While a time resolution of 25 ps for the HL-LHC environment can
already reduce the effective pile-up for 1 GeV tracks to the level of 1 in the entire
tracking acceptance, such a time resolution only brings the effective pile-up to levels
of 10 at |η| = 4 and around 100 at |η| = 6 for the FCC-hh environment. Very
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Fig. 7.15. (a) Effective pile-up for different particle momenta. (b) Examples of b-tagging
performance at very large pT .
challenging time resolutions of 5 ps per track bring these numbers down by a factor
of 5, keeping the effective pile-up below 1 within the central region. A similar effect
can be achieved by stretching the luminous region by a factor of 2.
The level at which this pile-up becomes a problem depends very much on the spe-
cific physics topic under study and only a detailed simulation including reconstruction
and analysis can give a definite answer to this question.
7.5.2 Calorimetry







⊕ c , (7.1)
where a is the “stochastic term” due to shower fluctuations and sampling, b the
“noise term” due to electronic noise and pile-up and c the “constant term” due to
numerous effects like shower leakage, construction uniformity and cell-to-cell calibra-
tion variations. Table 7.3 shows the performance goals, granularity, radiation levels
and technologies chosen for the calorimeter system of the FCC-hh reference detector.
It has to be pointed out that the longitudinal segmentation is still preliminary and
must be optimised with detailed performance studies.
LAr calorimetry is used as reference technology for the ECAL because of its
intrinsic radiation hardness and stability as well as the successful application in the
ATLAS experiment [354]. Another technology that can cope with a 1-MeV-neq flu-
ence of 1016/cm2 is the Si/Pb or Si/W calorimetry that will be used for the endcap
calorimetry of the CMS Phase-II upgrade [355] and could be a possible choice for an
FCC-hh barrel detector. The η−φ granularity of the barrel ECAL (EMB) is chosen
as ∆η ×∆φ = 0.01 × 0.009 except for ∆η = 0.0025 in the second layer to optimise
η-resolution and pi0 rejection. This corresponds to cells of 20 × 20 mm at rapidity
η = 0, 8× 8 mm at |η| = 2 and 6× 6 mm at |η| = 4. This high granularity, together
with the importance of longitudinal segmentation, demands a geometry that is dif-
ferent from the “accordion” geometry employed in the barrel ECAL of the ATLAS
experiment. Figure 7.16a shows a geometry using straight inclined plates as assumed
for this study. It allows highly granular readout by use of multilayer printed circuit
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Table 7.3. Calorimeter system for the reference detector.
ηmin ηmax a c ∆η ∆φ Fluence Dose Material Mix Seg.
Unit %
√
GeV % cm−2 MGy
EMB 0 1.5 10 0.7 0.01 0.009 5× 1015 0.2 LAr/Pb/PCB 1/0.47/0.28 8
EMEC 1.5 2.5 10 0.7 0.01 0.009 3× 1016 4 LAr/Pb/PCB 1/0.75/0.6 6
EMF 2.5 4 10 0.7 0.025 0.025 LAr/Cu/PCB 1/50/6 6
4 6 30 1 0.025 0.025 5× 1018 5000 LAr/Cu/PCB 1/50/6 6
HB 0 1.26 50 3 0.025 0.025 3× 1014 0.006 Sci/Pb/Fe 1/1.3/3.3 10
HEB 0.94 1.81 50 3 0.025 0.025 3× 1014 0.008 Sci/Pb/Fe 1/1.3/3.3 8
HEC 1.5 2.5 60 3 0.025 0.025 2× 1016 1 LAr/Cu/PCB 1/5/0.3 6
HF 2.5 4 60 3 0.05 0.05 5× 1018 1000 LAr/Cu/PCB 1/200/6 6
4 6 100 10 0.05 0.05 5× 1018 1000 LAr/Cu/PCB 1/200/6 6
Notes. Acceptance, performance goals (single electron for ECAL and single pion for
ECAL+HCAL), granularity, radiation levels for Lint = 30 ab−1 and technologies chosen.
Fig. 7.16. (a) LAr barrel ECAL geometry and (b) LAr endcap calorimeter geometry.
boards. The 2 mm steel plated lead absorber plates are inclined at 50◦ and 8 layers
are assumed in the radial direction. The LAr gap increases from 1.15 mm at the inner
radius to 3.09 mm at the outer radius, which results in a variation of the sampling
fraction in radial direction. The ECAL therefore has to be calibrated separately for
each of the 8 layers.
The aluminium cryostat is 5 cm thick, representing 56% of X0 in front of EM
calorimeter at η = 0. In order to correct for the material in front of the ECAL, the
fact that there is a linear relation between the upstream energy loss and the energy
deposited in the first layer is exploited. The full simulation of single electrons shows
a stochastic term of a = 8.2%
√
GeV and a constant term of c = 0.15% at η = 0.
The contribution from electronics noise is estimated by calculating the capaci-
tances of the readout electrodes and scaling to the ATLAS numbers, which results in
values ranging from 1 to 35 MeV per cell. For a cluster of size ∆η×∆φ = 0.07× 0.17
this gives a value for the noise term of b ≈ 0.3 GeV. A significant contribution to the
noise term does however, come from the pile-up, therefore calling for an optimisation
of the cluster size (∆η ×∆φ = 0.03 × 0.08 was found to be optimal). A simulation
of 1000 superimposed minimum bias events yields a pile-up noise contribution of
b = 1.3−2.7 GeV in the region of 0 < |η| < 1.5 for the above mentioned optimised
cluster size. Figure 7.17a shows the energy resolution for electrons for three different
levels of pile-up. It is assumed that the out-of-time pile-up due to the electron drift
in the liquid argon gaps can been corrected by use of the full event history. The
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Fig. 7.17. (a) ECAL energy resolution for different levels of pile-up at |η| = 0. The no
pile-up configuration uses a cluster size of ∆η×∆φ=0.07 × 0.17 while with pile-up the
optimised cluster size is ∆η×∆φ=0.03 × 0.08. (b) Effect of pile-up on the Higgs invariant
mass distribution by selecting two photons with pγT > 30 GeV.
remaining in-time pile-up represents a noise contribution that is independent of the
chosen calorimeter technology. The effect of pile-up on the invariant mass peak of the
Higgs is shown in Figure 7.17b. To what extent this pile-up noise can be mitigated by
estimating the pile-up energy in a cell using tracker information must still be studied.
The endcap ECAL (EMEC) shown in Figure 7.16b assumes 1.5 mm steel plated
lead plates with 0.5 mm LAr gaps. The forward ECAL (EMF) uses same geometry
layout with 0.1 mm LAr gaps and 1 cm copper plates. A full simulation of the single
electron resolution in the endcap ECAL at |η| = 2 gives a = 7.6%√GeV, very similar
to the number for η = 0.
The barrel HCAL is divided into three sections, a central barrel (HB) and two
extended barrels (HEB) allowing for a pseudorapidity coverage of up to |η| = 1.81.
The radiation levels of <8 kGy allow the use of an organic scintillating tile based
calorimeter (TileCal). This calorimeter, shown in Figure 7.18a, uses tile scintillators
oriented perpendicular to the beam axis, which are read out by wavelength shift-
ing (WLS) fibres, similar to the technology employed in ATLAS. These WLS fibres
are then read out by silicon photomultipliers (SiPM). The η−φ granularity of the
Tile HCAL is chosen as ∆η × ∆φ = 0.025 × 0.025 with 10 longitudinal layers for
the barrel and 8 layers for the extended barrel, as summarised in Table 7.3. This
corresponds to cells of 72 mm × 72 mm × 100 mm in η − φ − r in the first layer at
η = 0. The SiPM readout allows for an even finer η granularity, if needed, since the
distance between two adjacent tiles is only 18 mm. The performance for a mix of
scintillator/steel 1/4.7, as used in ATLAS, has been studied in detailed standalone
simulations [356] and provides a stochastic term of a = 43%
√
GeV and a constant
term of c = 4% for an effective calorimeter depth of 9λ. The proposed mix of scintil-
lator/lead/steel 1/1.3/3.3 provides an improved resolution, with a similar sampling
term, but significantly smaller constant term despite the decreased effective depth to
8.6λ (dimensions in cm kept constant). This is due to an e/h ratio closer to unity
which also improves the linearity.
The single pion resolution for the combined barrel EMB + HB system using a
simple hadronic calibration, which corrects for the different e/h ratios of the EMB
and HB (benchmark method [357]), is shown in Figure 7.18b for a pseudorapidity





























Fig. 7.18. (a) Barrel HCAL technology based on scintillators similar to the ATLAS TileCal.
(b) Combined single pion resolution of the barrel EMB + HB using a benchmark hadronic
calibration method [357].
of η = 0.36 (corresponding to a total effective depth of 10.5λ). These results are
well within the target goal of a constant term below 3%. The small degradation
observed on the combined pion resolution with magnetic field, from 44 to 48% in the
stochastic and from 1.7 to 2.2% in the constant term, could be partially explained
by the increased energy loss in the cryostat walls.
A reconstruction using so called “topological clusters” has been studied for single
pions and jets including electronics noise in the EMB as described above and on
average 10 MeV per cell in the HB and HEB. In addition, the impact of pile-up for
〈µ〉 = 200 was evaluated for single pions. Figure 7.19a shows the single pion resolution
using the cluster algorithm as described in [358]. Compared to the benchmark cali-
bration the resolution without pile-up degrades due to the non-optimised thresholds
and calibration of the clusters. When pile-up of 〈µ〉 = 200 is added, the stochastic
term of the single pion resolution further deteriorates. It should be noted that these
results should be understood as a demonstration that the effect of pile-up can be cor-
rectly simulated and its impact on the resolution estimated. However, it also reveals
the need for more sophisticated calorimeter reconstruction and calibration algorithms
and the combination with tracking information (particle flow algorithms), to achieve
the best possible performance in the medium and low energy range [359].
The jet momentum resolution, taking into account realistic electronics noise in
the absence of pile-up and at B = 0 T, is shown in Figure 7.19b. The jet momentum
resolution, obtained using the anti-kt jet cone algorithm [360] on top of the cluster
reconstruction, is better than 2% for jets with pT > 1 TeV, which reflects the per-
formance goals. When introducing the 4 T magnetic field, approximately 15% of the
charged particles within jets of momenta <100 GeV are not reaching the calorime-
ters and are thus lost for reconstruction. In contrast to that, the resolution of jets
with pT > 1 TeV is not degraded by the magnetic field. Further studies including
the tracking information are needed to access the jet performance in the presence of
magnetic field and realistic pile-up.
The hadron calorimetry in the endcap (HEC) and forward region (HF) is based
on LAr technology and shares the cryostats with the ECAL. The proposed geometry
of the HEC is shown in Figure 7.16b and parameters are given in Table 7.3.
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Fig. 7.19. (a) Single pion resolution using for barrel EMB + HB at η = 0.36 and B = 4 T
with electronics noise only (green circles) and for a pile-up of 〈µ〉 = 200 (orange squares).
Only clusters with ∆R < 0.4 from the generated particle direction are included. (b) Momen-
tum resolution for jets in the barrel EMB + HB at B = 0 T and without pile-up using the
anti-kt jet cone algorithm on top of the cluster reconstruction.
The total number of ECAL and HCAL channels is about 2.5 × 106. Sampling all
calorimeter cells at 40 MHz with 16 bits per sample corresponds to a total data rate of
200 TByte per second which has to be sent via optical fibres to the first level trigger.
An alternative ECAL technology uses silicon as the active material together with
Pb or W absorbers. The simulation of 50 layers of 2.1 mm W sheets, interleaved
with 300µm silicon sensors with 5 × 5 mm analogue pads, shows a stochastic term
of a = 16%
√
GeV. The idea of a digital ECAL (DCAL) with monolithic active
pixel sensors (MAPS) uses the number of pixels fired as a measure of the energy.
A simulation with 50× 50µm pixels and a sensitive layer thickness of 18µm and a
threshold of 480 electrons shows a stochastic term of a = 12.6%
√
GeV. Linearity is
good up to energies of ≈300 GeV. Beyond this energy the effect of multiple electrons
passing a single pixel leads to non-linearities and efforts to apply corrections in this
range are underway. Applying this technology to the reference detector would result
in 3500−6000 m2 of silicon sensors representing a total of around 1012 pixels fed into
108 readout pads.
The geometries of the barrel HCAL scintillator calorimeter as well as the endcap
and forward LAr calorimeters are inspired by those of the ATLAS experiment but
provide a much higher granularity and improved performance. The barrel ECAL with
inclined plates represents a new concept that needs R&D and proof of principle. The
extreme particle rates in the forward calorimeter, together with the total deposited
power of 3.5 kW per unit of rapidity, also pose significant engineering challenges.
The application of silicon sensors for the forward calorimeter of the CMS Phase-
II detector will show whether this technology can be successfully applied for an
FCC-hh detector. The ideas of digital electromagnetic calorimetry are quite recent
and still need a significant R&D effort. In addition, a considerable effort is needed
to develop novel reconstruction algorithms building on the full event information,
including tracker, calorimeters and muon system.
7.5.3 Muon system
Neglecting energy loss, muons of pT = 4 GeV/c would just make it into the muon
system and muons of pT = 5.5 GeV/c would exit the solenoid coil at 45◦. The energy
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Fig. 7.20. (a) Differential cross-section for muons with pT > 5 GeV/c [361]. (b) Rate of
muons inside |η| < 2.5 including all muons and only the ones from W,Z, t.
loss of 3−4 GeV in the calorimeters will result in a pT cutoff around 6–7 GeV/c.
Figure 7.20a shows the differential cross-sections for muons from c, b, W, Z and t
decays assuming a lower pT cutoff of 5 GeV/c. The muon rate is dominated by c
and b decays with cross-sections of ≈100µb each. The total differential cross-section
for muons of pT > 5 GeV/c, σµ5 ≈ 200µb, therefore results in a muon flux of
L × σµ5/(2pir2) in the muon system, which evaluates to about 20 Hz/cm2 in the
first muon stations at r = 650 cm for the peak luminosity. The additional rate from
punch-through still has to be evaluated, but it is clear that the charged particle count
rate of about 500 Hz/cm2 due to high energy photons will dominate the rate in the
muon system. The total rate of muons above a given threshold inside an acceptance
of |η| < 2.5 is shown in Figure 7.20b, together with the muon rate from W, Z, t decays
only. The total muon rate is above 20 MHz for a pT threshold of 10 GeV/c and a single
muon trigger with this threshold will therefore not provide any selectivity. However,
the rate of muons from W, Z, t always stays below 100 kHz for any threshold. Since
muons from c and b decays are always accompanied by jets, the determination of
muon isolation at the first trigger level is a key item for useful selectivity.
Figure 7.21a shows the stand-alone muon momentum resolution, the tracker
momentum resolution and the combined momentum resolution for different levels
of position resolution in the muon system. Stand-alone performance is provided by
the angular difference between track angle in the muon system and the radial line
connection to the FCC beam axis. The limit of the stand-alone resolution due to
multiple scattering in the calorimeters is around 4%. Assuming a position resolution
of 50µm in the muon system a combined muon momentum resolution of 6% is found
even for momenta as high as 10 TeV/c. Figure 7.21b shows the stand-alone muon
momentum resolution as a function of η. It can be seen that at η = 2.5 the multiple
scattering limits the momentum resolution to about 28%. Beyond η = 2.5 in the for-
ward region, the momentum resolution is beyond 100%, so the forward muon system
using the forward solenoid can only provide muon identification but no muon trigger
capabilities. If a muon trigger for η > 2.5 were needed, as applied in the LHCb and
ALICE experiments, one has to use dipole magnets in the forward region.
Including a safety factor of 2.5, the charged particle rates amount to 1.25 kHz/cm2
in the barrel and outer endcap muon system and rise up to 25 kHz/cm2 in the inner
part of the inner endcap muon system. In the forward muon system the rates range
from 25 to 250 kHz/cm2. It is therefore concluded that for the barrel and endcap

























































Fig. 7.21. (a) Muon momentum resolution at η = 0. (b) Muon stand-alone momentum
resolution as a function η for different muon momenta.
b)

















 = 100 TeVs
-1 s-2 cm
34
 10× = 5 instL
a)
Fig. 7.22. (a) Cross-sections for key SM processes. (b) Muon trigger rates at 100 TeV for
L = 5× 1034 assuming the CMS Phase-I calorimeter and muon triggers.
regions, technologies planned to be used at the HL-LHC, like the sMDTs from the
ATLAS experiment with a diameter of 15 mm, are suitable. An arrangement of 2× 4
layers of sMDTs at a distance of 1.4 m, constructed as one mechanical object, can
provide an angular resolution of 60µm and spatial resolution of 40µm and therefore
fulfil the requirements. A total area of 1150 m2 with about 250 MDT chambers would
consist of 260 k tubes and would therefore be an efficient implementation of the
muon system. The points in Figure 7.21b show a GEANT simulation of the reference
detector with such an arrangement. An additional layer of thin-gap RPCs with 1 mm
gas gap could provide 0.5 ns time resolution if needed.
7.5.4 Trigger and data acquisition
Figure 7.22a shows how the cross-sections for typical SM processes increase from
14 TeV at the LHC to 100 TeV at the FCC-hh [362]. In addition the factor 6 increase
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in peak luminosity from HL-LHC to FCC-hh results in an average pile-up increase
from 130 to 1000 that has to be taken into account. Since the bb cross-section is only
50 times smaller than the inelastic pp cross-section, there will be on average 20 bb
pairs in a single bunch crossing event. One will also find 3 jets with pT > 50 GeV
in a single bunch crossing. The rates for a few SM processes are shown in Table 7.1,
where around 400 kHz of Ws, 120 kHz of Zs, 40 kHz of W to leptons and 4 kHz of Z to
leptons are found. The ratio of photons with pT > 50 GeV to jets with pT > 50 GeV
is of the order of 10−4, similar to LHC energies, so to avoid increasing the rate of
fake photon triggers due to jets, the discrimination between jets and photons on the
trigger must reach levels of 10−5.
To understand the order of magnitude of the challenge, the CMS Phase-I calorime-
ter and muon triggers are simulated, and the rates at 14 TeV and 100 TeV are com-
pared, both at a pile-up of 140 and a luminosity of L = 5×1034 cm−2 s−1. This setup
essentially gives the performance of the CMS Phase-II detector, in the absence of the
track-trigger that is planned to reduce trigger rates. While the 100 kHz rate limits
for single muon, photon/electron and jet triggers are at thresholds of 25/30/120 GeV
at 14 TeV, the thresholds become 78/150/300 GeV at 100 TeV due to the increased
cross-sections alone. Figure 7.22b shows the trigger rate of single muons at 100 TeV.
Clearly, more sophisticated trigger algorithms, like isolation for muons or longitudinal
segmentation for the calorimetry are needed to keep the trigger rates at acceptable
levels. This essentially means that today’s offline algorithms have to be migrated to
the trigger.
The detectors for the Phase-II upgrades of the ATLAS and CMS experiments will
generate data volumes of 6 and 7.5 MByte per event, assuming the ultimate average
pile-up of 200 [363,364]. This results in a total data production of about 200 TB/s
at 40 MHz bunch crossing frequency. Moving this amount of data from the detector
directly into a High-Level Trigger (HLT) system is technically possible. However,
the data rates provided by the radiation-hard optical links designed for the LHC
experiments would still call for 150–300 k optical links, a non-negligible cost factor. In
addition, the electrical links providing the power and necessary cooling infrastructure
would significantly impact the tracker performance. A first level trigger will therefore
reduce the tracker readout rate to about 0.5−1 MHz for the upgraded ATLAS and
CMS detectors. The data from calorimeters and muon system will be sent to the
central trigger processors in the underground service cavern at the full bunch-crossing
frequency of 40 MHz. In addition, CMS will read reduced tracker information at the
same rate. This amounts to a total data rate of 30 TB/s for ATLAS and 40 TB/s
for CMS. Trigger decisions are taken with a latency of 10–12µs and the tracker
information is then read out at a rate of 0.5−1 MHz. The HLT system uses the
entire detector information in the form of fully built events to perform further event
selection, targeting a storage rate of about 10 kHz at 60 GB/s.
The increased granularity and acceptance of the FCC-hh reference detector will
result in about 250 TByte/s of data for calorimetry and muons systems, about 10
times more than in the ATLAS and CMS Phase-II scenarios. It is likely that it will
be possible to cope with these amounts of data by the time of detector construction.
The question remains, whether the data rate of 1–2 PB/s from the tracker can also
be read out at the full bunch crossing rate or whether calorimeter, muon and possible
coarse tracker information allow a first level trigger to be formed, reducing the tracker
readout rate to the few MHz level, without the loss of important physics. Even if the
optical link technology for full tracker readout were available and affordable, sufficient
radiation hardness of devices and infrastructure constraints from power and cooling
might be prohibitive. It was shown that a triplet of tracking layers at a radius of
600 mm with layer separation of 30 mm can provide a track trigger that retains 50% of
the HH and ttH signals at a trigger rate of only 100 kHz at the highest luminosity with
FCC-hh: The Hadron Collider 975
pile-up of 1000 [365]. This is evidence that tracking can provide enough selectivity
if calorimetry and muon measurements are not sufficient. About half of the tracker
data originate from the region of <200 mm from the beam pipe, where hit densities
are enormous, radiation levels very high and material budget has to be very low for
excellent vertex tracking. It is therefore conceivable to assume 40 MHz readout only
for the tracking layers at radii >200 mm for a high performance track trigger and to
read out the vertex tracker at a lower rate.
7.6 Detector performance and physics benchmark studies
Physics at the FCC-hh will involve final state particles with momenta ranging from
a few tens of GeV to tens of TeV. The high end of the spectrum features searches for
resonances at the highest possible mass (up to 40 TeV), whose decay products are
SM multi-TeV particles. High momentum decay products such as muons, electrons,
photons or charged hadrons can be used to define minimal requirements on tracking
and calorimetry momentum/energy resolution. Multi-TeV unstable heavy objects
such as gauge bosons, top or bottom quarks and tau leptons that decay into highly
boosted and collimated stable particles are useful benchmarks for constraining the
angular separation power of the detector, in particular of the tracker and of the
calorimeters. At such high pT the relative impact of pile-up can be neglected to first
approximation, as shown in Figures 7.17a and 7.19a. The detector performance at
low pT is instead fixed by targeting maximum precision and by requiring the best
sensitivity to searches for elusive final states, such as those involving compressed or
low-mass spectra. The goal is to define targets for object reconstruction efficiencies
and fake-rates, as well as energy/momentum resolution at low momentum, in a regime
where the relative impact of the pile-up is large.
A complete discussion of the physics opportunities at the FCC-hh can be found in
Volume 1. This section focusses on a small selection of physics studies, which played
a key role in defining the target performance for the FCC-hh reference detector
presented in the previous sections and in shaping its design. First the measurement
of the Higgs self-coupling, and the impact of pile-up is presented. Next, the search
for a Z′ resonance decaying to leptons and for a pair of stop squarks decaying to
fully hadronic final states is covered. These searches define the momentum resolution
and calorimeter granularity requirements for multi-TeV leptons and boosted hadronic
jets, respectively. Finally, a search for disappearing tracks, with a focus on the inner
tracking detector design is presented. A more complete description of these analyses
can be found in [15–17,23].
For the studies presented in this section, most of the Monte Carlo samples have
been generated with the MadGraph5 aMC@NLO [341] v2.5.2 package, showered
and hadronised with Pythia 8 [366] v8.230. The signals for the heavy resonances
are directly generated using Pythia 8 and for the disappearing tracks with SOFT-
SUSY v3.7.3 [367] and SUSYHIT [368]. With the exception of the disappearing
track study, the detector simulation was performed with the fast simulation frame-
work Delphes [369] v3.4.2, parameterising the sub-detector specifications defined in
the previous sections. Rather than simulating the pile-up directly in fast simulation,
its possible impact on the final sensitivities through its indirect effects on the per-
formance of specific objects, has been studied. The disappearing track study uses a
custom pile-up simulation and track clustering algorithm.
7.6.1 The Higgs self-coupling
A precise measurement of the Higgs self-coupling, λ, is crucial for constraining the
shape of the Higgs potential near its ground state and can be determined from
976 The European Physical Journal Special Topics
a) SMλ/obsλ = λk



























 = 100 TeVs
-1 L = 30 ab
γγ bb→HH
b) SMλ/obsλ = λk















 = 1.3 GeVγγ m∆




 = 100 TeVs
-1 L = 30 ab
γγ bb→HH
Fig. 7.23. (a) Expected precision on the Higgs self-coupling modifier κλ = λobs/λSM with
no systematic uncertainties (blue), 1% signal uncertainty (red) and with 1% uncertainty on
the ttH background (green). (b) Comparison of the precision on κλ = λobs/λSM obtained
by assuming either nominal δmγγ = 1.3 GeV (pile-up=0) or degraded δ mγγ = 2.9 GeV
(pile-up=1000) di-photon invariant mass resolution.
non-resonant di-Higgs production [370]. Because of the small di-Higgs production
cross-section (at
√
s = 100 TeV, σgg→HH ≈ 1.5 pb [371]) it is an extremely chal-
lenging measurement. The bb¯γγ decay mode is the most promising channel despite
the small branching ratio of 0.25%. The main backgrounds for this measurement are
single Higgs production, γγ+jets, and γ+jets.
The photon identification efficiency is assumed to be γ = 95% for |η| < 2.5. The
light jet-to-photon mis-identification probability is parameterised by the function
j→γ = 0.002 exp(−pT [GeV]/30). The b-tagging efficiency b and the light (charm)
mistag rates l(c)→b are assumed to be b = 85% and l(c)→b = 1 (5)%.
The event selection requires two isolated photons and two b-tagged jets. Addi-
tional selection criteria are applied to suppress backgrounds, such as requiring the
di-photon and di-jet pairs pT (γγ,bb)> 100 GeV. The invariant mass of the bb¯ pair
is required to be within 100 < mbb < 130 GeV.
The signal is extracted via a 2D fit on the photon pair and the Higgs pair invari-
ant masses, mγγ and mbbγγ using analytical parameterisations for the signal and
background shapes. Figure 7.23a shows that, assuming a 1% systematic uncertainty
on the signal cross-section and the single Higgs background normalisation, λ can
be measured with a precision of 6.5% (at 68% confidence level) with an integrated
luminosity of 30 ab−1. The single most important variable that controls the sensi-
tivity of this measurement is the di-photon pair invariant mass. In accordance with
Figure 7.17b, the di-photon invariant mass resolution is found to be δmγγ ≈ 1.3 GeV
with pile-up=0 and δmγγ ≈ 2.9 GeV with pile-up=1000. The resulting impact on
the Higgs self-coupling precision, shown in Figure 7.23b, is found to be of the order
of 1%. The assessment of the impact of pile-up on δ mγγ has to be considered as
conservative. Indeed, the use of timing information as well as the optimisation of the
photon clustering using deep learning techniques is expected to bring large improve-
ments in terms of pile-up rejection. It should be noted that the precision of the Higgs
self-coupling measurement will benefit from the combination with other Higgs decay
modes such as bbττ , and bb4`. More details about this analysis and the study of
alternative final states are given in [17].
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7.6.2 High mass resonances decaying to leptons
New Physics models with extended gauge groups often feature additional U(1) sym-
metries with corresponding heavy spin-1 bosons. These bosons, generally referred to
as Z′, appear as a narrow resonance (Γ/m ∼ 2−3%) through their decay to two high
energy SM particles [372–375]. Searching for these heavy objects typically involves
reconstructing an invariant mass peak as a proxy for the Z′ resonance. An excellent
momentum resolution is needed in order to achieve the highest possible discovery
reach.
The decay products of heavy resonances accessible to FCC-hh could be in the
multi-TeV regime and the capability to reconstruct their momentum imposes strin-
gent requirement on the detector design. For simplicity, only the Z′ → `` decays
are considered here, where ` = e, µ (decays to tau leptons, top quarks or EW gauge
bosons are discussed in Ref. [15]). Reconstructing the track curvature of multi-TeV
muons requires excellent position resolution and a large lever arm. Figure 7.21a shows
that the current tracking plus muon design allows for the outstanding pT resolution
of σ(pT )/pT ≈ 10% at pT = 20 TeV at η = 0. Reconstructing multi-TeV electrons
requires an ECAL design with a small constant term, which is ensured with a highly
uniform calorimeter with no leakage. The present ECAL design ensures an excellent
σ(E)/E ≈ 0.2% at multi-TeV energies, as shown in Figure 7.17a.
The Sequential SM (SSM) [374] Z′, whose couplings are identical to those of the
SM Z boson, is taken as a benchmark model. Events are selected by requiring two
high-pT isolated leptons with pT (`) > 6 TeV and |η(`)| < 3. The only significant
background is the di-lepton continuum Drell-Yan process. A 50% systematic uncer-
tainty on the background rate is assumed (extremely conservative, but with little
impact on the final result). The signal extraction is performed via a profile likelihood
fit on the di-lepton invariant mass. The di-muon spectrum for a mZ′ = 35 TeV is
illustrated in Figure 7.24a. Figure 7.24b shows the discovery reach for the separate
and combined di-lepton channels. Despite the worse resolution at high momenta, the
reach in the di-muon channel is similar to that in the di-electron channel, because of
the rapidly falling background yields at very large invariant masses. It can thus be
concluded that the present muon performance is close to optimum and satisfies the
physics potential of the FCC-hh at high pT . With the current detector design, the
combination of the e+e− and µ+µ− channels allows for a Z′ discovery with a mass
up to mZ′ = 42 TeV.
7.6.3 Top squarks
Supersymmetry is a theoretical framework that can address the hierarchy problem,
allows for the unification of couplings at high energies and provides a natural dark
matter candidate, often the lightest neutralino. The scalar partner of the top quark,
known as the top squark or stop, can be produced through pp→ t˜ t˜, and detected
via the t˜ → t + χ˜01 decay mode, where t˜1 is the stop’s lightest mass eigenstate
and χ˜01 is the lightest neutralino. Here the focus is on fully hadronic final states
which have a striking signature: the presence of two on-shell top quarks, decaying to
multiple jets and b-jets, and large missing transverse momentum pmissT . At the FCC-
hh, the production rate of stop pairs is sizeable up to mt˜ ≈ 10 TeV. For such extreme
kinematics, this search is very challenging, since highly boosted top quarks will be
produced in the decay of massive stop quarks, leading to jets that exhibit three
extremely collimated prongs. Resolving the sub-structure inside such “top” jets is
key to reject the background from QCD jets and requires excellent granularities in
the tracking detectors and the calorimeters. For example, the decay products of a
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Fig. 7.24. (a) The di-muon invariant mass spectrum for a signal of mZ′ = 40 TeV and
background. The background is displayed with a solid histogram and the distribution of the
signal model is shown by the solid red line. The expected yields are scaled to 30 ab−1. (b)
Integrated luminosity as a function of the 5σ discovery reach for the e+e−, µ+µ− channels
and their combination.
5 TeV top quark are separated by ∆R = ∆η × ∆φ ∼ 0.05. This number has to be
compared to the angular resolution estimated at the first tracker pixel layer, given by
ση×φ ≈ 0.005. The ECAL (HCAL) design shown in Table 7.3 ensures a granularity
in ση×φ ≈ 0.01(0.025) in the barrel. As a result, the present detector design should
provide the necessary angular separation power to resolve such boosted signatures.
Events are selected by vetoing electrons or muons and requiring high missing
transverse energy (pmissT > 2 TeV). In addition, at least two high-pT jets (pT > 1 TeV)
are required, of which at least one is b-tagged (Nb ≥ 1), and at least one top-tagged
(N t ≥ 1). A top-tagging multi-variate discriminant for QCD background discrimi-
nation based on jet substructure observables has been developed specifically for this
search, by using a combination of track and calorimeter-based jet variables. It pro-
vides a working point with∼ 5% mistag rate from QCD and a∼60% top identification
efficiency. The dominant SM backgrounds with intrinsic pmissT arise from tt¯ and tt¯V
(V = W,Z,H) production. These backgrounds are reduced by selecting events with
|∆φ( t, pmissT )| > 0.5. Their contributions are estimated in dedicated control regions
extrapolated to the search regions with simulation. Contributions arising from EW
(e.g. V+jets), single t quark, tt¯V V and tt¯ tt¯ processes represent much smaller back-
grounds and were estimated directly from simulation.
Events are divided into categories based on N t and Nb and the shape of pmissT is
used as the discriminating variable. Figure 7.25 shows the expected signal and back-
ground contributions in the Nt ≥ 2 and Nb = 1 category. A simultaneous fit to signal
and control regions is used to determine the exclusion potential. Figure 7.25b shows
that, with 30 ab−1 of integrated luminosity, top squarks with mass up to ∼10 TeV
can be excluded if the neutralino mass is below 4 TeV. It was verified that this limit
is robust against the choice of systematics scenario. A more detailed discussion of
this analysis can be found in [16].
7.6.4 Disappearing tracks
The simple and minimal way to add a Dark Matter candidate to the SM consists of
adding an SU(2) multiplet that contains a neutral state. In Supersymmetry, Higgsi-
nos and winos represent a doublet and a triplet, respectively. If DM is the neutral
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Fig. 7.25. (a) The pmissT distribution in background and signal events with N t ≥ 2 and
Nb = 1. The background processes are displayed with solid histograms and the distribution
of one signal model is shown by the solid red line. “LL” stands for “Lost Lepton” and
collects all backgrounds where a lepton was not reconstructed due to inefficiency or limited
detector acceptance. The expected yields are scaled to 30 ab−1. (b) Exclusion potential for
30 ab−1, and the ±1σ contours for the nominal systematic uncertainties.
wino (Higgsino) and was produced in thermal equilibrium, the upper limit on its
mass is determined by the observed DM relic abundance: 3 TeV for the wino LSP
scenario and 1 TeV for the Higgsino LSP scenario. The FCC-hh therefore provides a
unique opportunity to probe wino and Higgsino DM.
When a pure wino/Higgsino is the LSP, the mass of the χ˜01 is highly degenerate
with the lightest chargino (χ˜±1 ) [376,377]. Therefore, χ˜
±
1 is a long-lived state with a
lifetime τχ ≈ 0.2 (0.023) ns for a 3 TeV wino (1 TeV Higgsino) [378]. A χ˜±1 decays
into a χ˜01 and a soft charged pion. The neutralino does not interact with the detector
and the pion is too soft to be reconstructed. Therefore, the long-lived chargino can
be detected as a short-distance disappearing track with a typical length scale of
O(1-10) cm [379–381].
The backgrounds for this search can be categorised into two components. Physical
backgrounds arise from charged particles (electrons or charged pions) scattered by
the material in the inner tracker. These are mainly W(→ `ν)+jets events, with
large EmissT and a high pT track from a W decay product. The normalisation of the
physical background is derived by taking the background rate estimated at ATLAS,
and rescaling it by the ratio of the amount of the material in the FCC tracker to that
in the ATLAS inner tracker. The unphysical background consists of fake tracks; they
arise from a random combination of hits that form a short track. The fake-track rate
is evaluated from simulated minimum bias events by counting the number of fake
tracks passing the quality requirements. The final estimate is obtained by scaling
by a pile-up dependent fake rate probability. Good coverage of the volume within
r < 10 cm is crucial for optimum fake-track rejection and thus for the success of this
measurement.
Candidate events are required to contain at least one high pT jet, large pmissT and
no lepton (electron or muon) with pT above 10 GeV. The jet pT and pmissT thresholds
are determined by maximising the sensitivity at each χ˜±1 mass point based on the
signal acceptance and background rate. Additionally, at least one short track with
Nhitlayer≥ 5 is required.
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Fig. 7.26. (a) Wino, 〈µ〉 = 500. (b) Higgsino, 〈µ〉 = 200. Expected discovery significance
at 30 ab−1 with requirements of Nhitlayer ≥ 5 with 200 (solid) or 500 (hatched) pile-up col-
lisions and |η| < 1 with the default (grey) and alternative (red) layouts. The band width
corresponds to the difference of the two configurations of the soft QCD processes.
The expected significance obtained with the default tracker layout from
Figure 7.11 is shown in Figure 7.26 as the grey band. The area represents an estimate
of the uncertainty obtained from different QCD models of pile-up simulation. The
impact of a layout with 5 pixels tracking layers instead of 4 is shown in red. Two
pile-up conditions, 〈µ〉 = 200 and 500, have been considered to evaluate the fake-
tracks background. A significance well above 5σ for the 3 TeV wino can be reached.
However, a 5σ significance for the 1 TeV higgsino can only be reached using the
alternative layout with 5 pixel layers. The sensitivity could be further improved by
using the hit-timing information to suppress fake tracks or using dE/dx information
to identify the velocity of the disappearing track.
7.7 Special purpose experiments: ions
The physics opportunities of heavy ion collisions at the FCC-hh allow one to identify
some general prerequisites for the detector design. To fully exploit the opportunities
for physics with soft probes, one requires a detector with excellent charged-hadron
identification to measure low-pT pions, kaons, protons and light nuclei, their abun-
dance, spectra, flow and correlations, as well as low-pT charm and beauty mesons
and baryons. Such identification capability could be provided by measurements of
specific energy deposition in silicon trackers, time-of-flight, Cˇerenkov radiation, or a
combination of these. Track reconstruction capability down to low pT , ideally starting
from few hundred MeV/c, is mandatory for all these measurements. To fully exploit
the opportunities for physics with hard probes, the basic requirements should match
those for the pp programme at the FCC, namely hadronic and electromagnetic large
acceptance calorimeters with excellent energy resolution at high-pT and excellent
detection capabilities for the leptonic decay products of hard processes. For satu-
ration physics, one requires a detector with excellent forward coverage for charged
particles, photons and jets, ideally up to |η| ≈ 6.
Whether the general purpose pp detectors will be able to fulfil all these require-
ments or whether a dedicated detector should be considered is subject to further
studies. The bandwidth required for pp collisions will definitely allow all PbPb colli-
sions to be read into the high level trigger for detailed inspection. The timing detectors
planned for pile-up rejection in high luminosity pp collisions can allow for significant
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Table 7.4. Key parameters defining the detector requirements for PbPb collisions.
Parameter Unit LHC HL-LHC HE-LHC FCC-hh
Ecm per nucleon TeV 5.5 5.5 10.6 39.4
Circumference km 26.7 26.7 26.7 97.8
Peak L 1027 cm−2 s−1 1 6.5 15-50 320
Bunch spacing ns 100 50 50 50
Number of bunches 1232 1232 1232 5400
Goal
∫ L nb−1 1 10 10/month 110/month
σinel b 7.8 7.8 8 9
σtot b 515 515 530 597
BC rate MHz 13.8 13.8 13.8 16.6
Peak PbPb collision rate kHz 7.8 50.7 400 2880
RMS luminous region σz mm 50–70 50–70 35–70 30–60
dNch/dη|η=0 500 500 610 900
Charged tracks per collision Nch 5800 5800 7500 12500
Rate of charged tracks GHz 0.05 0.3 3 36
〈pT 〉 GeV/c 0.47 0.47 0.49 0.55
Bending radius for 〈pT 〉 at B = 4 T cm 39 39 41 46
particle identification performance for PbPb collisions using time-of-flight measure-
ments. Excellent pT resolution down to low momenta is also an important goal for
the general purpose detectors, the reduced demand on radiation hardness might how-
ever allow for different, highly optimised detector technologies. To allow acceptance
of very low momentum particles, the possibility of operating the magnet system at
a lower magnetic field of around 1 T should be considered. Table 7.4 lists a few key
parameters of heavy ion collisions that define some of the detector requirements.
7.8 Special purpose experiments: Lepton–Hadron
The FCC hadron beams provide a unique opportunity to create luminous electron–
proton and electron–ion scattering at the energy frontier. The default configuration
considered for FCC-eh combines the proton beam of energy Ep = 50 TeV with an
electron beam of Ee = 60 GeV, generated by an energy recovery linac (ERL). In
this design, ep operates concurrently with pp: the FCC in its hadronic configuration
becomes a twin pp and ep collider with greatly enhanced physics reach.
The FCC-eh reaches a maximum value of negative 4-momentum transfer squared,
Q2, of s = 4EeEp = 1.2× 107 GeV2. The default cms energy thus is
√
s = 3.46 TeV,
a tenfold increase compared to HERA and threefold compared to the LHeC. The
corresponding coverage for the parton’s momentum fraction of the proton, Bjorken
x, for Q2 between 1 GeV2 and s, ranges from xmin = 1/s = 8× 10−8 to 1. Although
this is a very asymmetric e-p energy configuration, the inclusive scattering kinematics
can be well reconstructed in the complete x,Q2 plane, owing to the mostly redundant
determination of x,Q2 from the angles (θe, θh) and energies (E′e, Eh) of the scattered
electron and the hadronic final state, respectively. The asymmetry leads to very
strong variations of E′e and Eh in different regions of the detector as is illustrated
in Figure 7.27. This has a large influence on the choice of detector technology and
determines the geometric placements.
A design concept for the FCC-eh detector is presented in Figure 7.28. It is a
classic 4pi acceptance collider detector using a solenoid magnetic field of 3.5 T. Its
outer dimensions of 6 m radius and 19 m length are comparable to those of the CMS














































Fig. 7.27. Kinematics of the FCC-eh for Ep = 50 TeV and Ee = 60 GeV. Blue dashed lines:
constant scattered electron energy, which for Q2 below 1000 GeV2 never exceeds 65 GeV.
Red dashed lines: constant electron polar angle. One observes that the low x region is very
accessible with a detector acceptance down to one degree for backward electrons. Black
dashed-dotted lines: constant hadronic final state energy. At large Bjorken x, energies of
up to tens of TeV are scattered in the forward detector region; black dotted lines: constant
polar angle of the hadronic final state.
detector. The concept has been derived from the extended study of the LHeC detec-
tor, described in [28]. As in the LHeC, head-on ep collisions are essential and this
requires that a dipole with a field of the order of 0.1 T is integrated in the FCC-eh
detector in order to bend the electron beam in and out of the interaction region.
Compared to the LHC, the increased proton beam energy leads to a more demand-
ing forward region into which electrons and hadrons can be scattered with ener-
gies of tens of TeV. The radial and forward calorimeter extensions are thus scaled
by factors of ln(50/7) ' 2 compared to the LHeC. High precision Higgs physics
and BSM searches introduce specific constraints on the design and heavy neutrinos
and dark matter demand high resolution track impact parameters, of the order of
5µm, optimum acceptance and resolution for the hadronic final state as well as miss-
ing energy. Salient features of measurements of the ep processes are the estimated
pile-up of 1, compared to ∼1000 in pp and the clear distinction between neutral
and charged current scattering as opposed to VBF in pp. In the same way, the
FCC-eh radiation level is much more tolerable than that for hadron-hadron colli-
sions. Characteristic numbers for experimentation with FCC-eh are summarised in
Table 7.5.
The backward region (that of the electron beam) is guarded by the much lower
electron beam energy, and thus quite different from the forward region, as can be
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Fig. 7.28. A sketch of the FCC-eh detector layout with a single solenoid and an extended
muon detector. Novel technology designs for combined tracking and calorimetry allow muon
detection without dedicated large scale chambers. The size of the detector is 19.3 m in length
and 6 m radius which is comparable to the LHC CMS detector of 21 × 7.5 m2. There are
different versions for the barrel calorimeters based on crystal or liquid argon calorimeter
technology.
Table 7.5. Parameters and cross-sections, for deep inelastic ep and eA scattering, single
top and Higgs production.
Parameters Unit LHeC HE-LHeC FCC-eh
Ep TeV 7 13.5 50√
s for Ee = 60 GeV TeV 1.3 1.7 3.5
Peak L 1033cm−2 s−1 8 12 15
Bunch spacing ns 25 25 25
Goal
∫ L electron–proton ab−1 1 2 2
Goal
∫ L electron–ion fb−1 10 20 20
Events per bunch crossing (pile-up) 0.1 0.2 1
1 MeV-neq fluence at r = 2.5 cm 1015 cm−2 1 2 5
DIS ep: σep→eX Q2 ≥ 1 GeV2 µb 3.0 3.4 4.6
DIS Pb: σeN→eX/[nucleon,Pb] Q2 ≥ 1 GeV2 µb 1.8 2.1 2.7
Top: σ(ep→ ν t¯X), pjT > 10 GeV, |η| < 6 pb 0.9 2.4 11
Higgs: σ(ep→ νHX), P = −0.8 pb 0.2 0.4 1
deduced from Figure 7.27. The overall detector length is determined by the require-
ments to observe both very low Q2 and large x events in the main detector.
As at HERA, an ep collider detector requires a set of backward photon and
electron taggers, to tag the low Q2 photoproduction background and to measure the
luminosity through Bethe Heitler scattering, ep → epγ. In the forward direction,
proton and neutron taggers are necessary to measure deep inelastic diffraction and
to study the neutron structure. Such taggers were studied in detail for the LHeC [28]
but, given its early stage of development, not for the FCC-eh.
The tracking detector, shown in Figure 7.29, has been optimised for compact-
ness, high precision and large acceptance vertexing and also, in conjunction with the
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Fig. 7.29. r−z view of the all-silicon FCC-eh tracking detector; left: direction of the electron
beam (backward), right: direction of the hadron beam (forward). The radius extension is
0.5 m to facilitate a dipole radius that is not too large and to limit the area of silicon
required.
Table 7.6. Parameters of the FCC-eh silicon tracking detector shown in Figure 7.29.
Tracker Inner Barrel ECAP Barrel Fwd Tracker Bwd Tracker
Type Pix Strix Pix Pix Strix Pix Strix
#Layers/Wheels 4inner 3outer 4 7 5
#Mods/Ring/Wheel max 12flat max 24tilt 2 2inner 2outer 2inner 2outer
#Modules 5538 1512 1080
ηmax /min ±1.5 ±2.5 2.5−5.6 –2.5−-5.4
σr−φ (µm) 5–7.5 7–9.5 5–7.5 5–7.5 7–9.5 5–7.5 7–9.5
σz (µm) 15 15 15 15 30 15 30
X0/ΛI (%) 9.51 / 2.95 5.31 / 1.65 3.79 / 1.18
Total silicon area (m2) 15.8 7.7 5.5
Notes. High resolution requires the use of precise pixel and macro-pixel (strixel) silicon
detectors. The overall area of the compact design is 29 m2.
subsequent calorimeters, to permit particle flow measurements. Redundancy, opti-
mum pattern recognition and minimisation of passive material lead to a geometri-
cal concept, which combines parallel inner barrel, perpendicular end cap ring and
inclined wafer arrangements in between. Characteristic parameters of the FCC-eh
tracker design are summarised in Table 7.6. Given the dynamic development of sili-
con wafer and mechanical support technology a design made at a later stage in the
project will certainly differ from that presented here.
The FCC-eh detector requires high precision calorimetry which is particularly
demanding in the forward plug region, where dense hadronic and electromagnetic
energy jets of up to multi-TeV energies ought to be reconstructed. This dictates the
various choices of technology indicated in the calorimeter summary table, Table 7.7.
The resolutions quoted were obtained in initial simulations of all calorimeters. Future
studies will combine physics requirements, such as from Higgs final state measure-
ments, with technology choices, channel segmentation and the reduction of passive
material. Light weight designs are being studied for the dipole and solenoid magnets
which are currently placed in a common volume in front of the hadronic calorime-
ters. This design of the dipole is dictated by the bend but for the solenoid it is driven
by cost. Liquid argon technology can be considered for the barrel electromagnetic
calorimeters, as done for the LHeC reference detector [28]. It is worth emphasising
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Table 7.7. Summary of electromagnetic and hadronic calorimeters of the FCC-eh detector
showing technology, rapidity coverage, resolution parameters A and B from fits, σ/E '
A/
√
E⊕B, energy flow resolution, interaction length Λ and radiation lengthX0 and volumes.
Calorimeters FHC[SiW] FEC[SiW] EMC[SciPb] HC[SciFe] BEC[SiPb] BHC[SiCu]
Location Plug Plug Barrel Barrel/Endcap Plug Plug
ηmax /min 6.0 5.6 3.0/−2.7 2.5/−2.2 −5.3 −5.6
A, B in % 57.8, 2.2 18.6, 0.3 17.2, 1 35.9, 2 14.3, 0.7 47.8, 3.3
E-Flow σEjet/Ejet = 0.03 (at lower energies 25%/
√
E; sampling ∼55; σjet ∼ 3%)
ΛI /X0 ΛI ≥ 12 X0 ≥ 28 X0 ≥ 28 ΛI ≥ 12 X0 ≥ 25 ΛI ≥ 10
Volume (m3) 13.2 3.1 28.8 407 1.98 7.0
that the ep configuration has the appealing feature of redundant reconstruction of the
secondary energies and scattering angles which leads to their precise cross calibra-
tion [382], especially in the ultra-high luminosity environment for the LHeC and the
FCC-eh. New and updated ep detector concepts, as in FCC-eh, have been designed
for the LHeC and the HE-LHeC [383].
8 Safety
8.1 Safety policy and regulatory framework
The concept study aims at demonstrating that hazard and risk control for a future
collider is possible with best practices and industrial standards, which are comple-
mented, where necessary, with techniques specific for a particle accelerator facility.
The approach is introduced below by first presenting CERN’s legal context and then
the hazard and risk management in place for the existing accelerator complex. The
subsequent sections show how occupational health and safety topics are addressed,
which are specific for a particle collider, and how the risks associated with ionising
radiation are managed. For the conceptual design, a two-stage process has been cho-
sen: first, a hazard register lists the safety hazards that will be present at the facility
and identifies those, for which standard best practices can be applied to control the
associated risks. Second, a detailed analysis will be carried out, for the remaining
safety risks, to assess the risk levels and to identify mitigation measures.
8.1.1 Legal context of CERN
CERN’s status as international organisation requires that it defines a safety pol-
icy in a pro-active and consensus-based process with the host states (see Art. II 2
de l’accord de statut de 1973 entre le CERN et la France [384]). This approach is
applicable for non-standard installations like the accelerators, the experiments and
the technical infrastructure needed to operate these facilities. Where standard infras-
tructure dominates (e.g. offices, car parks and workshops), CERN ensures uniformity
in the safety conditions across its sites, taking into account the laws and regulations
of the host states and EU regulations and directives. Where uniformity cannot be
achieved or where compliance is not required to ensure the proper functioning of the
organisation, a dedicated risk management process is applied, including the planning,
implementation and verification of risk mitigation measures.
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8.1.2 Hazard register and safety performance based design
A systematic collection of safety hazards associated with the construction and opera-
tion of the accelerator complex is the starting point of the safety assessment. Hazard
registers are an established technique in industry. To compile the register, a process-
centred approach has been used [385]. In a first step, a systematic description of the
processes during the life cycle of the accelerator facility has been established, based
on the Project Breakdown Structure (PBS). Each process is characterised by activ-
ities, equipment and substances used or released. Hazards may emerge from these
activities, equipments and substances at different locations.
As an example, the process of providing electrical power to accelerator magnets is
active during commissioning and operation of the accelerator. It relies on transformers
and power converters (equipment) at the surface and in underground locations. This
equipment is at the origin of electrical hazards, noise and potential environmental
pollution in case of dispersion of insulating fluids.
It is assumed that the relevant risks associated with the hazards will be mitigated
by standard best practices, implementing compliance with laws and regulations of
the host states, EC regulations and directives, international regulations, standards
and directives and recommendations from technical or prevention organisms.
Where standard best practices cannot be applied or would affect the proper oper-
ation of the organisation, a performance-based design approach is used [386]. It is
proposed to use a standard method like “Failure Mode, Effects and Criticality Anal-
ysis” (FMECA) [387] to identify those risks which remain unacceptable. From this
starting point, the performance based approach is used. In this process, essential
safety objectives, such as preservation of human lives or prevention of environmen-
tal damage, are defined. The safety performance of design choices is evaluated for
different incident scenarios. If the objectives are met, the design can be retained as
mitigation measure.
8.2 Occupational health and safety
The study has initiated a methodological approach in tackling occupational health
and safety aspects. The hazard registry classifies relevant sources of risks to permit
identifying those, which can be addressed by standard approaches and those, for
which project-specific assessments need to be performed, followed by a definition of
mitigation measures against residual risks. This preliminary activity has identified
that two main hazards are present in underground areas: fire and oxygen deficiency
(ODH). The latter is a residual risk that emerges after applying “safety-by-design”
to cryogenic hazards, such as the avoidance of cold surfaces and functional measures
such as combined vacuum and superinsulation blankets. This report, focusing on the
feasibility and conceptual elements of a future particle accelerator research infras-
tructure does not allow the presentation of the technical risk management files in a
comprehensive manner. It therefore only focuses on the presentation of the approach
for the two main hazards (fire and oxygen deficiency). The results of the studies
[388–391] are summarised in the following sections. The agreed safety objectives for
these two hazards are listed in Table 8.1.
To create safe zones along the entire perimeter of the particle collider it is recom-
mended that smoke and fire resistant compartment walls should be installed every
two accelerator lattice cells (every 440 m). Under normal conditions, the compart-
ment doors are open. Each compartment receives fresh air from the underfloor air
duct; the used air is evacuated along the tunnel. Smoke and oxygen deficiency haz-
ard (ODH) detectors trigger the closure of the doors. An extraction duct traverses
FCC-hh: The Hadron Collider 987

































Table 8.2. Fire scenarios in the design-oriented safety study.
Scenario Description Ignition source
Fire 1 Cable tray fire Electrical fire
Fire 2 Cable drum fire Hot work
Fire 3 Transport vehicle fire Battery malfunction
all compartments and can extract smoke or helium. The fresh air admission and
extraction for each compartment can be controlled individually.
8.2.1 Fire hazard
The most critical phases for a fire hazard are (1) the operation with beam, (2) a
long shutdown and (3) a technical stop. During operation, all electrical systems are
powered and are potential ignition sources. During other periods, personnel who may
inadvertently cause a fire are present, e.g. during welding. Table 8.2 shows the three
fire scenarios studied.
The fire compartment size is sufficiently small to ensure fire fighter safety during
an intervention, in conjunction with secure communications and structural stability of
the tunnel. The size has been chosen as a trade-off between keeping evacuation times
low, to provide sufficient margins for the intervention teams, to limit the damage of
the equipment and to keep cost at reasonable levels. Smoke would still spread in at
least one neighbouring compartment and might affect the equipment there. Worst-
case scenarios for incidents with equipment loss point to a downtime of about one
year. This compartment size has also been adopted by another, recently commissioned
accelerator project, the European XFEL. It is based on a safety concept that has
been developed by an independent underground engineering society, which has been
accepted by the relevant authorities [392] as part of the authorisation to construct the
facility. The FCC study gained valuable insight from this project in the framework
of a multi-year collaboration with the project designers.
Life safety, safety of occupants and rescue teams were quantified by fractional
effective dose (FED), a measure of the harm from toxic fire products as a function of
temperature conditions, and visibility through the developing smoke. These parame-
ters were estimated with the industry-standard computational fluid dynamics (CFD)
program for fire and smoke propagation, Fire Dynamics Simulator 6.5 [393] from the
National Institute of Science and Technology. The studies revealed that uninjured
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Table 8.3. Cryogenic accident scenarios in the design-oriented safety study for FCC-hh.
Scenario Description Helium mass flow
Cryo 1 Occupants 5 m from release point 1 kg/s
Cryo 2 Occupants 5 m from release point,
emergency extraction on
1 kg/s
Cryo 3 Occupants 200 m from release point 1 kg/s
Cryo 4 Occupants 150 m from release point 0.3 kg/s
Cryo 5 Occupants 5 m from release point 0.1 kg/s
Cryo 6 magnets powered, no occupants 32 kg/s
occupants can evacuate the compartment concerned in all scenarios. A smoke and
fire detection system with a response time of under two minutes is needed and it
musst be combined with an autonomous fire extinguishing system with an inter-
vention time of less than 15 min, to ensure also the safety of injured persons with
restricted mobility. Standby rescue teams in the vicinity of the access sites, which can
be established with the assistance of host state emergency services, also in remote
locations, are a viable approach to establish a working intervention programme. Fire
fighting and rescue equipment will be kept available underground in a ready-to-use
state. The latter approach will already be put in place for the HL-LHC upgrade
project.
Protection of the environment calls for a careful selection of fire-fighting agents
(e.g. water, foam) which will be done at a later, detailed design stage. The system
configuration will help keeping the release of smoke, chemical and radioactive con-
taminants to quantities as low as reasonably possible.
Main conclusions. The proposed safety concept fulfils the
– life safety objective for physically fit occupants and the safety of rescue forces in
all scenarios,
– life safety objective for injured occupants with an early fire detection and early
intervention system,
– continuity of operation goal by limiting the high impact downtimes to the unlikely
worst case scenarios and
– environmental impact management goal with standard, best-practice measures.
8.2.2 Oxygen deficiency
An oxygen deficiency hazard arises from the release of asphyxiating cryogenic liq-
uids (He, Ar, N2) in closed environments, where they may displace oxygen during
a sudden evaporation of the fluids. Commissioning and maintenance are the most
critical phases concerning this hazard because of the presence of personnel in the
underground areas. Six accidental and uncontrolled helium release scenarios were
identified and analysed (see Tab. 8.3).
A qualitative consequence analysis of the scenarios has been carried out with
simplified models [391], which is adequate for a conceptual study. The impact of
the various scenarios has been compared to the safety objectives (see Tab. 8.1). The
results are summarised in Table 8.4.
Table 8.4 shows that some safety objectives cannot be met upfront with the
current concept. However, standard organisational measures, as already implemented
today in the LHC [394], such as further access restrictions under particular conditions
(e.g. operation when accidental helium release with a mass flow of above 1 kg/s is
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Table 8.4. Preliminary results of the ongoing analysis of cryogenic accident scenarios in
FCC-hh as an example of the approach.
Occupational health & safety Environment Property protection Continuity
Objectives O1 O2 O3 O4 O5 O6 O7 O8 O9
Cryo 1 not met not met under
study
met met met met met met
Cryo 2 not met not met met with
measures
met met met met met met
Cryo 3 met not met under
study
met met met met met met
Cryo 4 understudy understudy met met met met met met met
Cryo 5 met OK under
study
met met met met met met
Cryo 6 not met not met not met met met met not met not met not met
Notes. The safety objectives indicated correspond to those in Table 8.1; the scenarios cor-
respond to those indicated in Table 8.3. A comprehensive assessment needs to be performed
for a specific particle collider scenario in a subsequent technical design phase.
possible) would also permit mitigating those situations. Further detailed assessments
for other objectives, with definitive mitigation proposals, can only be performed
during a technical design phase for a specific particle collider scenario.
Main conclusions. [395]:
– The safety objectives that are not fulfilled in this preliminary analysis can be
mitigated by standard organisational measures; the concept of the underground
facility is therefore acceptable at this stage.
– An exhaustive assessment is mandatory during a technical design phase, for a
specific particle collider scenario.
8.3 Radiation protection
For the mitigation of risks associated with ionising radiation, the standard prescrip-
tive methods of the existing CERN radiation protection rules and procedures have
been used. Risks resulting from ionising radiation are analysed from a very early
design phase, to develop mitigation approaches throughout the entire design process.
Design constraints will ensure that the doses received by personnel working on the
sites as well as the public will remain below regulatory limits [396,397] under all
operation conditions. A reliable radiation monitoring system coupled with an effec-
tive early warning and emergency stop system will therefore be an essential part of
the system implementing risk control measures.
The FCC-hh will be comparable in terms of radiological hazards to LHC and other
high-energy accelerator facilities. These are reliable sources of experience to take into
account when planning the radiation protection measures during the design phase.
The main differences for FCC-hh are the higher beam energy and luminosity which
lead to higher activation levels in some sections of the accelerator and experiments.
Radiation protection is concerned with two aspects: protection of personnel oper-
ating and maintaining the installations and the potential radiological environmental
impact. The second topic is addressed in Section 10.2.1. To enable the assessment of
the potential radiological risks to the personnel working on the sites, the radiologi-
cal hazards are classified by their sources: (1) particle beam operation, (2) activated
solids, liquids and gases.
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8.3.1 Particle beam operation
Radiation hazards from high energy particle beams arise from their interaction with
matter and other particles. Shielding protects personnel by absorbing the primary
radiation and the subsequently generated stray radiation. An access control system
prevents people from accessing hazardous areas. An interlock system prevents beam
operation in the case of an unauthorised access. An emergency stop system ensures
that the operation with beam is terminated quickly and in a controlled way if needed.
Areas accessible during beam operation will be designated as non-radiation areas to
avoid the need for specific restrictions for radiation protection reasons.
Depending on the position in the accelerator, about 15 m of rock or concrete will
sufficiently shield from the radiation resulting from a total beam loss. Chicanes will
effectively reduce radiation streaming through feed-throughs and passages. Access
to the accelerator tunnel and the experimental caverns will not be permitted during
operation.
Underground facilities which remain accessible during beam operation will be
located on the inside of the accelerator ring, to avoid exposure to forward stray
radiation such as muons which penetrate through extended distances of soil and
concrete.
The shafts above the experiments connect directly to the surface. With the shield-
ing effect of the detectors around the interaction points, more than 100 m distance
to the surface and a concrete shielding cap on top of the shaft, the radiation levels
on the surface will be low enough to prevent any relevant direct exposure to stray
radiation or sky-shine effects on the surface sites or beyond.
8.3.2 Activation of solids
Activation of solids represents a potential hazard to persons through exposure to
gamma radiation during interventions inside the accelerator tunnel such as in-situ
maintenance or handling of radioactive parts. The radiation levels differ considerably
amongst the various sectors of the accelerator and depend on the type of beam
operation and on the time that has passed since the machine was stopped. Locations
close to the interaction points, the beam cleaning insertions as well as the absorbers
of the beam dumping system will exhibit the highest radiation levels from activation,
exceeding those at the LHC [398].
The first means to mitigate risks from this hazard will be to optimise installation,
maintenance and repair processes: automated and remotely controlled interventions
are one way to reduce the exposure of personnel. Bypass tunnels for high radiation
areas will also help to keep exposure low.
Activated materials are routinely removed from the accelerator tunnel and exper-
imental caverns for maintenance or disposal. Dedicated and specially equipped areas
for handling and storage of this equipment [399] will be planned. Corrosion and
machining of activated materials can produce dispersed activated solids in the accel-
erator and workshop areas. Experience from high energy accelerators at CERN shows
that this does not lead to relevant radiation risks; therefore, standard procedures
apply.
8.3.3 Activated or contaminated liquids
Infiltration water and leakage water from closed water circuits will be collected by the
tunnel drainage system. The water will be pumped to the surface sites for collection
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and further treatment before being cleared and released. Continuous monitoring and
confinement will ensure that no activated and/or contaminated water will be released.
The demineralised water filtering units collect and concentrate radioactive particles
and will be treated through standard procedures.
Ventilation cooling units for the tunnel and experimental areas can, under cer-
tain operational conditions, concentrate airborne radioactivity in their condensates,
mainly in the form of tritiated water. This liquid waste water will be collected and
treated according to standard procedures. The activation of liquid helium in the
superconducting circuits results in the production of tritium in quantities which may
be above the clearance levels. Sufficient storage capacity for slightly activated helium
will be installed at the various sites.
8.3.4 Activated or radioactive gases and radioactive aerosols
Air in the accelerator and experimental areas will become radioactive during beam
operation. Ventilation systems will be fault-tolerant and either be partially or fully
recycling, depending on the assessments to be done at a later design stage for a
specific particle collider scenario. Areas will be ventilated with fresh air before allow-
ing access to avoid undue exposure of personnel. Areas with different activation
potentials will be separated, such that only those areas are vented where access is
required, thus avoiding unnecessary releases of radioactive air. Experience shows that
outgassing from activated concrete or radon decay products will only be present in
small concentrations in the tunnel air because they are continuously removed by the
ventilation system. Dust activation and airborne corrosion products are not relevant
sources of exposure to intervening personnel, since aerosols are continuously removed
by the air treatment systems.
9 Energy efficiency
9.1 Requirements and design considerations
Energy efficiency is a topic which is high on the societal agenda in general and
must consequently also be a core value of any future research facility, especially
energy-intensive facilities like particle accelerators. It concerns the availability and
cost of electricity, the reduction of climate-relevant emissions, and other side-effects
linked to energy production, transmission and conversion. Operating the FCC in an
energy efficient way will enhance its public acceptance. Moreover, the FCC is an
opportunity to drive the evolution of energy efficient technologies leading to socio-
economic benefits. A sign of the importance of the topic is the “Energy for Sustainable
Science” workshop series [400] established several years ago. Concerted efforts are
being made in the framework of the EuCard2 Project [401] (Work Package 3 – Energy
efficiency of particle accelerators [402]) and the ARIES Project [403] in the EC
Horizon 2020 Research and Innovation Programme. An overview of activities in view
of greater energy efficiency of particle accelerators can be found in [404].
Energy-efficient approaches can be categorised in three levels. The first level,
with the highest priority, is to consume less energy by making appropriate design
choices. The proposed superconducting magnets not only provide a very high field of
16 T, but their combined energy consumption (magnet powering, cryogenics) is also
dramatically lower than it would be for a hypothetical collider that was to deliver
the same performance based on the superconducting technology used for the LHC.
The second level aims to use energy more efficiently while providing the same level
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of service or performance. An example is the use of high-efficiency klystrons, such as
those presently under development. Recovering and reusing energy for other purposes,
ranks third. A typical example is to recuperate waste heat from cooling circuits, using
it within the research infrastructure and feeding it into an energy storage system from
which it can be used later for district heating purposes.
Applying fine-grained monitoring of energy use will help to raise energy-
awareness, control the peak power and energy losses and allow better predictions
of energy use to be made. All equipment or facilities not currently in use will be
switched off or ramped down. Surface buildings will be constructed to follow high
environmental standards, bearing in mind that by far the dominant share of the
energy consumption comes from the operation of the accelerator. As far as possi-
ble, electrical energy will be purchased from renewable sources. Generally, it should
be noted that reconciling the demand for highest performance of the facility over
extended running periods with sustainability and reasonable/acceptable energy use
is not a simple task. Experts specialising in matters of energy efficiency or energy
saving will be consulted to devise a comprehensive and coherent concept from the
outset.
The collider will be operated like the injector complex in a cyclic way, creating a
cyclic peak power demand from the power grid. A combination of different ways of
supplying power are considered:
– Supply of peak power from external network: the peak power is provided
by the external network. This is the simplest solution; it might, however, require
partial reinforcements of the external network, which is operated by Re´seau de
transport d’e´lectricite´ (RTE).
– Use of energy storage systems: this concept uses a combination of switch-
mode power converters (Fig. 9.1) and local energy storage systems to power mag-
net circuits. Peak demands during the ramp-up are fully or partially provided by
the storage system. During the ramp-down the energy is recovered and fed back
into the storage system. This principle is already being used to power the PS
magnets (POPS system) and will also be used to power the PS Booster (PSB)
at CERN after its upgrade to 2 GeV (POPS-B). The energy storage system for
the injector can be based on a set of different energy buffering technologies such
as high voltage DC capacitors and batteries. This concept eliminates the positive
power peak during ramp-up and the negative during ramp-down, thus resulting
in a flat power profile seen by the grid. As a consequence, the external power
transmission and the machine internal distribution networks can have lower com-
ponent ratings for substations, cables and transformers, and will also cause less
distribution losses.
9.2 Power requirements
The FCC-hh collider will be operated according to the operational model discussed in
Section 2.5. The electrical power requirements of the various systems during physics
operation at top energy are listed in Table 9.1.
The overall peak power need of 580 MW of this particle collider during the flat
top phase of each cycle has to be compared to a simple, size-based scaling of the LHC
pointing to about 450 MW, which delivers beams at seven times lower collision ener-
gies and 10 times lower peak luminosities. This electrical consumption requirement
is the result of a combination of energy-efficient designs and the use of novel, energy
saving technologies in numerous accelerator subsystems.









Fig. 9.1. Simplified schematic of the principle of combining switch-mode converters with
energy storage.
Table 9.1. Power requirements of accelerator subsystems for the highest performance oper-
ation period during the luminosity production phase at the flat top of the cycle.
Subsystem Electrical needs (approx. MW)











Total 580 (ca. 550 with further optimisations)
The power requirement figure for the cryogenic system includes the cooling of the
main ring magnets, the beamscreen, the insertion-region quadrupoles, the magnets
of the superconducting transfer lines from LHC Point 1 to FCC PB and from LHC
Point 8 to FCC PL, the superconducting link to distribute the power for the magnet
system and the RF system. To minimise the overall cryogenic power required for
the main-ring magnets the temperature of the beamscreen was optimised to about
50 K, as compared with 5–20 K used for the LHC beamscreen, in view of the much
higher synchrotron radiation heat load (see Sect. 3.3.2). This allows the synchrotron
radiation heat load of 5 MW to be extracted with a total electric power of 100 MW.
Losses of the order of 5–7% in the electrical distribution chain (e.g. magnetisation
losses in transformers) have to be added to calculate the power to be supplied by the
grid.
Using similar data for other significant phases in the operation cycle (injec-
tion, ramping) and incorporating the projected yearly operation programme (see
Fig. 2.10), one obtains an energy consumption during a typical year of operation of
∼4 TWh. For comparison, CERN’s energy consumption during 2016 was close to
1.2 TWh.
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9.3 Energy management and saving
One of the principal challenges of the 21st century will be to develop solutions for
the sustainable use of energy. In this context, one of the key design aspects must be
a strict focus on energy efficiency, energy storage and energy recovery. This project
can and must be used as a technology driver, pushing towards more efficient ways to
use electrical and thermal energy.
The foundation for sustainable energy management is real-time energy monitor-
ing, for example using smart meters. This opens the possibility to precisely predict
and optimise the overall electricity consumption profile, with the objective of reduc-
ing the peak power as well as the electrical losses. For the reduction of the peak power
demand, cyclic loads of the injector chain also need to be taken into consideration.
By systematically applying the concept of energy storage for the powering of the
magnet circuits, it will be possible to recover a significant part of the energy stored
in the magnets. When combining energy storage with complementary measures such
as optimisation of the power cycles, the costs for the electrical infrastructure as well
as for electrical losses can be greatly reduced.
Electricity transmission over long distances and voltage step-down or step-up
leads to power losses. The overall losses of a conventional transmission and distri-
bution network range between 5% and 7%. Power line losses are resistive losses due
to the Joule effect. Transformers contribute load losses which vary according to the
load on transformer and no-load losses which are caused by the magnetising cur-
rent needed to energise the transformers and which are steady losses. The proposed
baseline transmission and distribution scheme aims to provide the required level of
availability, maintainability and operability from early in the conceptual phase. As
an example, where needed, two 135/3 kV transformers are operated on access points
in parallel, each at a nominal load level of 50%. Such a configuration responds to
the above mentioned, non-functional requirements, but it is not optimised for energy
efficiency. Alternative schemes aiming to improve the overall efficiency of the trans-
mission and distribution network, while maintaining the required level of availability,
maintainability and operability therefore need to be studied. Industrial partners will
lead the development, potentially demonstrating the technology in a pilot scheme
at CERN’s LHC so that a system at acceptable cost and with the required level of
reliability can be obtained from market suppliers when needed.
The power demand is particularly high during ramping-up of magnets. With the
proposed powering layout (see Sect. 3.8) and the baseline ramp-up time of 20 min, the
main dipoles would require a peak power of 270 MW. This value can be reduced by
having a different ramp shape, ramping the circuits up with constant power instead
of constant voltage. Extending the time of the ramp is another way to reduce the
peak power. For instance, using a constant-power ramp over 30 min, the peak power
for the main dipole circuits will be reduced to 98 MW.
If the power for ramping up the collider were to be drawn from the external
supply, the power grid would need to be significantly reinforced. Despite this addi-
tional equipment, impacts on the grid would still occur. Instead of drawing the power
directly from the grid, it could also be taken from local storage, typically in the form
of batteries, high-voltage DC capacitors, or a combination of different technologies.
Examples of this have already demonstrated and are being gradually implemented in
the new power converter systems of PS and PSB at CERN. These have the advantage
that the energy stored in the magnets can be recovered and fed back into the storage
media, from where it can be drawn again during the next ramp. 4668 magnets each
returning 37 MJ per cycle can provide additional power of ∼48 MWh to significantly
reduce the peak power needed during the next FCC acceleration cycle. Depending
on where the local energy storage is located, this approach would also reduce the
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cross section of the cables supplying the power converters and the dimensions of the
sub-stations and transformers.
The RF system energy efficiency can be improved by optimising the electrical to
RF power conversion efficiency and the cryogenic refrigeration system energy con-
sumption. With new bunching technologies for high-efficiency klystrons, efficiencies
are expected to rise from 65% to above 80%. These improvements reduce the water
cooling requirements by the same amount. The cryogenic losses can be reduced by
improving the static and dynamic losses of the cavity cryomodule. The static losses
in an optimised cryomodule are expected to be up to 40% lower than in the LHC.
Recent findings on alternative cavity materials promise real progress in cutting the
dynamic losses [185].
A future particle collider will use a cryogenics system based on a neon-helium
mixture (nelium), which leads to electrical energy savings of about 16% with respect
to the LHC-type infrastructure. Further electrical power savings leading to about 20%
savings with respect to the LHC can be achieved by improving the efficiency of the 40–
60 K cooling stage. This includes improvements in the technology of turbo-expanders
and recovering energy from the system. Additional improvements may be achieved
with centrifugal compressors on the helium cycle. However, such developments are
on a long time-scale and are, therefore, not considered at this stage. The savings
outlined above of 20% of the FCC-hh cryogenics system consumption correspond to
about one third of CERN’s electricity expenditure today.
9.4 Waste heat recovery
Currently, a project is being implemented to connect the cooling system of LHC at
Point 8 to a “thermal energy exchange” loop which will supply a new industrial zone
near Ferney-Voltaire (France) with warm and cold water circuits for both heating
and refrigeration purposes (see Fig. 9.2) [405]. This is a hybrid system, consisting of
waste-heat recovered from cryogenic machinery that is stored by heating the ground
and which is made available via geothermal probes. Similarly, plans have been devel-
oped to feed waste heat from LHC Point 1 into CERN’s distributed heating system.
Installations of this type can also be envisaged for the infrastructure sites. However,
the waste heat can also be supplied directly or through storage in dedicated buffers
rather than in the ground. Although a significant potential for waste heat recov-
ery from FCC exists, the needs and opportunities and the infrastructure conditions
need to be evaluated for the specific collider and for each specific technical system
(e.g. whether a distributed heating system exists already, or whether it could be
implemented for a new industrial or housing area close to a surface site). Points PA,
PB and PC are currently located in areas with a high population density, whereas
most of the other points are located in rather rural areas. Potential applications of
such recuperated heat are being envisaged. The definitive energy recovery potential
depends on the developments planned in the vicinity of the surface sites and must
be studied in collaboration with the host states.
The amount of recoverable energy increases with the proximity to the consumer
and also with the temperature of the medium, typically water which is at 10–15◦C
above ambient temperature. How much this can be increased, by e.g. operating
specific equipment at higher temperatures, will be studied. The most promising
candidates for waste heat recovery are the cryogenic plants, which are the top elec-
trical energy consumers, and the conventional cooling systems. The host states have
requested that an effort is made to reduce the water consumption with respect to
today’s operating installations.
It should be noted that the host state representatives expect that project owners
develop a plan in cooperation with industrial and public partners to ensure that
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Fig. 9.2. Concept of a heat recovery facility based on a thermal network. The concept
is similar to a project, which is currently under construction in the vicinity of CERN. In
that project, waste heat is supplied from LHC point 8 to consumers in an industrial zone
in Ferney-Voltaire, France. The distance between the LHC surface point and the industrial
zone is 2 km.
ongoing efforts on a transition towards a sustainable and circular society are given
priority. This is comparable to approaches which are currently being developed in
the frame of smart-city projects.
Another potential area of interest is the return to the supplier of cooling water
after use for subsequent heating purposes. GeniLac2, a 280 MCHF investment project
close to the United Nations district (Geneva, Switzerland) with a total cooling capac-
ity of 280 MW, can be further investigated with a view to optimising the overall
energy balance. This concept is relevant for point PB in particular. The cooling
water could also be transported to remote points through the tunnel, thus opening
the possibility of extending the concept to points PC and PD. The access sites in
France are mainly in rural areas, therefore a dedicated study needs to be carried out
to assess the potential for this technology. This study should take the distances from
potential consumers and the evolution of urban areas up to the middle of the century
into consideration. Potential consumers include, first of all, public institutions such as
healthcare providers, schools, public buildings and industrial zones. Next, innovation
potential such as indoor farming, health care centres and support for private district
heating can be considered.
A third concept involves a step increase of the water temperature in the outer
circuits such that the heat supplied becomes an interesting resource for industries
such as chemical and food processing. Systems for vapour generation stepping up
from 25◦C quickly become economically feasible [406], but a client needs to be close
to the heat production source and willing to engage in a project that does not require
the research infrastructure to function as a reliable energy supplier.
Eventually, direct power generation from waste heat can also be envisaged. Today,
the effectiveness of such systems is still low, in the few percent range, but industrial
interest [407] in increasing the efficiency of industrial plants is driving R&D activities,
for instance via ORC [408] devices. For a large-scale research facility with a system
2 https://www.genie.ch/project/h/genilac-une-innovation-energetique-majeure-
et-durable-pour-geneve.html
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that generates of the order of 100 MW of heat, even modest gains from converting
heat into electrical or mechanical energy can be beneficial, particularly considering
technological advances on a time scale of twenty years.
10 Environment
10.1 Requirements and approach considerations
10.1.1 Legal context
For the correct operation of CERN’s facilities, its status as an international organ-
isation requires that it establishes the requirements and constraints concerning the
management of its environmental impact in a pro-active and consensus-based process
with the host state on whose territory the installation lies (see Art. II 2 of “L’accord
de statut de 1972 entre le CERN et la France” [409]). Where there is standard infras-
tructure on the surface sites (e.g. office buildings, car parks, ordinary workshops),
CERN implements the national laws and regulations that apply at the location where
the facility is located (see also “Art. II Convention entre la France et la Suisse de
1965” [410]). A specific process is necessary for the non-standard installations like the
accelerators, the experiments and the technical infrastructure needed to operate these
facilities. Different rules apply to a project with underground infrastructure which
crosses the international border and which has surface sites in both Switzerland and
France:
Underground infrastructure. In Switzerland, underground volumes below a
depth that is considered useful for the land owner is not subject to the acquisi-
tion of rights-of-way and the law applying to private property. A communication
from the De´partement Fe´de´ral des Affaires E´trange`res (DFAE) on 16 July 1982,
informs CERN that it is exempt from right-of-way acquisition regulations for the
LEP/LHC underground structures. In France, land ownership extends to the centre
of the earth. Therefore either a process to acquire the underground volumes or to
acquire the rights-of-way needs to take place. For both host states, CERN remains
liable for any potential impact on the population and the environment resulting from
the construction and operation of underground and surface installations.
Surface sites. The land plots for surface sites need to be acquired or leased in
both host countries. According to a preliminary study carried out with an environ-
mental impact assessment contractor [411], in Switzerland, an environmental impact
assessment needs to be performed when new car parks with more than 500 places
are constructed or if per year more than 10 000 t of excavation material are processed
on Swiss territory with the purpose to reuse that material [412]. The “Ordonnance
relative a´ l’e´tude de l’impact sur l’environnement (OEIE, Oct. 1988 and 2016)” and
the manual “L’e´tude de l’impact sur l’environnement (EIE) (2009)” [413] define the
scope and contents of the assessment. In France, a recent law revision3 introduced
a new environmental impact management process [414]. This new process explicitly
requires a public consultation process on the scope, objectives, socio-economic poten-
tial and the impact on the development of the territory that needs to take place well
before a specific technical design is developed and before a decision to construct is
taken4. The host countries require an early and continuous involvement of the pop-
ulation in the project development and construction preparation phases that goes
3 https://www.ecologique-solidaire.gouv.fr/levaluation-environnementale
4 See also Art. L121-15-1 of law 2018-148 of 2 March 2018.
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beyond information exchange. It calls for an active participation, giving people the
possibility to contribute in well-defined and limited ways in shaping the project and
in particular in developing the potential for added value. Consequently, France and
Switzerland require that the initial assessment process is carried out from the early
design phase onwards, followed by regular reviews of the effectiveness of the miti-
gation measures and assessment of residual or new impacts which become apparent
during the construction and operation phases.
Both host states have regulations and laws concerning the continuous assessment
and limitation of environmental impact for a variety of different topics. While the
processes comprise very similar topics, the organisation of the information and the
reporting templates are different for the two host states. In Switzerland the impact
study may be limited to certain topics depending on the project needs, whereas
in France all topics need to be discussed. In Switzerland the reporting is topically
structured and in France the reporting is chronological across the entire project life
cycle.
Since the project is international, the Espoo agreement applies [415]. CERN has to
ensure that both host states are informed about the effects of any new infrastructure
project in their country and the effects on the neighbouring countries. This includes
for instance the use of energy, consumption of water, traffic and the management of
waste across the borders.
10.1.2 Environmental compatibility management concept
The international nature of the project and the similarity of the surface points suggest
a uniform and streamlined framework to carry out an environmental impact assess-
ment across both host states. This approach splits the project into locations (e.g.
underground structure, individual surface points, associated infrastructures), topics
relevant for the impact assessment (e.g. water, air, noise) and the life cycle phases
of the project (e.g. construction, operation, maintenance and retirement). Different
requirements and constraints apply to the various locations and phases. For some it
may be necessary to meet the standard national guidelines of the relevant host state
or, for some particular installations, the guidelines need to be agreed between CERN
and the host state on a case-by-case basis.
It is planned to have a central, uniform platform to manage the analysis, the
assessment of proposed mitigation measures, the follow up of the effectiveness of
mitigation measures and the analysis of the residual impact. This platform will per-
mit the extraction of information according to the specific needs of the individual
host states. Specialised companies and software solutions exist and should be used
whenever possible (e.g. Envigo by eon+, see Fig. 10.1). A market survey and com-
petitive selection process should be performed in cooperation with the host state
partners in order to ensure that a suitable set of experts and tools are selected for
this process. It is considered good practice in Switzerland that the owner of a large-
scale project delivers a “Notice d’Impact sur l’Environnement (NIE)”, which is more
comprehensive than the minimum required environmental impact assessment. The
uniform framework mentioned here permits this approach.
The need to perform the environmental impact assessment and management pro-
cess before a decision to construct is made, calls for the preparation of the assessment
framework with the help of experienced consultants and the host state authorities
in the years 2019–2021. Given some basic infrastructure, consultants and authority
partners who know the project vision and goals can work with the scientific and engi-
neering team until the design has reached maturity by 2023. By this time, CERN
must have reached consensus with the authorities and the population that permits
the formal initiation of a public consultation process as required in both host states.
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Fig. 10.1. Example of a continuous environmental impact assessment system supported by
an information system.
The process is considered lengthy in both countries and is expected to require a
few iterations. The goal is to obtain clearance to submit a request for construction
permits by 2026, i.e. before an international consortium (e.g. the CERN member
states or an international consortium bound by a memorandum, a letter of intent




The hadron collider will operate at seven times higher beam energy than the LHC,
causing higher radiation and activation levels in some parts of the accelerator and
experiments. The potential radiological environmental impact comprises (i) dose from
stray radiation emitted during beam operation, (ii) dose from radiation emitted by
radioactive materials and waste, (iii) operation of ion sources and X ray emitting
devices and (iv) the dose from release of activated water and air. Safeguards will be
included in the design of the accelerator infrastructure to control the impact on the
environment. Dedicated monitoring systems and procedures will ensure continuous
parameter recording and auditing throughout the entire operational phase of the
facility and will facilitate control of the impact. LHC operational experience shows
that the radiological impact on the environment and population are well below the
legal limits. Since the beginning of the operation of the LHC, levels of stray radiation
measured on surface sites remain negligible. The effective dose received by the public
exposed to atmospheric and effluent releases of the existing particle collider remain
below 10µSv/year. Release levels and dose values are regularly reported to the host
states [416]. This experience provides confidence that the particle collider described
in this report can indeed be operated in compliance with the host-state laws and
regulations.
The accelerator will be located at least 50 m below the surface and experiment
interaction points will be at least 100 m below ground level. There will be no publicly
accessible underground infrastructure. Therefore sufficient shielding against stray
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radiation from beam operation exists at all times. Two scenarios need to be con-
sidered to estimate the environmental impact: continuous beam losses during the
operation and the effect of a total loss of the stored, high energy particles. In both
cases, 15 m of lateral shielding by rock is sufficient to ensure a negligible impact on
the environment and population [398,417]. Muon radiation emitted from losses in
the plane of the accelerator will be attenuated by hundreds of meters of rock. The
shafts are the only direct connections to the surface. At the interaction points they
are sufficiently deep (100 m–500 m) to exclude radiological impact from stray radia-
tion [418]. Additional concrete slabs could be placed on top of the shafts to exclude
residual impact from scattered radiation.
Activities involving handling, transport and storage of radioactive materials and
the operation of X-ray emitting equipment on the surface sites are well regulated and
are no different from current operations at CERN. The standard procedures in place
within the current framework of radiation protection at CERN are well developed
and proven to effectively control the radiological impact.
Beam operation activates air and potentially water close to the machine. The
potential environmental impact originating from these sources is addressed as follows:
– Air activation:
Redundant, partially or fully recycling ventilation systems will limit the release
of gaseous isotopes (mainly short-lived) during beam operation. This operation
scheme is different from the LHC and has the potential to help achieve annual
doses to members of the public lower than those with LHC [416]. Aerosol releases
are expected to be insignificant due to the low activity content and efficient air
filtration at the release points, similar to the LHC. Long term experience at many
accelerator installations confirms this estimation [416].
– Water activation:
Drain water, raw water and demineralised water in the accelerator tunnel can
become activated during beam operation and can carry trace amounts of radioac-
tive corrosion products. Demineralised water circuits will be operated in a filtered,
closed circuit. Leakage and infiltration water will be collected in the tunnel and
will be pumped to retention and treatment basins at the surface. The water will
be continuously monitored so that release will only occur after clearance. Expe-
rience shows that radioactivity in water is not a relevant source of radiological
impact on the environment at the LHC [416]. The production rate of radioactivity
in water at the future collider is expected to be lower or equal to the LHC, given
the possibility to optimise pipe routing and avoid high activation areas [417].
– Ground activation and migration of radioactivity towards the biosphere:
A limited amount of rock around the tunnel will be activated. Along the arcs, the
largest part of the collider ring, activation remains at very low levels, well within
the set limits [417]. Sections with higher activation potential (e.g. collimation
regions, regions close to the high luminosity interaction points) will be located
in rock with negligible water migration risk so that transfer to the biosphere can
be avoided. Detailed ground investigations at an early design stage phase must
be carried out to optimise the tunnel placement. Considering the low levels of
concentrations produced [417] and the small residual risk, no radiological impact
is expected. Effective mitigation measures to limit the rock activation, such as
additional wall shielding can be implemented, if necessary.
– Solid materials:
Equipment and solid materials removed from the accelerator area can be radioac-
tive. Their handling, transport, storage and elimination is subject to regulations
and processes already in place for the operating installations at CERN. No radi-
ological exposure is expected in the environment from these tasks.
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The impact of ionising radiation on personnel during operation and maintenance
phases, as well as the management of radioactive waste are described in Chapter 8
Safety and Section 10.3 Waste Management, respectively.
10.2.2 Conventional impact
A preliminary review of underground and surface sites has been performed with
expert organisations in France and Switzerland [411,419]. The studies established a
working framework for the subsequent optimisation of the placement of the particle
collider which is compatible with the existing requirements and constraints of both
host states. The first investigation revealed that a placement of the collider, which
is compatible with the legal and regulatory boundary conditions in both countries
can be developed. No conflicts with geothermal boreholes, seismic activities, under-
ground technical features such as pipelines, critical power and communication lines
could be found so far. Also, no relevant conflicts with underground water layers or
hydrocarbons could be identified and puncture of protected water reservoirs can be
avoided with an optimised layout and placement. However, the current, first prelim-
inary placement does not meet all requirements and constraints at the same time
(technical requirements, lepton and hadron collider optimised layout, environmental
exclusion zones, socio-urbanistic constraints). Therefore, further iterations need to be
done on the layout and placement optimisation in order to come to a coherent overall
proposal that meets all the criteria. In addition, dedicated underground investiga-
tions need to be carried out soon in order to validate the preliminary findings with
more accurate data and first surface site field studies need to be carried out in order
to validate those locations, which need to be considered for an optimised layout and
placement. The entire Geneva basin features water-saturated ground, but the water
remains locally confined. Consequently, it is unlikely that water, which is for human
consumption and which reaches the surface or rivers would be activated by ionising
radiation.
Compatibility with protection of flora and fauna as well as agricultural activities
has been considered from the beginning by taking into account a number of national
and European conservation laws and guidelines. In this context, preliminary surface
site candidates have been identified. Potential sites for a next iteration of the surface
sites to be considered for a layout and placement proposal for a specific particle
collider scenario have been identified.
Some surface sites require further optimisation in the design phase in order to sim-
plify potential landscaping or indemnity processes and to ease accessibility by road.
Swiss law requires the reservation of a certain surface area for agricultural activities
in order to remain self-sufficient in case of crisis [420]. This constraint imposes the
launch of a declassification and ground/right-of way acquisition process in the subse-
quent design phase. Dedicated working groups are currently being established with
representatives of the Swiss confederation and the relevant offices of the Canton and
State of Geneva in order to facilitate this multi-year process. The legal framework
in both countries requires further detailed information in order to jointly develop an
optimised placement. These data can only be obtained by dedicated ground investi-
gations which need to occur before the relevant environmental impact analysis can
take place. Confirmation that inadvertent activation of water due to infiltration can
be avoided may need to be verified by targeted surveys in a limited number of loca-
tions. The environmental impact during the construction phase, which extends over
many years, needs to be studied. The reuse of the excavated material (in order of
priority: on-site use, processing and reuse, landscaping, storage), construction site
traffic, noise and dust are all elements which also need to be considered.
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Official bodies of both host countries (Secre´tariat Generale de la Re´gion Auvergne-
Rhoˆne-Alpes and De´partement de l’ame´nagement, du logement et de l’e´nergie de la
Re´publique et canton de Gene`ve) have informed the study management that for
emerging urban areas and where there is a region with high-value natural assets,
early participation of the authorities and representatives of the population in the
further development of the project plans is required. Surface sites need to blend into
the landscape. Synergies with local and regional activities that profit from the infras-
tructure in the host countries need to be developed. Examples include cooling via the
GeniLac [421] water project, waste-heat recovery for residential districts and health-
care providers, possibilities for temporary energy storage and release in cooperation
with neighbouring industries. For the construction phase, particular attention needs
to be given to noise, dust and traffic. For the operation phase, topics include the con-
sumption of water, electricity, the emission of noise and the increased need to provide
all kinds of infrastructure for an ever growing community of scientists, engineers and
visitors.
The immediate subsequent design phase of the project will focus on the further
optimisation of the collider and surface site placement, based on the findings already
obtained in cooperation with the host state authorities and their technical advisory
bodies nominated for the concept phase. This work will, in compliance with the
regulations of both host countries, involve representatives of the local population in
order to ensure a seamless evolution of the project design towards a later construction
decision.
10.3 Waste management
10.3.1 Radioactive waste management
CERN has a radioactive waste management system which has been implemented in
agreement with its host states [399]. The production, temporary storage, processing
and elimination of radioactive waste is performed according to the processes defined
in the radioactive waste management system. During the technical design phase of the
FCC-hh, the production of waste and its provisional classification will be addressed
and quantified and the temporary storage and treatment facilities required will be
evaluated in detail. The choice of materials to be used in terms of their isotope
production and known elimination pathways will be optimised during the design
phase.
The FCC-hh will produce similar types of radioactive waste to LHC. Given the
similarity in materials used, the radionuclide inventory is not expected to change sig-
nificantly but due to the longer tunnel, the volume of waste will increase accordingly.
The expected beam loss rate per metre is comparable to the LHC. The increase in
beam energy will account for an increase in activity concentration, and it is assumed
that the fraction of medium level radioactive waste (classified in the French sys-
tem as “faible et moyenne activite´”, FMA, and “tre`s faible activite´”, TFA) with
respect to the total volume, will not change significantly compared to LHC. The
higher luminosity in FCC-hh will lead to higher activation levels in the detectors of
the high-luminosity experiments at PA and PG, in the final focusing regions next
to the interaction points, as well as in the regions with beam cleaning, collimation
system and dumps. The dose rates are expected to increase compared to the lev-
els in the LHC. In terms of handling and waste processing, technical developments
will be required. These are already planned and will be implemented for the High
Luminosity LHC (HL-LHC) project.
The construction and operation of a high-energy particle collider in a new tunnel
will reuse the existing LHC injector chain, with the LHC becoming an injector to
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Table 10.1. Estimates of radioactive waste for the high-energy hadron collider.
TFA FMA
Construction phase
New SPS as injector 5000 m3 200 m3
LHC as injector 300 m3 900 m3
Operation phase
Injectors (including LHC) 650 m3/year 30 m3/year
Collider 1450 m3/year 70 m3/year
the main ring. As an alternative, a superconducting SPS could serve as an injector.
During the construction, parts of the existing accelerator chain need to be upgraded.
As the components of these accelerators are already activated, the material to be
removed from those areas will be radioactive. Two scenarios are considered for the
estimation of radioactive waste production during the construction phase of the FCC-
hh: (i) The modification of the current LHC to operate as an injector to the FCC-hh.
(ii) The full replacement of the current SPS by a new superconducting accelerator.
The conversion of the LHC into an injector requires the dismantling of all LHC
experiments and the removal of the matching and inner triplet elements at the four
interaction points. The estimated volumes are 300 m3 (TFA) and 900 m3 (FMA).
The full replacement of the SPS by a superconducting accelerator would generate
an estimated total volume of 5000 m3 (TFA) and 200 m3 (FMA) [422]. In the case
of a complete decommissioning of SPS, the temporary storage space required for the
radioactive waste during the decommissioning remains to be evaluated in terms of
the disposal capacity per elimination pathway.
During the operation phase of the accelerator complex, radioactive waste will be
produced from the collider and the injectors, mostly during the long shutdown peri-
ods. As for the LHC, about 87% of the waste generated will be TFA type and 4%
FMA. The remaining 9% of the volume could be considered as a candidate for release
from regulatory control via the clearance procedure. The average volume produced
per year is estimated to be 2100 m3 (TFA) and 100 m3 (FMA) [422], which corre-
sponds to a considerable increase with respect to the current capacities of reception,
treatment and disposal of radioactive waste (average 400 m3 per year). The volumes
given above take into account the accelerator components themselves, but not the
associated infrastructure like cables and cable trays inside the tunnel. It is expected
that these other elements would add less than 20% to the total volume.
10.3.2 Conventional waste management
A large-scale research facility produces conventional waste during the construction
and operation phases. Typical classes of waste produced during construction are
shown in Table 10.2.
While plans for the management of waste during both phases need to be estab-
lished, the regulatory frameworks of both host countries require the development of
waste prevention plans for the construction phase as part of a preparatory phase. In
France, the “Plan regional de prevention et de gestion des dechets” [423] requires the
project owner to include approaches that work towards a circular economy, taking
into account the possibilities offered by the regional infrastructures. Waste reduc-
tion targets are documented in the “Loi relative a` la transition e´ne´rgetique et a la
croissance verte” [424]. In Switzerland, the “Ordonnance relative a` l’e´tude d’impact
sur l’environnement (OEIE)” [412] specifies the activities related to the planning of
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Table 10.2. Examples for conventional waste.
Class Description Subsequent reuse
Inert waste Excavation materials Use on construction site,
processing for create raw







Inert waste Construction materials Recycling, final disposal (e.g.
quarries)
Inert waste Polluted excavation materials
(e.g. from drill & blast)
Final disposal in dedicated
sites
Wood (treated) Cable drums, palettes, con-
struction wood, packaging
materials
Taken back by supplier




Plastics Packaging materials Taken back by supplier,
recycling
Metals (low quality) Construction Recycling
Metals (high quality) Wires, cables, machinery,
sheets
Taken back by supplier for
reintegration into production
cycle
Electronics Cards, computers, outdated
devices
Recycling
Insulation materials Construction, machine con-
struction
Taken back by supplier, reuse
Paint, solvents, glue Construction, maintenance Residuals from construction
taken back by suppliers,
recycling after stabilisation
Chemicals De-mineralised water produc-













Taken back by contractors
Oil Hydraulics, cooling, insula-
tion, lubrication
Taken back by contractors
with obligation to
decontaminate and recycle
how conventional waste is managed. In the canton of Geneva, the “Plan directeur
cantonal 2030” documents the specific waste reduction targets [425].
The management of waste follows three priorities: (i) keeping the amount of con-
ventional waste as low as reasonably possible, (ii) develop a plan to reuse the waste
locally and regionally and (iii) keep the impact of residual waste transport low.
Today, excavation material is still considered waste by law, but the legislation is
evolving in many European countries. Millions of cubic metres of excavation material
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can be a valuable primary resource. Large-scale processes to transform and make
the materials available on the market remain to be developed. The FCC study has
launched a research activity with the French tunnel design centre (CETU), the
Geneva based “Service de ge´ologie, sols et de´chets” (GESDEC) and Montanuni-
versita¨t Leoben (Austria) on this subject. The study will serve as an input to the
environmental impact assessment. Furthermore, detailed plans for the construction
phase, including the identification of waste, its collection, treatment, reuse and dis-
posal in compliance with the individual national laws have to be developed as part
of the environmental impact assessment process. This plan should include measures
that can be included in procurement procedures and in the agreements concerning in-
kind contributions from collaboration members. The procedures should address the
sharing of the responsibility between project owner and suppliers for dealing with
conventional waste.
11 Education, economy and society
11.1 Implementation with the host states
11.1.1 Overview
Assuming 2039 for the start of physics operation, a decision point for a construction
project in 2026 and start of construction around the end of 2028, a number of admin-
istrative processes need to be set up with the two host states and to be carried out
during a preparatory phase. Therefore, work with the host state authorities has been
launched in order to develop a workable schedule for the available time window. The
results of this work so far show that an eight-year preparatory process is required,
in cooperation with both host states and involving a diverse set of administrative
processes with public engagement. A large portion of this schedule has to be com-
pleted before a decision for construction is taken. Only the activities concerning the
preparation of the construction sites can be postponed until after a decision to build.
The preparatory phase schedule, which has been developed jointly by CERN, gov-
ernment representatives of France and Switzerland is shown in Figure 11.1. The plan
represents a minimum-duration process, owned and steered by the project owner.
This is an international consortium, represented by CERN, including its member
states and, potentially, additional project partners from non-member states. Addi-
tional time may be needed to accommodate further design iterations, in order to inte-
grate feedback and additional requirements by authorities and to adapt to potentially
evolving regulations in the host states.
The host state authorities recommend working with locally experienced contrac-
tors for tasks that relate to the development of an implementation scenario in the
region, to benefit from their knowledge concerning territorial specificities and to set
up a working environment that permits putting workforce and contracts quickly in
place and to be able to adjust to the evolving requirements in a timely manner.
Both host states have demonstrated their will to accompany CERN throughout the
preparatory phase in order to ensure a coherent development of the project, thus
increasing the likelihood of success when a decision to move forward with construc-
tion is taken by the research community. Although the legal frameworks and gov-
ernment structures in the two host states differ and different types of actors need to
be involved on each side of the border, the goals and scope of the individual pro-
cesses are similar. Some specific elements have to be planned and carried out in an
international framework, e.g. the environmental impact assessments according to the
Espoo “Convention on Environmental Impact Assessment in a Transboundary Con-
text” [415] and the establishment of an international agreement between France and
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Fig. 11.1. Schema for the administrative processes required in both host states including
those needed during a preparatory phase, before a decision to construct is taken.
Switzerland for the purpose of preparing, implementing and operating an extension
of CERN’s current particle accelerator infrastructure on the two territories.
11.1.2 France
The Auvergne-Rhoˆne-Alpes regional government is headed by a prefect who is sup-
ported by an office (Secre´tariat Ge´ne´ral de la Re´gion Auvergne-Rhoˆne-Alpes, SGAR)
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located in Lyon. Within this administration, the prefect is the representative of the
French Republic. The SGAR and the prefect’s office work together on all develop-
ment activities in the area. In 2016 the SGAR launched an analysis so that the
prefect, and in turn the French national administration, could be informed about a
significant extension of CERN’s infrastructure and to estimate the associated admin-
istrative and financial impacts for France. This activity led to the establishment of a
series of regular meetings with CERN for the development of the preparatory phase.
France promotes a “participative democracy” [426–428], calling for a process to find
a consensus through open discussions amongst all stakeholders in the project from
the conceptual stage onwards. The process starts with the development of the basic
concept, a feasibility study concerning the infrastructural challenges, a proposal for
the governance and funding and a socio-economic cost-benefit analysis. The infras-
tructural changes concern a wide range of topics: the use of excavation material, a
concept for managing conventional waste during all project phases, an energy man-
agement plan that can be integrated with the territorial energy balance plan, plans
for the consumption of resources such as water, proposals for synergies with the host
state to contribute to the territorial development, the development of traffic and
mobility concepts and further topics. CEREMA5, a public entity associated with the
ministry of ecological transition and solidarity and the ministry of territorial cohe-
sion, has produced a report for the SGAR and the prefect on the impact of an FCC
for the host state concerning administrative processes and the associated financial
engagements [429].
Initially, a specific project scenario needs to be produced since government offices
cannot work on concrete preparatory tasks based on generic processes, but need to
base their actions on so called project invariants that need to be considered in the
update of regional development plans. This scenario description will cover a wide
range of subjects including for instance, the purpose of the research facility, an ini-
tial proposal for the placement of the underground and surface sites, known techni-
cal infrastructure requirements including the resources and services (e.g. electricity,
water, communication, transport, emergency and security services), the high-level
construction and operation project plans, a catalogue of initial risks and benefits, a
list of known uncertainties, a construction and operation cost estimate, a cost-benefit
analysis, a first realisation plan, a governance and management structure and a pre-
liminary analysis of the administrative impact on the host states. Once the scenario
is validated by the office of the President of the Republic, which is where the regional
and national stakeholders come together, the preparation of the legally required pro-
cess for the public to participate in the project (“de´bat public”) [430] can begin.
The goal of this process is to develop an acceptance and appreciation of the project
amongst the population, which forms the basis for a governmental clearance for the
project owner to continue with the preparation. A commission defines which topics
are relevant for the population and where there can be reasonable involvement in
this process. The formal procedure lasts six months, but it requires about two years
of preparation and is concluded with a one-year phase for its implementation.
After this internal preparatory phase, the project owner in close cooperation with
the public debate commission, prepares information material (documents, databases,
Web contents, booklets, videos, travelling information stands, town meetings), organ-
ises the nation-wide process, employs consultants and companies experienced with
this process, sets up the required technical infrastructure and finally, defines a sched-
ule that will allow all relevant public representatives to be involved. This takes about
one year. According to the law revised in 2017 [431], the three-year period also
involves the publication of summaries of the environmental impact assessment. At
5 http://www.cerema.fr
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the end of the formal “de´bat public” phase, a follow-up consultation process, which
continues until the end of the construction phase, must be put in place. Its find-
ings need to be integrated in an iteration of the technical design and the project
documents.
Once the national committee of the public enquiry (CNDP) [430] agrees that the
documentation is mature, the formal open discussion can be launched. This milestone
is associated with a certain risk. If the process is insufficiently mature, an extension
of the preparatory period will be required. During this consultation phase, the plan
for the project is presented and discussed with representatives of the population at
local, regional and national levels during formal, recorded and audited sessions [432].
The project owner is asked to collect all questions and provide answers in a secure
and auditable way. The findings lead to another iteration of the required project
documentation (e.g. environmental impact assessment, plan for the management of
excavation material and waste, energy management plan, traffic and mobility concept,
land and rights-of-way acquisition plan, final land plot valuation). After the successful
completion of this phase, the acquisition of rights-of-way of underground volumes and
surface plots can start.
A public enquiry (“Enqueˆte publique”) concludes the process by confirming the
agreed infrastructure design which emerged from the public debate phase. If the
tribunal has no objections, the French government will issue the approval of the
infrastructure project’s utility for the nation (“De´claration d’utilite´ publique”) [433]
and the project owner can proceed with the preparation of a construction project.
The acquisition of the rights-of-way and land plots can take place concurrently with
the civil engineering calls for tender.
The entire process relies on the parliamentary submission and acceptance of a
law that needs to be prepared for defining a unique process for the environmental
authorisation [434] of a new research infrastructure project. Such a law includes a
list of national laws and regulations that apply to the specific project, adjustments
of existing laws, indications of which laws do not apply and specific regulations con-
cerning particularly relevant topics such as the management of excavation material.
This instrument, which appeared in 2016, specifically targets the timely preparation
of large-scale projects of public interest such as the Grand-Paris [435] project.
11.1.3 Switzerland
Switzerland is a republic, federating significantly autonomous “Cantons”; this system
of semi-direct democracy which has been in place since 1848, is unique. The country
has a long standing tradition of involving the population at all levels (municipal,
cantonal and federal) and at all phases of infrastructure projects. The procedures
differ substantially in the different Cantons. Therefore, a workable process has been
developed with the assistance of the Canton and State of Geneva, the Swiss per-
manent mission for international organisations in Geneva, the representatives of the
Swiss Confederation and a consultant for public construction project administrative
procedures.
Although CERN’s primary communication partner for administrative matters in
Switzerland is the permanent mission and the ministry of foreign affairs (DFAE), the
common work so far revealed that for the preparatory phase of a large scale particle
collider project located in the Canton of Geneva the majority of processes will be
carried out together with the State Office of Geneva. The federal government will
be involved in the entire process with respect to the approval of applicable federal
laws, regulations and financial contributions. In 2017, the “Structure de Concertation
Permanente” (SCP) was established for this purpose. It includes Swiss government
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representatives at federal and cantonal level, experts from different administrative
domains on an “as-needed” basis and representatives of CERN for various develop-
ment areas, including future projects.
The schedule, which has been developed in the frame of the SCP takes note of
the status of CERN as an international organisation developing research instruments
on a global scale, which are technically and organisationally unique. Several years
before initiating the cantonal formal processes to obtain permission to construct, the
acquisition of rights of way on land plots and the declassification of those agricultural
zones needed for construction have to be launched and successfully completed. The
authorities assume that CERN also carries out a set of informal processes which
include a public consultation process, which is similar to the French “de´bat public”,
with a preparatory period to create public information booths, information materials
and events, public hearings, the establishment of an office to collect questions and to
develop responses. In addition, the engagement of a diverse set of stakeholder groups
at municipal, cantonal and federal levels is required, with an initial institutional
communication strategy and plan which will be developed in close cooperation with
the cantonal and federal authorities.
In order to be able to meet the envisaged overall schedule, which aims to start
construction towards the end of 2028, two major preparatory actions have been iden-
tified by the representatives of the Swiss Federation and the Canton of Geneva
that need to be initiated as soon as possible: a working group needs to develop a
procedure in cooperation with the representatives of the Swiss Federation and the
Canton of Geneva that permits CERN to request the Canton of Geneva to pro-
cess the re-classification of agriculturally reserved, green-belt zones, called “Surface
d’assolement” (SDA) [436,437]. The working group needs to tackle the process based
on concrete, yet preliminary and non-binding assumptions of surface sites in order
to develop concrete plans for the de-classification process, which will include mitiga-
tion and compensation measures. This process goes along with the development of
a re-classification plan for a concrete set of potential plots of land that need to be
acquired or rented long-term, for the construction project at a later stage. At the
same time, another working group needs to develop the procedures to obtain the
rights of way or the acquisition of those specific plots of land on behalf of CERN.
The procedures are expected to differ for the different specific plots and involve the
development of negotiation and acquisition strategies and the drawing up of plans to
provide the sites to the international organisation. Some areas may be provided only
for limited periods of time, for instance during the construction and commission-
ing periods. Expropriation of land in the interest of the public is generally avoided
in Switzerland and therefore negotiation with the owners of potential surface sites
must be started early in the preparatory phase, to allow sufficient time to adjust the
placement if needed. This work goes along with an evaluation of the market value of
the land plots, notification of the cantonal authorities of the intent to use the plots
for an infrastructure project and pre-agreements with land owners for obtaining the
rights of way. These processes have to be managed by CERN or a mandated project
consultant and rely on the active participation of a number of federal and cantonal
offices.
Although an environmental impact assessment is formally only required for the
creation of parking spaces for more than 500 cars and for the processing of excavation
materials of more than 10 000 t per year on a site [412], it is seen as good practice and
in agreement with the Espoo Convention that the project owner pro-actively carries
out this process. A specific framework needs to be developed to be able to perform
one single integrated environmental impact assessment of the project across the two
host states with the possibility to provide information in a way that is accepted by
the relevant administration offices in the two nations.
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Referenda and federal approval processes may be applicable. They need to be
identified during the preparatory phase as soon as specific topics are identified by
the authorities that may require public approval. In such cases, dates need to be
agreed with the federal and cantonal authorities to limit public initiatives to a certain
period so that appropriate reaction to enquiries from citizens and interest groups can
be made without jeopardizing the overall project schedule.
In order to get started with a number of different federal and cantonal offices
efficiently, CERN is asked to initially put emphasis on the establishment of an insti-
tutional communication plan and its implementation. This will inform all officials
who have to support the work of CERN about the project scope, goals, scale and
schedule. Regular informal meetings with the regional population, their representa-
tives and various interest groups are welcomed from the initial design phase, since
transparency is considered the most efficient aspect of activities for the preparation
of a potential project.
Authorisation for construction can be requested after successful completion of
the necessary steps and before a decision to build takes place. The French authorities
ask for a Cost-Benefit-Analysis (CBA). The Swiss authorities encourage the idea
of aiming at creating added value from training, tourist development, creation of
a technology pole and synergies concerning transport and energy recovery in the
Geneva region.
11.2 Socio-Economic opportunities
11.2.1 Introduction and motivation
Cost-Benefit-Analysis (CBA) [438] for conventional infrastructures such as roads,
power plants, energy distribution networks and public transport systems is a useful
tool to identify, quantify and communicate the potential value, in addition to the
gain of scientific knowledge, that a new research facility can bring to society.
A preliminary, quantitative study of the LHC/HL-LHC project using this method
has been carried out [317]. This work serves as a foundation for a dedicated Cost-
Benefit-Analysis of one particular future collider scenario that needs to be carried out
at an early stage of the preparatory phase. The study has been performed by three
independent organisations: University of Milan, University Roma Tre and the Centre
for Industrial Studies (CSIL), Italy. The result reveals that the estimated Net Present
Value (NPV) for the entire, combined LHC/HL-LHC programme over a period of 45
years (from 1993 to 2038) is positive, taking into account an annual social discounting
rate of 3%. The likelihood of generating benefits of up to 5 billion CHF over the life
of the programme is 80% [317]. This shows that a research facility like the FCC can
generate added value for both industry and society. Despite the significant investment
for constructing a new particle-collider infrastructure (CAPEX), the overall costs are
dominated by operational expenditure (OPEX).
CBA has become a requirement for the preparatory phase of research facilities.
The upcoming ESFRI roadmap includes a specific request [439] for it and the EC
staff working document on sustainability of research facilities asks for it. In 2018 an
EC supported H2020 project, RI Impact Pathways [440], was launched with CERN’s
participation to develop guidelines that help homogenising benefit and impact assess-
ment for research facilities in the European Research Era (ERA). Here, the results
from the study on the combined LHC/HL-LHC programme are presented. The results
of the investigations so far triggered a set of complementary surveys and studies by
the university of Milan in cooperation with CSIL in order to establish a set of solid
input parameters and assumptions for a CBA of a post-LHC particle collider scenario.
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So far, the studies of the LHC/HL-LHC programme revealed six economically rel-
evant benefits: (1) the value of scientific publications, (2) technological spillover, (3)
training and education, (4) cultural effects, (5) services for industries and consumers
and (6) the value of knowledge as a public good. There are two direct socio-economic
benefits that stem from the dissemination of scientific information [441–443] (publica-
tions, reports, conference presentations): first, the direct value of scientific products is
conservatively estimated to be equivalent to their production costs [444,445]. Second,
the value of publications produced by an additional tier of scientists which cite the
scientific products directly emerging from the research infrastructure is equivalent
to the cost of their production. For the LHC/HL-LHC project, this added value is
around 2% of the total benefits [442]. This report focusses on the findings concerning
training, impact on industry and cultural effects in the following sections.
11.2.2 The value of training
The value of education and training is the single largest socio-economic benefit of a
large-scale, hi-tech research facility. The impact is high, if the project is carried out
in an open, international environment with strong cooperation between educational
institutes, research centres and industrial partners (the “knowledge triangle”) [446].
A conservative estimate of the net present value added to the lifetime salary of early
stage researchers (master’s degree, doctoral degree and post-doctoral researcher) after
leaving the LHC/HL-LHC project has been estimated. The lifetime salary premium
for people who perform research and development in the scope of the LHC/HL-LHC
project at CERN ranges between 5% and 13% in excess of the salary premium of the
acquired academic degree. This translates into an absolute lifetime salary premium
of about 90 000 Euro to 230 000 Euro per person with an average added value of
ca. 160 000 Euro for a doctorate degree obtained during a research period at CERN
(2018 currency value) [447,448]. Based on CERN’s current training programme capac-
ity, during a 15 year construction phase and an initial operational phase of 20 years.
40 000 individuals would generate more than 6 billion Euros for the economies of
the participating nations. The training value potential depends significantly on the
possibility to acquire intersectoral and transferable skills [449] and the number of
supervisors that are available to ensure the quality of the training provided.
These results triggered a process with the two host states [450] to find how the
value of training can be further increased. Proposals include extending the training to
non-academic teaching levels (apprentices, technical schools), continuous professional
training (partnerships with companies in the frame of maintenance and upgrades
as well as the increasing exploitation of under-used equipment), partnerships with
public services (healthcare providers, public security and emergency services) and
the continued enlargement of the training opportunities for non-technical domains
(e.g. management, finance, economy, law, business administration). Also, joint aca-
demic education through partnerships with universities and industry should be fur-
ther strengthened. The EASITrain H2020 Marie Sk lodovska Curie Action Innovative
Training Network project [451], launched by 11 institutes collaborating in the FCC
study and 13 industry partners is a first step in this direction. It includes as goal the
development of a European joint doctorate in applied superconductivity.
11.2.3 Opportunities for industries and technological spillover
The industrial activities that emerge from physics research projects are important
for the European economy [452]. The “utility factor” is a key figure on which all
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estimates of industrial impacts are based. It indicates that every Swiss franc spent
on co-development and customisation projects with industrial partners generates,
on average, three Swiss francs worth of follow-up sales revenues for the industrial
partner [453]. The LHC/HL-LHC CBA study provides quantitative evidence that
companies participating in the project and exhibiting medium to high levels of inno-
vation also benefit from a measurable increase of their earnings before interest and
taxes (EBITDA) [454,455]. The relevance of this effect has been tested using the
accounting figures of 669 companies involved in CERN procurements worth more
than 10,000 CHF and a control group [456]. The majority of companies report that
the main benefit stems from the learning experience in such a project.
The LHC/HL-LHC CBA also reveals that there is added economic value due to
improved products, services and operation models including information and com-
munication technologies (ICT) of ∼10 billion CHF: more than 40% of the total cost
(capital and operation expenditures). Further intensification of industrial involve-
ment in core R&D activities in the framework of a well-planned industrialisation
strategy can increase this share, so that a payback of 50% of the total costs can
become realistic. The most prominent example for such research-induced industrial-
isation is the development of Nb–Ti superconducting wires for the Tevatron collider
which triggered the mass production of medical magnetic resonance imaging (MRI)
devices [457]. Another noteworthy example is the development of large-scale cryo-
genic refrigeration plants – the architecture and machinery developed for helium
liquefaction for use in particle accelerators has been the industry standard for almost
40 years [458].
For a future particle collider, the benefits emerging from procurement and co-
innovation depend on (a) the investment volume, (b) the potential for innovation
related to the individual subsystems and (c) on the value of the utility factor. It is
not yet possible to reliably quantify the overall impact for industry. A dedicated study
for a specific accelerator scenario needs to be carried out, once the detailed technical
design starts. Technologies that lead to innovation on a broader scale (see Fig. 11.2)
for the different particle collider scenarios include superconducting radiofrequency
systems for a lepton collider (estimated benefit for industries about 150 MCHF),
superconducting wires for a hadron collider (estimated benefit for industries around
1,200 MCHF depending on the revenue margin that the supplier is able to generate
for non-research customers), construction and testing of superconducting magnets for
a hadron collider (estimated benefit for industries from 150 to 200 MCHF, depend-
ing on the potentials of the different technologies along the magnet manufacturing
value chain) and large-scale cryogenic refrigeration infrastructure for a hadron col-
lider (estimated benefit for industries from 250 to 300 MCHF).
An earlier study [459] has shown that hi-tech companies can transfer the knowl-
edge and experience acquired during work with CERN to new products and services
easier than companies who offer off-the-shelf products and services. Therefore, it is
crucial to make an effort to cooperate with industry on increasing the potentials for
other fields, such as civil engineering. As Figure 11.3 shows, the potential industrial
spillover for a 100 km civil engineering project with tunnel and caverns is quite dif-
ferent, if the project is carried out purely as contractor work or if co-innovation is
introduced for advanced excavation material analysis, separation, processing and use.
Treating the excavation material as a primary resource rather than waste that
needs to be disposed of can lead to significant additional economic benefits of the
order of several hundred million CHF6. Today, excavation material is still considered
waste, but the necessity to revise CERN’s existing international agreement with
6 8.5 million tons of molasse at a value of ca. 35 CHF/t and 260,000 tons of limestone at
ca. 85 CHF/t.
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Fig. 11.2. Initial estimates for industrial spillovers of individual technology projects car-
ried out as co-developments with industrial partners for different particle collider scenarios
(selected FCC-ee and FCC-hh related technologies). The left upper figure indicates the
industrial impact potentials stemming from the construction of superconducting RF and
associated powering systems, the right upper figure highlights the potentials that supercon-
ducting wire manufacturing can create. The lower left image depicts the potentials stemming
from the superconducting magnet project and the lower right image highlights the poten-
tials that a new cryogenic refrigeration system can generate. The x-axis indicates estimates
for expected benefits and the y-axis denotes the probabilities of the expected benefits as
resulting from 25 000 Monte Carlo simulation rounds. The vertical line denotes the overall
average expected benefit. Estimates include social discounting and are reported in 2018
currency values.
France and Switzerland and the drafting of the law in France that is needed for
the preparatory phase, renders this opportunity a realistic scenario. The Grand-
Paris [460] and the Lyon-Turin railway projects [461] serve as pre-cursors of this
approach.
The introduction of Information and Communication Technologies (ICT) [462]
are also important levers. One topic is the development of open source software and
open ICT specifications that can be used in other scientific domains or for busi-
ness. The HTML and HTTP specifications that form the basis of the World Wide
Web are prime examples [463]. However, since its value for society cannot be reli-
ably quantified, this invention was not considered in the LHC/HL-LHC CBA study.
Selected cases for which the impact is currently being estimated include: software
tools used in medical imaging (GEANT47), collaborative tools (Indico8), library
7 https://geant4.web.cern.ch/applications
8 https://getindico.io
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Fig. 11.3. Initial estimates for industrial spillover of the civil engineering project, which
is common to both 100 km particle collider scenarios (FCC-ee and FCC-hh related tech-
nologies). The left analysis reports on the industrial spillover opportunities for a classic
civil engineering project and the right analysis reports the spillover potentials if innovations
such as the use of the excavation materials are introduced during the project phase. The
x-axis indicates estimates for expected benefits and the y-axis denotes the probabilities of
the expected benefits resulting from 25 000 Monte Carlo simulation rounds. The vertical
line indicates the overall average expected benefit. Estimates include social discounting and
are reported in 2018 currency values.
software (INVENIO9), scalable storage systems (EOS, cernbox [464]), scalable mod-
elling and simulation tools needed to devise reliable and energy efficient industrial
systems (ELMAS [140,141]10), measurement and control systems (for instance add-
on components and extensions for SIEMENS WinCC OA and National Instruments
Labview).
11.2.4 Cultural effects
The creation of cultural activities generates economic value and helps to involve
the public in research. With 130 000 visitors11 per year [442], CERN is Geneva’s
leading tourist attraction. The travel-cost method [465–467] estimates the value of
this activity to be ∼120 million CHF per year [468]. Designing future surface sites
with this in mind and gradually transferring the responsibility for public involvement
to a dedicated operation and marketing organisation leads to a sustainable concept,
which can increase this figure. A preliminary investigation of such a concept by
one of the FCC collaboration members led already to the award of a prestigious
architecture prize [469] (see also Fig. 11.4). First estimates for the net benefits from
180 000 visitors (to a dedicated visitor centre at the main site) and 280 000 visitors
(with an additional visitor centre on French territory) per year suggest additional
annual societal benefits of 25–80 million CH [470]. This initial estimate includes
annually assumed costs of 1 million CHF for the operation of these services. NASA’s
approach for a self-sustaining and independently operated visitor centre, which has
been operating since 1967, is evidence for the success of this model [471].
Web and social media have become key communication platforms and their impor-
tance is expected to grow quickly with the introduction of new features and full cov-
erage, high-speed mobile networks. The value of the contents directly produced by
9 https://invenio-software.org
10 http://www.ramentor.com/products/elmas/
11 See also at https://visit.cern/tours/guided-tours-individuals
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Fig. 11.4. One of many concepts for a visitor centre at a new surface site that FCC collab-
oration member institute, the University of Michigan, is probing in order to identify paths
for working with novel materials, to conceive energy efficient and environmentally friendly
buildings, which blend into the region and which can be implemented in cost effective ways.
CERN and the LHC experiment collaborations, measured by the time people spend
on average consuming the contents, is estimated to be in the order 120 million CHF
per year [470], with videos being the largest contributor in the order of 90 million
CHF per year. Channels combining different types of media have the highest impact
(text interleaved with short videos, interactive info-graphics, apps, functions that
encourage the reader to provide interactive feedback and to participate in collective
tasks to shape opinion and to create new contents). The documented impact sug-
gests that investing further in the provision of complementary, media-rich contents
permits multiplying today’s measured impacts many times. If technology evolutions
such as augmented reality, tailored contents for different audiences, multi-language
support and high-resolution virtual reality are adopted quickly, the research facility
can significantly leverage the cultural effects.
In all cases, the research infrastructure operator should ensure that the con-
tent is made available by independent Web and social media content producers via
well-working communication networks to achieve high technical quality and user sat-
isfaction. Other powerful cultural products are computer programs (“apps”) which
engage their users in the research. Higgs Hunters [472] is a good example of such a
citizen science project – it attracted 32 000 volunteers in a single year. The strong
use of this technology by other research communities [473] motivates the develop-
ment of further cases in the particle accelerator and high-energy physics domains.
Computational physics applications as needed for the lepton collider FCC-ee and
data analysis challenges as created by the hadron collider are ideal topics to create
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citizen science and public engagement programmes that also help disseminating the
concepts of modern physics (“the Standard Model of Particle Physics”), which have
so far not reached a wide audience.
Exhibitions such as Extreme [474] in Italy and Begin [475] in Austria, combined
with interactive sessions and public events are an effective way to introduce the pub-
lic to the research carried out in their countries in their own language. Their value,
measured by the number of visitors and the time visitors dedicate, has been esti-
mated to be in the order of 4.4 million CHF per year. The most successful item is
the travelling LHC interactive tunnel, which alone creates about 1.1 million CHF of
societal benefit per year, because it engages a large number of people for substan-
tial amounts of time. When designed and created in cooperation with experienced
museums and science exhibition centres in the member states and when accompanied
by Web and social media contents that help to amplify the impact, the concept is
a powerful vehicle to create a lasting awareness and promote the vision of a future
particle collider facility.
The value of numerous books, TV shows, films and music produced by people
not directly participating in the research programme undoubtedly has a further eco-
nomic impact. It is a challenge to provide evidence for a causal relationship between
a particular communication product and the research facility’s activity. Therefore
it is difficult to quantify the impact and the study is ongoing, focussing on video
productions, TV and journal coverage and books.
CERN builds an image amongst the population of all member states through
its communication activities. Because it exists and deals with questions that touch
everybody, CERN has a value for everybody. This value has been estimated with
“Willingness To Pay” (WTP) [438] surveys in CERN’s member states specifically
targeting the topic of a future particle collider. An initial LHC/HL-LHC CBA study
suggested a total discounted value of 3.1 billion CHF for the total project period
from 1993 to 2038. It is based on the assumption that the average annual voluntary
contribution per year and person is 1.5 Euro. For the LHC/HL-LHC programme this
very conservative, lower-bound discounted estimate represents about ∼12% of the
total forecast impact [317]. However, a recent survey among French taxpayers [476],
that has been performed to establish solid assumptions for a CBA of a post-LHC
particle collider infrastructure, suggests a much higher WTP of around 4.7 CHF
per taxpayer and year. In comparison, French taxpayers contribute to space research
through funding of CNES with 35 Euro per year [477]. A number of eligible con-
tributors in CERN member states of the order of 350 million people, needs to be
considered for future WTP estimates.
11.2.5 Impact potential
An initial set of recommendations to increase the impact of a post-LHC particle
collider beyond the science community was developed in the frame of the CBA work
carried out during the FCC study. It involved the University of Milano, the Centre
for Industrial Studies and the University Roma Tre in Italy, a field study carried
out by the company “iddest”, which specialises in public consultation processes [478]
and finally the common working groups with French [450] and Swiss [479] host state
representatives. Some impact pathways are outlined in Table 11.1.
All consultants for relations with the public recommended the creation of a future
collider ambassador programme. A dedicated communication plan, regular training
and support material for target groups at different levels (institutional, local, regional,
national, international) should make project members at all levels and from all sec-
tors effective advocates of a future project. In the member states, this source of
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Table 11.1. Opportunities to generate societal impact with a large-scale particle collider
infrastructure.
Domain Actions
Training Common intersectorial education programmes with universities world-
wide, extension of trainee programmes with industry, extension of adult
training in the scope of development and service contracts, strengthening
of the involvement of non-STEM domains in the training programmes.
Reliable reporting of the research infrastructure induced salary premium
will require periodic surveys via the CERN Alumni network, HR offices
of collaborating universities and research centres as well as cooperation
with national and international statistics institutes and selected indus-
trial partners.
Industry Technological competence leveraging projects to increase the probability
of creating products and services from leading-edge technologies devel-
oped in the framework of the new particle accelerator, strengthening
of the participation in the development of standards and specifications,
develop technological spillovers for conventional project domains such
as civil engineering, increase the focus on the development of informa-
tion technologies, open specifications and open source software with use
cases outside the particle accelerator and high-energy physics domain,
closer work with national ministries of economy and industry interest
groups to create denser networks with industrial partners.
Cultural
goods
The channels with the highest impact potentials feature multi-media and
on-line contents. It makes sense to further strengthen the presence in this
domain, to complement it with media-rich contents (videos, interactive
applications, augmented reality, citizen engagement). Creation and oper-
ation of high-quality and high-capacity visitor centres by an independent
profit-making organisation that continuously involves the scientists, citi-
zen science projects in collaboration with academic partners worldwide,
promoting exhibitions developed by professional organisations in the
member states, particular projects in other areas of the world (Africa,
Asia, South America).
information will be the first and most effective communication channel to promote
future research, to explain its benefits and challenges and to explain its purpose in
simple terms. It is important that this programme also addresses common concerns.
It should include a balanced set of ambassadors with different professional, cultural
and personal backgrounds. The narratives should focus on what stimulates people’s
imagination like the origin of the universe, the nature of the matter which we are
made of and where we come from.
12 Strategic research and development
12.1 Introduction
The information presented in this volume presents a feasible concept for a future
circular collider. The level of detail corresponds to the conceptual development
stage requirements as defined in the European Strategy for Research Infrastructures
(ESFRI) methodology roadmap [480,481]. At this level, a number of concepts are
presented that can be screened by experts in the domain, funding agencies and other
stakeholders. It forms the basis for an implementation project of one of the sce-
narios and prepares the ground for developing a funding concept. The subsequent
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preparatory phase will focus on the development of the implementation plans, rely-
ing on credible designs that need to be based on a set of technologies that enable the
research infrastructure to be built.
At this stage, any project of such scale, ambition and with a long-term vision span-
ning many decades, comprises a number of uncertainties with different probabilities
and potential impact. Appendix B compiles the most relevant uncertainties for the
specific collider scenario presented in this volume. Before a decision to build is taken,
the most relevant technical uncertainties require investments in research and devel-
opment to bring the technologies to readiness levels that permit the construction and
subsequent operation with acceptable project risks. Therefore, the immediate next
step, the design phase, will include the development of a technically achievable and
coherent blueprint, which successfully responds to the requirements and concepts
presented at this first stage.
The R&D topics presented in this section are considered “strategic”, since they
represent those key elements, which are considered necessary prerequisites to come
to a technical design that can actually be implemented within acceptable time and
cost envelopes. The topics are not ranked in any way and many more research topics
need to be addressed before arriving at a particle collider technical design, which can
meet the physics goals and which can be operated in a sustainable fashion throughout
the planned operational period. However, additional topics which are not considered
decisive in terms of technical feasibility or operational sustainability are not presented
in this volume. This allows the scenario to be screened whilst remaining focused on the
physics opportunities, the long-term importance for the worldwide particle and high
energy physics community and on the most essential technical feasibility questions.
It is assumed that also the existing diverse and vibrant set of R&D activities in the
field of particle accelerator technology will continue and will lead to a converging
programme for a future particle collider, nourished by cross-fertilisation of different
particle acceleration technologies, design studies and the continuous optimisation of
facilities in operation. Some of the enabling technologies are equally important for
all three particle collider scenarios (FCC-hh, FCC-ee and HE-LHC).
The following subsections present R&D plans for these topics:
– 16 Tesla superconducting high-field, dual aperture accelerator magnet.
– Cost-effective and high-performance Nb3Sn superconducting wire at industrial
scale.
– High-temperature superconductors.
– Energy efficient, large-scale cryogenic refrigeration plants for temperatures down
to 40 K.
– Invar based cryogenic distribution line.
– Superconducting septum magnet (to be merged with high-power switching ele-
ment).
– High-speed, high-power switching system for beam transfer elements.
– Decentralised, high-capacity energy storage and release.
– Particle detector technologies.
– Efficient and cost-effective DC power distribution.
– Efficient treatment and use of excavation material.
12.2 16 tesla superconducting magnet
Motivation
At the design stage of the LHC, the dipole field level was chosen to give the highest
collision energy possible with Nb–Ti technology, cooling the magnets to 1.9 K and
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operating them with a 14% margin on the load line. For the future hadron collider
a similar approach is used. The goal is to fill the 100 km long tunnel with magnets
that can provide the highest achievable field using the technology which provides the
best cost/performance ratio. With Nb3Sn superconductors, hadron beams of 50 TeV
can delivered in a 100 km long circular accelerator with bending magnets with a
nominal field of 16 T. This is about twice the 8.3 T generated by the Nb–Ti magnets
in the LHC and about 5 T higher than the 11 T of the Nb3Sn-based dipole magnet
of the high-luminosity LHC upgrade. The cost of such superconducting magnets is
dominated by the amount of conductor. The cost increases rapidly when the operating
parameters approach the conductor’s critical surface. Consequently, to be able to
exploit the full potential of the conductor in order to achieve the required field and
quality, the smallest possible margin on the load line needs to be chosen.
Objectives
The goal is to develop a viable design for a superconducting 16 T, dual-aperture
magnet. The design needs to be verified using simulations first and then with short
(∼1.5 m) models. Eventually, full-scale models need to be built to validate the design.
This programme depends on a separate R&D programme for the development of a
high-performance, cost-effective Nb3Sn superconducting wire. For the R&D phase, it
is assumed the FCC-hh will work with the same 14% margin on the load line as was
adopted for the LHC. The programme aims to achieve a margin which is lower than
for today’s state-of-the-art Nb3Sn HL–LHC magnets, where the it ranges between 20
and 22%. A main concern is to achieve reliable operation with a margin of 14% and to
reduce it further to 10%. It is also necessary to reduce the amount of superconducting
magnet training needed, so that initial test times are shorter and consequently fewer
resources are needed. Eventually, operation during the nominal thermal cycle must
be demonstrated.
Description of the work
The programme spans three distinct domains:
1. The development of magnets based on different designs and manufacturing tech-
nologies.
2. The design, construction and verification of magnet components and partial mag-
nets for R&D purposes.
3. The verification and validation of model magnets.
The design studies aim to develop various feasible concepts for a high-field acceler-
ator magnet. The designs will be verified and compared using electromechanical per-
formance simulations including their behaviour under mechanical stress. The design
process includes the identification and specification of new structural components
for the ferromagnetic yoke and the coil end spacers and wedges. It also includes the
development and specification of new resin impregnation systems and the develop-
ment of advanced internal splicing techniques for the superconducting cables. The
design process will also lead to the development of an in-depth understanding of the
mechanical conductor and coil stack properties corresponding to the various manufac-
turing processes (insulation materials and layout, heat treatment and impregnation).
The construction of magnets for R&D purposes is based on the study of short
model coil (SMC), enhanced racetrack model coil (ERMC) and racetrack model mag-
net (RMM) assemblies. The SMC is used as an intermediate stage to determine the
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effectiveness of the technologies developed for training improvements, conductor insu-
lation and impregnation resins, as well as specific production steps, in particular the
adhesion conditions between coil and poles. ERMCs are developed in two variants
with non-graded and with graded coils. They facilitate the assessment of strategies
for coil manufacture and assembly, namely the interface between conductor and end
spacers or conductor and pole, heat treatment and impregnation conditions (volume,
stress), internal splices for the graded versions, loading conditions to minimise degra-
dation and training and finally, the management of transitions (layer jump, ends).
Eventually, ERMCs will demonstrate that the field level of 16 T can be achieved
with some margin and with limited or no training. The RMM and the ERMC share
the same structure but the insertion of an additional coil between the two pancakes
of the ERMC creates an aperture of 50 mm over a straight section of 470 mm in
addition to a 250 mm layer jump. The structure will be designed to contain large
longitudinal rods made of stainless steel or aluminium, tightened in different ways
to explore various conditions of longitudinal loading, including extreme situations of
nearly rigid boundaries. These magnets will enable the training performance for a
straight section of a real accelerator magnet to be determined. In addition, the mea-
surement of the magnetic field in the aperture will be possible, even in the absence of
free access from the ends. Finally, the magnetisation effects over the powering cycle,
including reproducibility from cycle to cycle as a function of the injection field will be
recorded.
By building short models of all the viable options explored by the EuroCirCol
H2020 project, the cosine-theta, block coils, common coils and canted cosine-theta
designs can be verified under realistic conditions. Eventually, full-scale models of the
most promising designs have to be constructed to validate the approach before a
decision to launch a construction project for a high-energy hadron collider can be
taken.
Collaboration with universities and research institutes
From the beginning this R&D programme has been a collaborative endeavour which
builds on the committed involvement of universities and research centres from around
the world. The EuroCirCol H2020 project initiated a worldwide consortium to develop
and explore designs of different high-field accelerator magnets. Research institutes
with established track records in the design and development of superconducting
high-field magnets need to intensify their contributions further. Model magnets
are already planned to be constructed by CERN (international organisation), CEA
(France), CIEMAT (Spain), INFN (Italy), PSI (Switzerland) and Fermilab (USA).
The design, construction and testing activities include the cooperation of well-known
institutes and universities such as EPFL (Switzerland), KEK (Japan), Technical Uni-
versity of Tampere (Finland), Karlsruhe Institute of Technology (Germany), Uni-
versity of Patras (Greece), University of Twente (The Netherlands), University of
Geneva (Switzerland), National High Magnetic Field Laboratory (USA), Brookhaven
National Laboratory (USA) and Berkeley Lab (USA). In particular, the high-field
magnet development programme led by the Department of Energy (USA) will be a
crucial factor on the way to determine a viable design for a 16 T magnet. In the near
future, the consortium needs to be enlarged with additional academic partners, in
particular universities and institutes in Russia with a track record in the development
of high-field superconducting magnets. The consortium also needs the involvement
of academic partners in Asia and more regional partners in North America, including
Canada.
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Collaboration with industrial partners
The design and development of the 16 T magnet relies strongly on the capability
to manufacture, install and operate a large number of devices. Therefore, indus-
trial partners will be included at all stages of the R&D programme, from the
development of fundamental technologies from assembly and process-related activ-
ities to quality management, installation, maintenance and repair concepts. Co-
development with industrial partners during the R&D phase prioritises the fol-
lowing key topics: automated winding systems with integrated quality control,
quality improvements and resource optimisation of impregnation and heat treat-
ment, the optimisation of assembly, the optimisation of internal and external inter-
faces to improve assembly, testing, installation, maintenance and repair. These
activities will include the definition of collaborative EC co-funded projects to
increase the impact of transferring technological developments from research to
industry.
Milestones and deliverables
Table 12.1. Milestones and deliverables for 16 T magnets.
Title and description Year
4 different electro-mechanical magnet designs studied 2019
SMC tested 2019
ERMC tested 2019
15 T cos-theta model (US) tested 2020
RMM tested 2021
SMC, ERMC, RMM results 2022
3 short 16 T models validated 2023
1 long 16 T model validated 2025
12.3 Nb3Sn wire
Motivation
The feasibility of a 16 T superconducting accelerator magnet with two apertures of
50 mm each depends on the availability of an affordable conductor that can deliver
a current density (Jc) of at least 1500 A/mm2 at 4.2 K and 16 Tesla [482]. If a high-
energy hadron collider were to be built as an immediate next step after the LHC/HL–
LHC programme, Nb3Sn is seen today as the only superconducting material that
can be produced at the rate and in the quantity needed for a series production of
thousands of magnets by 2030 [483]. This material is being produced for use in the
magnets of the HL–LHC upgrade project, the first application of Nb3Sn technology
in a particle accelerator. Industrial production of such wire is presently contracted
to one leading company in the field (Bruker) that masters two processes: the Rod
Restack Process (RRP©), a variant of internal tin and powder-in-tube (PIT). A Jc
performance of up to 1200 A/mm2 at 4.2 K in a field of 16 T is achievable at the
time of writing this report and is therefore considered to be the current state-of-the-
art. The push to reach higher critical current density to meet the target requires
extensive material science research effort and the development of new manufacturing
technologies.
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Table 12.2. Target parameters for the conductor of 16 T magnet series production.
Parameter Value Unit
Wire diameter ca. 1 mm
Non-copper Jc (4.2 K, 16 T) ≥1500 A/mm2
Copper to non-copper ratio 0.8:1
Sub-elements effective diameter 20 mm
Magnetisation – µo DM (4.2 K, 1 T) ≤150
Residual resistivity ration ≥150
Wire unit length ≥5 km
Cost (4.2 K, 16 T) ≤5 Euro/kAm
High critical current density is necessary, but not sufficient. Dynamic and adia-
batic stability, field quality and protection considerations as well as a need for high-
current in compact Rutherford cables call for small superconducting sub-elements,
low resistivity of the matrix stabiliser and good mechanical properties. The con-
ductor research and development programme launched by the FCC study aims to
develop a Nb3Sn conductor that can meet all those needs. This programme is based
on a network of academic institutes and industrial partners worldwide that are tied
together by an FCC R&D agreement. This network has started to investigate routes
to reach the performance goals [169], including the production of R&D wires by four
industrial partners, complemented by advanced characterisation and the investiga-
tion of novel approaches by academic partners. The programme aims first to verify
different approaches and then to validate a viable technology in a full-scale magnet.
For the series production of the particle collider magnets, about 8000 t of super-
conducting material will be needed. Therefore, the initiative is also a first step in
the direction of preparing the ground for a credible large-scale supply chain on a
global scale. Affordable wire cost is the ultimate goal of the conductor programme.
Since the early research and development phase, effort has been focused on produc-
tion processes that appear promising in terms of scalability and that show potential
for industrial low-cost production. The target maximum cost, derived from magnet
design and conductor analysis, is 5 Euro/kA at 4.2 K and 16 T.
Objectives
The main objective is to achieve a performance of 1500 A/mm2 at 4.2 K and 16 T in
order to achieve a Jc of at least to 2300 A/mm2 at 1.9 K and 16 T – the latter are
the operating conditions set for the magnet. The full set of objectives are outlined in
Table 12.2.
Smaller sub-element diameters are important to limit losses in coils during tran-
sients (acceleration ramp), to ensure dynamic and adiabatic stability and to achieve
the required field quality. State-of-the-art Nb3Sn wires have sub-elements diameters
of about 50µm. Obtaining smaller sub-element size together with higher Jc and high
RRR are requirements are conflicting requirements. This is the challenge that the
conductor development programme faces (Tab. 12.3).
Description of the work
The main focus of the work is the development of a high-performance Nb3Sn wire
using a variant of the internal tin process. Different wire layouts have to be developed
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and studied in collaboration with industry, including both common and separated
(distributed) barrier designs. Industrial partners will produce R&D billets in order to
prototype new methods and layouts, validate industrial scalability and produce wire
that industry can also assess for applications beyond particle physics applications.
The conductor programme needs to be pursued concurrently with the magnet
development programme, accompanying the development and verification of short
and long model magnets. The programme progresses through three stages:
1. Development of novel wire layouts and compositions;
2. Industrial production of medium size billets;
3. Development of cost-efficient, large-scale industrial production of large billets.
Task (1) focuses on studying and developing novel wire layouts and compositions
with improved critical current and high RRR properties. The Nb3Sn wire successfully
produced for the HL–LHC upgrade project does not indicate a way to achieve the tar-
get performance through further, gradual optimisation. Therefore, the development
a novel process is highlighted in this activity, prioritising improved Jc and RRR over
properties such as the sub-element size. “Internal oxidation” is considered a potential
route towards a substantial improvement of the conductor in-field performance. Only
limited work has been performed by the community to date, but preliminary results
are promising. Both industry and research laboratories have taken up this challenge,
but further fundamental research is required.
Task (2) extends from understanding the fundamental material properties in
model system configurations to the production of small amounts of wire for research
purposes. The development needs to also include wire performance indicators such as
the effective filament diameter. Test samples will be produced in simplified configura-
tions (e.g. material layers, mono-filaments) up to small-size billets of a few kilometres
for selected routes. Independent academic partners will perform extensive analysis
of electro-magnetic, mechanical and thermal properties, as well as advanced analysis
such as SEM, TEM and XRD. This research is an iterative process, during which
results from wire manufacturing and testing provide feedback for improved designs.
Experimental work, materials analysis and testing are at the core of this activity,
including optimisation of heat treatments, study of tin diffusion and wire composi-
tion, in-depth micro-structural analysis, study of phase transformations, preliminary
evaluation of mechanical properties and measurement of in-field electrical and mag-
netic properties are typical investigations that need to be performed. Experimental
work, material analysis and testing/analysis are at the core of this activity.
Task (3), the production of medium-sized billets by industrial partners aims to
validate the most promising R&D layouts in billets of industrial scale, increasing the
technological readiness of the most promising designs that emerge from the wire R&D
activity. The goal is to produce a few tens of kilometres of wire. This up-scaling and
industrialisation will be accompanied by further wire design improvements in order
to meet all additional requirements: stable and controlled magnetisation, filament
diameter, mechanical properties. Achieving this objective will require further progress
in wire design and layout. It is therefore an iterative development loop. At this
stage, in addition to wire measurements and testing, the qualification of wires in
Rutherford cables will begin. Short cable samples will be tested and, according to
the results, will be used for short model coils. For each wire layout, production of
Rutherford cables requires specific developments with iterative studies, production
runs, optimisation of cable geometries and heat treatments and electro-mechanical
and magnetic measurements.
The time necessary to perform tasks (1) and (2) is expected to cover a period
of about ten years. During these phases, the production of about 1.5 t of conductor
per year is needed to be able to meet the requirements for testing, development
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of cables and short model coils and to build short magnet models. The production
and measurement of model coils is essential to provide feedback to the conductor
programme. Conductor and magnet R&D therefore proceed in a synchronised manner
and are closely interlinked.
Task (4), covers the implementation of cost-efficient, large-scale production of
large billets. The industrial production processes need to be developed and validated
for wire architectures that meet all objectives, including the full target performance.
This part of the programme aims to show the feasibility of the production of long
conductor lengths of up to 5 km in a cost-effective manner. Ultimately, large quanti-
ties, in the order of hundreds of kilometres of wire with the target characteristics will
be required to feed the optimised Rutherford cable production for the long model
magnets and prototype magnets.
Cooperation with universities and research institutes
From the beginning, this R&D programme has been a collaborative endeavour requir-
ing the committed involvement of universities and research centres world-wide. The
EuroCirCol and EASITrain H2020 projects catalysed the establishment of a solid
set of committed academic partners to make progress in fundamental materials
research.
The Technical University of Vienna (Austria) is leading the microstructural anal-
ysis of superconducting wires by electron microscopy, including analysis of tin con-
centration gradients, artificial pinning and correlations of superconducting prop-
erties, to support wire optimisation. Technical University Bergakademie Freiberg
(Germany) has launched a project to investigate phase formation in the ternary Cu-
Nb-Sn system. In its fundamental material research programme, the University of
Geneva (Switzerland) is exploring ways of reducing the grain size using an inter-
nal oxidation method, thus advancing wire performance. This is complemented by
a project with the Applied Superconductivity Center at Florida State University in
the US, which is investigating novel alloys and internal oxidation methods, and will
propose routes for industrial scale-up. Wire development and analysis in Japan is
coordinated by KEK, the high energy accelerator research organization, as part of
a collaboration agreement with CERN. This programme includes the participation
of manufacturers (JASTEC and Furukawa) and academic partners, including the
University of Tohoku. The Bochvar Institute (Russia) is experimenting with various
layouts of internal tin wires which show a significant performance increase, currently
reaching 1200 A/mm2 at 16 T and 4.2 K.
Cooperation with industrial partners
The establishment of a representative set of industrial partners who participate in the
improvement of Nb3Sn wire performance is vital for the preparatory phase of a high-
energy hadron collider project. Therefore, in 2016 the FCC collaboration launched
a conductor R&D programme involving industry. To date JASTEC and Furukawa
in Japan, KAT in South Korea, TVEL, including the Bochvar Institute in Russia
and Bruker EAS in Germany have joined the effort. The participation of Luvata Pori
in Finland is planned. Three of these partners have already produced R&D billets
achieving the Jc performance specified for HL–LHC with wire layouts not previously
explored for this application, establishing a good baseline for further development
towards the FCC performance target.
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Table 12.3. Milestones and deliverables for Nb3Sn wire.
Title and description Year
Multi-phase R&D initiative set up on an international scale 2019
Routes to develop performance improvements selected 2021
Methods and processes to increase the current density towards the tar-
get performance validated by industry
2024
Target performance demonstrated 2025
Industrial process for large scale production developed 2028
Scale-up and preparation of series production achieved 2030
Procurement start 2030
Milestones and deliverables
The joint research initiative with the HL–LHC project and the progress in conductor
development during the FCC study period has created confidence in the strategy
and schedule for developing Nb3Sn wire meeting the performance requirements. A
workshop at CERN in March 201812, hosted a large and active group of participants
from academia and industry. During this workshop, encouraging initial results were
presented and reviewed. The commitment of industrial partners, and the confidence
of participants that the FCC performance and cost targets are ultimately achievable,
supported detailed discussion in closed sessions and the definition of a focused plan
for the continuation of this R&D initiative on an international scale.
12.4 High temperature superconductors
Motivation
The accelerator dipole magnet under design for the FCC-hh which is based on
Nb3Sn technology would generate the highest possible field that can be reached by
low-temperature superconductor (LTS) materials. High-temperature superconductor
(HTS) materials are the only technology that can lead to accelerator magnets with
fields beyond the 16 T limit. In addition, HTS materials come with the benefit of a
high temperature margin during operation, making them compatible with scenarios
that are subject to high heat load and high radiation levels. If the LHC/HL–LHC
research programme is followed by an intensity-frontier lepton collider (FCC-ee) with
a physics programme duration of about 15 years, a new time window appears for the
development of high-field accelerator magnets based on HTS for an energy-frontier
hadron collider at a subsequent stage.
Besides research, industry is also considering HTS materials such as ReBCO and
BSCCO for diverse applications. The main motivation is the potential of operation
at higher temperatures than those that are used today in industrial and medical
devices. Although refrigeration based on liquid helium is feasible even for a large
research facility such as the FCC-hh, a cryogenic plant for industrial applications
imposes cost and maintenance constraints that limit the application of supercon-
ducting technology. Higher operating temperature simplifies the system and eases
the diffusion into commodity markets.
A higher operating temperature is also relevant for a large-scale particle collider.
The cryogenic efficiency of the refrigerator would be improved, though this effect is
12 See https://indico.cern.ch/event/698917
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not directly proportional to the temperature increase. A high cryogenic temperature
cooling scheme (e.g. supercritical helium flow) may be less efficient than the current
scheme based on superfluid bath cooling. The interest comes from the potential to
intercept synchrotron radiation, the major source of heat load in the hadron collider,
at a higher temperature.
The higher field reach opens routes to energy upgrades of particle colliders with
magnets reaching fields of 20 T and beyond. The peculiar properties of HTS materials
lead to a situation in which the challenge of designing the magnet system will shift
from field reach and current limitations to mechanical aspects, protection systems and
cost-effective design. The latter are topics which are easier to manage with modern
design tools and manufacturing approaches.
HTS materials are still prohibitively expensive with volumetric costs that are at
least an order of magnitude higher than state-of-the-art low temperature supercon-
ductors. However, with larger quantities being manufactured, with materials begin-
ning to mature and considering the Total Cost of Operation (TCO), break-even is
expected to occur within the horizon of a future hadron collider even at price levels
slightly above those of the Nb3Sn target.
Objectives
The first objective of an R&D programme on alternative superconductors is to iden-
tify those materials which have the highest probability of meeting the target per-
formance for the high-field accelerator magnets. At the same time they must be
produced at a cost which leads to an overall TCO (combined CAPEX and OPEX)
that is much lower than a Nb3Sn based machine. Current potential candidates for
different use-cases in the particle accelerators include rare-earth barium-copper oxide
ReBCO (YBCO) and Bi-2212, and possibly iron-based superconductors (IBS) if their
high-field performance can be demonstrated within a reasonable time scale. These
materials all pose major technological challenges for their use in accelerators. The
main challenges for ReBCO are cable assembly, protection and field quality, while
for BSCCO the magnet manufacturing with a high-temperature step and mechanics
are the main concerns.
Today, work is focusing on developing HTS wires that can be produced in quan-
tities that are sufficient to build accelerator-quality magnets in the 3–5 T range. The
aim is to approach 8 T before the end of the decade. The levels of technological readi-
ness are heterogeneous for the different materials: while for some coated conductor
tapes the investigations already aim at larger-scale quality production and achiev-
ing usable fields and adequate field qualities for particle accelerator magnets, novel
conductors such as IBS are still to be considered laboratory developments for which
research focuses on fundamental material properties. Once the candidates are defined,
a well-focused R&D programme has to be established to drive the development of
conductors to achieve the required high fields and towards production processes for
wires or tapes in sufficient quantities of adequate quality.
Description of the work
This research, which today still needs to be classified as basic, for the validation of
basic components (e.g. the coils) in laboratory environments will need to work in the
following directions in order to demonstrate high-fields at accelerator-magnet grade
field quality at acceptable total cost of ownership:
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– Identify the most promising materials and the main challenges associated with
them in terms of performance, production and cost. Set long-term development
targets for overall performance (electrical, mechanical) and realistic cost for each
variant;
– Define performance targets and develop a suitable conductor for magnets, starting
either from tape or wire, depending on the material. A specific challenge is finding
a suitable cable topology for material that comes in tapes (ReBCO, IBS, Bi-
2223). Specifically for Bi-2212, develop manufacturing, insulation technologies and
industrial reaction processes for large coils that suit the highly brittle material;
– Develop a design for a magnet system with the required field quality from injec-
tion (low field) to collision (high field) and which manages the mechanical and
protection aspects. Study several HTS material options and identify the leading
technology questions for each of the variants;
– Understand how materials, cables and coils behave under high stress and strain
conditions;
– Acquire an in-depth understanding of the quench behaviour in order to identify
suitable approaches for quench detection and quench protection. HTS materials
behave differently to LTS and today’s methods do not seem appropriate for these
materials. In particular, the larger temperature margin may avoid the training
phase and by developing early detection of quench onset it would be possible to
avoid a fully developed quench. This would shorten commissioning and signifi-
cantly improve accelerator availability;
– In the long-term, develop suitable high-volume and low-cost manufacturing routes
and techniques for HTS materials. Demonstrate the manufacture of tens of kilo-
metres of conductor at acceptable quality and sufficient homogeneity.
Cooperation with universities and research institutes
The ongoing R&D on Nb3Sn and the investigations of HTS for beamscreen coatings
has already created a core of collaborating academic partners, which can also serve
as the starting point for a well-focused, long-term high temperature superconductor
R&D programme. It federates universities with knowledge in fundamental material
sciences and research centres worldwide with the possibility to build up laboratories
and infrastructures to perform such a long-term research programme. However, a
coordination body is yet to be defined and set-up. This body will ensure that the
research and development is carried out in a topically complementary fashion with a
clear convergence towards the objective and with clearly defined knowledge ownership
and access policies.
The set of loosely-associated academic partners today includes Bochvar Institute
(Russia), CERN, CNR-SPIN (Italy), EPFL (Switzerland), ETH Zurich (Switzer-
land), Florida State University (USA), FNAL (USA), KEK (Japan), KIT (Germany),
LBNL (USA), NHMFL (USA), PSI (Switzerland), TU Bergakademie Freiberg (Ger-
many), TU Wien (Austria), CEA (France), cooperative efforts of various INFN insti-
tutes (Italy), University of Geneva (Switzerland) and University of Genoa (Italy).
Cooperation with industrial partners
The creation of a long-term, forward looking technology advancement programme
also permits SMEs to play a leading role at the forefront of a technology and provides
opportunities to grow with the technology in a risk-controlled environment. In addi-
tion to established players such as Bruker, Fujikura, Nexans, Sunam, SuperPower,
1028 The European Physical Journal Special Topics
SuperOx and Theva companies like nGimat and MetaMateria and other companies
worldwide have started to participate in the investigations. As with the academic
partners, a defined governing structure and the definition of a well-scoped R&D con-
sortium that coordinates the activities on a global scale and which works towards
openly accessible technologies for the research and industrial product market remains
to be established. As with the academic partners, the governing structure should
be centred around strong technical involvement of CERN, profiting from existing
national and international funding mechanisms and opportunities.
12.5 Efficient and cost-effective cryogenic refrigeration
Motivation
Satisfying the cryogenic refrigeration requirements of a future hadron collider with
the traditional technologies in use today at the LHC is not possible. The FCC study
therefore launched a long-range R&D programme at an early stage to develop an
alternative approach. The current machinery for helium refrigeration is based on
warm screw compressors which have a unit capacity more than 10 times smaller than
that required for the FCC-hh and they exhibit a poor isothermal efficiency of about
50%. Since pure helium cannot be compressed easily, a novel concept based on a
mixture of about 75% light helium and 25% heavier neon (known as “nelium”) is
being developed for cooling down to 40 K in a scalable and cost-effective way. The
light gas mixture together with a high isothermal efficiency centrifugal compressor
reduces the number of cooling stages required from 20 to 14, leading to power and
cost savings of ∼16%. This translates into savings in operating expenditure of almost
20 MCHF per year. Building on recent advances, a novel turbo compressor with fewer
moving parts, less lubrication and a sealed design for light gas mixtures will boost
reliability and efficiency.
Objectives
The primary objective is to showcase a full scale nelium cryogenic refrigeration sys-
tem. The nelium cycle has been studied conceptually but the practical feasibility
remains to be demonstrated. In order to do this, the core components, specific cen-
trifugal compressors for light gases with up to 80% of isoentropic efficiency and with
larger unit capacities, need to be designed as an alternative to the screw-based com-
pressors.
Description of the work
In parallel with the simulations of a nelium cycle-based refrigeration architecture,
design studies and a limited-scale test bed for turbo-compressor machinery is cur-
rently being established in the framework of the EASITrain H2020, EU funded,
project. To demonstrate that the nelium cycle is viable, a dedicated test bed must be
built with the smallest centrifugal compressor available today. Such a machine would
be about one third of the size of the full-scale system required for FCC-hh and will
consume about 5 MW of electrical power. The project goals are:
– validating the concept,
– determining the optimum helium/neon mixture,
– optimising the overall efficiency,
– determining the availability of such a system,
– identifying the turndown capacity of the machinery.
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Cooperation with universities and research institutes
In the last few years a set of academic partners including the Technical University of
Dresden (Germany), the Technical University Stuttgart (Germany) and CEA Service
Basses Temperatures Grenoble (France) has been formed to push this technology for-
ward. As the R&D progresses, further academic partners will be attracted and they
can become involved in additional activities such as materials for machinery, ded-
icated system simulation including fluid dynamics, reliability and availability engi-
neering, business case development, automation technologies, mechanical engineering
and much more.
Cooperation with industrial partners
As the development of the technology advances towards general implementation, it
becomes an interesting test bed for the industrial partners who drive compressor
machinery technology forward (e.g. companies MAN Turbo and Atlas Copco). Even-
tually, when the programme approaches the practical demonstration of the nelium
cycle, companies who are leaders in cryogenics such as Linde and Air Liquide will be
interested in the developments for their own use.
Impact potential
The main impact of this technology is the production of a large-scale cryogenic refrig-
eration system, which will make the FCC-hh feasible. Beyond that goal, the devel-
opment of an entirely novel refrigeration technology can have a substantial economic
impact. The potential extends to hydrogen liquefaction, considered the most difficult
liquefaction process but a key technology to facilitate a shift to clean energy produc-
tion. In general, any application that requires highly efficient and reliable compressors
will directly profit from this R&D. Examples include the production of liquid oxygen
for space transport systems, industrial production of metal, natural gas production
and transport.
Milestones and deliverables
The milestones and deliverables are presented in Table 12.4.
Table 12.4. Milestones and deliverables for cryogenic refrigeration.
Title and description Year
Nelium cycle modelling and simulation results available 2019
Test station and compressor prototype design and specifications avail-
able
2020
Test station operational 2021
Results from experience with test station available 2023
Architecture for a demonstrator with optimised machinery available 2024
Designs of the machinery for a demonstrator available 2025
Demonstrator operational 2026
Results available for co-design of full-scale nelium plant with leading
industries
2027
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12.6 Cryogenic distribution line
Motivation
The state-of-the-art large cryogen distribution systems deploy stainless steel headers
equipped with compensation units and fixed/sliding points in order to accommodate
the 3 mm/m contraction during the cool-down phase. The 100 km long cryogen dis-
tribution line requires the compensation of a total thermal contraction of 300 m (c.f.
90 m for the HL–LHC collider). In the conventional design, the compensation units
and the sliding points are the main source of failure (buckling, leaks). In order to
achieve a feasible technical design and good reliability, R&D for a new approach is
required.
Objectives
Designing the internal cold headers based on invar is one way to have a system that
is technically feasible and is sufficiently robust. Invar is a nickel-iron alloy, invented
in 1896, notable for its uniquely low coefficient of thermal expansion. Its inventor,
physicist Charles Edouard Guillaume received the Nobel prize for his discovery in
1920. Using this material, compensation units and sliding points are not required and
consequently, the overall reliability of the system increases.
Description of the work
In order to validate the approach, a 100 m long demonstration example of a compound
cryogenic distribution line needs to be designed and studied under realistic operating
conditions. This project comprises the proof of feasibility of production (e.g. definition
of welding procedures), the development of a mechanical and thermal design that suits
the various operation modes (cool-down, steady-state, warm-up) and the gathering of
detailed information about the reliability of the system over long periods of operation.
Cooperation with universities and research institutes
Several universities who are active in the field of low temperature engineering are
candidates for this project. In particular, Wroclaw University of Technology (Poland)
has a background in this domain. The possibility to set up a large-scale test facility is
also an ideal opportunity for universities of applied sciences, higher technical schools
and apprentices to participate in an international technological research project which
has industrial collaboration.
Cooperation with industrial partners
The nature of this project with its close links to industry creates a favourable environ-
ment for a collaborative project with industry. In addition to the leaders in cryogenic
systems, Air Liquide (France) and Linde (Switzerland), other companies such as
Alstom (Switzerland), Kraftanlagen (Germany), Messer-Griesheim (Germany), Nex-
ans (Germany), Nordon (France), as well as ancillary equipment providers such as
Criotec (Italy) can all contribute to the project.
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Impact potential
The large-scale demonstration of the Invar based approach can translate into direct
benefits for those industries which deliver cryogenic refrigeration plants and infras-
tructure. In addition, the knowledge gained by participating universities, schools,
apprentices and industrial engineers is a notable facet of this R&D. The outcome
should be an expansion of the market and an increase of competitiveness through
the adoption of this validated advanced technology.
Milestones and deliverables
A set of milestones and deliverables are presented in Table 12.5.
Table 12.5. Milestones and deliverables for the cryogenic distribution line.
Title and description Year
Requirements and design 2019
Prototype specification and test-bed definition 2020
Test bed operational 2022
Prototype built and installed 2023
Tests complete 2024
Concept validated and recommendations formulated 2025
12.7 Superconducting septum magnets
Motivation
The extraction system is a key component of the collider which ensures safety of
operation. Conventional normal conducting septa are limited to magnetic fields of
around 1.5 T. To transfer beams with very high energies at the FCC-hh or HE-LHC
this limitation would lead to power-intensive systems which occupy a large amount
of space. Superconducting septa reaching field levels of 3–4 T will allow significantly
more compact injection and extraction systems, will simplify straight section and
overall system design and will also greatly reduce the operating cost by having a
lower electrical power consumption. The development of such an accelerator device
is therefore considered a key research topic in enabling technologies.
Objectives
This specific R&D project aims to design, build and validate a short (∼0.5 m),
accelerator-quality prototype magnet based on the flux-shield principle. It can be
used to demonstrate the validity of the concept and will have the following tar-
get parameters: 20 mm aperture for the circulating beam, 30 mm aperture for the
extracted beam, 3.2 T field, 1% field homogeneity and an apparent septum thickness
of 25 mm.
Description of the work
The project consists of the following steps:
– Design of the shield, including simulation of the element.
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– Investigation of quench protection aspects and design of a viable quench protec-
tion system.
– Construction of a 700 mm long, MgB2-based, superconducting half-moon shield.
– Test of shield performance in an HL–LHC CCC corrector prototype.
– Design of a dedicated CCT septum magnet incorporating the half-moon shield.
– Construction and test of a CCT magnet.
– Construction of a Ni-Ti/Cu multilayer shield (optional).
– Test of shields in the CCT septum magnet.
– Assessment of the septum system performance.
Cooperation with universities and research institutes
This well-defined and self-contained R&D package is an ideal candidate for a col-
laborative research activity. Wigner Institute (Hungary), having already accumu-
lated experience in this field of superconducting technologies, would lead the design
and simulation activities as well as the manufacture of the CCT magnet. CERN
would provide essential components, expertise in superconducting magnet design and
quench protection systems as well as a cryogenic test facility (SM18). The project
is open to further academic partnerships in the fields of superconducting magnets,
instrumentation and field testing, electronics and software development.
Cooperation with industrial partners
Potential industrial partners for this topic are in the process of being identified.
Engious Ltd. (Hungary) for instance, is an advanced manufacturing company that
could develop the precision tooling and mechanical assembly methods for the shield
and magnet. Additional high-tech companies could be partners for the provision of
services for ancillary equipment components and the testing facility.
Impact potential
In addition to the design of a viable extraction system of the FCC-hh or the HE-
LHC, applications include the FAIR facility at GSI (Germany) and a new extraction
system at the potential new superconducting SPS accelerator at CERN. The co-
development with a fast growing high-tech manufacturing company would provide
the partner with the possibility of gaining experience in an international project and
thus building its reputation and allowing it to enter new markets. In particular the
acquisition of expertise in the handling of the superconducting material MgB2, which
is increasingly used in medical imaging devices and in the domain of lossless power
transmission will help to improve the competitiveness of the R&D partners.
Milestones and deliverables
A preliminary set of milestones and deliverables is shown in Table 12.6.
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Table 12.6. Milestones and deliverables for superconducting septum magnets.
Title and description Year
700 mm MgB2 shield manufactured 2019
Shield tested in HL–LHC CCT corrector in SM18 at CERN 2019
Design of CCT septum dipole available 2019
CCT septum dipole constructed 2020
Septum assembly tested in SM18 at CERN 2020
Ni-Ti/Cu multilayer shield manufactured 2020
Ni-Ti/Cu septum assembly tested in SM18 at CERN 2021
Assessment of superconducting septum documented 2022
12.8 Solid state generators
Motivation
Modular, scalable, fast and affordable high-power switching systems are key com-
ponents of beam transfer systems. The current gas-filled thyratron switches are
becoming increasingly outdated and their future commercial availability is already
uncertain. In addition, they suffer drifts in performance and have high operational
complexity. Solid-state switches are the ideal technology for large systems and
for systems with high operational availability requirements. However, such high-
performance systems are not yet commercially available.
Objectives
This R&D programme progresses along three well-aligned paths:
1. Fundamental research on switches aims to increase the performance of individual
switching SiC, dynistor and GTO modules. This activity includes the development
of the associated high-speed, reliable triggering methods such as impact ionisation,
laser and potentially other optical methods, which are robust against spurious
activation. The developments aim to operate the switches reliably in radiation
environments, therefore one part of the work will deal with understanding and
increasing the radiation-related performance limits. Finally, this package needs to
carefully cover all protection-related issues.
2. A novel inductive adder generator with fast rise-time and high-voltage for short-
pulses for use with terminated and short-circuit loads needs to be developed.
3. A Marx generator for slower rise time, lower voltages and longer pulses for use
with terminated and short-circuit loads, needs to be developed.
Description of the work
The project consists of the three steps described below.
For fundamental research and development on switches, the following activities are
needed:
– Evaluate the basic performance of single devices such as MOSFET, SiC, dynistor
and GTO.
– Improve the performance of stacked arrays and single-switch applications. Verify
the switching time, voltage, current and resistance.
– Establish the potential performance reach of the individual technologies from the
technology assessment and improvement activities.
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– Develop appropriate triggering methods that match the individual device char-
acteristics, stacking topologies, EMC and performance needs. In particular, drive
the development of laser triggering and investigate the potential of impact ioni-
sation triggering for GTOs.
– Determine the characteristics of the different switching modules for use in radia-
tion environments. To achieve this, advances in the measurement techniques for
radiation-related performance analysis are required.
– Develop fast, scalable, modular systems that meet the new protection require-
ments of single and stacked switches, especially in view of adaptation to short-
circuit loads.
For the inductive adder generator development, the following activities are needed:
– Design and build an inductive adder generator with a target pulse length of 1µs
to be evaluated in the PS complex at CERN (e.g. test on the ion injection kicker).
– Set up a demonstration device consisting of a series of generators to gain experi-
ence with the operational behaviour of a large distributed system.
– Based on the findings, develop the detailed specifications for a complete system
including non-functional requirements such as operation, maintenance and repair,
safety and industrial supply.
For the Marx generator, the following activities are needed:
– Identify institutes for a collaborative project for the construction of a Marx gen-
erator with a target pulse length of 10µs.
– Design and build the generator. Deploy it in the PS complex at CERN to gain
experience in operating such a system.
– Based on the findings, develop the detailed specifications for a complete system
including non-functional requirements such as operation, maintenance and repair,
safety and industrial supply.
Cooperation with universities and research institutes
The individual, well-defined and self-contained parts of this R&D package are ideal
candidates for collaborative research activities. Several institutes such as ETH Zu¨rich
(Switzerland), various Helmholtz Gesellschaft institutes (Germany), the Karlsruhe
Institute of Technology (Germany), the Institute of Electrophysics (Russia), the Uni-
versity of Manchester (UK) and Lisbon University (Portugal) have already been iden-
tified as partners in this programme. The project is open to further academic partners
in the fields of high-power semiconductor technology, electronics and embedded sys-
tems development.
Cooperation with industrial partners
Potential industrial partners are in the process of being identified. ABB (multina-
tional with headquarters in Switzerland) is a potential co-innovation partner for
switches and EnergyPulseSystems (Portugal) for modulators. Additional high-tech
companies could be partners to provide services for ancillary equipment and for sys-
tem integration.
Impact potential
In addition to ensuring the long term future of kicker systems for particle acceler-
ator laboratories (e.g. ALBA-CELLS, ESRF, INFN labs, ISIS, KIT, SOLEIL, GSI,
PSI, FNAL, BNL, JPARC to name but a few), developing this innovative technol-
ogy with industrial partners has many potential applications in industry: wherever
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high-energy (voltage and current) pulses are needed, the technology can be deployed.
Examples include high-speed forming systems, such as electro-hydraulic magnetic
forming and magnetic pulse forming, which has become wide-spread in the auto-
motive and aerospace industries, and for metallic forming processes of commodity
goods, radar power supplies and medical x-ray devices.
Milestones and deliverables
A preliminary set of milestones and deliverables is outlined in Table 12.7.
Table 12.7. Milestones and deliverables for solid state generators.
Title and description Year
Establishment of a consortium comprising academic and industrial
partners
2019
Technology survey available 2020
Procurement of components for test systems completed 2020
Laboratory test benches operational 2021
Radiation tolerance assessment complete 2022
Performance limitations for device triggering evaluated 2022
Switch and adder system designs and test procedures complete 2023
Prototype systems ready for deployment in a particle accelerator 2023
Experience from practical operation documented 2025
System specifications available (requirements, architecture, design) 2026
12.9 Particle detector technologies
Motivation
The particle detectors at future circular lepton and hadron colliders will require signif-
icant performance advances and the development of cost-effective and commercially
available devices using new detection technologies. Since this is an ongoing process of
improvements that have to be validated in operating environments with a continuous
effort to develop ever more precise and faster particle detection, a significant amount
of preparative R&D will already be performed in the frame of the LHC/HL–LHC
experiment upgrade projects.
A targeted detector R&D programme needs to be defined once a particular par-
ticle collider scenario is selected for in depth design and when the corresponding
experiment projects have been defined.
Therefore, the focus here is on a brief description of the ongoing effort and
initiatives which underline the continuing need to support collaborative parti-
cle detection research in programmes at academic institutes worldwide. Such ini-
tiatives will lead to the development of technologies which will be used in the
LHC/HL–LHC experiments and will therefore create lasting impacts beyond indi-
vidual efforts. Proof-of-concept and fundamental technology research will accompany
these developments and the results will flow into the development of technical pro-
posals for specific projects. These proposals will become part of a focused particle
detector research programme following the selection of a specific particle collider
scenario.
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Objectives
At CERN, a strategic R&D initiative, to define and organise the detector technology




3. Calorimetry and light based detectors;
4. Mechanical supports for detectors;
5. Integrated circuits;
6. High-speed data links;
7. Simulation and analysis software;
8. Detector magnets.
These technological aspects will be accompanied by detector performance studies
in order to have a clear understanding of the improvement potential for various detec-
tion technologies and to be able to quantitatively document the further improvement
potential and to identify potential limits of the various technologies. Only at that
stage can the detector concepts developed for the hadron and lepton particle col-
liders be simulated with a sufficient degree of fidelity. The results will give a better
understanding of the physics performance that can be expected and will identify the
technological gaps and how they can be overcome. This activity will eventually lead
to the specification of the function, performance, reliability and other qualitative
requirements that form the foundation of the technical design of the experiments.
Description of the work
The CERN coordinated detector technology research initiative spans a five-year
period. Regular workshops are already taking place (e.g. [485]) to develop the detailed
research programme and to prioritise the work together with an open, international
consortium of academic institutes. The programme also aims to identify possible
involvement of industrial partners from a very early stage to understand which tech-
nologies can eventually be produced on an industrial scale and which technologies
industry is particularly interested in.
The initiative is structured in several working groups, each one focusing on a
particular technological domain. This setup forms the nucleus of a converging activity
of international research institutions and universities which provides the opportunity
to involve partners from all over the world.
The depleted CMOS technology attracts a lot of interest in the domain of silicon
detectors, as it allows low-mass and high-resolution sensors, which have the poten-
tial to cover large areas at affordable cost, to be built. In recent years, substantial
progress was achieved in terms of radiation hardness, a key requirement for all future
experiments. Another trend is in low gain avalanche detectors (LGAD), which have
achieved timing precision in the range of a few tens of picoseconds. Finally, there is
also a strong need to continue the development of classic silicon detectors (pixels,
strips and pads) and the associated electronics.
Gas detectors will continue to play an important role in future experiments as they
can cover large areas at moderate cost. Micro pattern technologies have boosted their
performance and a wealth of new ideas in terms of materials, production techniques
and readout methods, show how this success story can be pursued. An important
question concerns the choice of the gases and their compatibility with environmental
standards.
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Calorimetry and light based detectors are two topics that are often closely linked.
One focus is on highly granular calorimeter concepts which allow the decomposition
of jets into their individual particles (“particle flow calorimetry”). The requirements
are manifold as are the options in terms of active media (e.g. scintillators, noble
liquids, silicon), absorbers and readout concepts. Accurate and high-precision timing
is a key topic, too. In recent years, photosensors have been evolving rapidly. The
silicon photomultiplier (SiPM) has matured and has become a standard tool for many
applications. However, its high dark count rate and moderate radiation hardness limit
its use when it comes to the detection of low light levels, e.g. in Cˇerenkov detectors.
This is still the domain of vacuum tubes, where emerging, finely segmented multi-
anode devices, micro-channel plate tubes (for ultra-fast timing) and completely new
concepts go far beyond the classic PMT.
One research topic also covers detector mechanics, exploring the use of advanced
materials, design tools and production technologies, which have the potential to
change the way detectors are built and help to boost their performance. Ultra-light,
precise and large size carbon-fibre components have become accessible and permit
the development of solutions which were inconceivable ten years ago. Environmen-
tally friendly cooling technologies, combined with 3D printing and micro-fabrication
technologies reduce the amount of material in vertex and tracking detectors. Close
cooperation with industrial partners is seen as the best way forward.
Another interest is the development of application-specific electronics and high-
rate, high throughput, data transmission for applications with severe constraints
(radiation, power consumption, heat dissipation and space limits, accessibility, cable
path limitations and more). The numbers of custom made chips in the LHC experi-
ments is counted in millions and the high energy physics community is considered to
be an expert customer with very special requirements. The ever-decreasing size fea-
ture in the CMOS manufacturing processes leads to benefits (higher functionality),
but also to emerging behaviour (higher sensitivity to radiation, challenging cooling
needs) and much higher costs (the number of transistors that can be obtained lev-
elled out in around 2012 and since then it has started decreasing again. As a result
of consolidation in industry fewer suppliers of very high density integration devices
exist and the competition across the market has decreased. The main challenges
remain the strongly increasing ionising doses and the necessity to read and transfer
continuously increasing amounts of data.
High-capacity and throughout data processing infrastructures are needed for event
filtering. The software run on these systems calls for advanced software for pattern
recognition, track reconstruction and other event selection processes. New approaches
to cope with the track reconstruction challenge at event pile-up rates of 1000 and more
(FCC-hh scenario) need to be developed. Machine learning is one topic that needs to
be investigated as a possible support technology for such challenges. Already more
than ten thousand physicists world-wide use the software frameworks and algorithm
toolkits produced by such software development initiatives. The Exabyte era, which
is appearing on the horizon, calls for new concepts to manage such amounts of data
on a global scale throughout several decades of research.
Last but not least, one working group also deals with the development of sustain-
able concepts for large high-field magnets for the experiments. There is a study for
FCC-ee of an ultra-thin 2 T magnet with a free bore of 4.4 m and 6 m lengths and a
target material budget below 1 radiation length. The FCC-hh baseline design has a
main solenoid with a free bore of 10 m and a length of 20 m and forward solenoids
at both ends. All of these magnet developments require progress in superconducting
wire technology.
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Milestones and deliverables
A second workshop took place in autumn 2018 [486], dedicated to prepare the writing
of a report that summarises the focus and the priorities of the R&D programme. This
roadmap will include the milestones and deliverables for the initial five-year period.
12.10 Energy storage and release R&D
Motivation
The development of novel energy storage systems has seen impressive progress over
recent years, mainly driven by the automotive sector and the increasing use of renew-
able energies. Batteries appear to be the most promising solution to store the energy
recovered from superconducting magnets at the end of a cycle to support the pow-
ering of the accelerator during the subsequent ramp phase. This approach could sig-
nificantly reduce the requirements for peak-power and would keep the overall energy
consumption and cost of the electrical infrastructure within the limits that have been
established based on average power consumption estimates. Batteries are the focus of
the R&D programme due to the continuing developments towards ever higher energy
storage densities. Today, the most suitable battery technology for this application
are Lithium batteries, in particular lithium titanium oxide (LTO). On a longer time
scale, other technologies can also be considered and a targeted R&D initiative would
feature an ongoing assessment of technology options in cooperation with academic
and industrial partners.
Objectives
This R&D initiative aims to develop a suitable battery-based energy storage and
release system to recover the energy stored in superconducting magnets, to tem-
porarily buffer the energy and to provide the energy to magnet power converters to
support the accelerating phase of the cycle. Such a system would require batteries
capable of at least 20 000 charge-discharge cycles suitable for the power profile of
the magnet cycles. Due to the underground space limitations, energy density and
volume reduction are additional requirements to be considered. The system must
comply with the safety requirements for underground installation and operation.
Maintenance, reliability and total-cost-of-ownership (TCO) need to be part of the
investigation from the beginning.
Description of the work
The first stage of this programme consists of drawing up a battery-supported pow-
ering system concept for a particular particle collider. This scheme will be used
to develop requirements specifications for a battery-supported energy storage and
release system that can be used with a superconducting magnet/power converter
circuit. An essential part of this work is the definition of the interface and the inter-
play between the battery storage system and the power converter, which is part of
the magnet circuit. The second stage focuses on the technical design studies for the
energy storage systems, including the co-development activities with industrial part-
ners for all major system components. A third stage would focus on a demonstration
of a battery-based energy storage system at an existing particle accelerator, such as
the HL–LHC.
FCC-hh: The Hadron Collider 1039
Collaboration with universities and research institutes
The cooperation with universities and research institutes focuses on the requirements
finding process and on the development of a concept for energy recovery, buffering
and release in the particle accelerator domain. The work on developing a concept for a
future circular collider will also be carried out as a cooperative effort with universities
and research centres. The construction of the HL–LHC upgrade, in particular an
energy recovery system for the inner triplet magnets, opens an ideal opportunity and
time window for this activity.
Collaboration with industrial partners
The cooperation with industrial partners focuses on the design, development, testing
and co-innovation of major system components to build an energy recovery system
for a particle accelerator. The following equipment components would be candidates
for such an activity: battery-cells and modules that can meet the operation and
deployment conditions and the reliability requirements and battery management and
protection systems. Finally, cooperation on assessing the total cost of ownership, that
permits a cost-benefit analysis to be carried out, will be included in the work with
industry.
Milestones and deliverables
A preliminary set of milestones and deliverables is outlined in Table 12.8.
Table 12.8. Milestones and deliverables for an energy recovery demonstrator project.
Title and description Year
Definition of a demonstration case for an existing particle accelerator 2019
Documentation of requirements and constraints for an energy recovery
system
2020
Creation of a consortium for the research project 2021
System concept specification and architecture definition 2022
Key component definition and start of research work with industry 2023
Development of test bed complete 2024
Testing of key components performed 2026
Demonstrator operational 2028
12.11 Efficient power distribution infrastructure
Motivation
Power quality is a primary concern for all three of the colliders (FCC-hh, FCC-
ee and HE-LHC). Achieving adequate availability to ensure efficient use of the new
infrastructure, to avoid costly downtimes and to achieve energy-efficient operation by
reducing the need for recovery and restore actions, is closely linked to the parameters
that determine power quality: transient voltage dip mitigation, reactive power con-
trol, harmonic filtering and voltage stability. Switching from an alternating current
(AC) distribution network to a direct current (DC) power distribution in combina-
tion with local energy buffering addresses several of the key impact factors. Frequent
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transient power dips can be tolerated, active and reactive power can be compensated
on the load side, AC harmonic filtering is not needed, distribution losses are signifi-
cantly reduced and larger spacing between electrical infrastructures compared to AC
distribution is permitted which leads to reduced investment.
Today, this technology is still in its infancy, mainly lacking adequate standardisa-
tion of operating parameters and the availability of a set of equipment from different
vendors as a result of it not having been widely adopted. Viable designs of electrical
components for DC current and voltage switching, short-circuit current switching,
fault detection and protection system selectivity remain to be developed and still
represent technical challenges.
Objectives
The objective is to raise the readiness level of medium-voltage DC distribution net-
work technology by demonstrating its merits at CERN in close-cooperation with
an industry-driven demonstrator project. This case serves as a platform for a con-
sortium of industrial partners to develop standards for this grid technology and to
trigger the development of market-ready equipment. Technical challenges that still
remain to be addressed mainly concern electrical components for current and volt-
age switching and protection elements such as short-circuit current switching, the
detection of faults and an appropriate approach to implement selective protection
for the network (e.g. a fast fault-detection and protection communication system to
isolate the faulty element, maintaining overall high system reliability). This project
aims at facilitating the acceptance of the technology among potential end-users in
the commodity market. Eventually, if this technology becomes wide-spread it will be
available to large-scale research infrastructure customers at the time when a future
particle accelerator is to be installed.
Description of the work
The first phase to be carried out during a particle collider preparatory phase is to
establish a stable consortium of companies who are active in standardisation bodies
and who actively study the market opportunities of commodity sectors, companies
who have an interest in the development of key components and integrating them
in a demonstrator at one of CERN’s accelerators. Universities and research centres
that develop solutions for the technical challenges and who have the necessary expe-
rience should also be part of this consortium. The first phase of the work consists
of analysing a specific use case to provide power for one of CERN’s accelerators,
the capture of the requirements and a detailed technical gap analysis in coopera-
tion with academic and industrial partners. In a second phase, consortium members
draw up an architecture and propose a design for a demonstrator that includes the
development of novel components to address the most critical technical challenges.
In a third phase, prototypes of the technical components are developed by differ-
ent contributors, fostering the co-development of academia and industry. Finally, a
demonstrator that can also serve as a showcase for industries to raise the acceptance
of the technology at large scale should be installed at CERN. This work programme
needs to be accompanied by the conceptual and technical design of a DC network for
a specific particle collider scenario in order to correctly scale the designs according
to the specific needs.
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Collaboration with universities and research institutes
MVDC distribution systems are an area of active academic research that spans var-
ious sectors including electrical engineering, electronics, information and computing
technologies, reliability engineering, functional safety, economics and business anal-
ysis. Consequently, this is an ideal application to bring academic partners with com-
plementary competencies from different geographical regions together at CERN in a
concrete technological research project with tangible impact potential at academic
levels, with high-educational value and with opportunities to work in a close-to-
market environment. Specifically, EPFL (Lausanne, Switzerland), a technical uni-
versity, has an active programme on the development of MVDC power distribution
networks with support of the Swiss Federal Office of Energy (SFOE).
Collaboration with industrial partners
With the increasing availability of modern power electronics technologies such as
switch-mode converters with higher power ratings, DC networks are being increas-
ingly considered for high voltage transmission lines (HVDC). DC networks start to
be deployed for specific applications such as the supply of power for trains in under-
ground metro transport facilities.
In addition to point to point and residential collection grids, MVDC is an inter-
esting solution for industrial applications due to its efficient operation, the small foot-
print and the low installation and operating costs. Companies like Hyundai, ABB,
Siemens and Rolls-Royce are investigating the suitability of this technology for off-
shore and maritime vessel applications as well as for heavy industries (e.g. aluminium
manufacturing) and DC microgrids like those found in shopping centres, office blocks
and in particular ever power hungry data centres, smart residential areas and also
rural electrification. Since the technology is also ideal for integrating environmentally
friendly power sources such as photovoltaic panels (PV) and to a lesser extent fuel
cells, companies that are active in the power generation market are also starting
to have an interest in this technology. The “EMerge Alliance”13 built around this
elusive technology is a mirror of who-is-who in the electrical industry and also the
world’s most important standardisation organisations IEEE and ISO are involved in
the ongoing activities. Hence, this is an ideal opportunity for an international com-
munity with a vision for a large-scale research infrastructure to provide a test-bed
for academia and industry world-wide with the potential of large benefits for society
and at the same time preparing the path for large-scale science infrastructures to be
operated in a sustainable fashion.
Initially, the focus can be on designing and standardising components, such as
DC current breakers, rectifiers, rectifier-transformer solutions and protection systems.
The co-developments should leverage existing application development efforts, such
as DC railway systems.
Milestones and deliverables
A preliminary set of milestones and deliverables for this research activity is outlined
in Table 12.9.
13 See also http://www.emergealliance.org
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Table 12.9. Milestones and deliverables for MVDC demonstrator project.
Title and description Year
Definition of demonstration case for an existing particle accelerator 2019
Creation of a consortium for showcase project 2020
Definition of requirements and corresponding sub-projects complete 2021
Testbed design and key challenges documented 2022
Component prototyping complete 2024
Development of key components for test bed complete 2026
Testing of key components performed 2026
Design iteration of test bed complete 2027
Demonstrator operational 2028
12.12 Efficient use of excavation materials
Motivation
A 100 km long underground infrastructure for a circular collider will generate around
10 million m3 of excavation material. Both, the French and Swiss host state author-
ities require a plan for the treatment and management of this material. The recent
evolution of Europe’s society towards a circular economy calls for novel approaches,
viewing the excavated material as a resource, rather than waste for which final repos-
itory scenarios need to be developed. A consensus exists among leading civil engi-
neering experts in France, Switzerland and Austria that the development of novel
approaches for the processing of excavation material not only leads to an increased
acceptance of new large-scale projects, but also has a potential significant beneficial
economic impact which scales with the size of the endeavour.
Objectives
This R&D programme has three objectives:
1. The legal frameworks in France and Switzerland have to be explored, since the
majority of countries currently treat excavation material as waste, preventing
further processing or supply of the material to third parties for commercial use.
The first step is therefore to identify the legal instruments that can be engaged
to permit using excavation materials and to identify the administrative processes
to obtain such permission.
2. A transnational plan for the processing and use of the excavation material needs
to be developed in cooperation with experienced partners from the host states.
3. An innovative processing technology, that can lead to an end-user product as an
alternative to existing treatment and final storage, needs to be developed for the
molasse material, the prevalent soil type in the Geneva area.
Description of the work
The project consists of the following steps:
– An in depth study of the regulations and guidelines applicable in France and
Switzerland will lead to an understanding of the current regulatory situation.
It will on one hand permit the identification of those areas where the use of
excavation materials is possible within the legal framework and on the other
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hand, will provide input for the process of changing the legal framework either in
the host states or at European level. Such efforts have already been initiated by
leading organisations, which also happen to be collaborators of CERN in these
matters.
– The material expected to be excavated during the tunnelling project has to be
sampled and analysed. The civil engineering activities in the frame of the HL–
LHC project started in July 2018 at CERN. This presents an ideal opportunity to
obtain a representative set of samples that covers many of the different molasse-
type soils that are expected to be found in a new, large-scale tunnel for a future
particle collider in the region around CERN. Further analysis requires exploratory
drillings down to about 300 metres at selected sites. The analysis includes miner-
alogical, geotechnical, geophysical and petrophysical parameters and will lead to
a first qualitative indication of uses for the materials.
– Development of a novel on-line analysis and pre-treatment method for the molasse
material that permits the production of different products based on the excavated
materials.
– Development of a novel product for molasse material that can form a case for the
use of excavation material in the specific accelerator tunnel project.
– Development of a territorial plan for the pre-processing, dispatching and use of
the excavation material that takes into account the trans-national aspects of the
projects and in particular the different regulatory frameworks in the European
Union and in Switzerland. The study needs to include the socio-economic opti-
misation including cost of pre-processing, logistics and transport, usability for
industries, project risks and the development of scenarios for the deposition of
non-usable materials.
– Development of input for the legal “procedure unique” for a project of public
interest in France and a “plan sectoriel” in Switzerland which create the legal
boundary conditions under which the use of the material can take place.
Cooperation with universities and research institutes
Academic institutes, which are active in research in the domains of mining, metal-
lurgy and materials including novel construction materials and economic studies are
highly motivated to collaborate in this R&D programme. In particular the European
Union incentives to speed up the transformation towards a circular economy are
encouraging the commitment of resources to this highly-attractive topic which has
potential impact beyond the research and accelerator community. The Montanuni-
versita¨t Leoben (Austria), the Centre d’Etudes des Tunnels (France) and the Ecole
Normale Supe´rieure de Lyon (France) and the Service de ge´ologie, sols et de´chets
(GESDEC) of the canton of Geneva (Switzerland) are committed to form a core
of the research activities mentioned. Further universities in Switzerland such as the
University of Geneva, the Vienna University of Economy (Austria), the Politecnico
Milano (Italy), who are already engaged in similar projects (e.g. Lyon-Turin) could
be additional partners. Eventually, detailed technical developments such as the fast
identification of soil characteristics during the excavation process, permitting efficient
material separation and pre-processing, are key topics for mechatronic and mechan-
ical engineering schools and dedicated research institutes.
Cooperation with industrial partners
The development of advanced technologies and a new legal framework for use
of excavation material creates a highly attractive case for industrial cooperation
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partnerships. Civil engineering companies such as PORR (Austria), Tunnelling
machinery developers such as Herrenknecht (Germany) and material system anal-
ysis integrators such as Anton Paar (Austria) and Microtec (Italy) are interested in
participating in such an activity.
Impact potential
The economic potentials for this engineering domain are high. A new tunnel infras-
tructure designed and built in the frame of a scientific project by an international
organisation features legal, contractual and organisational frameworks which differ
from ordinary public infrastructure projects such as railway or road tunnels. This
makes the project attractive for industrial partners as a showcase for advanced tech-
nologies and as a training environment for professionals in different fields for many
years, far beyond the scope of the current project. Identifying if molasse material can
be processed in such a way that it can be used for an innovative product would permit
an entirely new market to be developed. In any case, the development of advanced
mechanisms to pre-process and separate the material on-line during the excavation
process will generate benefits beyond a pure margin-oriented business. The accompa-
nying development of a legal framework in at least two European countries (France
and Switzerland) is an ideal starting point for a Europe-wide development to make
civil engineering enterprises more competitive through an alternative approach. Euro-
pean industry has been searching for a long time for such a demonstration project
and is eagerly awaiting a tangible possibility to develop the administrative framework
that permits tapping into this, so far, largely undervalued raw-material.
Milestones and deliverables
The milestones and deliverables are presented in Table 12.10.
Table 12.10. Milestones and deliverables concerning excavation materials.
Title and description Year
Applicable legal and administrative frameworks documented 2018
Initial set of soil samples analysed 2019
Study of potential economic impact available 2020
First proposal for material processing available 2021
National plan for management of excavation material in France estab-
lished
2021
Input for law of unique project procedure in France available 2021
National plan for management of excavation material in France estab-
lished
2022
Soil samples from exploratory drilling analysed 2023
Excavation material processing demonstrated 2024
European guidelines for use of excavation material published 2024
Input for contractual documents for underground works available 2025
Excavation-material based product showcased 2026
Machinery for material pre-processing commercially available 2027
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Appendix A: Collider parameters




Main parameters and geometrical aspects
c.m. Energy (TeV) 14 100
Circumference C (km) 26.7 97.75
Dipole field (T) 8.33 <16
Arc filling factor 0.79 0.8
Straight sections 8 528 m 6 × 1400 m + 2 × 2800 m
Number of IPs 2 + 2 2 + 2
Injection energy (TeV) 0.45 3.3
Physics performance and beam parameters
Peak luminosity∗ (1034 cm−2 s−1) 1.0 5.0 5.0 <30.0
Optimum average integrated lumi/day∗
(fb−1) 0.47 2.8 2.2 8
Assumed turnaround time (h) 5 4
Target turnaround time (h) 2 2
Peak no. of inelastic events/crossing 27 135 (lev) 171 1026
Total/inelastic cross section σ proton
(mbarn) 111/85 153/108
Luminous region RMS length (cm) 5.7 5.7
Distance IP to first quadrupole, L∗ (m) 23 40 40
Beam parameters
Number of bunches n 2808 10 400
Bunch spacing (ns) 25 25 25
Bunch population N (1011) 1.15 2.2 1.0




Number of IPs contributing to ∆Q 3 2 2+2 2
Maximum total b-b tune shift ∆Q 0.01 0.015 0.011 0.03
Beam current (A) 0.584 1.12 0.5
RMS bunch length (cm) 7.55 8
IP beta function (m) 0.55 0.15 (min) 1.1 0.3
RMS IP spot size (µm) 16.7 7.1 (min) 6.8 3.5
Full crossing angle (µrad) 285 590 91 200∗∗
Other beam and machine parameters
Stored energy per beam (GJ) 0.392 0.694 8.4
SR power per ring (MW) 0.0036 0.0073 2.4
Arc SR heat load (W/m/aperture) 0.17 0.33 29
Energy loss per turn (MeV) 0.0067 4.67
Critical photon energy (keV) 0.044 4.3
Longitudinal emittance damping time (h) 12.9 0.5
Transverse emittance damping time (h) 25.8 1.0
Dipole coil aperture (mm) 56 50
Minimum arc beam half aperture (mm( ∼18 13
Installed RF voltage (400.79 MHz) (MV) 16 48
Harmonic number 35 640 130 680
* For the nominal parameters, the peak luminosity is reached during the run.
The values refer to the baseline 25 ns bunch spacing option.
** The crossing angle will be compensated using the crab crossing scheme.
Appendix B: Uncertainties
This chapter summarises those uncertainties, which have the highest potential of
leading to adverse impacts on the project. They are grouped by technological and
implementation-related elements, depending on their origin. The preliminary infor-
mation provided in this volume is a non-exhaustive, simplified assembly of risks, risk
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origins, impacts and mitigation measures. It merely serves to give a glimpse of the
comprehensive risk management process, which has been set up and which is cur-
rently ongoing in the Future Circular Collider study. A risk assessment database is
maintained by the study group in order to establish an early warning and mitiga-
tion process that is expected to grow into a comprehensive project risk management
scheme during the project preparatory phase.
B.1 Accelerator and technologies
Table B.1. Technological uncertainties with decisive impact potentials on the project.





Target field level and field
quality of dipole magnets
cannot be reached. Collision
energy will be lower than
designed and consequently
the collider performance is
lower than expected.
Increase the intensity of the
low-temperature superconducting wire
R&D programme. On a longer time
scale, reinforce an R&D programme
including high temperature
superconductors aiming at a
performance/cost optimised energy
frontier collider.
Cost target of Nb3Sn




Project not affordable or
particle collider
performance targets need to
be adjusted.
Increase the intensity of the
low-temperature superconducting wire
R&D programme. Invest in building up
a co-development with industries
worldwide in an R&D programme to
avoid a vendor-locked-in situation and
to prevent price limitation. On a longer
time scale, reinforce an R&D
programme including high temperature





Project not affordable or
project schedule cannot be
met.
Consider an R&D initiative with
academic partners to ensure in-house
expertise on the technology and open
standards and designs that can be
licensed to different types of companies














reliability of the machine,
possible need to lower the
collision energy in order to
adapt to lower field and
field quality, lower overall
collider performance leading
to a longer operation
schedule. Project
implementation delayed.
Excessive growth of project
cost due to the need to
re-manufacture or exchange
magnets. Unsustainable
operation due to lower than
expected reliability that
causes substantial downtime
for repair or maintenance.
Invest in R&D to develop magnet
designs that are easier to manufacture,
in particular aiming at streamlined
production, testing and installation.
Optimise the internal system interfaces
with respect to number and simplicity
as well as the external system interfaces,
including test points for total quality
management. Launch studies to improve
the efficiency of assembly, considering
interfaces, simplification and speed-up
of individual production and processing
steps. Invest in automation of
production, assembly, testing and the
integration with a total quality
management system which takes into
account a geographically distributed
production process.
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Table B.1. (Continued.)





performance due to the
need to adjust operating
parameters (e.g. longer
cycles, lower peak field,
lower intensity).
Invest in bringing the more efficient,
nelium-based cryogenic refrigeration
technology to a higher technological
readiness level in cooperation with









Invest in bringing more efficient
cryogenic refrigeration with less
electrical energy requirements for the
same cooling performance to higher
technology readiness level in
cooperation with industrial partners
through dedicated R&D. Invest in R&D
to develop a system that can recover
energy from the accelerator subsystems,
buffer that energy temporarily and use
it during the subsequent cycle to reduce
the peak power needs during the ramp
phase. Invest in R&D on more efficient
electricity distribution systems which







during cool down and
warm up.




and expansion can result in
significant cost increase,
lower reliability and thus
unsustainable operating
costs. In addition, high loss
rates and excessive
maintenance and repair can
cause unacceptable
downtimes and drive the
cost of operation up.
Bring a cryogenic distribution system
based on a low-thermal expansion
material to industrial production grade
through focused R&D and a
co-innovation approach with industrial
partners. This activity, which will also
reduce the number of equipment
components and lead to a simpler design
will also help to control the total cost of
ownership through reduced losses and
reduced requirements for maintenance
and repair.
Conventional systems







lead to equipment damage
and consequently to
substantial downtimes. This





consume too much electrical
energy leading to high
operating costs.
Through targeted R&D, develop a
highly distributed, reliable and
high-performance extraction system
that can cope with the high beam
energies. The research has two facets: a
novel superconducting septum, requiring
less energy, space and system
complexity and secondly, scalable, fast
and affordable high-power switching
devices. Accompanying this equipment
R&D, and in cooperation with external
partners, there should be the
development and validation of fast,
modular and reliable control system
technologies that can meet the safety
and reliability requirements.
FCC-hh: The Hadron Collider 1049
Table B.1. (Continued.)










Under-use of the potential
of the particle collider can
lead to the physics
programme goals not being
met or not meeting the
goals within the planned




long repair times as well as
equipment replacement
costs that lead to
unsustainable operation of
the research facility. Loss of
interest of the worldwide
science community due to
limited physics research
reach, loss of a science
vision within an achievable
time frame and within
state-of-the-art scientific
research methods and tools.
Definition of a world-wide coordinated
strategic R&D initiative focusing on
detector technologies that, with the
selection of a preferred particle collider
scenario, becomes more specific as
technical designs advance, research
communities become organised and the
specification of experimental physics
investigations are developed in greater
detail.
B.2 Implementation
Table B.2. Project implementation related uncertainties with decisive potential impact.
Uncertainty Impacts Mitigation measures
Limited capacity for
handling excavation




the HE-LHC due to
the need for new
underground facili-
ties.
Significant delay of construction
phase start or increase of
construction costs due to unplanned
waste disposal needs.
Non-acceptance of project plan by
host-state representatives with or
with- out public opposition.
Early start to develop a territorial
waste management plan that
considers the current legal situation
in the host states and the
transnational context of the project,
contributing through the
involvement of relevant experts at
international level to the evolution
of the current initiatives on moving
towards a circular economy at
European scale. Through the work
at a stage in which a detailed
project design remains yet to be
developed, invest in R&D, e.g.
through EC funded projects on
circular economy and infrastructure
construction efficiency, to identify
novel separation and processing
techniques, identify existing and so
far not considered use cases and
bring them to credible technology
readiness levels. Develop a
territorial concept for the logistics
of tracing and transporting the
excavation materials with the
support of ICT systems, involving
the host states, potentially relevant
industries and consumers
throughout the entire process.
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Table B.2. (Continued.)
Uncertainty Impacts Mitigation measures
Cost of the underground
infrastructure.
Cost uncertainty leads to
unaffordable project.
Invest in novel tunnel construction
technologies to lower the cost risk
probability. Develop a competitive
tendering approach early in the
preparatory phase to avoid a
supplier-locked situation. Perform
detailed surveys and ground
investigations early on, before a
detailed design is developed in order
to come to a cost/risk optimised





and the culture of
direct democracy in
Switzerland require the
acceptance of an infras-
tructure development
project plan by the
public before a detailed
technical design is pre-
sented to the authorities
and before a decision to
construct is taken.
Delays of acceptance or
unplanned requirements to
substantially adjust the project
scope can result in a significant
stretch of the project
preparation and construction
phases. This can lead to a delay
of the start of collider operation
beyond the 2050 time horizon
and to substantial re-scoping
needs of the project.
Consequently the world-wide
research community may loose
interest in the project, which in
turn can have an adverse impact
on the project implementation.
The study team has already in the
early phases established working
structures with both host states. In
the frame of these structures, viable
realisation strategies and schedules
have been commonly developed. The
approach includes an early start of
concrete preparatory work topics
with both host state authorities,
with their notified bodies and with
additional external, experienced
consultants in order to develop an
optimised infrastructure project
scenario as a cooperative effort
between project owner, government
named bodies and the public during
the time period 2019–2025. If
adequately set-up and staffed, this
preparatory phase activity for an
infrastructure aims to start the civil
engineering project before the end
of 2028. It includes working with
competent partners who have gained
experience in comparable large-scale
infrastructure projects at
international level and working with
stakeholder representatives of the
population in both countries to be
able to understand and consequently
meet, the expected acceptance
levels. The process aims to win the
host state representatives as
advocates of the project through
timely involvement as partners.
Timely availability of
the rights of way on
required land plots and
underground volumes in
France and in Switzer-
land.
Delay of the project preparatory
and construction phases.
Excessively growing project
costs due to real-estate
speculations. This can lead to a
delay of the start of collider
operation beyond 2050 and to
the need for substantial




may loose interest in the
project, which in turn, can
adversely impact the project
implementation.
Early optimisation of the layout and
placement of the collider and
surface sites as a cooperative effort
between project owner and named
governance bodies, involving public
stakeholder representatives. Apply
the strategy of “avoid - reduce -
compensate” to prevent the need for
excessive socio-environmental
impact mitigation as far as
reasonably possible. Inclusion of a
project scenario in the territorial
development plans of both countries
from 2020 onwards to anticipate the
needs and to avoid conflicts of use
with other development projects.
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Table B.2. (Continued.)
Uncertainty Impacts Mitigation measures
Uncontrolled resource
usage during the oper-
ation phase (examples
include, but are not
limited to, water for
conventional cooling, in
particular if intake and






of sealed surfaces on the




during the preparatory phase
(e.g. in the frame of the
development of the law for the
unique project procedure in





be delayed, leading to the
project preparation,
construction and commissioning
period being longer than
acceptable, potentially also
requiring technical
modifications at a stage where
such interventions in the design
can be costly.
Timely work with the host-state
representatives on establishing a
communication culture between
administration offices, external
experts and project engineers has
started during the conceptual design
phase. Subsequent early common
work in the form of a partnership
can on one hand help developing a
technical project with reduced
resource needs and on the other
hand trigger targeted investigations
to identify alternative approaches to
cope with the resource needs.
Consequently, a number of design
studies dealing with resource-related
questions during the preparatory
phase, including experience from the
LHC and HL-LHC projects is
indicated. Examples include
applications for making the
waste-heat available, studying
alternative cooling and ventilation
technologies, studying surface site
designs that correspond to the
ecological needs and that can fit
with the cost envelopes, identify
approaches to limit losses and to
recover energy.
Sustainable site secu-





intervention and rescue under
the exclusive management
responsibility of the project
owner can lead to unsustainable
operation. Intervention times
which are too long and
inadequate coverage can result
in the need to reduce
operational goals or failure to
meet the operational targets
may result in acceptable costs.
Early identification of the needs as a
collaborative effort between the
project owner, drawing on
experience of the LHC project, and
relevant host-state representatives
will permit the definition of
integrated concepts, making the
best use of existing public security,
emergency and intervention services
combined with joint a continuous
training programme. This approach
also has the advantage of leading to
increased acceptance of the project
by key members of society and to
create a reliable set of project
advocates among the non-scientific
community.
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Table B.2. (Continued.)
Uncertainty Impacts Mitigation measures
Low cost-effectiveness
and quality of materials
and services supplied
due to excessive con-
straints on public
tendering processes.
This includes the limi-






potential suppliers of all
sizes, too much generic





ment, contract follow up
and inadequate business
processes as well as a




High effort required for
administrative procedures
resulting in lengthy and costly
procurement processes which
have an impact on the duration
of the project preparation and
construction phases. These can
lead to the selection of
under-performing suppliers
which in the long run leads to
potentially unacceptable high
total costs of ownership
(re-construction of subsystems,
high repair or maintenance
costs, high operating costs).
Timely preparation of an adequate
procurement and academia/industry
co-development framework. Timely
investment in preparing the basis of
a well staffed project procurement
system, taking into account the
changing needs during various
phases of the project (preparation,
CE construction, machine
construction, commissioning).
Timely development of an
appropriate concept for in-kind
participation of member- and
non-member states with a
corresponding project governing and
management structure that includes
effective levers to proceed with the







the technical design of a
collider, the associated
experiment detectors,
the host state activi-
ties and the financing
strategy.
The lack of a vision of the
priorities, which is propagated
in the framework of a governing
and management structure with
adequate resource assignment,
leads to a stall in the progress
of the technical design and the
development of mitigation
measures for the uncertainties.
This fails to strengthen the
momentum, which is a
pre-requisite of a project of such
scale, of an ever growing
international community.
Consequently, investments made
so far and being made for
limited activities cannot have
lasting impacts. Consequently
the research community may
choose to re-orient towards
alternative projects.
With the next update of the
European strategy for particle
physics, an adequate governing and
management structure for the
preparatory project phase needs to
be established for the accelerator
and infrastructure project and for a
particle detector design project.
This should be well anchored in
CERN’s structure and mission
programme, which has the financial
and personnel resources to carry out
the planned tasks before a decision
to build is taken. Consequently, the
successful preparation of a new
research infrastructure for
high-energy particle physics relies
on the unambiguous
recommendation emerging from the
next strategy update, permitting
the available resources to be focused
on the tasks which need to be
accomplished with highest priority.
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Appendix C: Communities
The impact on the community can be presented in terms of an “onion” type model,
starting with the innermost layer comprising the core scientific communities, which
need, conceive and use such a facility. Further communities in the European Research
Area and beyond, which will benefit throughout the entire lifecycle, starting with the
early design phase, include: other sciences, engineering communities, higher educa-
tion, industrial partners, researchers from non-technical domains, and ultimately all
members of society.
Particle physics
The FCC-hh has broad physics discovery potential with an opportunity to attract
a world-wide community of more than 20 000 physicists (see arXiv:1707.03711). It
addresses the energy frontier, electroweak, Higgs, Dark Matter and heavy flavour
physics communities as well as the heavy ion and lepton-hadron communities,
presently working on the LHC, flavour factories, Dark Matter experiments and other
particle collider experiments worldwide. The theory community is needed to develop
scenarios that can be tested at this collider. Together with the experimental physics
community they will define a comprehensive physics programme.
Experimental physics
The detectors for this machine will have to be highly versatile. Requirements include
the measurement of multi-TeV jets, leptons and photons with masses up to 50 TeV. At
the same time, detectors must be highly sensitive to known SM processes. Precision
tracking and calorimetry are further fields of activity. The high occupancy and pile-
up call for unprecedented time resolution and advances in data reduction. The need
for high spatial resolution due to boosted objects needs ingenious approaches for
particle identifica-tion techniques and precision tracking. Additional experimental
physics communities will be attracted by this research facility through the concurrent
fixed target and heavy ion operation programmes.
Accelerator physics
The FCC-hh with its unprecedented collision energy and luminosity will attract the
world-wide community of accelerator physicists. Fully automated operation proce-
dures ensuring the concurrent operation of CERN’s injector complex and the future
high-energy collider, integrating luminosity optimisation, are topics that call for the
integration of diverse domains of competence.
Other physics communities
The research at the FCC-hh will have implications for astrophysics and cosmology,
offering an unprecedented opportunity to federate these scientific fields.
Technology, engineering, computing
The project will drive the development of superconductors for high-field magnet
applications including large series production and precision machinery. The collider
requires a novel approach to cryogenic refrigeration on a large-scale. The project
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also involves the development of systems for higher efficiency electrical to radio-
frequency power conversion. The development of cost-effective, high-performance
thin-film coated, superconducting cavities needs material scientists and requires
expertise from manufacturing experts. Specific engineering areas include precision
mechanics, surface treatment, superconductivity, novel materials, electronic and reli-
ability engineering to improve the particle accelerator efficiency.
Electrical engineering communities will be involved in bringing medium voltage
DC technology to the market, to conceive lower-loss electricity distribution systems
which are more reliable and develop environmentally friendly and sustainable energy
recovery and buffering systems. Designers will be needed to develop waste-heat recov-
ery and reuse systems.
To design and construct the underground infrastructure in a cost-effective way,
the civil engineering community needs to make advances in tunnelling technologies
and to develop ways for the recovery and reuse of excavation materials. This work will
be carried out as a joint endeavour with material scientists, geologists and chemists.
Information and communication technology communities will be involved every-
where. Their activities include simulation algorithms and software infrastructure;
parallel and high-performance computing; distributed computing; real-time and
embedded systems; mechatronics to conceive new standards and technologies for
low-maintenance and easy-to-repair systems in the areas of protection, access,
remote handling and autonomous interventions; data acquisition, data visualisation,
modelling and operation optimisation,; the introduction of artificial intelligence in
machine and detector operation; radiation and fault tolerant systems; environmental
information systems; data mining technologies; wireless communications including
safety-related functions; data and document management facilities; world-wide com-
puting infrastructures; long-term data stewardship; open access data models and
infrastructures and much more.
Higher education
The design and construction of the accelerator and the detectors will offer many
opportunities for science teachers and students at master, doctorate and post-doc
levels. Eventually the findings from all the scientific activities will enrich the academic
curricula: state-of-science today will become state-of-the art tomorrow. This project
will enlarge the impact potential of higher education on highly qualified personnel
and apprentices.
Industry
A project of such scale must be designed, constructed, operated and maintained
with strong involvement of industrial partners from all of the participating nations.
Where reasonably possible, a shift towards co-development will lead to a research
infrastructure which on one hand is sustainable in the long-term and which has
greater impact for industry on the other. A specific initiative during the detailed
design phase will focus on identifying the fields of cooperation, also elucidating where
companies can best profit from enhanced learning to increase their competitiveness
and improve the quality of their product and internal processes.
One particular area of interest is to develop ways to increase the technology
level in the field of civil engineering: novel methods for on-line excavation material
analysis and separation, pathways for reuse of the materials by other industries such
as chemical and construction are important levers to increase the economic utility in
this domain.
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Non-technical sciences
This project will engage a variety of scientific communities, beyond the physics, tech-
nology and engineering domains. Examples include, but are not limited to research
in logistics and systems engineering around the world-wide production chain for the
accelerator and detectors (logistics, operations, sales, HR, procurement, accounting,
management and organisation, business administration). Architecture and arts will
be involved in surface site development. Media and visual arts as well as museums
and marketing experts are needed to efficiently engage the public and to communicate
with institutional stakeholders.
Radiation protection, technical risk management and waste management experts
will facilitate the control of hazards and risks in all areas throughout the entire life
cycle. Environmental and urban sciences will help avoiding, reducing and mitigating
impacts.
Economics, innovation management and political sciences form another group of
non-technical sciences, which have already shown during the FCC study phase that
they are essential for the successful preparation of the project.
Members of the global society
The continued deep exploration of our universe tackles fundamental questions that
intrigue everyone: What is the origin of the universe? What is the nature of the
matter, that we are all made of? Where do we come from? Why is there something
and not nothing?
This project addresses these questions directly and creates opportunities to engage
everyone who is interested. During the preparatory phase, an effort will be made to
intensify such involvement through community science and a modern communication
plan. The conceptual study phase has revealed that the greatest challenge is, how-
ever, to create interest among the majority of people who are unaware. FCC-hh is
an opportunity to raise awareness on a global scale and to strengthen the support
for continued investment in this research by policy makers, funding agencies and
ultimately, by every member of society.
Appensix D: Timeline
D.1 Timeline for FCC-hh without prior implementation of FCC-ee
The overall project duration of FCC-hh as a “stand-alone” project is 23 years, com-
posed of two major parts: the preparation phase spanning 8 years and the construction
phase spanning 15 years. In addition to key technology R&D, the preparation phase
includes:
– all administrative procedures with the host states, ultimately leading to the con-
struction permits and delivery of the surface and underground rights of way;
– the consultation process with authorities and public stake holders;
– the development of project financing, organisation and governing structures;
– the site investigations, civil engineering design, tendering for consultant and con-
struction contracts.
The construction phase includes:
– all underground and surface structures;
– technical infrastructure;
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Fig. D.1. Overview of the FCC-hh implementation timeline without prior implementation
of FCC-ee starting in 2020. Non technical tasks marked in grey and green are compulsory
for any new particle collider project and precede the actual construction. Numbers in the
top row indicate the year. Physics operation would start in the mid 2040ies according to
this schedule.
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Fig. D.2. Overview of the FCC-hh implementation timeline with prior implementation of
FCC-ee starting in 2020. Non technical tasks marked in grey and green are compulsory for
any new particle collider project and precede the actual construction. Numbers in the top
row indicate the year. Physics operation would start in the mid 2060ies on this schedule.
– accelerators and detectors, including hardware and beam commissioning.
The implementation timeline for FCC-hh without prior implementation of FCC-
ee is shown in Figure D.1. The underground and surface civil engineering construction
can be completed in less than 7 years. The first sectors would be ready for technical
infrastructure installation about 4.5 years after the start of construction.
D.2 Timeline for FCC-hh with prior implementation of FCC-ee
If the FCC-hh is constructed as a “combined project”, i.e. following the prior imple-
mentation of the FCC-ee lepton collider, the entire existing civil structures and tech-
nical infrastructures can be reused. The construction of two experiment caverns for
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the lower luminosity experiments, the two beam dump tunnels and the two hadron
transfer lines from LHC will be needed in addition. Technical infrastructure installa-
tion will be dominated by the construction of the cryogenics plants and distribution
lines for the main magnet cooling. Accelerator construction, installation and com-
missioning will be similar to the FCC-hh “stand-alone” project.
The overall project duration for construction of FCC-hh following a FCC-ee lepton
collider is around 10 years from the end of FCC-ee operation. It is composed of
three major parts: dismantling of FCC-ee, civil engineering construction and technical
infrastructure adaptation and FCC-hh machine installation. This 10 year period is
preceded by a preparatory phase similar to that for the FCC-ee project covering
construction and operation related agreements with host states, funding and in-kind
agreements and technical design and prototypes. The implementation time line for
FCC-hh after prior implementation of FCC-ee is shown in Figure D.2.
Appendix E: Costs
E.1 Construction costs
A cost study was performed for the FCC-hh based on the conceptual design. The
cost estimates for the accelerators (collider and injector complex) and the technical
infrastructure are based on machine and system inventories. The cost estimate for
civil engineering is based on an analysis of construction methods for underground and
surface structures, the associated material quantities and unit prices, derived from
several recent large-scale tunnel and civil engineering projects in Central Europe.
The resulting precision of the overall cost estimate is at ±30% level.
E.1.1 Construction cost for FCC-hh without prior implementation of FCC-ee
The capital cost for construction of the project is summarised in Table E.1. Cost
items are indicated in millions of Swiss francs (MCHF) at 2018 values. This cost
includes all equipment for operation at the 100 TeV design performance.
The total construction cost amounts to 24 000 MCHF as shown in Figure E.1. It is
dominated by the by the accelerator and injector, amounting to 57% or 13 600 MCHF.
The major part of the accelerator cost corresponds to the 4700 Nb3Sn 16 T main
dipole magnets, totalling 9400 MCHF, at a cost target of 2 MCHF/magnet. The con-
struction cost for surface and underground civil engineering is 6000 MCHF or 25%
of the total construction cost. The capital cost for the technical infrastructures is
4400 MCHF corresponding to 18% of the total construction cost.
E.1.2 Construction cost for FCC-hh with prior implementation of FCC-ee
The capital cost for construction of the FCC-hh as a “combined project”, i.e. follow-
ing the prior implementation of the FCC-ee lepton collider with its civil engineering
and technical infrastructure, is summarised in Table E.2. The total construction cost
amounts to 17 000 MCHF. In this case the capital cost is reduced by 7000 MCHF
compared to the stand-alone variant, since the civil engineering and technical infras-
tructures from FCC-ee can be fully reused (see also Fig. E.2). The main additional
civil engineering structures required for FCC-hh are two experiment caverns with
four shafts for the lower luminosity experiments, the beam dump tunnels and the
two transfer lines from LHC including an access shaft and injection cavern each,
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Table E.1. Summary of capital cost for the implementation of the FCC-hh project in
stand-alone mode.
Domain Cost (MCHF)
Collider and injector complex 13 600
Technical infrastructure 4400
Civil engineering 6000
Total cost 24 000
Fig. E.1. FCC-hh capital cost per project domain if implemented as a stand-alone project.
Table E.2. Summary of capital cost for the implementation of the FCC-hh project as a
combined project after implementation of FCC-ee.
Domain Cost (MCHF)
Collider and injector complex 13 600
Technical infrastructure 2800
Civil engineering 600
Total cost 17 000
with a total construction cost of 600 MCHF. For technical infrastructure, all electri-
cal, cooling and ventilation installations are reused. The cryogenics infrastructure for
the main magnet cooling therefore drives the capital cost that amounts to a total
of 2800 MCHF, including any adaption of the other technical infrastructure systems.
The accelerator construction cost is quasi unchanged, apart from a small saving from
reuse of the RF system.
This scenario of constructing FCC-hh after FCC-ee operation opens the opportu-
nity for a much longer R&D period (additional 15–20 years) for the design of FCC-hh
key technologies. Consequently, alternative technologies can be considered, e.g. high
temperature super-conducting magnets, that in case of a successful R&D phase could
lead to improved parameters (e.g. increase of collision energy) and reduced infras-
tructure requirements (cryogenics) and/or higher energy efficiency.
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Fig. E.2. FCC-hh capital cost per project domain if FCC-hh is implemented after FCC-ee.
E.2 Operation costs
Operating costs are a major factor for any research facility and design efforts need
to be made from the early concept stage to enable sustainable operation. History of
large-scale technical infrastructures reveals a trend of steadily decreasing normalised
operating costs: While at the peak of LEP operation CERN had 3300 staff members,
in the LHC era the laboratory’s staff complement has shrunk to 2300 employees,
even though the LHC together with its injectors is a much more complex machine.
This decreasing number of personnel is a manifestation of progress in technology,
operation and maintenance concepts.
This optimisation trend is expected to continue for the FCC-hh. Looking for
example at the basic design unit of the collider, namely the arc FODO cell, reveals
that the number of cells is only 1.8 times that of the LHC, although the FCC-hh
is nearly four times larger. Consequently, the multiplicity of many components does
not scale with the size of the machine and the associated operation and maintenance
costs will not do so either. An increase in the absolute number of components goes
along with a growth in the maintenance, repair and restore effort required. How-
ever, this fact does not necessarily imply higher complexity, i.e. the emergence of
dynamic system behaviour that leads to significantly higher operation and mitiga-
tion costs. The training and experience requirements for maintenance personnel are
further optimised by the use of industry-based, standardised, modular designs for
accelerator components. The detailed technical design phase will focus on ensuring
that the operation of such a machine is sustainable in the long term.
Sustainable maintenance. The machine design will place emphasis on conceiving
the individual systems and subsystems such that they can be monitored, maintained
and repaired by service suppliers as much as reasonably possible. Experience with
this approach for particle accelerators and imaging devices for healthcare applications
has been gained over more than 15 years. Examples include the remote maintenance
of power converters and the servicing of superconducting devices including cryogenic
refrigeration infrastructure. The effects of this approach are (1) the possibility to re-
negotiate operation and maintenance during the operation phase and, thus, to profit
from an ever improving understanding of the infrastructure’s operational behaviour,
(2) the possibility to engage financial resources only when needed and with the pos-
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sibility to reduce them when no longer needed, (3) the creation of “local economic
benefits” in each of the contributing nations and regions resulting from the financial
revenues over sustained time periods for companies and a long-term education effect
for highly qualified personnel.
Modular design. Investing early-on in modular designs of basic components and
equipment to be installed will enable streamlined operation, service and repair. The
successfully demonstrated concept of a vertically integrated “column” that will be
replicated many times is the underlying principle of this approach, leading to a scal-
able system. Thorough analysis with potential industrial partners and the consequent
application of best practices will be one of the requirements in the preparatory work
plan. One key topic in this approach is the reduction of, and facility-wide agree-
ment on, standard interfaces at all levels (e.g. mechanical, electrical, fluids and their
parameters, communication and software). A dedicated activity for interface manage-
ment is the key to cost-effective production and testing, installation and long-term
sustainable operation.
In-kind, collaborative operation. The LHC experiments have already indicated
the way by which long-term operability of an experiment can be achieved through
a committed involvement of the international collaborating institutes. Intensifying
and extending this concept to the entire accelerator and experiment infrastructure
is an essential lever to fully engage the entire community in this project. Particle
accelerator experts and equipment specialists exist in numerous academic institutes
around the globe. Operating a world class particle collider creates a unique learning
experience for scientists and engineers at all levels. It is also an essential way to
reduce the operating budget through the assignment of in-kind contributions to the
operation, maintenance and repair. Information and communication technologies in
twenty years from now will permit the distributed monitoring and root-cause analysis
of numerous systems. Through unified supervisory control infrastructures, it should
be straightforward to operate the technical infrastructure of all experiments with
a single set of trained personnel and to share the task across the globe. The CMS
“remote operations center” pioneered by FNAL in the US is a first step in this
direction.
The electrical energy consumption is an important operating cost, but the analysis
of the conceptual design indicates that it is not a major driver of the operation cost.
In order to arrive at a long-term, sustainable highest-luminosity particle collider, the
FCC-hh conceptual design already integrates a number of energy reduction measures:
– Use of power-saving superconducting magnets and circuit layout optimisation.
– A novel beamscreen design with an optimised temperature working point that
permits efficient removal of the synchrotron radiation heat and minimises the
load on the cryogenic refrigeration system.
– Use of an innovative cryogenic refrigeration system based on a neon-helium
(nelium) light gas mixture, which reduces the electricity consumption and waste
heat generation by 20% with respect to traditional plants.
– Recovery and buffering of the energy stored in the superconducting magnets at
the end of the cycle for reuse during the subsequent ramp in order to save energy
and to control the peak electricity demand.
– Use of superconducting radiofrequency cavities based on thin-film coating tech-
nology at 4.5 K which have a higher energy efficiency than bulk superconducting
materials at 2 K.
– Development of high-efficiency klystrons to increase the effectiveness of electrical
to RF power conversion.
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– Using medium-voltage DC electricity distribution to optimise the size of the pow-
ering infrastructure, enabling the introduction of renewable energy and storage
systems and supressing the need for a power quality system.
– Waste heat recovery and reuse inside the facility and for storage and provision to
district services (heating and air conditioning).
The total electrical energy consumption of the FCC-hh over the 25 years opera-
tion period is estimated to be 100 TWh, based on an average electricity consumption
of 4 TWh/year over the entire physics programme. (Today’s electricity consumption
at CERN is 1.2 TWh/year. 1.4 TWh/year is expected in the HL-LHC era). For LEP2
the energy consumption ranged between 0.9 and 1.1 TWh/year. Based on the 2014/15
CERN electricity prices, the electricity cost for FCC-hh collider operation would be
about 180 Meuro per year. Considering the total luminosity production of 30 ab−1,
about 150 kEuro for electricity would need to be invested to produce 1 fb−1 of inte-
grated luminosity. With more than 1010 Higgs bosons and 1012 top-pairs produced
in total, this translates into an electricity cost of about 45 cents per Higgs boson and
per 100 top quark pair.
Glossary
Ω The ohm is the SI derived unit of electrical resistance.
4DCHM 4-dimensional composite Higgs model.
A The ampere (symbol: A) is the base unit of electric current in the International
System of Units (SI).
A15 A15 is the Strukturbericht notation for the crystal structure of Cr3Si, originally
reported for β-tungsten. This structure is shared by a family of intermetallic
compounds with the formula A3B, where A is a transition metal. Several of these
compounds, with A = Nb or V, are superconducting with a critical temperature
Tc of around 20 K and an upper critical magnetic field Hc2 exceeding 20 T. The
most commonly applied example is Nb3Sn.
ab An attobarn corresponds to an area equal to 10−46 m2.
ABCI The azimuthal beam cavity interaction is software which solves the Maxwell
equations directly in the time domain when a bunched beam goes through an
axi-symmetric structure on or off axis. An arbitrary charge distribution can be




ADT The ADT is a transverse damping system deployed in the LHC to reduce
the oscillations of the injected proton beam, to reduce emittance blow-up due to
ground motion and magnetic noise or ripple and to stabilise the beam against the
resistive wall instability and other possible instabilities caused by narrow band
parasitic transverse impedances in the ring.
Alcove An alcove is a recessed area open from a larger room but enclosed by walls,
pillars, or other architectural elements.
AMD Adiabatic matching device.
APC Artificial pinning centre: a particle, defect or other feature intentionally intro-
duced to act as a site for flux pinning.
Ar Argon is a chemical element with symbol Ar and atomic number 18.
Arc A circular collider is composed of curved cells called arcs that are separated
by straight sections (see LSS). An arc half-cell forms the periodic part of the arc
lattice (see lattice).
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ARIES A H2020 EC funded research and development project in the area of particle
accelerator technologies.
ARMCO American Rolling Mill Company pure iron became synonymous with the
purest steel mill produced iron with a purity of more than 99.85% Fe.
ASIC An application-specific integrated circuit is an integrated circuit (IC) cus-
tomised for a particular use, rather than intended for general-purpose use.
ATLAS A toroidal LHC apparatus is one of the seven particle detector experiments
constructed at the LHC.
B The byte is a unit of digital information that most commonly consists of eight
bits, representing a binary number.
b The bit, a binary digit, is a basic unit of information used in computing and
digital communications. A binary digit can have only one of two values, and may
be physically represented with a two-state device.
Bi The dispersion function of a beam line is determined by the strength and place-
ment of dipole magnets. As a consequence, dipole field errors also contribute to
the dispersion function. Multipole components corresponding to a magnetic flux
distribution, which can be added up are denoted by Bi and Ai. B1 corresponds
to a normal dipole component, B2 to a normal quadrupole component, B3 to a
normal sextupole component, A1 to a skew dipole, A2 to a skew quadrupole and
A3 to a skew sectupole.
barn A barn (symbol: b) is a unit of area equal to 10−28 m2. It is best understood
as a measure of the probability of interaction between small particles. A barn is
approximately the cross-sectional area of a uranium nucleus.
BCS Theory named after John Bardeen, Leon Cooper, and John Robert Schrieffer.
It is the first microscopic theory of superconductivity since Heike Kamerlingh
Onnes’s 1911 discovery. The theory describes superconductivity as a microscopic
effect caused by a condensation of Cooper pairs into a boson-like state.
Be Beryllium is a rare chemical element with symbol Be and atomic number 4.
Beam pipe Volumes of different shape (e.g. cylindrical, conical, flanges and bellows)
and material (e.g. metallic, ceramic) used to transport the beam. The ultrahigh-
vacuum within it reduces beam-gas interactions to a level at which the beam
lifetime is acceptable.
Beamline A series of functional elements, such as magnets and vacuum pipe, which
carry the beam from one portion of the accelerator to another.
Beamscreen Perforated tube inserted into the cold bore of the superconducting
magnets in order to protect the cold bore from synchrotron radiation and ion
bombardment.
Beta function An optical function proportional to the square of the local transverse
beam size. The beta function describes how the beam width changes around the
accelerator. There are separate β-functions for the x and y planes.
B-factory A B-factory, or sometimes a beauty factory, is a particle collider exper-
iment designed to produce and detect a large number of B mesons so that their
properties and behaviour can be measured with small statistical uncertainty.
Tauons and D mesons are also copiously produced at B-factories.
BFPP Bound-free pair production is one of the new types of processes that occur
in relativistic collisions of atoms and ions. It is the production of an electron-
positron pair with the electron not produced as a free state but as a bound state
of one of the ions.
Bhabha scattering The electron-positron scattering process: e+e− → e+e− There
are two leading-order Feynman diagrams contributing to this interaction: an anni-
hilation process and a scattering process.
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BHWIDE A Monte Carlo event generator software simulating Bhabha-scattering,
developed for linear collider detector luminosity studies.
BIM Building information modeling is a process involving the generation and man-
agement of digital representations of physical and functional characteristics of
places.
BLM Beam loss monitor.
BPM Beam position monitor.
Bq The becquerel is the SI derived unit of radioactivity. One becquerel is defined as
the activity of a quantity of radioactive material in which one nucleus decays per
second. The becquerel is therefore equivalent to an inverse second, s1.
BR In particle physics and nuclear physics, the branching ratio for a decay is the
fraction of particles which decay by an individual decay mode with respect to the
total number of particles which decay.
BR (machine) The booster ring is an accelerator in the collider tunnel, which pro-
vides the particle collider continuously with particles at collision energy.
BRGM Bureau de Recherches Ge´ologiques et Minie`res, France.
BS Beamstrahlung.
BSCCO Bismuth strontium calcium copper oxide (pronounced “bisko”), is a fam-
ily of high-temperature superconductors. Specific types of BSCCO are usu-
ally referred to using the sequence of the numbers of the metallic ions.
Thus Bi-2201 is the n = 1 compound (Bi2Sr2CuO6+x), Bi-2212 is the n =
2 compound (Bi2Sr2CaCu2O8+x), and Bi-2223 is the n = 3 compound
(Bi2Sr2Ca2Cu3O10+x).
BSM Beyond Standard Model.
Bunch A group of particles captured inside a longitudinal phase space bucket.
BX Bunch crossing.
C The coulomb (symbol: C) is the SI (international system of units) unit of electric
charge. It is the charge (symbol: Q or q) transported by a constant current of one
ampere in one second.
C band The C band is a designation by the IEEE (institute of electrical and elec-
tronics engineers) for a part of the microwave band of the electromagnetic spec-
trum covering frequencies from 4 to 8 gigahertz.
C++ An object-oriented programming language.
CAD Computer-aided design is the use of computer systems to aid in the creation,
modification, analysis, or optimisation of a design.
CAF A compressed air foam system is used in firefighting to deliver fire retardant
foam for the purpose of extinguishing a fire or protecting unburned areas.
CAPEX Capital expenditures are the funds used to acquire or upgrade fixed assets,
such as expenditures towards property, plant, or equipment.
Carnot Efficiency Carnot efficiency describes the maximum thermal efficiency that
a heat engine can achieve as permitted by the second law of thermodynamics.
CBA Cost-benefit analysis is a systematic process for estimating and comparing
benefits and costs of a project. The purpose of CBA is to facilitate a more efficient
allocation of resources, demonstrating the convenience for society of a particular
intervention rather than possible alternatives.
CC60 The CC60 facility at CERN uses a 60Co source for the qualification of com-
ponents against TID effects.
CCT A canted-cosine-theta magnet is an accelerator magnet that superposes fields
of nested and tilted solenoids that are oppositely canted.
CDR A conceptual design report completes the first stage of the ESFRI roadmap
methodology, permitting concept screening, consortium formation, access policy
and funding concept preparation, scientific and project leadership definition.
1064 The European Physical Journal Special Topics
CEA The French alternative energies and atomic energy commission (Commissariat
a`’ l’e´nergie atomique et aux e´nergies alternatives).
CepC The circular electron positron collider is an electron-positron collider pro-
posed by the Chinese high energy physics community, acting as a Higgs-factory
in a new tunnel 80–100 km in length.
CEREMA The French “Centre d’Etude et d’Expertise sur les Risques,
l’Environnement, la Mobilite´ et l’Ame´nagement” is a public administration organ-
isation, governed by the “ministre charge´ de l’e´cologie, du de´veloppement durable
et de l’e´nergie” and the “ministre du transport, de l’e´galite´ des territoires et de
la ruralite´”. The organisation works with the territorial state services during all
development projects, notably with respect to implement sustainable development
goals (urbanism, environment, infrastructures and transport, risk management).
CERN European Organisation for Nuclear Research.
CETU The “centre d’e´tudes des tunnels” is a technical service of the French “min-
iste`re de l’E´cologie, du De´veloppement et de la Mer”, a notified body for the
safety of tunnels in France.
CFC Carbon fibre composite.
CFD Computational fluid dynamics uses numerical analysis to solve and analyse
problems that involve fluid flows.
CH4 Methane is a chemical compound.
CHARM CERN high energy accelerator mixed field facility, located in the CERN
east area, supplies a wide spectrum of radiation types and energies.
CHF ISO code of the Swiss franc currency.
Chilled Water Chilled water is a commodity used to cool a building’s air and
equipment. It’s temperature is between 4◦C and 7◦C.
CIR Circuit.
CIXP CERN internet exchange point.
CL Confidence level.
CLD The CLic detector is a conceptual design for an experiment detector at CLic,
which also serves as a design model for an experiment detector at the FCC-ee.
CLIC The compact linear collider (CLIC) is a concept for a future linear electron-
positron collider in a new tunnel, ranging from 11 to 50 km, depending on the
collision energy.
CLIC-dp The CLIC detector and physics study is an international collaboration
currently composed of 30 institutions.
CLIQ The coupling-loss-induced quench method is a superconducting magnet pro-
tection approach.
CM Cold mass.
CMM Coordinated measuring machines.
CMOS Complementary metal oxide semiconductor is a technology for constructing
integrated circuits patented in 1963 by Frank Wanlass while working for Fairchild
Semiconductor.
CMS The compact muon solenoid is one of the seven particle detector experiments
constructed at the LHC.
CNDP The French “Commission nationale du de´bat public” was created in 1995
and is since 2002 an independent administration authority. The organisation
ensures that the public participates in the process of construction projects of
national interest.
CNES The National Centre for Space Studies is the French government’s space
agency.
CNRS The French national center for scientific research (Centre National de la
Recherche Scientifique).
COL Collimation.
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Collimator A device that removes beam particles at large amplitudes. They are
used to keep beam-losses low and to protect critical elements of the accelerator.
Collision A close encounter of particles during which dynamic quantities such as
energy, momentum, and charge may be exchanged.
Comsol A cross-platform, finite element analysis, solver and multiphysics simulation
software developed by private company COMSOL Inc. (Sweden). It allows con-
ventional physics-based user interfaces and coupled systems of partial differential
equations.
Cooper pair Two electrons that appear to “team up” in accordance with theory,
BCS or other, despite the fact that they both have a negative charge and normally
repel each other. Below the superconducting transition temperature, paired elec-
trons form a condensate, a macroscopically occupied single quantum state, which
flows without resistance. However, since only a small fraction of the electrons are
paired, the bulk does not qualify as being a “Bose-Einstein condensate”.
COTS Commercial-off-the-shelf.
CP Charge conjugation parity symmetry is the product of two symmetries: C for
charge conjugation, which transforms a particle into its antiparticle, and P for
parity, which creates the mirror image of a physical system. The strong interaction
and electromagnetic interaction seem to be invariant under the combined CP
transformation operation, but this symmetry is slightly violated during certain
types of weak decay. Historically, CP-symmetry was proposed to restore order
after the discovery of parity violation in the 1950s.
Cr2O3 Chromium(III) oxide is an inorganic compound. It is one of the principal
oxides of chromium and is used as a pigment. In nature, it occurs as the rare
mineral eskolaite.
Critical temperature Temperature Tc below which characteristics of supercon-
ductivity appear. The value varies from material to material and depends on the
magnetic field.
Cryo magnet Complete magnet system integrated in a cryostat, including main
magnet coils, collars and cryostat, correction magnets and powering circuits.
Cryogenic system A system that operates below a temperature set by convention
at 150 K (−123.15◦C).
CST Computer simulation technology is a computational tool from Dassault Sys-
tems for 3D electromagnetic design and analysis.
Cu Copper is a chemical element with symbol Cu and atomic number 29.
CW A continuous wave is an electromagnetic wave of constant amplitude and fre-
quency, almost always a sine wave, that for mathematical analysis is considered
to be of infinite duration.
Cybersecurity Cybersecurity is the protection of computer systems from theft or
damage to their hardware, software or electronic data, as well as from disruption
or misdirection of the services they provide.
DA Dynamic Aperture.
DAΦNE The double annular Φ factory for nice experiments is an electron-positron
collider at the INFN Frascati National Laboratory in Frascati, Italy. It has been
colliding electrons and positrons at a centre of mass energy of 1.02 GeV to create
ϕ mesons Since 1999.
DAQ Data acquisition.
Dark matter Invisible matter that makes up 26% of the universe and which can
only be detected from its gravitational effects. Only 4% of the matter in the
Universe are visible. The remaining 70% are accounted to dark energy.
dB The decibel (symbol: dB) is a unit of measurement used to express the ratio
of one value of a physical property to another on a logarithmic scale. When
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expressing power quantities, the number of decibels is ten times the logarithm
to base 10 of the ratio of two power quantities. That is, a change in power by a
factor of 10 corresponds to a 10 dB change in level.
DC Direct current.
DCAL Digital hadron calorimeter.
DCCT A direct current-current transformer is a current-to-voltage transducer,
employed when measurement of very high current is required.
DCH Drift CHamber.
DD4hep A detector description toolkit for high energy physics.
DELPHES Delphes is a C++ framework, performing a fast multipurpose detector
response simulation. The simulation includes a tracking system, embedded into a
magnetic field, calorimeters and a muon system.
DELPHI The detector with lepton, photon and hadron identification was one of
the four main detectors of the large electron-positron collider (LEP) at CERN.
DESY The German electron synchrotron (Deutsches Elektronen-Synchrotron).
DFAE The De´partement Fe´de´ral des Affaires E´trange`res is the Swiss foreign min-
istry.
Dipole A magnet with two poles, like the north and south poles of a horseshoe




DN Diametre nominal, the European equivalent of NPS (nominal pipe size) defines
a set of nominal pipe sizes in standard ISO 6708. The dimensionless number after
the letters DN indicate the physical size in millimetres of the bore.
DOE The United States Department of Energy.
DPA Displacement per atom.
DR A damping ring reduces the emittances produced by the particle source to the
small values required for the collider. Emittance reduction is achieved via the
process of radiation damping, i.e. the combination of synchrotron radiation in
bending fields with energy gain in RF cavities.
DRAM Dynamic random-access memory.
DVR Dynamic voltage restorer.
Dynamic aperture Maximum transverse oscillation amplitude that guarantees
stable particle motion over a given number of turns. If the motion amplitude
of a particle exceeds this threshold, the betatron oscillation of the particle will
not have any bounds, and the motion will become unstable, leading to loss of the
particle. It is expressed in multiples of the beam size together with the associ-
ated number of turns. Unlike the physical aperture, dynamic aperture separating
stable and unstable trajectories is not a hard boundary.
Dynistor A dynistor is an unidirectional thyristor breakover diode. It can be used
as switches in micro- and nanosecond power pulse generators.
EASITrain A H2020 EC funded Marie S lodovska Curie innovative training network
project to advance superconducting wire and thin film technologies as well as
cryogenic refrigeration systems for particle accelerators.
EBITDA A company’s earnings before interest, taxes, depreciation, and amortisa-
tion is an accounting measure calculated using a company’s net earnings, before
interest expenses, taxes, depreciation, and amortisation are subtracted, as a proxy
for a company’s current operating profitability (i.e. how much profit it makes with
its present assets and its operations on the products it produces and sells, as well
as providing a proxy for cash flow.
EC Electron cloud.
FCC-hh: The Hadron Collider 1067
ECal Electromagnetic calorimeter (also ECAL).
ECFA European Committee for Future Accelerators.
Eddy current Eddy currents are loops of electrical current induced within con-
ductors by a changing magnetic field in the conductor due to Faraday’s law of
induction. Eddy currents flow in closed loops within conductors, in planes per-
pendicular to the magnetic field.
EDLC Electrical double-layer capacitors.
EES Energy extraction system.
EFT An effective field theory is a type of approximation, or effective theory, for
an underlying physical theory, such as a quantum field theory or a statistical
mechanics model.
EHF Electrohydraulic forming is a type of metal forming in which an electric arc
discharge in liquid is used to convert electrical energy to mechanical energy and
change the shape of the workpiece.
EIA Environmental impact assessment.
EIE E´tude de l’impact sur l’environnement is the Swiss name for the environmental
impact assessment in the scope of the OEIE.
EIR Experimental insertion region.
Electron cloud A cloud of electrons generated inside an accelerator beam pipe due
to gas ionisation, photoemission from synchrotron radiation, or “beam-induced
multipacting” via electron acceleration in the field of the beam and secondary
emission. Electron clouds may cause single- and multi-bunch beam instabilities
as well as additional heat load on the beamscreen inside the cold magnets.
electronvolt In physics, the electronvolt (symbol eV, also written electron-volt and
electron volt) is a unit of energy equal to approximately 1.6×10−19 joules (symbol
J) in SI units. By definition, it is the amount of energy gained (or lost) by the
charge of a single electron moving across an electric potential difference of one
volt. The electronvolt is not an SI unit, and its definition is empirical. By mass-
energy equivalence, the electronvolt is also a unit of mass, expressed in units of
eV/c2, where c is the speed of light in vacuum.
Electroweak symmetry breaking Although electromagnetism and the weak
force have the same strength at high energies, electromagnetism is much stronger
than the weak force in our everyday experience. The mechanism by which, at low
energies, a single unified electroweak force appears as two separate forces is called
electroweak symmetry breaking.
EM Electro magnetic.
EMB Electromagnetic barrel calorimeter.
EMEC Endcap electromagnetic calorimeter.
EMF Forward electromagnetic calorimeter.
Emittance The area in phase space occupied by a particle beam. The units are
mm-milliradians for transverse emittance and eV·s for longitudinal emittance.
EN European norms are documents that have been ratified by one of the three ESOs
(European Standardisation Organisations), CEN, CENELEC or ETSI; recognised
as competent in the area of voluntary technical standardisation as for the EU
Regulation 1025/2012.
EOT The most common type of overhead crane, found in many factories. These
cranes are electrically operated by a control or remote control pendant, or from
an operator cabin attached to the crane.
EPFL The E´cole polytechnique fe´de´rale de Lausanne is one of the two Swiss Federal
Institutes of Technology.
EPPSU European Particle Physics Strategy Update. See also https://
europeanstrategy.cern.
ERL Energy recovery Linac.
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ERMC Enhanced racetrack model coil.
ES Electro static.
ESD Electron-stimulated desorption.
ESFRI European strategy forum for research infrastructures.
Espoo Convention The Espoo Convention sets out the obligations of parties to
assess the environmental impact of certain activities at an early stage of planning.
It also lays down the general obligation of states to notify and consult each other
on all major projects under consideration that are likely to have a significant
adverse environmental impact across boundaries.
ESPP European Strategy for Particle Physics. See also https://
europeanstrategy.cern.
ESRF The European Synchrotron Radiation Facility is a joint research facility sit-
uated in Grenoble, France, and supported by 22 countries (13 member coun-
tries: France, Germany, Italy, UK, Spain, Switzerland, Belgium, The Netherlands,
Denmark, Finland, Norway, Sweden, Russia and 9 associate countries: Austria,
Portugal, Israel, Poland, Czech Republic, Hungary, Slovakia, India and South
Africa).
ESS Energy storage system.
ETHZ The Eidgeno¨ssische Technische Hochschule Zu¨rich is one of the two Swiss
Federal Institutes of Technology.
EU European Union.
EuCARD2 A FP7 EC funded research and development project in the area of
particle accelerator technologies.
EuroCirCol A H2020 EC funded research and development project to develop the
foundations of a future circular hadron collider.
EW Electroweak.
EWPO Electroweak precision observables.
EWPT Electroweak phase transition.
EWSB Electroweak symmetry breaking.
EXP Experiment.
Experiment insertion region Place in the particle collider hosting the interac-
tion region in which the two beams are brought to collision and the surrounding
particle physics experiments.
EXT Extraction.
fb A femtobarn corresponds to an area equal to 10−43 m2.
FCC Future circular collider is a feasibility study aiming at the development of
conceptual designs for future particle colliders with energies and intensities at the
frontier, based on a technically feasible and affordable circular layout permitting
staged implementation.
FCC-ee Future circular intensity-frontier electron-positron collider with multiple
centre-of-mass collision energies ranging from the Z peak to tt collision energies
at luminosities up to almost 5× 1036 cm−2 s−1 in a new circular tunnel of about
100 km length.
FCC-eh Future circular energy-frontier electron-hadron collider interaction point
scenario. The scenario foresees an energy recovery linac (ERL) to generate electron
beams and to collide them with high-energetic proton or ion beams of a hadron
collider in a new circular tunnel of about 100 km length.
FCC-hh Future circular energy-frontier hadron-hadron collider reaching up to
100 TeV centre-of-mass collision energies at luminosities of 5−10 × 1034 cm−2 s−1
in a new circular tunnel of about 100 km length. Operation with protons and ions
is envisaged.
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FDS Fire dynamics simulator is a software developed and maintained by the U.S.
Department of Commerce National Institute of Standards and Technology for the
simulation of smoke and heat transport from fires.
FED Fractional effective dose.
FEM European federation of material handling.
FF Final focus.
FIB An FIB setup is a scientific instrument that resembles a scanning electron
microscope (SEM). However, while the SEM uses a focused beam of electrons
to image the sample in the chamber, a FIB setup uses a focused beam of ions
instead.
FinFET A type of non-planar or “3D” field effect transistor used in the design of
modern processors. The transistor architecture uses raised channels called “fins”,
from source to drain.
FLUKA A particle physics Monte Carlo simulation package for high energy exper-
imental physics and engineering, shielding, detector and telescope design, cosmic
ray studies, dosimetry, medical physics and radio-biology.
Flux pinning In practical applications, a type II superconductor in a magnetic field
is usually in the mixed state, in which the superconducting material is penetrated
by magnetic flux. When carrying a current, a force (the Lorentz force) acts on
these flux lines. If this was not opposed, the resulting movement of flux would
result in energy dissipation, rendering the material useless for current-carrying
applications. Flux pinning is the phenomenon by which defects in a supercon-
ducting material immobilise flux lines, producing a pinning force to oppose the
Lorentz force. The volumetric flux pinning force effectively defines the Jc of a type
II superconductor. The type of defects providing effective flux pinning depend on
the material (e.g. grain boundaries in Nb3Sn.
FMA Radioactive waste of “faible et moyenne activite´” (low and intermediate activ-
ity), the classification depends on the level of activity and on the radionuclides.
FMECA The failure mode, effects, and criticality analysis is a bottom-up, inductive
analytical method which may be performed at either the functional or piece/part
level. It is used to chart the probability of failure modes against the severity
of their consequences. The result highlights failure modes with relatively high
probability and severity of consequences, allowing remedial effort to be directed
where it will produce the greatest value.
FNAL Fermi National Accelerator Laboratory.
FODO The focusing and defocusing cell is a widespread lattice concept for design-
ing a particle accelerator based on a magnet structure consisting alternately of
focusing and defocusing quadrupole lenses.
FPC Fixed power coupler.
FPGA A field-programmable gate array is an integrated circuit designed to be con-
figured by a customer or a designer after manufacturing.
Free (air) cooling Free cooling is an economical method of using low external air
temperatures to assist in chilling water, which can then be used for industrial
processes, or air conditioning systems.
FSI Frequency scanning interferometry.
GB A gigabyte is by definition of the IEC, 109 B.
Gd Gadolinium is a chemical element with symbol Gd and atomic number 64.
Gd2O3 Gadolinium(III) oxide is an inorganic compound. It is one of the most com-
monly available forms of the rare-earth element gadolinium, derivatives of which
are potential contrast agents for magnetic resonance imaging.
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GEANT4 GEANT4 is a platform for the simulation of the passage of particles through
matter using Monte Carlo methods. It is the successor of the GEANT series of
software toolkits developed by CERN.
GeniLac A project planned in Geneva to use the water of lake Geneva for cooling
and heating of public buildings and international organisations.
GESDEC The “service de ge´ologie, sols et de´chets” is the office of the canton and
state of Geneva in charge of questions related to excavation materials, ground
acquisition and classification, protection of underground volumes and under-
ground water.
GeV 109 electronvolt.
Gfitter A generic fitter software for for the statistical analysis of parameter estima-
tion problems in high-energy physics.
GHz 109 Hz.
Gif++ The gamma irradiation facility is located in the CERN north area. It com-
bines a 137Cs source with a high-energy particle beam from the SPS H4 beam
line.
GIM In quantum field theory, the GIM mechanism (or Glashow-Iliopoulos-Maiani
mechanism) is the mechanism through which flavour-changing neutral currents
(FCNCs) are suppressed in loop diagrams. It also explains why weak interactions
that change strangeness by 2 are suppressed, while those that change strangeness
by 1 are allowed, but only in charged current interactions.
GIS Geographical information system.
GNSS The global navigation satellite system is the standard generic term for satel-
lite navigation systems that provide autonomous geo-spatial positioning with
global coverage. This term includes e.g. the GPS, GLONASS, Galileo, Beidou
and other regional systems.
GRI A global research infrastructure is mandated by the G8+5 and addresses world-
wide science and technology challenges, following the “GSO Framework for Global
Research Infrastructures”. The GSO maintains a list of potential GRIs.
GRN Geodetic reference network.
GSO Group of senior officials mandated by G8+5 to develop GRI concepts.
GTO A gate turn-off thyristor (GTO) is a special type of thyristor, which is a high-
power semiconductor device. It acts as a bistable switch, conducting when the
gate receives a current trigger, and continuing to conduct until the voltage across
the device is reversed biased, or until the voltage is removed. GTOs, as opposed
to normal thyristors, are fully controllable switches which can be turned on and
off by their third lead, the gate lead.
Guinea-Pig++ An electron-positron beam-beam simulation software developed at
CERN.
GV 109 volt.
GV (vacuum) Gate valve.
Gy The gray (symbol: Gy) is a derived unit of ionising radiation dose in the
International System of Units (SI). It is defined as the absorption of one joule of
radiation energy per kilogram of matter.
H The Higgs boson (symbol: H) is an elementary particle in the Standard Model
of particle physics, produced by the quantum excitation of the Higgs field. The
particle has a spin of 0.
H2020 Horizon 2020 is an EU Research and Innovation funding programme over
7 years (2014–2020). It is the financial instrument implementing the “Innova-
tion Union”, a Europe 2020 flagship initiative aimed at securing Europe’s global
competitiveness.
FCC-hh: The Hadron Collider 1071
Hc The critical magnetic field of a superconductor. For current-carrying and magnet
applications of a type II superconductor, in practice the upper critical field Hc2
must be considered instead.
Hc2 The upper critical magnetic field of a type II superconductor, above which the
material enters the normal state and does not show superconducting behaviour.
ha The hectare is an SI accepted metric system unit of area equal to a square with
100 m sides, or 1 ha = 10 000 m2.
Hadron A subatomic particle that contains quarks, antiquarks, and gluons, and so
experiences the strong force. The proton is the most common hadron.
HB Barrel hadron calorimeter.
HCAL Hadron calorimeter.
HCal Hadron calorimeter.
HEB High energy booster.
HEC Endcap hadron calorimeter.
HEH High energy hadron fluence, i.e. hadrons with energies greater than 20 MeV.
HEIKA The high efficiency international Klystron activity was initiated at CERN
in 2014 to evaluate and develop new bunching technologies for high-efficiency
Klystrons.
HEL Hollow electron lens.
HE-LHC High-energy large hadron collider. A new particle collider with about
twice the LHC collision energy in the existing LHC tunnel, using technologies
conceived for the FCC-hh.
HERA The hadron-elektron-ringanlage (English: hadron-electron ring accelerator)
was a particle accelerator at DESY in Hamburg. It began operating in 1992. At
HERA, electrons or positrons were collided with protons at a center of mass energy
of 318 GeV. It was the only lepton-proton collider in the world while operating.
HERA was closed down on 30 June 2007.
HF Hadron forward calorimeter.
HFSS A 3D electromagnetic simulation software for designing and simulating high-
frequency electronic products from ANSYS.
HIE-ISOLDE The high-intensity and energy upgrade of ISOLDE project incorpo-
rates a new linear accelerator (linac) into CERN’s ISOLDE facility (isotope mass
separator on-line device).
Higgs boson An elementary particle linked with a mechanism to model, how par-
ticles acquire mass.
HiRadMat The high-radiation to materials facility at CERN provides high-
intensity pulsed beams to an irradiation area where material samples as well
as accelerator component assemblies can be tested.
HL-LHC High Luminosity upgrade of the LHC to a levelled constant luminosity of
5× 1034 cm2 s−1. A dedicated FP7 design study (HiLumi LHC DS) precedes the
implementation of the upgrade.
HLS Hydrostatic levelling system.
HLT High level trigger.
HOM Higher order modes are undesired Eigenmodes parasitically excited in a res-
onant (accelerating) radiofrequency cavity.
HTML Hypertext markup language.
HTS High temperature superconductors have critical temperatures above 77 K.
HTTP Hypertext transfer protocol.
HV High voltage.
HVDC High voltage direct current power distribution.
HX Heat exchanger.
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Hz The hertz (symbol: Hz) is the derived unit of frequency in the International
System of Units (SI) and is defined as one cycle per second.
IBS Iron-based superconductors (IBS) are iron-containing chemical compounds
whose superconducting properties were discovered in 2006.
IC Integrated circuit.
ICS Inverse compton scattering.
ICT Information and communications technology.
IDEA The international detector for electron accelerator is a conceptual design for
an experiment detector at the FCC-ee.
IEEE The Institute of Electrical and Electronics Engineers is is the world’s largest
association of technical professionals. Its objectives are the educational and tech-
nical advancement of electrical and electronic engineering, telecommunications,
computer engineering and allied disciplines.
ILC The international linear collider (ILC) is a proposed linear electron-positron
particle collider aiming at collision energies of 500 GeV and an upgrade to
1000 GeV (1 TeV).
Impedance A quantity that quantifies the self-interaction of a charged particle
beam, mediated by the beam environment, such as the vacuum chamber, RF
cavities, and other elements encountered along the accelerator or storage ring.
INFN Istituto Nazionale di Fisica Nucleare.
INJ Injection.
Innovation New ideas that respond to societal or economic needs and generate
new products, services, business and organisational models that are successfully
introduced into an existing market and are able to create new markets and that
contribute value to society.
Invar Invar, also known generically as FeNi36 (64FeNi in the US), is a nickel-iron
alloy notable for its uniquely low coefficient of thermal expansion (CTE). The
name Invar comes from the word invariable, referring to its relative lack of expan-
sion or contraction with temperature changes. It was invented in 1896 by Swiss
physicist Charles E´douard Guillaume. He received the Nobel Prize in Physics in
1920 for this discovery, which enabled improvements in scientific instruments.
Ion An atom or molecule that is not electrically neutral but that carries a positive
or negative charge (electrons removed or added).
IP Interaction point.
IPC Incoherent pair creation.
IR Interaction region.
IrCe Iridium-cerium is an alloy used as a photocathode.
ISD Ion-stimulated desorption.
ISO The International Organisation for Standardisation is an international
standard-setting body composed of representatives from various national stan-
dards organisations.
IT Information technology.
ITER ITER is an international nuclear fusion research and engineering project. It is
an experimental Tokamak fusion reactor that is being built next to the Cadarache
facility in Saint-Paul-le`z-Durance, in Provence, southern France.
ITS Inner tracking system.
J The joule (symbol: J) is a derived unit of energy in the International System of
Units. It is equal to the energy transferred to or work done on an object when
a force of one newton acts on that object in the direction of its motion through
a distance of one metre. It is also the energy dissipated as heat when an electric
current of one ampere passes through a resistance of one ohm for one second.
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Jc The scientific notation representing the “critical current density” or maximum
current that a superconductor can carry. As the current flowing through a super-
conductor increases, the Tc will usually decrease.
JLab Thomas Jefferson National Accelerator Facility (TJNAF), commonly called
Jefferson Lab or JLab.
K See Kelvin.
Karst Karst is a topography formed from the dissolution of soluble rocks such as
limestone, dolomite, and gypsum. It is characterized by underground drainage
systems with sinkholes and caves.
kB A kilobyte refers traditionally to 1024 bytes. In december 1998, the IEC defined
210 = 1024 bytes as 1 kibiyte (KiB).
KEKB KEKB is a particle accelerator used in the Belle experiment to study CP vio-
lation. KEKB is located at the KEK (High Energy Accelerator Research Organ-
isation) in Tsukuba, Ibaraki Prefecture, Japan.
Kelvin Unit of measurement for temperature (K) using as null point the absolute
zero, the temperature at which all thermal motion ceases. 0 K = −273.15◦C.
keV 103 electronvolt.
kg The kilogram or kilogramme (symbol: kg) is the base unit of mass in the Inter-
national System of Units (SI), and is defined as being equal to the mass of the
International Prototype of the Kilogram (IPK, also known as “Le Grand K” or
“Big K”), a cylinder of platinum-iridium alloy stored by the International Bureau
of Weights and Measures at Saint-Cloud, France.
KLOE A particle physics experiment at the INFN Frascati National Laboratory,
Italy
KlyC Software developed at CERN for the optimisation and design of high efficiency
Klystrons based on new bunching mechanisms.
Klystron A specialised linear-beam vacuum tube, which is used as an amplifier for
high radio frequencies.
Kr Krypton is a chemical element with symbol Kr and atomic number 36.
kW 103 Watt.
l The litre (SI spelling) or liter (American spelling) (symbol l in this document) is
an SI accepted metric system unit of volume equal to 1000 cubic centimetres or
1/1000 cubic metre.
L∗ The distance from the IP to the start of the magnetic field of the first magnet
closest to the IP. The physical equipment is larger and is closer to the IP.
LAL Laboratoire de l’Acce´le´rateur Line´aire (LAL) of CNRS in Orsay in France.
LAr Liquid argon.
LASE Laser-ablated surface engineering.
Lattice In accelerator physics, a magnetic lattice is a composition of electromagnets
at given longitudinal positions around the vacuum tube of a particle accelerator,
and thus along the path of the enclosed charged particle beam. Many lattices
are composed of identical substructures or cells, which denote a special magnet
arrangement that may reoccur at several positions along the path.
LCB Lower cold box.
LCBI Longitudinal coupled bunch instability.
LCCS Local Chromatic Correction System.
LEP The large electron–positron collider, which was operated at CERN until 2000.
LEP3 A concept for an electron-positron collider in the existing LHC tunnel with
a centre-of-mass of 240 GeV and a peak luminosity of 1 × 1034 cm−2 s−1 at each
of two experiments.
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Lepton A class of elementary particles that do not experience the strong force. The
electron is the most common lepton.
LF Low field.
LFV Lepton flavour violation.
LGAD Low gain avalanche detectors.
LHC The large hadron collider is a circular particle collider for protons and heavy
ions with a design centre-of-mass energy of 14 TeV for proton-proton collisions at
a peak luminosity of 1× 1034 cm2 s−1 at CERN in Geneva, Switzerland.
LHCb The large hadron collider beauty experiment is one of the seven particle
detector experiments constructed at the LHC.
LHeC A study to extend the current LHC collider with an energy recovery linac
(ERL) to generate electron beams and to collide them with high-energetic proton
or ion beams of the LHC.
LIL LEP injector linac.
Limestone Limestone is a sedimentary rock, composed mainly of skeletal fragments
of marine organisms such as coral, forams and molluscs. Its major materials are
the minerals calcite and aragonite, which are different crystal forms of calcium
carbonate (CaCO3).
Linac A linear accelerator for charged particles in which a number of successive
radiofrequency cavities that are powered and phased such that the particles pass-
ing through them receive successive increments of energy.
Linac4 The linear accelerator 4 at CERN accelerates negative hydrogen ions (H−,
consisting of a hydrogen atom with an additional electron) to 160 MeV to prepare
them to enter the PSB (proton synchrotron booster), which is part of the LHC
injection chain.
LIU LHC injector upgrade.
LLRF Low Level RF.
LN2 Liquid nitrogen is nitrogen in a liquid state at an extremely low temperature.
LSP Lightest supersymmetric particle.
LSS Long straight section: quasi-straight segments of a circular collider, which are
available for beam interactions or utility insertions (e.g. injection, extraction,
collimation, RF).
LTO Lithium titanium oxide.
LTS Low temperature superconductors have critical temperatures below 77 K.
Luminometer A calorimeter inside the detector to precisely measure the luminos-
ity.
Luminosity Luminosity is the rate of collision events normalised to the cross section.
It is expressed as inverse square centimetre and inverse second (cm−2 s−1) or barn
(1 barn = 10−24 cm2).
LV Low voltage.
MAC The medium access control sublayer and the logical link control (LLC) sub-
layer together make up the data link layer (DLL). Within that data link layer, the
LLC provides flow control and multiplexing for the logical link (i.e. EtherType,
802.1Q VLAN tag), while the MAC provides flow control and multiplexing for the
transmission medium. MAC is responsible for the transmission of data packets to
and from the network-interface card, and to and from another remotely shared
channel.
MAD-X MAD-X is a project and computational physics software to aid particle
accelerator design and simulation.
MADX-PTC MAD X polymorphic tracking code.
MAPS Monolithic active pixel sensor. A silicon detector technology for high-energy
physics particle detectors.
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MB A megabyte are by definition of the IEC, 1 000 000 bytes (106 B).
MC Main corrector magnet.
MCHF 106 CHF.
MD (magnet) Main dipole.
MDI The machine detector interface refers to the topics and regions where the
beamlines of the accelerator overlap with the physics experiment’s detector. Key
elements include mechanical support of final beamline elements, luminosity mon-
itoring, feedback, background suppression and radiation shielding.
MDISim A tool set developed in the frame of the FCC study for Machine Detector
Interface SIMulations using and combining the standard tools MAD-X, ROOT
and GEANT4.
MDT Monitored drift tube.
MEG A particle physics experiment at the Paul Scherrer Institute, Switzerland.
MeV 106 electronvolt.
MgB2 Magnesium diboride is the inorganic compound. It is a dark gray, water-




MIIT Millions of amp squared seconds. A performance indicator of a superconduct-
ing cable that determines two primary factors of the adequate quench protection
system: how quickly the current in the magnet must be reduced once a quench
is detected and how quickly a quench must be detected, once the initiating spot
quenches.
MJ 106 J.
MLI Multi layer insulation.
mm 10−3 m
MO Main octupole corrector magnet.
Molasse Variable sedimentary deposits comprising sandstones, shales and conglom-
erates that form as terrestrial or shallow marine deposits in front of rising moun-
tain chains. It is the typical soil type found in the Franco-Geneva basin.
MolfFlow+ Software developed at CERN to calculate the pressure in an arbitrarily
complex geometry when ultra-high vacuum condition is met.
MOSFET Metal-oxide-semiconductor field-effect transistor.
MoU Memorandum of understanding.
MP Medium pressure, around 20 bar.
MPGD Micro pattern gas detector.
MQ Main quadrupole.
MQDA Main quadrupole dispersion suppressor magnet.
MQS Main quadrupole skew magnet.
MQT Main quadrupole tuning magnet.
MQTL Main quadrupole trim magnet.
MRI Magnetic resonance imaging.
MRN Metrologial reference network.
MS Main sextupole.
MTE Multi turn extraction.
MTTF Mean time to failure.
MTTR Mean time to repair.
MVDC Medium voltage direct current power distribution.
MW 106 Watt
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N The newton (symbol: N) is the SI unit of force. A newton is how much force is
required to make a mass of one kilogram accelerate at a rate of one metre per
second squared.
NASA National Aeronautics and Space Administration.
Nb Niobium, formerly known as columbium, is a chemical element with symbol
Nb (formerly Cb) and atomic number 41. It is a soft, grey, crystalline, ductile
transition metal, often found in the minerals pyrochlore and columbite, hence the
former name “columbium”. Niobium is used in various superconducting materials.
Nb3Sn An intermetallic compound of niobium (Nb) and tin (Sn) with the A15
structure, and a type II LTS with with Tc = 18.3 K and Hc2 = 25 T.
NbTi Niobium-titanium is an alloy of niobium (Nb) and titanium (Ti) and a type II
LTS with Tc = 9.5 K. Nb–Ti wires, containing Nb–Ti filaments in an aluminium
or copper matrix, are produced industrially and are used in the majority of super-
conducting magnets.
NEG Non-evaporable getter materials are mostly porous alloys or powder mixtures
of Al, Zr, Ti, V and iron (Fe). They help to establish and maintain vacuums by
soaking up or bonding to gas molecules that remain within a partial vacuum.
Nelium A light gas mixture made of neon and helium.
NEXTorr A patented flanged vacuum pumping solution, combining NEG and ion
pumping technologies by the saes group, Milan, Italy.
NIE The notice d’impact sur l’environnement is an assembly of the results of envi-
ronmental impact assessments for large projects in Switzerland.
NMR Nuclear magnetic resonance.
NN Neural network.
NPV Net Present Value is a measurement of profit calculated by subtracting the
present values (PV) of cash outflows (including initial cost) from the present
values of cash inflows over a period of time. It is determined by calculating the
costs (negative cash flows) and benefits (positive cash flows) for each period of
an investment. After the cash flow for each period is calculated, the PV of each
one is obtained by discounting its future value at a periodic rate of return.
NTU The number of transfer units is defined as a ratio of the overall thermal con-
ductance to the smaller heat capacity rate. It may also be interpreted as the
relative magnitude of the heat transfer rate compared to the rate of enthalpy
change of the smaller heat capacity rate fluid.
NuPECC Nuclear physics European Collaboration Committee.
O Big O notation is a mathematical notation that describes the limiting behavior of
a function when the argument tends towards a particular value or infinity.
OBS Organisation breakdown structure.
ODH Oxygen deficiency hazard.
OEIE The ordonnance relative a`’ l’e´tude de l’impact sur l’environnement is the
Swiss environmental impact assessment regulation.
OFHC Oxygen-free copper (OFC) or oxygen-free high thermal conductivity
(OFHC) copper is a group of wrought high conductivity copper alloys that have
been electrolytically refined to reduce the level of oxygen to 0.001% or below.
OPEX An operating expense, operating expenditure, operational expense, opera-
tional expenditure or opex is an ongoing cost for running a product, business, or
system.
Optics An optical configuration refers to a powering scheme of the magnets. There
can be several different optics for a single lattice configuration. Different optics
exist for instance, for injection and for luminosity operation corresponding to
different β∗ values in the experiment insertions.
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ORC The organic rankine cycle is named for its use of an organic, high molecular
mass fluid with a liquid-vapor phase change, or boiling point, occurring at a
lower temperature than the water-steam phase change. The fluid allows Rankine
cycle heat recovery from lower temperature sources. The low-temperature heat is
converted into useful work, that can itself be converted into electricity.
OSI The open systems interconnection model is a conceptual model that charac-
terises and standardises the communication functions of a telecommunication or
computing system without regard to its underlying internal structure and tech-
nology.
OSI Model The open systems interconnection model is a conceptual and logical
layout that defines network communication used by systems open to interconnec-
tion and communication with other systems.
Overburden Material (rock, soil) that lies above an underground structure, e.g. a
tunnel or cavern.
Pa The pascal is the SI derived unit of pressure. A common multiple unit of the
pascal us the hectopascal (1 hPa = 100 Pa) which is equal to one millibar.
Pandora PFA The pandora particle flow algorithm is an event reconstruction soft-
ware developed for future linear collider studies ILC and CLIC.
Pb Lead is a chemical element with symbol Pb (from the Latin plumbum) and
atomic number 82.
PBR The pre booster ring is an injector to the booster top-up ring (BR), which
continuously provides the particle collider with particles at collision energy.
PBS Product breakdown structure.
PCB Printed circuit board.
PCO Power COnverter.
PDF The parton name was proposed by Richard Feynman in 1969 as a generic
description for any particle constituent within the proton, neutron and other
hadrons. These particles are referred today as quarks and gluons. A parton dis-
tribution function is defined as the probability density for finding a particle with
a certain longitudinal momentum fraction at a certain resolution scale.
PEDD Peak energy deposition density.
PEP-II The PEP-II facility consists of two independent storage rings, one located
atop the other in the at the Stanford Linear Accelerator Center (SLAC). The high-
energy ring, which stores a 9 GeV electron beam, was an upgrade of the existing
Positron-Electron Project (PEP) collider; it reused all of the PEP magnets and
incorporated a state-of-the-art copper vacuum chamber and a new radio-frequency
system capable of supporting a stored beam of high current. The low-energy ring,
which stores 3.1 GeV positrons, was newly constructed. Injection is achieved by
extracting electrons and positrons at collision energies from the SLC and trans-
porting them each in a dedicated bypass line. The low-emittance Stanford Linear
Collider (SLC) beams are used for the injection process. The collider was com-
pleted in July 1998.
PERLE Powerful energy recovery Linac for experiments, an envisaged test facil-
ity for an energy recovery linac (ERL) at Laboratoire de l’Acce´le´rateur Line´aire
(LAL) of CNRS in Orsay in France.
PFL Pulse forming line.
PFN Pulse forming network.
pH A logarithmic scale used to specify the acidity or basicity of an aqueous solution.
It is approximately the negative of the base 10 logarithm of the molar concentra-
tion, measured in units of moles per liter, of hydrogen ions.
Phase Space A six-dimensional space consisting of a particle’s position (x, y, z) and
divergence (x′, y′, z′). Phase space is represented in two dimensions by plotting
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position on the horizontal axis and the corresponding divergence on the vertical
axis.
PHY In the seven-layer OSI model of computer networking, the physical layer or
layer 1 is the first and lowest layer. This layer may be implemented by a dedi-
cated PHY chip. The physical layer consists of the electronic circuit transmission
technologies of a network.
Pile-up The situation where a particle detector is affected by several events at the
same time.
PIT The powder-in-tube process is often used for making electrical conductors from
brittle superconducting materials such as niobium-tin or magnesium diboride and
ceramic cuprate superconductors such as BSCCO.
PLC Programmable logic controller.
PMNS The Pontecorvo-Maki-Nakagawa-Sakata matrix, Maki-Nakagawa-Sakata
matrix (MNS matrix), lepton mixing matrix, or neutrino mixing matrix is a uni-
tary mixing matrix which contains information on the mismatch of quantum
states of neutrinos when they propagate freely and when they take part in the
weak interactions. It is a model of neutrino oscillation. This matrix was intro-
duced in 1962 by Ziro Maki, Masami Nakagawa and Shoichi Sakata, to explain
the neutrino oscillations predicted by Bruno Pontecorvo.
PMT Photomultiplier tube.
pNGB Pseudo Nambu-Goldstone boson.
PoT Protons on target.
PPLP Parabolic parabolic linear parabolic.
ppm Parts per million (10−6).
PS The proton synchrotron is a particle accelerator at CERN. It was CERN’s first
synchrotron, beginning operation in 1959. It has since served as a pre-accelerator
for the ISR (intersecting storage rings) and the SPS (super proton synchrotron),
and is currently part of the LHC (large hadron collider) accelerator complex.
In addition to protons, PS has accelerated alpha particles, oxygen and sulphur
nuclei, electrons, positrons and antiprotons.
PSB The proton synchrotron booster at CERN is an accelerator made up of four
superimposed synchrotron rings that receive beams of protons from the linear
accelerator Linac 2 or 4 at 50 MeV and accelerate them to 1.4 GeV for injection
into the PS (proton synchrotron).
PSD Photon stimulation desorption is a phenomenon whereby a substance is
released from or through a surface.
PSO In computational science, particle swarm optimisation is a computational
method that optimises a problem by iteratively trying to improve a candidate
solution with regard to a given measure of quality. It solves a problem by having
a population of candidate solutions, here dubbed particles, and moving these par-
ticles around in the search-space according to simple mathematical formulae over
the particle’s position and velocity. Each particle’s movement is influenced by its
local best known position, but is also guided toward the best known positions
in the search-space, which are updated as better positions are found by other
particles. This is expected to move the swarm toward the best solutions.
PU Pile-up.
PV Photovoltaics.
PVSS Prozessvisualisierungs- und steuerungssoftware. A SCADA product from
SIEMENS company ETM professional control now called WinCC OA.
Px One of the 12 FCC access points. x can be one of A, B, C, D, E, F, G, H, I, J,
K, L, e.g. PA is the access point A close to the CERN Meyrin site.
PyHEADTAIL A macroparticle tracking software designed specifically to simulate
collective effects in circular accelerators.
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Pythia A Monte Carlo event generator software.
Q The quality factor or Q factor is a dimensionless parameter that describes how
underdamped an oscillator or resonator is, and characterises a resonator’s band-
width relative to its centre frequency. Higher Q indicates a lower rate of energy
loss relative to the stored energy of the resonator. For an RF cavity it charac-
terises RF losses in the cavity: an RF cavity having a higher Q factor is a more
efficient user of RF power.
QC1 First final focus quadrupole next to the IP.
QC2 Second final focus quadrupole, behind QC1.
QCD In theoretical physics, quantum chromodynamics is the theory of the strong
interaction between quarks and gluons, the fundamental particles that make up
composite hadrons such as the proton, neutron and pion.
QD Defocusing quadrupole.
QED In particle physics, quantum electrodynamics is the relativistic quantum field
theory of electrodynamics.
QF Focusing quadrupole.
QFT Quantum field theory.
QGP Quark gluon plasma.
QPS Quench protection system.
QPU Quench processing unit.
QRL Cryogenic distribution line.
QS Quench instrumentation units in the tunnel.
Quench The change of state in a material from superconducting to resistive. If
uncontrolled, this process damages equipment due to thermal stress induced by
the extremely high-currents passing through the material.
R&D Research and development refers to activities to develop new services and
products, or to improve existing services and products. Research and develop-
ment constitutes the first stage of development of a potential new service or the
production process.
R2E Radiation to electronics.
rad The radian (SI symbol rad) is the SI unit for measuring angles. The length of
an arc of a unit circle is numerically equal to the measurement in radians of the
angle that it subtends; 360◦ correspond to 2pi rad.
RAMS Reliability, availability, maintainability and safety. Four non-functional key
characteristics that determine the performance and total cost of technical systems.
RD52 A research and development project at CERN, carried out by an international
collaboration, to develop a detector technology for a future electron-positron
particle collider using the simultaneous measurement of scintillation light and
Cˇerenkov light generated in the shower development process.
RDC Radiation dependent capacitor.
RDP Resonant depolarisation.
RDR Radiation dependent resistor.
ReBCO Rare-earth barium copper oxide is a family of chemical compounds known
for exhibiting high temperature superconductivity.
RF Radiofrequency.
RF cavity An electromagnetically resonant cavity used to convey energy (accel-
erate) to charged particles as they pass through by virtue of the electric field
gradient across the cavity gap(s). Radio Frequency is a rate of oscillation in the
range of around 3 kHz–300 GHz.
RH Relative humidity is the ratio of the partial pressure of water vapor to the
equilibrium vapor pressure of water at a given temperature. Relative humidity
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depends on temperature and the pressure of the system of interest. The same
amount of water vapor results in higher relative humidity in cool air than warm
air.
RHA Radiation hardness assurance.
RI A research infrastructure is a facility, a set of resources and services that are used
by research communities to conduct research and foster innovation in their fields.
This includes major scientific equipment or sets of instruments, knowledge-based
resources such as collections, archives and scientific data, e-infrastructures, such
as data and computing systems and communication networks and any other tools
that are essential to achieve excellence in research and innovation.
RMC Racetrack model coil.
RMM Racetrack model magnet.
RMS The root mean square is square root of the arithmetic mean of the squares of
a set of numbers.
Roadheader Excavation equipment consisting of a boom mounted cutting head
with a hydraulic mechanism.
Rockbreaker A hydraulically powered tool used to break up rock during the exca-
vation process.
RoHS The restriction of hazardous substances directive 2002/95/EC, (RoHS 1),
short for directive on the restriction of the use of certain hazardous substances in
electrical and electronic equipment, was adopted in February 2003 by the Euro-
pean Union.
ROOT ROOT is a modular scientific software toolkit. It provides functionalities
needed to deal with big data processing, statistical analysis, visualisation and
storage.
ROXIE Software developed at CERN for the electromagnetic simulation and opti-
misation of accelerator magnets.
RPC Resistive plate chamber.
RRP The restacked-rod restack process is a manufacturing process for Nb3Sn wires
developed by the OST company (Oxford instruments technologies), which has
been subsequently acquired by BEST Inc. (Bruker Energy and Supercon. Tech-
nologies).
RRR The residual resistivity ratio is defined as the ratio of the electrical resistivity
of a material at room temperature and at a chosen cryogenic temperature. For
superconducting materials, a cryogenic temperature above Tc must be chosen.
RRR serves as a measure of the purity and overall quality of a sample: as elec-
trical resistivity usually increases as defect prevalence increases, a large RRR is
associated with a pure sample.
RTE Re´seau de Transport d’E´lectricite´ is the French electricity transmission system
operator. It is responsible for the operation, maintenance and development of the
French high-voltage transmission system.
RW The resistive wall impedance is one of the main sources for beam instabilities
in synchrotrons and storage rings.
S The siemens (symbol: S) is the derived unit of electric conductance, electric suscep-
tance and electric admittance in the International System of Units (SI). Conduc-
tance, susceptance, and admittance are the reciprocals of resistance, reactance,
and impedance respectively; hence one siemens is redundantly equal to the recip-
rocal of one ohm, and is also referred to as the mho.√
s The total centre of mass energy of the colliding particles.
S band The S band is a designation by the IEEE (institute of electrical and electron-
ics engineers) for a part of the microwave band of the electromagnetic spectrum
covering frequencies from 2 to 4 gigahertz.
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S275JR A structural steel grade according to EN 10025: part 2: 2004.
SAD Strategic accelerator design is a software tool for particle accelerator design
developed at KEK since 1986.
SC coating A very thin layer of superconducting material on normal-conducting
material (e.g. copper). Used for various purposes such as quench avoidance of a
neighbouring superconductor, reduction of production costs due to use of cheaper
support material and impedance reduction.
SCADA Supervisory control and data acquisition.
SCP The “Structure de Concertation Permanente” federates representatives of
CERN, the Swiss federal and cantonal governments as well as the Swiss per-
manent mission at the international organisations in order to work in common
on adequate administrative frameworks for CERN’s operation and future devel-
opments on Swiss territory.
scSPS The superconducting SPS is a superconducting synchrotron, replacing the
current SPS accelerator at CERN.
SDA The “surfaces d’assolement” are land plots in Switzerland, which are reserved
for potential agricultural purposes in the event of crisis. They are not con-
structible.
SEE Single event effect is a general class of radiation effects in electronic devices.
There are two types of effects: those which cause permanent damage to the equip-
ment’s functionality and those, which cause a transient fault.
SEM A scanning electron microscope (SEM) is a type of electron microscope that
produces images of a sample by scanning the surface with a focused beam of
electrons.
SESAME The synchrotron-light for experimental science and applications in the
middle east is a third-generation synchrotron light source. SESAME is located
in Allan, Jordan (30 km from Amman and 30 km from the King Hussein/Allenby
Bridge crossing of the Jordan River).
SEU A single event upset is a change of state caused by one single ionising particle
(ions, electrons, photons) striking a sensitive node in a micro-electronic device,
such as in a microprocessor, semiconductor memory, or power transistor. It is not
considered to permanently damage the equipment’s functionality. It is an example
of a general class of radiation effects in electronic devices called single event effects
(SEE).
SEY Secondary electron yield.
SFOE The Swiss Federal Office of Energy.
SFOPT Strongly first order phase transition.
SGAR The Secretariat Ge´ne´rale de la re´gion Auvergne-Rhoˆne-Alpes assists the pre-
fect of the region in the implementation of the government’s policies in the region.
Shotcrete A sprayed concrete lining that is projected at high velocity via a hose
onto a surface.
SI The international system of units (SI, abbreviated from the French syste`me inter-
national (d’unite´s)) is the modern form of the metric system, and is the most
widely used system of measurement. It comprises a coherent system of units of
measurement built on seven base units that are ampere, kelvin, second, metre,
kilogram, candela, mole, and a set of twenty prefixes to the unit names and unit
symbols that may be used when specifying multiples and fractions of the units.
The system also specifies names for 22 derived units, such as lumen and watt, for
other common physical quantities.
SiC Silicon carbide (SiC) devices belong to the so-called wide band gap semicon-
ductor group. They offer a number of attractive characteristics for high voltage
power semiconductors when compared to commonly used silicon (Si). In partic-
ular, the much higher breakdown field strength and thermal conductivity of SiC
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allow devices to be created which by far outperform the corresponding Si ones.
This way previously unattainable efficiency levels can be achieved.
SiD The silicon detector is a conceptual design for an experiment detector at the
ILC.
SiPM Silicon photomultiplier.
SIRIUS Sirius is a synchrotron light source facility based on a 4th generation low
emittance storage ring that is under construction in Campinas, Brazil.
SITROS A tracking program developed at DESY in 1983 for the simulation of
polarising and depolarising effects in electron-positron storage rings.
Sixtrack A single particle 6D symplectic tracking code optimised for long term
tracking in high energy particle accelerators.
SLC Stanford Linear Collider.
Slurry shield TBM A TBM fitted with a full face cutterhead which provides
face support by pressurizing boring fluid inside the cutterhead chamber. These
machines are most suited for tunnels through unstable material subjected to high
groundwater pressure or water inflow that must be stopped by supporting the
face with a boring fluid subjected to pressure.
SM Standard Model.
SMC Short model coil.
sMDT Small diameter muon drift tube.
SME Small and medium-sized enterprises.
SMEFT The Standard Model effective field theory is a model independent frame-
work for parameterising deviations from the Standard Model in the absence of
light states.
SMS A safety management system integrates autonomously working safety-related
subsystems for higher-level operation, such as intrusion alarms, entrance and
access control systems, fire and smoke detection, communication with public emer-
gency services, public address and evacuation systems and many more.
SPN Support pre-alignment network.
SPS The super proton synchrotron is a particle accelerator at CERN. It is housed
in a circular tunnel, 6.9 km in circumference and delivers beams to fixed target
experiments and the LHC.
SPT The standard penetration test is an in-situ dynamic penetration test designed
to provide information on the geotechnical engineering properties of soil. The test




SSM Sequential Standard Model.
SSS Short straight section.
Standard Model The Standard Model explains how the basic building blocks of
matter interact, governed by four fundamental forces.
STATCOM Static synchronous compensator.
STFC Science and Technology Facilities Council in the UK.
Storz Storz is a type of hose coupling invented by Carl August Guido Storz in
1882 and patented in Switzerland in 1890, and patented in the U.S. in 1893 that
connects using interlocking hooks and flanges. It is widely used on fire hoses in
firefighting applications.
Strand A superconducting strand is a composite wire containing several thousand
superconducting filaments (e.g. Nb3Sn) dispersed in a matrix with suitably small
electrical resistivity properties (e.g. copper).
Strong force One of four known fundamental forces (the others are the weak force,
electromagnetism and gravity). The strong force is felt only by quarks and gluons,
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and is responsible for binding quarks together to make hadrons. For example, two
up quarks and a down quark are bound together to make a proton. The strong
interaction is also responsible for holding protons and neutrons together in atomic
nuclei.
Superconducting cable Superconducting cables are formed from several super-
conducting strands in parallel, geometrically arranged in the cabling process to
achieve well-controlled cable geometry and dimensions, while limiting the strand
deformation in the process. Cabling several strands in parallel results in an
increase of the current carrying capability and a decrease of the inductance of
the magnet, easing protection.
Superconductivity A property of some materials, usually at very low temperatures
that allows them to carry electricity without resistance.
Superferric magnet An iron-dominated magnet based on a magnetic steel struc-
ture with a minimal amount of superconductor. The structure is the same as a
normal conducting magnet, but the coil is built from superconducting material.
The yole is cooled to cryogenic temperature.
SuperKEKB SuperKEKB is a particle accelerator located at KEK (High Energy
Accelerator Research Organisation) in Tsukuba, Ibaraki Prefecture, Japan.
SuperKEKB will collide electrons at 7 GeV with positrons at 4 GeV. The acceler-
ator is an upgrade of KEKB, providing approximately 40 times higher luminosity,
due mostly to superconducting quadrupole focusing magnets.
SUSY Supersymmetry.
Synchrotron A circular machine that accelerates subatomic particles by the
repeated action of electric forces generated by RF fields at each revolution. The
particles are maintained on constant circular orbits by synchronously increasing
the magnetic fields.
Synchrotron Radiation Electromagnetic radiation generated by acceleration of
relativistic charged particles in a magnetic or electric field. Synchrotron radiation
is the major mechanism of energy loss in synchrotron accelerators and contributes
to electron-cloud build-up.
SynRad+ A modified MolFlow+ software developed at CERN to trace photons in
order to calculate flux and power distribution caused by synchrotron radiation
on a surface.
t The “metric ton” is a unit of measure. It corresponds to 1000 kg in this document.
Tc The critical temperature of a superconducting material, above which material
enters the normal state and does not show superconducting behaviour.
Tantalum Tantalum is a chemical element with symbol Ta and atomic number
73. It is a rare, hard, blue-gray, lustrous transition metal that is highly corrosion-
resistant. It is part of the refractory metals group, which are widely used as minor
components in alloys. The chemical inertness of tantalum makes it a valuable
substance for laboratory equipment and a substitute for platinum.
TBA Triple bend achromat.
TBM A tunnel boring machine is a machine used to excavate tunnels with a circular
cross section through a variety of soil and rock strata. They can bore through
anything from hard rock to sand. Tunnel diameters can range from one metre to
more than 17 m to date.
TCLA Active tungsten absorber.
TCLD Dispersion suppression collimator.
TCO Total cost of ownership.
TCP Primary collimator.
TCSG Secondary collimator.
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Technology Spillover Technology spillover refers to the unintentional technologi-
cal benefits to firms coming from the research and development efforts of other
organisations without the costs being shared.
TEM Transmission electron microscopy (TEM) is a microscopy technique in which
a beam of electrons is transmitted through a specimen to form an image.
Tesla Unit of magnetic field strength. 1 T is the field intensity generating one newton
(N) of force per ampere (A) of current per metre of conductor.
TETRA Terrestrial trunked radio, a European standard for a trunked radio system,
is a professional mobile radio and two-way transceiver specification.
TeV Tera electron Volts (1012 eV). Unit of energy. 1 eV is the energy given to an
electron by accelerating it through 1 Volt of electric potential difference.
Tevatron A 2 TeV proton on anti-proton collider that was operated at Fermilab
in Batavia, Illinois (USA) until 2011. The top quark was discovered using this
collider.
TFA Radioactive waste of “tre`s faible activite´” (very low level activity), the classi-
fication depends on the level of activity and on the radionuclides.
Thyratron A type of gas-filled tube used as a high-power electrical switch and
controlled rectifier. Thyratrons can handle much greater currents than similar
hard-vacuum tubes. Electron multiplication occurs when the gas becomes ionised,
producing a phenomenon known as Townsend discharge.
TID Total ionising dose.
TileCal TileCal is a hadronic calorimeter covering the most central region of the
ATLAS experiment at the LHC.
TLEP A concept for a circular electron-positron collier in a new 80–100 km long
tunnel acting as a Tera-Z factory
TM Transverse magnetic modes have no magnetic field in the direction of propaga-
tion.
TM210 In rectangular waveguides, rectangular mode numbers are designated by two
suffix numbers attached to the mode type, such as TMmn, where m is the number
of half-wave patterns across the width of the waveguide and n is the number of
half-wave patterns across the height of the waveguide. In circular waveguides,
circular modes exist and here m is the number of full-wave patterns along the
circumference and n is the number of half-wave patterns along the diameter.
TMCI Transverse model coupling instability.
TOT The tunnel optimisation tool is software that has been developed under a
cooperation contract for CERN by the company ARUP (UK).
TRL Technology readiness levels (TRLs) are indicators of the maturity level of par-
ticular technologies. This measurement system provides a common understanding
of technology status and addresses the entire innovation chain. There are nine
technology readiness levels; TRL 1 being the lowest and TRL 9 the highest.
TTB Turbo Brayton box.
Tungsten Tungsten, or wolfram is a chemical element with symbol W and atomic
number 74.
UFO Unidentified falling object.
UNESCO The United Nations Educational, Scientific and Cultural Organization
is a specialised agency of the United Nations based in Paris.
UPS Uninterruptible power supply.
V The volt (symbol: V) is the derived unit for electric potential, electric potential
difference (voltage), and electromotive force.
VA A volt-ampere is the unit used for the apparent power in an electrical circuit,
equal to the product of root-mean-square (RMS) voltage and RMS current. In
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direct current (DC) circuits, this product is equal to the real power (active power)
in watts. Volt-amperes are useful only in the context of alternating current (AC)
circuits.
Vacuum Pressures much below atmospheric pressure.
Variant A variant of a product has a specific set of characteristics that distinguish
it from other products in the same product line. All variants are derived from a
common base and share common design features. The development of different
variants is managed by distinct processes and different variants co-exist at the
same time.
VBF Vector boson fusion.
Version A version of a product represents that same product at a different time. It
may or may not have undergone some change (revision).
VFET Vacuum field-effect transistor.
VLP Very low pressure.
VSM An established compact shaft sinking technology for all ground conditions for
soft and stable soils, originally developed by Herrenknecht AG.
VXD CLD vertex detector.
W (particle) The W and Z bosons are together known as the weak or more gener-
ally as the intermediate vector bosons. They mediate the weak interaction. The
W bosons have either a positive or negative electric charge of 1 elementary charge
and are each other’s antiparticles. The particles have a spin of 1.
W (Watt) The watt (symbol W) is a unit of power. In the international system
of units (SI) it is defined as a derived unit of 1 joule per second, and is used to
quantify the rate of energy transfer.
WBS Work breakdown structure.
WCS Warm compressor station.
Weak force A force carried by heavy particles known as the W and Z bosons. The
most common manifestation of this force is beta decay, in which a neutron in a
nucleus is transformed into a proton, by emitting an electron and a neutrino. Weak
neutral current is a very weak interaction mediated by the Z boson that is inde-
pendent of the electric charge of a particle. Particles can exchange energy through
this mechanism, but other characteristics of the particles remain unchanged.
Willingness To Pay An indicator of how much a person values a product or device,
measured by the maximum amount she or he would pay to acquire one.
WIMP Weakly interacting massive particles are hypothetical particles that are
thought to constitute dark matter.
WinCC OA WinCC Open Architecture is a SCADA system for visualising and
operating processes, production flows, machines and plants in all lines of business.
It was formerly called PVSS.
WLS Wave length shifting.
WPS Wire positioning sensors.
Xe Xenon is a chemical element with symbol Xe and atomic number 54.
XFEL A free-electron laser generating high-intensity electromagnetic radiation by
accelerating electrons to relativistic speeds and directing them through special
magnetic structures.
XRD X-ray powder diffraction (XRD) is a rapid analytical technique primarily
used for phase identification of a crystalline material and can provide information
on unit cell dimensions. The analysed material is finely ground, homogenised,
and average bulk composition is determined.
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YBCO Yttrium barium copper oxide is a family of crystalline chemical compounds,
displaying high-temperature superconductivity. YBCO is often categorised as a
rare-earth barium copper oxide (REBCO).
Z The W and Z bosons are together known as the weak or more generally as the
intermediate vector bosons. They mediate the weak interaction. The Z boson is
electrically neutral and is its own antiparticle. The particles has a spin of 1.
ZrTiV A zirconium-titanium-vanadium alloy that is used as a coating for a large
surface getter pump.
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